Engineering Design and Development Standards

Snohomish County Public Works
May 1, 2020
CONTENTS

SCHEDULE OF EDDS UPDATES .............................................. 1-1

CHAPTER 1 GENERAL CONSIDERATIONS ............................... 1-1

1-01 AUTHORITY ........................................................................ 1-1
1-02 PURPOSE .......................................................................... 1-1
1-03 APPLICABILITY ................................................................. 1-1
1-04 ADMINISTRATIVE INTERPRETATIONS AND REVISIONS .......... 1-2
1-05 DEVIATION FROM STANDARDS ......................................... 1-2
   A. General ........................................................................... 1-2
   B. ADA Structural Impracticability Determination ...................... 1-3
1-06 POLICIES ......................................................................... 1-4
1-07 REFERENCES ...................................................................... 1-4
   A. Specific ........................................................................... 1-4
   B. General ........................................................................... 1-5
1-08 ALTERNATE STANDARDS ................................................... 1-6
1-09 PERMITS ........................................................................... 1-6
1-10 PLAN REVIEW ................................................................. 1-6
1-11 PROFESSIONAL QUALIFICATIONS ..................................... 1-7
1-12 INSPECTION ..................................................................... 1-7
1-13 SECURITIES ..................................................................... 1-8
1-14 ERRORS AND OMISSIONS ................................................. 1-8
1-15 RIGHT-OF-WAY AND SITE MAINTENANCE .......................... 1-8
1-16 PENALTIES ..................................................................... 1-8
1-17 DEFINITIONS ..................................................................... 1-8

CHAPTER 2 – ACCESS ................................................................. 2-1

2-01 ACCESS REQUIREMENTS .................................................. 2-1
   A. General ........................................................................... 2-1
   B. Design ............................................................................ 2-1
   C. Access to State Highways or City Streets ............................... 2-2
2-02 NUMBER OF ACCESS POINTS .......................................... 2-2
   A. Residential ..................................................................... 2-2
   B. Commercial or Industrial .................................................. 2-2
   C. Additional Access Points .................................................. 2-2
2-03 ACCESS POINT TYPES AND SPECIFICATIONS .................. 2-3
   A. General ........................................................................... 2-3
   B. Width Requirements – Residential ....................................... 2-3
   C. Width Requirement – Commercial or Industrial ..................... 2-4
2-04 ACCESS POINT LOCATION, SEPARATION AND SPACING ... 2-4

Engineering Design and Development Standards
May 1, 2020
3-08 SIGHT DISTANCE ................................................................. 3-13
A. General............................................................................. 3-13
B. Stopping Sight Distance.................................................. 3-13
Table 3-6 Stopping Sight Distance...................................... 3-14
C. Effect of Grade on Stopping Sight Distance.................. 3-14
Table 3-7 Stopping Sight Distance on Grades.................... 3-15
D. Intersection Sight Distance........................................... 3-15
Table 3-8 Intersection Sight Distance < 80 ADT.............. 3-16
Table 3-9 Intersection Sight Distance > 80 ADT............... 3-17
E. Clear Sight Triangles..................................................... 3-17
F. Special Circumstances................................................... 3-18
G. Documentation of Sight Distance................................... 3-18

3-09 INTERSECTIONS ............................................................ 3-18
A. Angle of Intersections.................................................... 3-18
B. Grades at Intersections.................................................. 3-18
C. Radius Returns............................................................ 3-19
D. Centerline Offsets......................................................... 3-19

3-10 ROAD ENDS ................................................................ 3-20
A. General............................................................................. 3-20
B. Drop-Curb Cul-de-Sac.................................................... 3-20

3-11 AUXILIARY LANES....................................................... 3-21

3-12 HIGH OCCUPANCY VEHICLE (HOV) LANES................ 3-21

3-13 TRANSIT STOPS .......................................................... 3-21
A. General Requirements................................................... 3-21

3-14 PEDESTRIAN CIRCULATION........................................ 3-22

CHAPTER 3 DRAWING INDEX .............................................. 3-25

CHAPTER 4 ROAD ELEMENTS AND FEATURES ............. 4-1

4-01 LANDSCAPING .......................................................... 4-1
A. Planter Strips................................................................. 4-1
B. Planting Types............................................................. 4-1
C. Tree Planting and Maintenance..................................... 4-2
D. Stormwater Facility Landscaping.................................. 4-2

4-02 MEDIANS .................................................................. 4-3
A. General............................................................................. 4-3

4-03 SURVEY MONUMENTS AND CORNERS..................... 4-3
A. General............................................................................. 4-3

4-04 CURB DETAILS .......................................................... 4-5
A. Vertical Curb and Gutter.............................................. 4-5
B. Other.............................................................................. 4-5

4-05 SIDEWALKS .............................................................. 4-6
A. General............................................................................. 4-6
B. Width.............................................................................. 4-6
C. Thickness..................................................................... 4-7
D. Curb Ramps ........................................................................................................ 4-7

4-06 WALKWAYS ........................................................................................................... 4-8
A. General .................................................................................................................. 4-8
B. Design .................................................................................................................... 4-8

4-07 SHARED USE PATHS ................................................................................................. 4-9
A. General .................................................................................................................. 4-9
B. Design .................................................................................................................... 4-9

4-08 BIKEWAYS ............................................................................................................... 4-10
A. General .................................................................................................................. 4-10
B. Classification ......................................................................................................... 4-10

4-09 SURFACING REQUIREMENTS .................................................................................. 4-11
A. Design .................................................................................................................... 4-11
Table 4-1 Minimum Surfacing Requirements ................................................................. 4-12
B. Subgrade ................................................................................................................ 4-13
Table 4-2 Gravel Borrow Specifications ........................................................................ 4-13

4-10 GUARDRAILS ........................................................................................................... 4-13

4-11 BOLLARDS .............................................................................................................. 4-14
A. General .................................................................................................................. 4-14

4-12 ROADWAY BARRICADES ....................................................................................... 4-14
A. General .................................................................................................................. 4-14

4-13 MAILBOXES ............................................................................................................ 4-15
A. US Postal Service ..................................................................................................... 4-15
B. Project Construction Plans ....................................................................................... 4-15
C. Location and Installation ........................................................................................ 4-15
D. Road Improvements ................................................................................................ 4-15

4-14 SIDE SLOPES .......................................................................................................... 4-15
A. General .................................................................................................................. 4-15

4-15 FIXED OBJECTS ...................................................................................................... 4-16
A. General .................................................................................................................. 4-16

4-16 SAFETY RAILINGS .................................................................................................. 4-17

4-17 ROCKERIES ............................................................................................................. 4-18
A. General .................................................................................................................. 4-18
B. Materials ................................................................................................................ 4-18
Table 4-3 Material Size Requirements ........................................................................... 4-18
C. Keyway ................................................................................................................... 4-18
D. Underdrains ............................................................................................................ 4-18
E. Rock Selection and Placement ................................................................................ 4-19
F. Rock Filter Layers ................................................................................................... 4-19
G. Embankments ......................................................................................................... 4-19
H. Sidewalks Above Rockery Facings .......................................................................... 4-19
I. Fences and Handrails ............................................................................................... 4-19

4-18 MAINTENANCE - ROAD ELEMENTS AND ROADSIDE FEATURES ..................... 4-19

CHAPTER 4 STANDARD DRAWING INDEX .................................................................... 4-20

CHAPTER 5 – DRAINAGE .............................................................................................. 5-1

Engineering Design and Development Standards
May 1, 2020
5-01 INTRODUCTION ........................................................................................................ 5-1
5-02 FACILITY LOCATION ........................................................................................... 5-1
5-03 CONVEYANCE SYSTEMS ..................................................................................... 5-1
   A. Natural and Artificial Systems ........................................................................... 5-1
   B. Design .................................................................................................................. 5-2
5-04 CONVEYANCE SYSTEMS - OPEN CHANNELS ..................................................... 5-2
   A. Design .................................................................................................................. 5-2
   B. Friction Coefficients ........................................................................................... 5-3
   Table 5-1 Open Channel Friction Coefficients ......................................................... 5-3
5-05 CONVEYANCE SYSTEMS - PIPES ...................................................................... 5-4
   A. Slope .................................................................................................................... 5-4
   B. Flow Velocity ....................................................................................................... 5-4
   C. Minimum Size ...................................................................................................... 5-4
   D. Friction Coefficients ........................................................................................... 5-4
   Table 5-2 Pipe Friction Coefficients ....................................................................... 5-4
   E. Headwater Depth .................................................................................................. 5-5
   F. Wyes and Tees ...................................................................................................... 5-5
   G. Yard Drain Systems .............................................................................................. 5-5
   H. Drainage Stub-Outs .............................................................................................. 5-5
   I. Pipe Placement and Materials ............................................................................. 5-6
   J. Pipe Joints ............................................................................................................. 5-6
   K. Leak Testing .......................................................................................................... 5-6
   L. Pipe Ends and Outfall Systems ............................................................................ 5-6
   Table 5-3 Rock Protection at Outfalls ...................................................................... 5-7
   M. Energy Dissipation and Flow Dispersion ............................................................ 5-7
   N. Pipe Trenches ........................................................................................................ 5-8
   O. Debris Barriers ...................................................................................................... 5-9
5-06 DRAINS ................................................................................................................. 5-9
   A. Specifications ......................................................................................................... 5-9
   B. Geosynthetic Material .......................................................................................... 5-9
5-07 CATCHBASINS, MANHOLES AND INLETS ........................................................... 5-9
   A. Design .................................................................................................................... 5-9
   Table 5-4 Catchbasin, Manhole or Inlet Spacing ....................................................... 5-10
   B. Types of Catchbasins ............................................................................................ 5-10
   C. Types of Manholes ............................................................................................... 5-11
   D. Extension Risers .................................................................................................... 5-11
   E. Ladders, Steps and Handholds ............................................................................. 5-11
   F. Cover ...................................................................................................................... 5-11
5-08 FRAMES, GRATES AND COVERS ...................................................................... 5-12
   A. Materials .............................................................................................................. 5-12
   B. Types of Frames, Grates and Covers ................................................................... 5-12
   C. Lettering ............................................................................................................... 5-12
   D. Securing Grates and Covers ................................................................................. 5-12
5-09 OTHER MATERIALS ............................................................................................. 5-13
5-10 DETENTION PONDS ............................................................................................. 5-14
   A. General ................................................................................................................. 5-14
   B. Berms ..................................................................................................................... 5-15
   Table 5-5 Earthen Berm Material Specifications .................................................... 5-15
   C. Concrete / Structural Elements .......................................................................... 5-16
   D. Drains / Liners / Geosynthetic Materials ............................................................... 5-16
A. General .................................................................................................................. 8-9
8-07 CONTROLLED DENSITY FILL (CDF) ................................................................. 8-9
A. General .................................................................................................................. 8-9
B. Composition .......................................................................................................... 8-10
Table 8-1 CDF Composition ....................................................................................... 8-10
Table 8-2 CDF Proportions ......................................................................................... 8-10
C. Placement .............................................................................................................. 8-10
D. Compaction .......................................................................................................... 8-11
8-08 FINAL UTILITY ADJUSTMENT TO FINISH GRADE .......................................... 8-11
A. General .................................................................................................................. 8-11
8-09 RESTORATION REQUIREMENTS ....................................................................... 8-12
A. Preservation, Restoration and Cleanup ................................................................. 8-12
B. Traffic Control and Public Safety ......................................................................... 8-12
C. Emergency Repairs ............................................................................................... 8-12
D. Striping Replacement ............................................................................................. 8-13
E. Final Cleanup .......................................................................................................... 8-13

CHAPTER 8 DRAWING INDEX ....................................................................................... 8-14

CHAPTER 9 CONSTRUCTION CONTROL & INSPECTION 9-1
9-01 GENERAL ........................................................................................................... 9-1
A. Plans and Reports .................................................................................................... 9-1
B. Haul Route Agreements ......................................................................................... 9-1
9-02 SUBDIVISION/COMMERCIAL DEVELOPMENT INSPECTION ....................... 9-1
A. General .................................................................................................................. 9-1
9-03 FAILURE TO NOTIFY FOR INSPECTION ......................................................... 9-3
9-04 CONSTRUCTION CONTROL ............................................................................. 9-3
A. General .................................................................................................................. 9-3
B. Compacting Earth Embankments ......................................................................... 9-3
C. Testing and Certification ....................................................................................... 9-3
D. Other Requirements ............................................................................................... 9-3
9-05 TRAFFIC CONTROL ........................................................................................... 9-4
A. Interim Traffic Control .......................................................................................... 9-4
B. Road Closures, Lane Closures and Detours .......................................................... 9-4
9-06 COUNTY ROAD PROJECT INSPECTION ........................................................... 9-5
9-07 UTILITY NOTIFICATION .................................................................................... 9-5

CHAPTER 10 CONSTRUCTION PLAN REQUIREMENTS 10-1
10-01 CONSTRUCTION PLAN SUBMITTAL ................................................................. 10-1
A. General .................................................................................................................. 10-1
10-02 PLAN STANDARDS ........................................................................................... 10-1
A. Requirements ........................................................................................................ 10-1
10-03 HORIZONTAL PLAN ........................................................................................ 10-2
A. General .................................................................................................................. 10-2
10-04 PROFILE ELEMENTS ........................................................................................ 10-3
CHAPTER 11 LOW IMPACT DEVELOPMENT (LID)....11-1

11-01 INTRODUCTION..............................................................11-1
  A. LID Objectives.............................................................11-1
  B. Exemptions ...............................................................11-1
  C. New Development and Redevelopment............................11-2
  D. Minimum Requirements (MRs) ........................................11-2

11-02 LID BEST MANAGEMENT PRACTICES (BMPS)......................11-3
  B. BMP Feasibility ..........................................................11-3
  C. BMP Selection ..........................................................11-3
  D. Use of WSDOT Highway Runoff Manual ............................11-3
  E. Future Technologies and BMPS ........................................11-3
  F. BMP Implementation ....................................................11-3
  G. Full Dispersion (Drainage Manual Volume V, BMP T5.30) ....11-4
  H. Rain Gardens (Drainage Manual Volume V, BMP T5.14A) .......11-4
  I. Bioretention (Drainage Manual Volume V, BMPS T5.14B & T7.30) 11-5
  J. Permeable Pavement Drainage Manual Volume V, BMP T5.15) ......11-6

11-03 MAINTENANCE STANDARDS ...............................................11-13

CHAPTER 11 STANDARD DRAWING INDEX....................................11-14

APPENDIX A ..................................................................................1
STORMWATER FACILITY LANDSCAPING ..................................1

APPENDIX B .................................................................................1
VEGETATIVE SEED MIXES FOR USE IN PUBLIC RIGHT-OF-WAY ..........1
## SCHEDULE OF EDDS UPDATES

(Updates from 10-1-2004)

<table>
<thead>
<tr>
<th>EFFECTIVE DATE</th>
<th>EDDS SECTIONS</th>
<th>STANDARD DRAWINGS</th>
</tr>
</thead>
<tbody>
<tr>
<td>10-1-2004</td>
<td>General revisions</td>
<td></td>
</tr>
<tr>
<td>4-5-2009</td>
<td>Rural cluster subdivision revisions</td>
<td></td>
</tr>
<tr>
<td>6-18-2009</td>
<td>Urban residential design standards</td>
<td></td>
</tr>
<tr>
<td>9-18-2009</td>
<td>Bridge design standards</td>
<td></td>
</tr>
<tr>
<td>9-30-2010</td>
<td>NPDES revisions</td>
<td></td>
</tr>
<tr>
<td>1-1-2013</td>
<td>Chapter 30.24 SCC revisions</td>
<td></td>
</tr>
<tr>
<td>1-22-2016</td>
<td>NPDES revisions</td>
<td></td>
</tr>
<tr>
<td>12-1-2017</td>
<td>LID revisions</td>
<td>3-102, 11-040</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>EFFECTIVE DATE</th>
<th>EDDS SECTIONS</th>
<th>STANDARD DRAWINGS</th>
</tr>
</thead>
<tbody>
<tr>
<td>8-6-2018</td>
<td>SCHEDULE OF EDDS UPDATES (new), 1-01, 1-03, 1-04, 1-05, 1-07, 1-17, 2-03, 3-01.C.3), 3-02, 3-05.C, 3-09.B, 3-10.A.6), 3-14.A &amp;.B, Table 3-12, 4-01.D, 4-03.B, 4-05.A, 4-06.A &amp;.B, 4-13.D.1), 4-15.A.1 &amp;.2), 5-010.K, 8-03.A.2) &amp;.3), 8-04.A.1) &amp;.6), 8-05.A.2) &amp;.4), .B.1) &amp;.C, 8-08.A.2) &amp; new .3), 11-02.F.4), TEXT INDEX (delete), APPENDIX A, (delete contents), APPENDIX B (relabel as A), APPENDIX C (delete), and APPENDIX D (relabel as B)</td>
<td>2-070, 3-010, 3-020, 3-030A, 3-040, 3-050, 3-065, 3-066, 3-102, 4-130 7-170, 8-010, 8-020, 8-030.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>EFFECTIVE DATE</th>
<th>EDDS SECTIONS</th>
<th>STANDARD DRAWINGS</th>
</tr>
</thead>
<tbody>
<tr>
<td>7-24-2019</td>
<td></td>
<td>3-050 (corrected formatting errors)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>EFFECTIVE DATE</th>
<th>EDDS SECTIONS</th>
<th>STANDARD DRAWINGS</th>
</tr>
</thead>
<tbody>
<tr>
<td>9-4-19</td>
<td></td>
<td>Deleted duplicate drawing 5-300B</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>EFFECTIVE DATE</th>
<th>EDDS SECTIONS</th>
<th>STANDARD DRAWINGS</th>
</tr>
</thead>
<tbody>
<tr>
<td>5-1-2020</td>
<td>1-05.A &amp; (B new), 1-07, 1-17 (definitions): ADA (new), Alteration (new), Blended Transition (new), Clear Zone, Control Zone, Curb Ramp (new), Edge of Traveled Way, Facility (new), Fire Lane, Fixed Object (new), New Construction (new), Traveled Way, Walkway, 2-01.B, 2-08.B (new), 3-01.B &amp; C, 3-01.B &amp; (B new), 1-07, 1-17, 2-03, 3-01.C.3), 3-02, 3-05.C, 3-09.B, 3-10.A.6), 3-14.A &amp;.B, Table 3-12, 4-01.D, 4-03.B, 4-05.A, 4-06.A &amp;.B, 4-13.D.1), 4-15.A.1 &amp;.2), 5-010.K, 8-03.A.2) &amp;.3), 8-04.A.1) &amp;.6), 8-05.A.2) &amp;.4), .B.1) &amp;.C, 8-08.A.2) &amp; new .3), 11-02.F.4), TEXT INDEX (delete), APPENDIX A, (delete contents), APPENDIX B (relabel as A), APPENDIX C (delete), and APPENDIX D (relabel as B)</td>
<td>3-010, 3-020, 3-030A &amp; B, 3-040, 3-050, 3-060, 3-080, 3-105, 4-010 (Delete), 4-010A &amp; B (New), 4-045 (New), 4-050, 4-060, 4-070, 4-110, 4-114 (New), 4-116 (New), 4-160</td>
</tr>
</tbody>
</table>
Chapter 1 GENERAL CONSIDERATIONS

1-01 AUTHORITY

Chapter 36.80 of the Revised Code of Washington (RCW) charges the County Road Engineer with the responsibility to prepare standards of construction for roads and bridges. Chapter 13.05 SCC authorizes the Snohomish County Engineer to adopt and amend the EDDS in accordance with that title and sound engineering practices.

SCC 13.05.020 specifies that the EDDS shall govern all new construction and upgrading of transportation facilities, storm drainage facilities and utilities within county rights-of-way, whether occurring under permit or franchise, and other transportation-related improvements mandated by Snohomish County land use codes. Accordingly, the EDDS is written to provide engineering standards for implementation of the authority assigned to the County Road Engineer, hereinafter referred to as “the Engineer”.

The EDDS, also known as “the Engineering Design and Development Standards,” consist of all past, present, and future versions as applicable. Refer to the SCHEDULE OF EDDS UPDATES above for information concerning updates to these standards.

1-02 PURPOSE

The purpose of these Engineering Design and Development Standards is to ensure that transportation, drainage and utility facilities constructed in Snohomish County meet appropriate standards for safety, construction, maintenance, and water quality. These Standards are published in accordance with the Revised Code of Washington and accomplish the following:

- Provide clear and consistent design standards for construction or modification of transportation, drainage and utility facilities by public or private entities.
- Implement and administer the development regulations contained in Snohomish County Code and the Comprehensive Plan.
- Ensure the design and construction of facilities in the county right-of-way comply with all applicable laws, regulations and standards of good engineering practice.

1-03 APPLICABILITY

The EDDS (Engineering Design and Development Standards) shall apply to all new construction, reconstruction, and maintenance of the road network including drainage and utility facilities; PROVIDED, That unless specifically required by the EDDS or local, state or federal regulations, the maintenance of existing feature(s) within a road network element does not trigger a requirement that any other feature(s) within the existing road network element be improved to comply with the EDDS.

Situations may arise where the application of individual standards from this document will not ensure the protection of public health, safety and welfare. Accordingly, the Engineer may impose additional or more stringent standards than those contained in this document, or require the modification of plans,
specifications or operations to achieve the necessary public health, safety and welfare. Modifications may include, but are not limited to scheduling, phasing or timing restrictions.

1-04 ADMINISTRATIVE INTERPRETATIONS AND REVISIONS

It is recognized that administrative interpretation of these Standards will be required from time to time. Such interpretations are refinements or explanations of meaning or intent issued by the County Engineer. Requests for administrative interpretations must be submitted in writing to the County Engineer.

The County Engineer is authorized to revise these Standards in accordance with SCC 13.05.010 and SCC 30.63A.120, and sound engineering practices. Such revisions will be issued as necessary to keep the document current and reduce the scope of subsequent changes. Each EDDS revision will incorporate the administrative interpretations that have been issued since the last revision. Suggestions for future revisions may be submitted in writing to the Engineer using the EDDS Comment/Change Request Form.

1-05 DEVIATION FROM STANDARDS

A. General

1. These Standards represent appropriate practice under most conditions, based on past experience in Snohomish County and other jurisdictions. They are intended to provide transportation, drainage and other engineering-related facilities that are safe and appropriate for use in Snohomish County.

2. Engineering design is an endeavor that examines alternative solutions to real world situations. These Standards are not intended to limit the introduction of new ideas. Situations will arise where alternatives to these Standards may better accommodate existing conditions, overcome adverse topography or allow for more cost-effective solutions without adversely affecting vehicle or pedestrian safety, operation of road or drainage systems, maintenance, environmental protection or aesthetics.

3. Accordingly, the Engineer will consider requests for deviations from these Standards, Provided, that the process for deviating from the stormwater-related requirements in the EDDS is through a “modification” or “waiver,” as applicable, in accordance with chapters 30.63A or 30.63B, SCC.

4. Deviation requests must be submitted in writing, using the Deviation Request Form provided on the DPW EDDS web page, and include supporting information demonstrating compliance with the following criteria:

   i. The deviation will achieve the intent of these design standards;
   ii. The deviation will not adversely affect safety or operations;
   iii. The deviation will provide substantially equivalent environmental protection;
   iv. The deviation will not adversely affect maintenance and its associated cost; and
v. The deviation will not adversely affect aesthetic appearance.

5. A separate deviation request must be submitted for each standard that is proposed for deviation, except where the standards are related and should be evaluated as a single proposal. In such case, a single deviation request may be submitted but complete documentation and justification are required for each standard to be considered.

6. A deviation request is not required for any of the following circumstances:
   i. To approve a design that exceeds an EDDS specification, as determined by the Engineer;
   ii. To approve an alternative standard provided in the EDDS; or
   iii. To obtain an “Interim EDDS Administrative Interpretation” of a standard or specification.

7. It is recognized that the need for and timing of a deviation request may not be predictable. Requests should be submitted as soon as the need becomes known. This may prevent wasted effort in the preparation of plans with non-standard features that cannot be approved. Known deviation requests that affect a project’s lot yield, density, or scope must be submitted prior to the SEPA decision or the final administrative decision on the application. This is important for environmental assessment, public notice and participation in the decision process.

8. Any deviation request concerning a provision of the Uniform Fire Code requires concurrence by the Snohomish County Fire Marshal prior to the final decision on the request.

9. The Engineer is the final authority on all EDDS deviation requests. The Engineer reserves the right to approve, approve with conditions, or deny a deviation from these Standards, at any time, in the interest of public health, safety and welfare. For other than County initiated projects, reconsideration of the Engineer’s deviation decision may be requested by the developer, provided it is submitted in writing to the applicable PDS Traffic Development Reviewer within 15 calendar days following the date of the original decision. The grounds for seeking reconsideration are limited to the following:
   i. The Engineer’s findings, conclusions or conditions are not supported by the record;
   ii. New evidence is discovered, which could not reasonably have been produced and is material to the decision; or
   iii. Changes to the application are proposed in response to deficiencies identified in the original deviation decision.

B. ADA Structural Impracticability Determination

All pedestrian facilities that are new construction shall fully comply with ADA requirements except in the extremely rare and unusual case where a unique physical constraint makes full compliance structurally impracticable. In that case, any feature
of the facility that can be designed and constructed to meet ADA requirements shall be designed and constructed to meet ADA requirements. The County Traffic Engineer considers requests for deviations to ADA requirements due to structural impracticability. Deviations must be approved before construction plans are approved.

Steep or hilly terrain is common in Snohomish County and therefore does not qualify, per se, as a unique physical constraint, whereas the inability to grade next to an existing structure that is not controlled by the development and is located on steep or hilly terrain could make construction of fully compliant pedestrian facilities impractical.

1-06 POLICIES

These Standards are intended to be consistent with the following federal and state laws, county codes, policies and rules:

A. Snohomish County Code (SCC)
B. Snohomish County Drainage Manual
C. Snohomish County GMA Comprehensive Plan, General Policy Plan, and Transportation Element
D. Snohomish County GMA Subarea Plans
E. Snohomish County Arterial Circulation Map
F. Washington State Shoreline Management Act
G. National and State Environmental Policy Acts
H. Americans with Disabilities Act (ADA)
I. Federal Clean Air and Clean Water Acts
J. Department of Public Works' policies and procedures

1-07 REFERENCES

A. Specific

In the event these Standards and other applicable rules adopted by Snohomish County do not provide necessary design information, the following publications of the Washington State Department of Transportation (WSDOT) may be referenced with said reference(s) applying to the publications as adopted and amended:

1. Standard Plans for Road, Bridge and Municipal Construction ("Standard Plans")
2. Standard Specifications for Road, Bridge and Municipal Construction ("Standard Specifications")
5. Design Manual
8. **Roadside Manual**
9. **Traffic Manual**
10. **Utilities Manual**
11. **Criteria for Sewage Works Design (Orange Book, WA DOE)**

B. **General**

The following references may also be applicable (with said reference(s) applying to the publications as adopted and amended):

1. **WSDOT Local Agency Guidelines**
2. WSDOT "Sidewalk Details - A Guide for Washington Local Agencies, Tribes and Nations"
3. Transportation Improvement Board (TIB) Guidelines
4. Design criteria of federal agencies including the Federal Housing Administration (FHA), Department of Housing and Urban Development (HUD), and the Federal Highway Administration (FHWA), Department of Transportation
5. A Policy on Geometric Design of Highways and Streets, American Association of State Highway and Transportation Officials (AASHTO)
6. LRFD (Load Resistance Factor Design) Bridge Design Specifications (AASHTO)
7. Standard Specifications for Highway Bridges (AASHTO)
8. Guide Specifications for Design of Pedestrian Bridges (AASHTO)
9. Manual on Uniform Traffic Control Devices (MUTCD), (U.S. Department of Transportation, as amended and approved by WSDOT)
10. IESNA Roadway Lighting Handbook RP-8-00, (U.S. Department of Transportation)
12. ADA Standards for Accessible Design (US Department of Justice, 2010)
13. ADA Standards for Transportation Facilities (US Department of Transportation, 2006)
14. Snohomish County Utility Accommodation Policy (County Council Motion 92-417, 1992)
15. Hydraulic Code Rules (Chapter 220-660 WAC)
17. Roadside Design Guide (AASHTO)
18. A Guide to Land Use and Public Transportation, Volumes I and II (Snohomish County Transportation Authority)
22. International Building Code (IBC)
23. International Fire Code (IFC)
24. Transit Oriented Development (TOD) Guidelines (July 1999, Snohomish County Tomorrow)
25. Roadway Landscaping Standards (Snohomish County)
26. Pedestrian Facilities Guidebook (September 1997, WSDOT, PSRC, CRAB and AWC)

In cases where these Standards conflict with the standards or procedures of the Washington State Department of Transportation (WSDOT) or the Federal Highway Administration (FHWA), the state or federal requirements shall take precedence for county road projects with state or federal funding.

**1-08 ALTERNATE STANDARDS**

Through Snohomish County Tomorrow (SCT), the County and the cities have developed uniform infrastructure standards to be applied to all land development inside unincorporated urban growth areas (UGAs). Minimum road/street standards were adopted by SCT in December 1999. Snohomish County will continue to work with SCT and the cities to implement mutually acceptable design standards.

A development inside an urban growth area (UGA) may be designed using elements of the associated city’s engineering design standards. Such a request must be identified during the development review process. A deviation request must be submitted if the particular city standard is considered by Public Works to be a lesser standard than the county standard. The deviation request must be accompanied by a written statement from the city confirming the use and acceptability of the city standard. If the deviation request pertains to a stormwater-related requirement, then the deviation shall be processed as a modification or waiver, as applicable, in accordance with chapters 30.63A or 30.63B, SCC.

**1-09 PERMITS**

Other permits, approvals or agreements may be required by the County or other jurisdictions prior to initiating any activities subject to these Standards. Questions regarding such permits, approvals or agreements should be directed to the County Departments of Planning and Development Services or Public Works, as appropriate.
1-10 PLAN REVIEW

Plan review requirements for County-constructed road and drainage projects are governed by policies and procedures of the Department of Public Works.

For developer-constructed projects, all plans, reports, drawings and specifications that support permit or land use applications are to be submitted to Planning and Development Services. Copies of such supporting documentation are forwarded to the appropriate county staff for review.

Construction plan and profile drawings are required for all proposed road-related improvements, including storm drainage facilities and stream channel improvements. See Chapter 10 of these Standards for submittal requirements. Some projects may require that additional engineering data be submitted.

Engineering record drawings (previously known as "as-built" plans) for roads and drainage facilities must be submitted upon completion of construction and prior to final inspection approval. In some cases, these drawings will be required during the inspection process to approve facilities before the next phase of construction can proceed.

1-11 PROFESSIONAL QUALIFICATIONS

Professionals in the fields of engineering, architecture or surveying who prepare or are responsible for the preparation of plans, drawings, specifications, calculations, technical reports, etc., for the purpose of obtaining County permits or approvals, shall be registered or authorized to practice in the State of Washington in accordance with Title 18 RCW. Registration or authorization to practice shall be in the specific technical area pertinent to the documents being prepared. Exceptions to this requirement are specified in Section 18.43.130 RCW.

Chapter 30.66B SCC details special requirements for the preparation of traffic studies conducted for the purposes of that chapter.

1-12 INSPECTION

The Engineer shall have authority to enforce these Standards as well as other applicable specifications. The Engineer shall appoint personnel as appropriate to inspect work completed pursuant to these Standards; they shall exercise such authority as the Engineer may delegate.

It is the responsibility of the developer, contractor or their agents to have an approved set of plans and permits at the job site wherever work is being accomplished. If the plans cite these Standards without providing the specific text, drawings or details, then a copy of these Standards must also be present at the job site. It is the responsibility of the developer, contractor or their agents to notify the County in advance of the commencement of any authorized work, in accordance with permit requirements.

If requested by the County, the applicant/developer may be required to provide tests to substantiate the adequacy and/or placement of construction materials.
1-13  **SEcurities**  
Securities and insurance may be required in accordance with County Code.

1-14  **Errors and Omissions**  
At the discretion of the Engineer, any significant errors or omissions in the approved plans or information used as a basis for such approvals may constitute grounds for withdrawal of the approvals and/or stoppage of any or all permitted work. It shall be the responsibility of the developer or contractor to show cause why such work should continue, and make such changes in plans that may be required by the Engineer before the plans are reapproved.

1-15  **Right-of-Way and Site Maintenance**  
The developer or contractor shall schedule and control work so as to comply with all applicable provisions of Snohomish County land use codes and applicable state and federal codes, to prevent any hazards to public safety, health and welfare.

On existing roads, two-way traffic for vehicles, bicycles and pedestrians shall be maintained at all times unless detour plans or lane closures have been approved in advance by the Engineer.

Roads, bridges, bikeways, and pedestrian facilities shall be kept free of dirt, debris or any obstructions. Paved temporary detour(s) shall be provided during the entire time of repair or construction.

Pedestrian and vehicular access to occupied buildings shall be maintained except where written approval from the building owner has been obtained.

On-site grading shall be done in a manner to minimize off-site erosion and siltation in conformance with all statutory requirements, permits and approved plans.

1-16  **Penalties**  
Failure to comply with these Standards will be cause for withholding or withdrawing approval of plans or drawings; withholding of bonds, final inspection approval or occupancy certificates; and/or other penalties as provided by county code or state law.

1-17  **Definitions**  

<table>
<thead>
<tr>
<th>Term</th>
<th>Definition</th>
</tr>
</thead>
<tbody>
<tr>
<td>AASHTO</td>
<td>American Association of State Highway and Transportation Officials.</td>
</tr>
<tr>
<td>Acceleration</td>
<td>A speed change lane, including tapered areas, to enable a vehicle entering a</td>
</tr>
<tr>
<td>Lane</td>
<td>roadway to increase its speed to a rate at which it can safely merge with through traffic.</td>
</tr>
<tr>
<td>Access Point</td>
<td>The point of connection of a road network element, excluding a public road, to the road network.</td>
</tr>
<tr>
<td>ACP</td>
<td>Asphalt concrete pavement. May also mean the County's Annual Construction Program for Transportation.</td>
</tr>
</tbody>
</table>
ADT  Average daily traffic. The total two-directional volume of traffic during a given time period (in whole days), greater than one day and less than one year, divided by the number of days in that time period.

Alley  A road network element that is typically privately owned and provides vehicle access to the rear of a structure, lot or use. This definition shall not include drive aisles.

Alteration  A change to an existing facility in the public right-of-way that affects or could affect access, circulation, or use.

Applicant  The person who has applied for or is requesting a permit, license or approval from Snohomish County.

Appurtenance  Equipment and/or accessories that are part of an operating system or subsystem.

APWA  American Public Works Association.


ATB  Asphalt-treated base.

Arterial  A transportation facility designated as an arterial in a UGA plan or the comprehensive plan.

Auto Court  See Shared Court.

Auxiliary Lane  The roadway portion adjoining the traveled way for truck climbing, speed change or for other purposes supplementary to through traffic movement.

Backfill  Replacement of excavated material with suitable material compacted as specified.

Best Management Practices (drainage)  The schedules of activities, prohibitions of practices, maintenance procedures, and structural and/or managerial practices, that when used singly or in combination, prevent or reduce the release of pollutants and other adverse impacts to waters of Washington State.

Best Management Practices (critical areas)  Physical, structural or managerial practices which have gained general acceptance by professionals in the appropriate field to minimize and mitigate adverse impacts to the functions and values of critical areas.

Best Management Practices (LID or low impact development)  Distributed stormwater management practices, integrated into a project design, that emphasize pre-disturbance hydrologic processes of filtration, storage, evaporation, infiltration and transpiration. LID BMPs include, but are not limited to, bioretention, rain gardens, permeable pavements, roof downspout controls, dispersion, soil quality and depth, minimal excavation foundations, vegetated roofs and water re-use.


Bicycle or Bike  A vehicle propelled solely by human power upon which a person may ride, having two tandem wheels, except scooters and similar devices. "Bicycle" in this document may also be a three or four-wheeled, human-powered vehicle, but not a tricycle for children. A bicycle is considered a "vehicle" under Washington State Law.

Bicycle Facilities  Improvements and provisions to accommodate bicycling.
<table>
<thead>
<tr>
<th>Term</th>
<th>Definition</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bicycle Lanes</td>
<td>That portion of a roadway, which has been designated by striping, signing, and/or pavement marking for use of bicycles.</td>
</tr>
<tr>
<td>Biofiltration</td>
<td>Process of reducing pollutant concentrations in water by filtering through biological materials.</td>
</tr>
<tr>
<td>Bioretention</td>
<td>Engineered facilities that treat stormwater by passing it through a specified soil profile and either retain or detain the treated stormwater for flow attenuation.</td>
</tr>
<tr>
<td>Blended Transition</td>
<td>A connection with a grade of 5 percent or less between the level of the sidewalk or walkway and the level of the crosswalk.</td>
</tr>
<tr>
<td>Bollard</td>
<td>A post, that may or may not be removable, used to prevent vehicular access.</td>
</tr>
<tr>
<td>Boring</td>
<td>Grade and alignment-controlled mechanical method of installing a pipe or casing under a road or stream without disturbing the surrounding medium.</td>
</tr>
<tr>
<td>Buffer</td>
<td>Area adjacent to a critical area consisting of naturally occurring or re-established vegetation and having a width adequate to protect the critical area.</td>
</tr>
<tr>
<td>Capacity</td>
<td>The maximum number of vehicles that have a reasonable expectation of passing over a given roadway, or section of roadway, in one direction during a given time period under prevailing roadway and traffic conditions.</td>
</tr>
<tr>
<td>Casing</td>
<td>A larger pipe enclosing a carrier for the purpose of providing structural or other protection to the carrier and/or to allow for carrier replacement without re-excavation, jacking or boring.</td>
</tr>
<tr>
<td>Catchbasin</td>
<td>A chamber or well, usually installed at the curb line of a road, for the transport of surface water to a sewer or subdrain, having at its base a sediment sump designed to retain grit and detritus below the point of overflow.</td>
</tr>
<tr>
<td>CBU</td>
<td>Cluster box unit. A multiple mailbox delivery unit approved by the US Postal Service.</td>
</tr>
<tr>
<td>Channelization</td>
<td>The separation or regulation of conflicting traffic movements into definite paths of travel by the use of pavement markings, raised islands or other suitable means to facilitate the safe and orderly movement of both vehicles and pedestrians.</td>
</tr>
<tr>
<td>Clear Zone</td>
<td>The total roadside border area defined by the &quot;Clear Zone Distance Table&quot; found in Chapter 1600 of the WSDOT Design Manual, starting at the edge of traveled way and within the road right-of-way which is available for safe use by errant vehicles and where the placement or relocation of fixed objects is controlled.</td>
</tr>
<tr>
<td>CMP</td>
<td>Corrugated metal pipe.</td>
</tr>
<tr>
<td>Commercial Use</td>
<td>A use providing goods, merchandise or services for compensation.</td>
</tr>
<tr>
<td>Compaction</td>
<td>The densification of a fill by mechanical means.</td>
</tr>
<tr>
<td>Conduit</td>
<td>Enclosed tubular runway for protecting wires or cables.</td>
</tr>
<tr>
<td>Construction Plans</td>
<td>Project drawings subject to county review and approval prior to construction that show the location, character and dimensions of the proposed work such as layouts, profiles, cross-sections, details, methods and general notes.</td>
</tr>
<tr>
<td>Control Zone</td>
<td>That roadside area defined by the &quot;Control Zone Distance Table&quot;, found in Chapter 9 of the WSDOT Utilities Manual, within the road right-of-way in which placement of utility objects is controlled.</td>
</tr>
<tr>
<td>Controlled Density Fill</td>
<td>A mixture of Portland cement, fly ash, aggregates, water and admixtures proportioned to provide a non-segregating, self-consolidating, free-flowing and excavatable material that will result in a hardened, dense, non-settling fill.</td>
</tr>
<tr>
<td>Term</td>
<td>Definition</td>
</tr>
<tr>
<td>-------------------------------</td>
<td>---------------------------------------------------------------------------</td>
</tr>
<tr>
<td>Conveyance System</td>
<td>A constructed system of drainage facilities which collects, contains and</td>
</tr>
<tr>
<td></td>
<td>conducts the flow of stormwater runoff. The elements of a conveyance system</td>
</tr>
<tr>
<td></td>
<td>include, but are not limited to, gutters, ditches, pipes, constructed</td>
</tr>
<tr>
<td></td>
<td>open channels and detention facilities.</td>
</tr>
<tr>
<td>County Council</td>
<td>The Snohomish County legislative authority.</td>
</tr>
<tr>
<td>County Engineer, The Engineer</td>
<td>The County Road Engineer for Snohomish County with authority and duties as</td>
</tr>
<tr>
<td></td>
<td>designated in RCW 36.75 and RCW 36.80, or his/her authorized designee.</td>
</tr>
<tr>
<td></td>
<td>Also referred to as “the Engineer” herein.</td>
</tr>
<tr>
<td>Cover</td>
<td>Depth to top of pipe conduit, casing or gallery below the grade of a road</td>
</tr>
<tr>
<td></td>
<td>or ditch.</td>
</tr>
<tr>
<td>Critical Area</td>
<td>The following areas and ecosystems: wetlands; areas with a critical</td>
</tr>
<tr>
<td></td>
<td>recharging effect on aquifers used for potable water; fish and wildlife</td>
</tr>
<tr>
<td></td>
<td>habitat conservation areas; frequently flooded areas; and geological</td>
</tr>
<tr>
<td></td>
<td>hazardous areas.</td>
</tr>
<tr>
<td>Crosswalk</td>
<td>Per RCW 47.04.010: The portion of the roadway between the intersection</td>
</tr>
<tr>
<td></td>
<td>area and a prolongation or connection of the farthest sidewalk line or,</td>
</tr>
<tr>
<td></td>
<td>in the event there are no sidewalks, then between the intersection area and</td>
</tr>
<tr>
<td></td>
<td>a line 10 feet therefrom, except as modified by a marked crosswalk.</td>
</tr>
<tr>
<td>CSTC</td>
<td>Crushed surfacing top course.</td>
</tr>
<tr>
<td>Cul-de-sac</td>
<td>A road closed at one end, where the closed end is a circular or near</td>
</tr>
<tr>
<td></td>
<td>circular shape providing a permanent turnaround.</td>
</tr>
<tr>
<td>Curb Ramp</td>
<td>A perpendicular or parallel ramp and its landing that cuts through or is</td>
</tr>
<tr>
<td></td>
<td>built up to the curb.</td>
</tr>
<tr>
<td>Deceleration Lane</td>
<td>A speed change lane, including tapered areas, to enable a turning vehicle</td>
</tr>
<tr>
<td></td>
<td>to slow to a safe turning speed after it has left the main stream of</td>
</tr>
<tr>
<td></td>
<td>faster moving traffic.</td>
</tr>
<tr>
<td>Design Speed</td>
<td>A selected speed used to determine the various geometric design features</td>
</tr>
<tr>
<td></td>
<td>of the roadway. The assumed design speed should be a logical one with</td>
</tr>
<tr>
<td></td>
<td>respect to the topography, anticipated operating speed, the adjacent land</td>
</tr>
<tr>
<td></td>
<td>use, and the functional classification of the roadway. Used to determine</td>
</tr>
<tr>
<td></td>
<td>Stopping Sight Distance and Intersection Sight Distance requirements for</td>
</tr>
<tr>
<td></td>
<td>new roadways.</td>
</tr>
<tr>
<td>Design Storm</td>
<td>A rainfall event of a size approved by the Director, used for the purpose</td>
</tr>
<tr>
<td></td>
<td>of sizing and designing drainage facilities, stated in terms of a</td>
</tr>
<tr>
<td></td>
<td>recurrence interval and a time period over which the rainfall amount is</td>
</tr>
<tr>
<td></td>
<td>measured or analyzed (i.e. a 2-year, 24-hour storm).</td>
</tr>
<tr>
<td>Detention</td>
<td>The temporary storage of stormwater runoff to control peak discharge rates</td>
</tr>
<tr>
<td></td>
<td>and allow settling of stormwater sediment.</td>
</tr>
<tr>
<td>Detention Facility</td>
<td>An open or closed drainage facility, such as a pond or tank, that</td>
</tr>
<tr>
<td></td>
<td>temporarily stores stormwater runoff and releases it at a slower rate than</td>
</tr>
<tr>
<td></td>
<td>it is collected by the drainage facility. The facility includes the flow</td>
</tr>
<tr>
<td></td>
<td>control structure, the inlet and outlet pipes, and all maintenance access</td>
</tr>
<tr>
<td></td>
<td>points.</td>
</tr>
<tr>
<td>Developer</td>
<td>The person or entity applying for or receiving a permit or approval under</td>
</tr>
<tr>
<td></td>
<td>Title 13 SCC and can be used interchangeably with applicant or permittee</td>
</tr>
<tr>
<td></td>
<td>when the context is appropriate.</td>
</tr>
<tr>
<td>Deviation</td>
<td>A modification of these Standards approved by the County Engineer.</td>
</tr>
<tr>
<td>DHV</td>
<td>Design hour volume. Hourly traffic volume used for road design and capacity</td>
</tr>
<tr>
<td></td>
<td>analysis, usually one or more peak hours during a 24-hour period.</td>
</tr>
<tr>
<td>Director</td>
<td>The Director of the Snohomish County Department of Public Works or his/her</td>
</tr>
<tr>
<td></td>
<td>authorized representative.</td>
</tr>
<tr>
<td>Term</td>
<td>Definition</td>
</tr>
<tr>
<td>-------------------------------</td>
<td>----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>Dispersion</td>
<td>Release of surface and stormwater runoff from a drainage facility such that the flow spreads over a wide area and is located so as not to allow flow to concentrate anywhere upstream of a drainage channel with erodible underlying granular soils.</td>
</tr>
<tr>
<td>DPW</td>
<td>Snohomish County Department of Public Works.</td>
</tr>
<tr>
<td>Drainage</td>
<td>The collection, conveyance, containment or discharge of stormwater runoff.</td>
</tr>
<tr>
<td>Drainage Facility</td>
<td>Any part of a constructed infrastructure system used for collecting, conveying and storing stormwater runoff. Drainage facilities include, but are not limited to, all stormwater conveyance systems and containment facilities, including pipelines, channels, dikes, ditches, closed depressions, stormwater flow control facilities, stormwater treatment facilities, erosion and sedimentation control facilities, and other drainage structures and appurtenances. Same as &quot;Stormwater Facility.&quot;</td>
</tr>
<tr>
<td>Drainage Manual</td>
<td>The <a href="#">Drainage Manual</a> adopted by the director of public works pursuant to SCC <a href="#">30.63A.110</a>. The Drainage Manual provides detail and specificity regarding the requirements of chapters <a href="#">7.53</a>, <a href="#">7.54</a>, <a href="#">30.63A</a> and <a href="#">30.63B</a> SCC.</td>
</tr>
<tr>
<td>Drive Aisle</td>
<td>A road network element that is owned in common by all the property owners of a development and that, except when located within a unit lot subdivision or short subdivision, is not located in a tract or easement.</td>
</tr>
<tr>
<td>Driveway</td>
<td>A road network element that provides a single access for vehicles and pedestrians to one lot serving a maximum of two dwelling units.</td>
</tr>
<tr>
<td>Driveway, Shared Easement</td>
<td>See <a href="#">Shared Driveway</a>.</td>
</tr>
<tr>
<td>Easement</td>
<td>A right granted by a property owner to specifically named parties or to the public for the use of certain land for specified purposes. Where appropriate to the context, “easement” may also refer to the land covered by the grant. This may include access, pedestrian paths, bicycle paths, utility easements, drainage, native growth protection areas, resource protection areas or open space.</td>
</tr>
<tr>
<td>EDDS</td>
<td>The Engineering Design and Development Standards of Snohomish County, adopted by the Snohomish County Department of Public Works pursuant to Title <a href="#">13 SCC</a>.</td>
</tr>
<tr>
<td>Edge of Traveled Way</td>
<td>The point in the road were the traveled way ends and a delineated bike or parking lane, shoulder, edge line or curb begins. Provided, that if there is no delineation or only the centerline is delineated, then it is the edge of pavement.</td>
</tr>
<tr>
<td>Effective Impervious Surface</td>
<td>Those impervious surfaces that are connected via sheet flow or discrete conveyance to a drainage system. Impervious surfaces are considered ineffective if: (1) the runoff is dispersed through at least one hundred feet of native vegetation in accordance with BMP T5.30 (Full Dispersion) in Volume V, Chapter 5 of the Drainage Manual; (2) residential roof runoff is infiltrated in accordance with BMP T5.10A (Downspout Full Infiltration Systems) in Volume III, Chapter 3 of the Drainage Manual; or (3) approved continuous runoff modeling methods indicate that the entire runoff file is infiltrated.</td>
</tr>
<tr>
<td>Encroachment</td>
<td>Occupancy of county right-of-way by non-roadway structures or other objects.</td>
</tr>
<tr>
<td>Emergency Vehicle Signal</td>
<td>A special adaptation of a conventional traffic signal specifically installed to allow for the safe movement of authorized emergency vehicles. When not providing for the movement of emergency vehicles the signal shall either flash continuously consistent with the requirements for a conventional traffic signal or display continuous green (allowed at non-intersection locations only). At no time shall the system simply be de-energized. LED displays are required.</td>
</tr>
</tbody>
</table>
Engineer
See County Engineer.

Facility
All or any portion of buildings, roads, structures, improvements, sidewalks, or walkways.

Fire Lane
Also “Fire apparatus access road.” Shall have the same meaning as is defined in SCC 30.91F.300.

Fixed Object
An object, side slope, or water body or other constructed or natural feature that, when struck, can result in impact forces on a vehicle’s occupants that may result in injury or place the occupants in a situation that has a high likelihood of injury.

Franchise
A document granted by the County authorizing the use of road rights-of-way by public or private entities, subject to specified conditions, in accordance with RCW 36.55, RCW 80.32 and Chapter 13.80 SCC.

Geometrics
The physical arrangement of the visible elements of a road such as alignment, grade, curvature, width, and side slopes.

Grade
Rate or percent of change in slope either ascending or descending from or along the roadway. Measured along the centerline of the roadway or access point.

Hard Surface
An impervious surface, a permeable pavement or a vegetated roof.

Hazard
A side slope, an object, water, or a drainage device, which, if impacted, would apply unacceptable impact forces on the vehicle occupants, or place the occupants in a hazardous position. May be either natural or man-made.

HMA
Hot mix asphalt.

HOV Lane
A road or highway lane designated for the exclusive use of high occupancy vehicles and marked or signed accordingly.

Hyporheic Zone
The saturated zone under and adjacent to a river or stream, comprising substrate with the interstices filled with water.

Impervious Surface
A non-vegetated area that either prevents or retards the entry of water into the soil mantle as compared to infiltration under natural conditions prior to development. A non-vegetated area which causes water to run off the surface in greater quantities or at an increased rate of flow from the flow that was present under natural conditions prior to development. Common impervious surfaces include, but are not limited to, roofs, walkways, patios, driveways, parking lots, storage areas, concrete or asphalt paving, graveled areas and roads, packed earthen materials, surfaces covered by oil, macadam, asphalt-treated base material (ATB), bituminous surface treatment (BST), chip seal, seal coat or emulsified asphalt and cutback asphalt cement, and other surfaces which similarly impede the natural infiltration of stormwater. Open, uncovered retention and detention facilities shall not be considered impervious surfaces for purposes of determining whether the thresholds for applying minimum stormwater management requirements are exceeded pursuant to chapter 30.63A SCC. However, open, uncovered retention and detention facilities shall be considered impervious surfaces for purposes of runoff modeling.

Infill Development
The development of a parcel of land in a highly developed urban area.

Infiltration
Hydrologic process of stormwater runoff soaking into the subsoil, commonly referred to as percolation.

Intersection Sight Distance
Distance required for a driver of a vehicle traveling at or near the posted speed on the major road to reduce speed to avoid overtaking a vehicle which has entered the intersection from the minor road whether by right- or left-turning movements or crossings.
<table>
<thead>
<tr>
<th>Island</th>
<th>A defined area between traffic lanes for control of vehicle movements and/or for pedestrian refuge.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Land Disturbing Activity</td>
<td>Any activity that will result in movement of earth or a change in the existing soil cover or the existing soil topography (both vegetative and non-vegetative), including the creation and/or replacement of impervious surfaces. Land disturbing activities include, but are not limited to clearing, grading, filling and excavation. Land disturbing activities do not include agricultural plowing and tilling exempt from stormwater regulations pursuant to SCC 30.63A.200. Compaction that is associated with stabilization of structures and road construction also is a land disturbing activity. Vegetation and drainage facility maintenance practices are not land disturbing activities, provided that the maintenance is performed according to standards adopted by Snohomish County.</td>
</tr>
<tr>
<td>Landing</td>
<td>Road or driveway approach area to any public or private road. Also, the level area at the back of the sidewalk ramp, typically 4 feet wide.</td>
</tr>
<tr>
<td>LID or Low Impact Development</td>
<td>A stormwater management and land development strategy that strives to mimic pre-disturbance hydrologic processes of infiltration, filtration, storage, evaporation and transpiration by emphasizing conservation and use of on-site natural features, site planning and distributed stormwater management practices that are integrated into a project design.</td>
</tr>
<tr>
<td>Maintenance</td>
<td>Those routine or emergency activities taken within the limits of a road network element to prevent a decline, lapse or cessation of existing features for which the activities apply and that involve no more than a de minimus expansion. Those routine or emergency activities may include, but are not limited to, resurfacing the road, controlling vegetation, cleaning drainage ditches, re-striping edge and/or center lines, or replacement of dysfunctional or damaged facilities like a utility pole, fire hydrant, signal or sign with a like or different type as long as the functioning characteristics of the original structure or equipment are substantially unchanged.</td>
</tr>
<tr>
<td>Manhole</td>
<td>Opening in an underground utility system into which workers or others may enter for the purpose of making installations, inspections, repairs, connections, cleaning, and testing.</td>
</tr>
<tr>
<td>Median</td>
<td>That portion of a divided roadway separating the traveled ways for traffic in opposite directions.</td>
</tr>
<tr>
<td>MPH</td>
<td>Miles per hour.</td>
</tr>
<tr>
<td>New Construction</td>
<td>A new facility constructed where none existed before.</td>
</tr>
<tr>
<td>New Development</td>
<td>Land disturbing activities, including Class IV general forest practices; structural development, including construction or installation of a building or other structure; creation of hard surfaces; and subdivisions, short subdivisions, residential condominiums, single-family detached units (SFDU), planned residential developments (PRD) and binding site plans. Projects meeting the definition of redevelopment shall not be considered new development.</td>
</tr>
<tr>
<td>Non-Motorized Transportation</td>
<td>Any mode of transportation that utilizes a power source other than a motor.</td>
</tr>
<tr>
<td>Term</td>
<td>Definition</td>
</tr>
<tr>
<td>-------------------------------</td>
<td>----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td><strong>Operating Speed</strong></td>
<td>The speed at which drivers are observed operating their vehicles during free-flow conditions. The 85th percentile of the distribution of observed speeds is the most frequently used measure of the operating speed associated with a particular location or geometric feature. Used to determine stopping sight distance and intersection sight distance for existing roadways.</td>
</tr>
<tr>
<td><strong>P85 Speed or 85th Percentile Speed</strong></td>
<td>The speed determined by a speed study, at or below which 85% of the drivers of a particular section of road will choose to drive and feel comfortable, based on the prevailing weather and traffic conditions.</td>
</tr>
<tr>
<td><strong>Passing Sight Distance</strong></td>
<td>The minimum sight distance required for the driver of one vehicle to pass another vehicle safely and comfortably.</td>
</tr>
<tr>
<td><strong>Pavement</strong></td>
<td>The combination of subbase, base course, and surfacing materials placed on a subgrade to support the traffic load and distribute it to the subgrade.</td>
</tr>
<tr>
<td><strong>PC</strong></td>
<td>Point of curvature. The point of change from a back tangent to a circular curve.</td>
</tr>
<tr>
<td><strong>PCC</strong></td>
<td>Portland cement concrete or point of compound curvature.</td>
</tr>
<tr>
<td><strong>PDS</strong></td>
<td>Snohomish County Department of Planning and Development Services.</td>
</tr>
<tr>
<td><strong>Pedestrian</strong></td>
<td>Person traveling on foot, in a wheelchair or similar device.</td>
</tr>
<tr>
<td><strong>Pedestrian Facility</strong></td>
<td>Infrastructure and equipment that create a walking environment, including sidewalks, curb ramps, traffic control devices, trails, walkways, crosswalks, paved shoulders, shared use paths and other design features intended to provide for pedestrian travel.</td>
</tr>
<tr>
<td><strong>Permanent Road End</strong></td>
<td>The physical termination of a roadway without potential for extension, based on the best available evidence at the time of evaluation. Typically a cul-de-sac.</td>
</tr>
<tr>
<td><strong>Permeable Pavement</strong></td>
<td>Pervious concrete, porous asphalt, permeable pavers or other forms of pervious or porous paving material intended to allow passage of water through the pavement section. It often includes an aggregate base that provides structural support and acts as a stormwater reservoir.</td>
</tr>
<tr>
<td><strong>Permit</strong></td>
<td>A document or franchise authorized by the county.</td>
</tr>
<tr>
<td><strong>Pervious Surface</strong></td>
<td>Any surface material that allows stormwater to infiltrate into the ground. Examples include lawn, landscape, pasture, native vegetation areas and permeable pavements.</td>
</tr>
<tr>
<td><strong>PI</strong></td>
<td>Point of intersection. The point of intersection of a back tangent and a forward tangent.</td>
</tr>
<tr>
<td><strong>Pipe</strong></td>
<td>Structural tubular product designed, tested, and produced for the conveyance of specific liquids or gases under specific conditions.</td>
</tr>
<tr>
<td><strong>Planter strip or planting strip</strong></td>
<td>A planter strip is that portion of right-of-way between the curb line and the sidewalk, or between the sidewalk and the right-of-way line, used for the planting of trees, shrubs, groundcover or grass.</td>
</tr>
<tr>
<td><strong>Plowing</strong></td>
<td>Direct burial of utility lines by means of a plow type mechanism that breaks the ground, places the utility line at a predetermined depth, and closes the break.</td>
</tr>
<tr>
<td><strong>PGIS</strong></td>
<td>Pollution-generating impervious surface. Those impervious surfaces considered to be a significant source of pollutants in stormwater runoff. Such surfaces include those which are regularly subject to vehicular use, industrial activities (as further defined in the glossary of the Drainage Manual), or storage of erodible or leachable materials, wastes, or chemicals, and which receive direct rainfall or the run-on or blow-in of rainfall; metal roofs unless they are coated with an inert, non-leachable material such as baked-on enamel coating; or roofs that are subject to venting significant amounts of dusts, mists or fumes from manufacturing, commercial or other indoor activities.</td>
</tr>
<tr>
<td>Term</td>
<td>Definition</td>
</tr>
<tr>
<td>-----------------------------</td>
<td>-------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>Posted Speed</td>
<td>Maximum vehicle speed signed along a roadway.</td>
</tr>
<tr>
<td>Primitive Road</td>
<td>An unmaintained or privately maintained county right of way that meets the requirements of RCW 36.75.300. Typically, a primitive road has a gravel or earth driving surface, and an average annual daily traffic of one hundred or fewer vehicles. A primitive road must be established by County Council ordinance.</td>
</tr>
<tr>
<td>Private Road</td>
<td>A road network element that is privately owned and maintained, located within a tract or easement, and designed to provide access from a public road to three or more lots.</td>
</tr>
<tr>
<td>Project Site</td>
<td>That portion of a property, properties or right-of-way subject to land disturbing activities, new hard surfaces or replaced hard surfaces.</td>
</tr>
<tr>
<td>PT</td>
<td>Point of tangency. The point of change from a circular curve to a forward tangent.</td>
</tr>
<tr>
<td>Public Road</td>
<td>Used interchangeably with road, roadway or street. Improvements in the right-of-way maintained by the county for the passage of vehicles that, where appropriate, may include pedestrian, equestrian and bicycle facilities. Limits include the outside edge of sidewalks, or curbs and gutters, planter strips, paths, walkways, or side ditches, including the associated shoulder and all slopes, ditches, channels, waterways, and other features necessary for proper drainage and structural stability within the right-of-way.</td>
</tr>
<tr>
<td>Radius Return Access Point</td>
<td>Intersection of an access point with a county road delineated by either pavement edges or curbs laid out at each edge in a curvilinear fashion between tangents formed by the edge of roadway (or curb face) and the edge of access point (driveway pavement or curb face).</td>
</tr>
<tr>
<td>Rain Garden</td>
<td>A non-engineered shallow landscaped depression, with compost-amended native soils and adapted plants. The depression is designed to pond and temporarily store stormwater runoff from adjacent areas, and to allow stormwater to pass through the amended soil profile.</td>
</tr>
<tr>
<td>Record Drawings</td>
<td>An approved final revision of a design drawing or plan updated to include information from field inspectors showing the true condition or configuration of what has been built. The drawing or plan is designated “Record Drawing” by stamp or lettering on the drawing and the primary function is to document what was designed and what was actually built, including dimensions, elevations, location and calculations. Formerly known as “as-built” or “as-constructed” drawings.</td>
</tr>
<tr>
<td>Redevelopment</td>
<td>The following activities that take place on a site that already has 35 percent or more existing hard surface coverage: the creation of new hard surface(s); structural development including construction, installation, expansion or replacement of a building footprint or other structure; replacement of existing hard surface that is not maintenance; and land disturbing activity.</td>
</tr>
<tr>
<td>Relocation</td>
<td>Planned change of location of an existing facility to a more advantageous place. Character or general physical nature of the facility will not change.</td>
</tr>
<tr>
<td>Replaced Hard Surface</td>
<td>For structures, the removal and replacement of hard surfaces down to the foundation. For other hard surfaces, the removal down to bare soil or base course and replacement.</td>
</tr>
<tr>
<td>Replacement</td>
<td>Installation of a like element of a utility system or subsystem in the same, or nearly the same, physical location normally due to damage, wear or obsolescence of the element.</td>
</tr>
<tr>
<td>Restoration</td>
<td>All work necessary to replace, repair or otherwise restore the right-of-way and all features contained within the right-of-way to the same or equivalent condition as before.</td>
</tr>
<tr>
<td><strong>Retention</strong></td>
<td>The detainment of stormwater runoff in a basin without release except by means of evaporation or infiltration.</td>
</tr>
<tr>
<td><strong>Retention Facility</strong></td>
<td>An open or closed drainage facility, such as a pond or tank, that stores stormwater runoff without release except by means of evaporation, plant transpiration or infiltration into the ground. The facility includes the flow control structure, the infiltration system, the inlet and outlet pipes, and all maintenance access points.</td>
</tr>
<tr>
<td><strong>Right-of-Way (R/W)</strong></td>
<td>All property in which the County has any form of ownership or title and which is held for public road purposes, regardless of whether or not any road exists thereon or whether or not it is used, improved, or maintained for public travel.</td>
</tr>
<tr>
<td><strong>Road, Private</strong></td>
<td>See Private Road.</td>
</tr>
<tr>
<td><strong>Road, Public</strong></td>
<td>See Public Road.</td>
</tr>
<tr>
<td><strong>Road End</strong></td>
<td>The physical termination of the traveled way.</td>
</tr>
<tr>
<td><strong>Road Network</strong></td>
<td>The connected road system that provides access to or within property or development and includes pedestrian facilities when they are located within the limits of the road network element.</td>
</tr>
<tr>
<td><strong>Road Network Element</strong></td>
<td>An individual component of the connected road network that provides access to or within property or development. Elements include public roads, private roads, drive aisles, alleys, shared courts, shared driveways, driveways and any associated rights-of-way, tracts or easements.</td>
</tr>
<tr>
<td><strong>Roadway</strong></td>
<td>Portion of a public or private road network element improved, designed, or ordinarily used for vehicular travel, exclusive of the sidewalk or shoulder even though such sidewalk or shoulder is used by persons riding bicycles.</td>
</tr>
<tr>
<td><strong>Rural Area</strong></td>
<td>Those areas of the county outside an urban growth area as depicted in the Snohomish County comprehensive plan.</td>
</tr>
<tr>
<td><strong>SCC</strong></td>
<td>Snohomish County Code.</td>
</tr>
<tr>
<td><strong>Separate Turn Lane</strong></td>
<td>An auxiliary lane for traffic in one direction, which has been physically, separated from the through traffic lane(s) by a traffic island or stripe. Frequently provided in one or more approaches to an intersection.</td>
</tr>
<tr>
<td><strong>Shared Court</strong></td>
<td>A road network element that is a joint vehicle and pedestrian use facility ending in a common court used for access and other activities of the adjacent owners. Formerly known as an auto court.</td>
</tr>
<tr>
<td><strong>Shared Driveway</strong></td>
<td>A road network element that provides a single vehicle and pedestrian access in a private tract or easement for two lots that have no more than two dwelling units or two Group U occupancies per lot.</td>
</tr>
<tr>
<td><strong>Shared Roadway</strong></td>
<td>A roadway, without a painted bicycle lane, that does not prohibit bicycles.</td>
</tr>
<tr>
<td><strong>Shared Use Path</strong></td>
<td>A multi-use facility physically separated from the roadway, for bicyclists, pedestrians or other non-motorized users.</td>
</tr>
<tr>
<td><strong>Shoulder</strong></td>
<td>That portion of the roadway contiguous with the traveled way on the same level for accommodating bicycle and pedestrian travel, stopped vehicles, emergency use, and for lateral support of base and surface courses.</td>
</tr>
<tr>
<td><strong>Sidewalk</strong></td>
<td>A facility constructed between the curb line, in the lateral line of a roadway, and adjacent property set aside and intended for pedestrian use, or such portion of private property that parallels, and is in proximity to, a public roadway and dedicated for use by pedestrians. Sidewalks are typically constructed of concrete but may be asphalt or permeable pavement where feasible for stormwater infiltration.</td>
</tr>
<tr>
<td>Term</td>
<td>Definition</td>
</tr>
<tr>
<td>-----------------------------</td>
<td>------------------------------------------------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>Signed Shared Roadway</td>
<td>A roadway, designated by signing as a preferred route for bicycle use, with appropriate improvements such as widened shoulders.</td>
</tr>
<tr>
<td>Site</td>
<td>The area defined by the legal boundaries of a parcel or parcels of land that is (are) subject to new development or redevelopment, including contiguous improvements in the right-of-way. For road projects, the length of the project site and right-of-way boundaries define the site.</td>
</tr>
<tr>
<td>Speed Change Lane</td>
<td>Separate lane to allow a vehicle entering or leaving a roadway to increase speed (acceleration lane), or decrease speed (deceleration lane) to a rate at which it can safely merge with, or diverge from, through traffic.</td>
</tr>
<tr>
<td>Stopping Sight Distance</td>
<td>Distance needed for a vehicle traveling at or near design speed to stop, prior to reaching a stationary object in its path.</td>
</tr>
<tr>
<td>Stormwater Facility</td>
<td>Any part of a constructed infrastructure system used for collecting, conveying and storing stormwater runoff. Stormwater facilities include, but are not limited to, all stormwater conveyance systems and containment facilities, including pipelines, channels, dikes, ditches, closed depressions, stormwater flow control facilities, stormwater treatment facilities, erosion and sedimentation control facilities, and other drainage structures and appurtenances. Same as &quot;Drainage Facility.&quot;</td>
</tr>
<tr>
<td>Stream</td>
<td>Those areas where naturally occurring surface waters flow sufficiently to produce a defined channel or bed which demonstrates clear evidence of the passage of water including, but not limited to bedrock channels, gravel beds, sand and silt beds and defined channel swales. A defined channel or bed means a water course that is scoured by water or contains deposits of mineral alluvium. The channel or bed need not contain water during the entire year. Streams do not include water courses which were created entirely by artificial means, such as irrigation ditches, canals, roadside ditches, or storm or surface water runoff features, unless the artificially created water course contains salmonids or conveys a stream that was naturally occurring prior to the construction of the artificially created water course.</td>
</tr>
<tr>
<td>Street</td>
<td>Used interchangeably with “road,” especially in urban areas. See “Public Road” definition.</td>
</tr>
<tr>
<td>Swale</td>
<td>A shallow drainage conveyance with relatively gentle side slopes, generally with flow depths less than one foot.</td>
</tr>
<tr>
<td>Temporary Road End</td>
<td>The physical termination of a roadway with potential for further extension typically ending in a temporary cul-de-sac or hammerhead turnaround.</td>
</tr>
<tr>
<td>Traffic</td>
<td>Movement of motorized and non-motorized vehicles, persons, cargo, and equestrians through the transportation network comprised of streets, roads, sidewalks, walkways and shared use paths.</td>
</tr>
<tr>
<td>Traffic Control</td>
<td>Those activities necessary to safeguard the general public, as well as all workers, during the construction and maintenance of roadway and other facilities within the right-of-way.</td>
</tr>
<tr>
<td>Traffic Engineer</td>
<td>Snohomish County Traffic Engineer.</td>
</tr>
<tr>
<td>Trail</td>
<td>Public way constructed primarily for, and open to, pedestrians, bicyclists and equestrians.</td>
</tr>
<tr>
<td><strong>Trail Access Permit</strong></td>
<td>A permit issued pursuant to Chapter 13.60 SCC to allow access to a legal lot via county right-of-way where no county-maintained road exists.</td>
</tr>
<tr>
<td><strong>Traveled Way</strong></td>
<td>That portion of the roadway intended for the movement of vehicles, exclusive of a delineated bicycle or parking lane, shoulder, edge line or curb.</td>
</tr>
<tr>
<td><strong>Trip</strong></td>
<td>A one-direction movement, which begins at an origin and ends at a destination.</td>
</tr>
<tr>
<td><strong>Trip Distribution</strong></td>
<td>The calculation and assignment of trips from a land development proposal to the surrounding road network.</td>
</tr>
<tr>
<td><strong>Trip End</strong></td>
<td>Each trip has two ends, the origin and the destination. Trip ends for a location are the summation of origins and destinations.</td>
</tr>
<tr>
<td><strong>Trip Generation</strong></td>
<td>The number of trips created by a particular land use or activity.</td>
</tr>
<tr>
<td><strong>Ultimate Buildout</strong></td>
<td>The development potential based on established GMA land use designations, taking into account existing developments and assumptions about environmental constraints and other limiting features.</td>
</tr>
<tr>
<td><strong>Unmaintained Road</strong></td>
<td>A road within county right-of-way that is accessible to public travel but is not maintained by the County.</td>
</tr>
<tr>
<td><strong>Unopened Right-of-Way</strong></td>
<td>A county right-of-way that exists by dedication or deed, but for which no vehicular roadway meeting these Standards has been constructed by the County or other parties.</td>
</tr>
<tr>
<td><strong>Urban Area</strong></td>
<td>Those areas designated by the County’s comprehensive plans allowing densities of three dwelling units per acre (3 DU/acre) or greater, together with any adjacent areas designated as commercial or industrial. May also be defined as all land, regardless of current comprehensive plan designation, located within an urban growth area (UGA) officially adopted by the County Council pursuant to the State Growth Management Act, RCW 36.70A.</td>
</tr>
<tr>
<td><strong>Urban Growth Areas (UGAs)</strong></td>
<td>Those areas designated by the County after consultation with cities, where urban growth will be encouraged and supported by public facilities and services. The urban growth areas include areas and densities sufficient to permit the urban growth that is projected to occur in the county for a 20 year period. Urban growth refers to growth that makes intensive use of land for the location of buildings, structures, and impermeable surfaces to such a degree as to be incompatible with the primary use of such land for the production of food, other agricultural products or fiber or the extraction of mineral resources.</td>
</tr>
<tr>
<td><strong>Utility</strong></td>
<td>Any public or private entity whose principal purpose is to provide electricity, water, sewer, storm drainage, gas, radio, television, telephone and/or other forms of communication utilizing the electromagnetic spectrum to the public, except personal wireless telecommunications services.</td>
</tr>
<tr>
<td><strong>Walkway</strong></td>
<td>An at grade pedestrian facility designated for non-vehicular traffic and separated from the traveled way by a ditch, gravel shoulder or planter strip.</td>
</tr>
</tbody>
</table>
**Wetlands**
Areas that are inundated or saturated by surface or groundwater at a frequency and duration sufficient to support, and that under normal circumstances do support, a prevalence of vegetation typically adapted for life in saturated soil conditions. Wetlands generally include, but are not limited to swamps, marshes, bogs and similar areas, as well as artificial wetlands intentionally created from non-wetland areas to mitigate for conversion of wetlands, as permitted by the County. Wetlands do not include those artificial wetlands intentionally created from non-wetland sites, including, but not limited to irrigation and drainage ditches, grass-lined biofiltration swales, canals, detention facilities, wastewater treatment facilities, farm ponds and landscaping amenities, or those wetlands created after July 1, 1990, that were unintentionally created as a result of the construction of a road, street or highway.

**Window Cut, Single**
A single window cut is a cut made by a single Utility Purveyor and is located within the paved portion of the roadway (i.e. curb to curb, shoulder to shoulder, or curb to shoulder) that does not exceed 25 square feet in size, and is located more than 200 feet from another window cut or trench made by the same Utility Purveyor. PROVIDED, that single window cuts made by more than one Utility Purveyor that are associated with a private development project will be considered multiple window cuts for restoration purposes.

**Window Cuts, Multiple**
Multiple window cuts are window cuts of any size (excluding potholing) made by a single Utility Purveyor within the paved portion of the roadway (i.e. curb to curb, shoulder to shoulder, or curb to shoulder) and are located closer than 200 feet to another window cut or trench. PROVIDED, that multiple window cuts associated with a private development project that are made by more than one Utility Purveyor will be considered together for restoration purposes.

**WSDOT**
Washington State Department of Transportation.
Chapter 2 – ACCESS

2-01 ACCESS REQUIREMENTS

A. General

1. This chapter provides guidelines and standards for access to and from the county road network. The applicable county code requirements for roads and access are contained in Chapter 30.24 SCC.

2. Vehicular access to the county road network is provided by the following road network elements:
   - Public road
   - Shared court
   - Alley
   - Private road
   - Shared driveway
   - Driveway
   - Drive aisle

   Design standards for these road network elements are provided in this chapter and in Chapter 3, "Road Design."

3. Driveway access for a single-family or duplex residence is regulated through the right-of-way use permit process of Title 13 SCC (Roads and Bridges). No construction, alteration or relocation of a driveway access or related improvements is allowed without a valid permit.

4. Adjoining properties may be required to share an access through use of a joint access and circulation agreement.

B. Design

1. For purposes of access and road network design, the point of connection of a road network element – excluding a public road – to the road network shall be referred to as an “access point.” A public road connection to the road network is an “intersection” with design requirements provided in EDDS Chapter 3, Road Design.

2. Access points shall be designed and constructed:
   i. To minimize conflicts between vehicles, bicycles and pedestrians;
   ii. To avoid impacts to wetlands, streams, fish and wildlife habitat areas, buffers and other critical areas, to the maximum extent possible;
   iii. To comply with fire code requirements pursuant to chapter 30.53A SCC, as applicable;
   iv. To conform to ADA design requirements, where applicable; and
   v. So that backing maneuvers from, or onto, a public right-of-way do not occur. This requirement does not apply to single family or duplex residential uses taking access from non-arterial roads. Under no circumstances shall an access point be designed so that backing maneuvers occur into an intersection of one or more arterial roads.

3. Design features, such as medians, channelization or curbing, may be required by the Engineer for control of traffic movements. The Engineer may
determine, or require analysis to determine, if an access point must be
designed to regulate traffic movements.

4. If a proposed development will discontinue use of one or more existing access
   points, these access points shall be removed by the developer and replaced
   with appropriate frontage improvements.

5. A temporary access point may be approved for undeveloped property if
   necessary for construction prior to completion of a final development plan. A
   temporary access point is subject to removal and reconstruction in
   accordance with the final development plan. When required by the engineer
   a construction entrance or exit shall be designed and constructed in
   accordance with WSDOT Standard Plan 1-80.10-02.

C. Access to State Highways or City Streets

Access to the state highway system is regulated by the Washington State Department
of Transportation (WSDOT) or by cities and towns for streets designated as state
highways. Access to streets is regulated by the respective city or town. Permits and
approvals for access to state highways or city streets must be obtained from WSDOT
or the applicable local government.

2-02 NUMBER OF ACCESS POINTS

The number of access points to the road network allowed for a parcel or development
depends on the intended land use.

A. Residential

   1. Urban parcels shall be allowed one access point per parcel, exclusive of
      alleys. A duplex, multi-family residential or single-family detached unit
      (SFDU) development may be allowed two access points, provided the
      location, separation, spacing and corner clearance requirements of Sections
      2-04 and 2-05 are met.

   2. Rural parcels shall be allowed up to two access points per parcel, provided
      the location, separation, spacing and corner clearance requirements of
      Sections 2-04 and 2-05 are met.

B. Commercial or Industrial

   1. One two-way access point or two one-way access points, exclusive of alleys,
      shall be allowed per 500 feet of total property frontage.

   2. Commercial or industrial developments located adjacent to two or more
      roadways may be allowed more than one access point per 500 feet, provided
      the corner clearance requirements of EDDS Section 2-05 are met. Access
      point spacing shall comply with EDDS Section 2-04 and Standard Drawing 2-
      050.

C. Additional Access Points

   1. Additional access points may be approved by the Engineer upon submittal of
      a circulation plan that shows additional access points are required for traffic
      flow and that adjacent roads will not be adversely affected.
2. Additional access points may be required by the Engineer to provide adequate road and pedestrian circulation or emergency vehicle access. The Fire Marshal shall determine additional emergency vehicle access requirements pursuant to Chapter 30.53A SCC.

3. A development that will generate or attract a large traffic volume may be required to consolidate traffic at specific access points. Signalization may be required where warranted by the MUTCD. Additional specifications are provided in Chapter 7 (Street Illumination, Channelization and Signals) of these Standards.

2-03 ACCESS POINT TYPES AND SPECIFICATIONS

See Standard Drawings 2-010, 2-020, 2-022, 2-024, 2-028, 2-030, 2-035, 2-040, 2-045, 2-070

A. General

1. Access point types, radii and width specifications are provided on Standard Drawing 2-010. Specifications vary according to type of property use and road frontage section.

2. Signalized access points, and high-volume access points as determined by the Engineer, shall be constructed as road intersections and include curb radius returns.

3. Non-signalized access points that intersect an urban road section (curb, gutter and sidewalk) shall be constructed as drop curb driveways in accordance with Standard Drawings 2-020, 2-022, 2-024, and 2-028, as applicable.

4. Where a drop curb driveway intersects an urban road section, the driveway section between the sidewalk and the curb and gutter shall be concrete for structural strength and stability.

5. Non-signalized access points that intersect a rural road section shall be constructed as driveway approaches in accordance with Standard Drawings 2-030, 2-035, 2-040 or 2-045.

6. Access points for fire lanes that intersect other road network elements using a drop curb driveway design shall have a minimum width of 25 feet for a distance of at least 30 feet from the face of curb line (urban) or edge of pavement (rural or urban section without curb) of the intersecting road network element. This is to provide sufficient width and length for emergency vehicle turning movements without driving off pavement. Refer to Subsection 3-01.C for other fire lane requirements.

B. Width Requirements – Residential

1. Driveways and shared driveways that serve no more than two dwelling units or two Group U occupancies shall have 10 foot minimum and 30 foot maximum widths.
2. Access points for residential fire lanes constructed as drop curb driveways shall have 25 foot minimum and 30 foot maximum two-way access widths.

C. **Width Requirement – Commercial or Industrial**

1. One-way commercial or industrial access points shall have minimum/maximum widths as follows:
   i. Inbound traffic: 15 feet minimum / 30 feet maximum.
   ii. Outbound traffic: 20 feet minimum / 35 feet maximum.
   iii. One-way inbound or outbound access points in an Urban Center zone shall have a maximum width of 25 feet.

2. Two-way commercial access points shall have minimum/maximum access widths as follows:
   i. Non-arterial road access: 25 feet minimum / 35 feet maximum.
   ii. Arterial road access: 30 feet minimum / 35 feet maximum.
   iii. Two-way access points in an Urban Center zone shall have a maximum width of 35 feet.

3. Two-way industrial access points shall have minimum/maximum access widths as follows:
   i. Non-arterial road access: 25 feet minimum / 40 feet maximum.
   ii. Arterial road access: 35 feet minimum / 40 feet maximum.

4. A 25-foot minimum width is required for a distance of at least 30 feet, as described in Subsection 2-03.A.6) above, for emergency vehicle turning movements. Refer to standard drawing 2-070.

5. Wider commercial or industrial access point widths, where necessary to accommodate buses, trucks or other oversized vehicles, may be approved through deviation. Such access points shall be designed to meet the additional loading and turning radius requirements.

**2-04 ACCESS POINT LOCATION, SEPARATION AND SPACING**

See Standard Drawing 2-050

A. **General**

1. Access point location, separation from intersections and spacing are critical for maintaining access point and roadway traffic flow. Access design must also satisfy the on-site circulation requirements of the intended land use, consistent with safety and operational requirements.
2. Where a property has frontage on both arterial and non-arterial roads, access shall be limited to the non-arterial road unless it can be demonstrated that an arterial road access will not negatively impact traffic flow.

3. Access onto high volume roads may be denied in the interest of traffic safety or operational requirements.

4. No part of any access point, including any flare or radius, may be located within 3 feet of a fire hydrant, no-parking zone, utility pole, traffic signal installation or light standard, mailbox cluster or similar appurtenance.

5. When property frontages are narrow, such that minimum access point spacing criteria cannot be met, joint access locations at property lines may be required.

B. Residential

1. Access points on opposite sides of a road, that each serve more than one single-family residence, shall be placed directly opposite each other wherever possible for driver awareness and safety. If opposite placement is not possible, then the separation requirements of Standard Drawing 2-050 shall be met. If such spacing cannot be provided, the Engineer may require analysis to determine if left turns should be prohibited at the access points.

2. Access points for driveways and shared driveways serving adjacent residential lots shall have a minimum separation of 10 feet between the nearest edges of access points (not including flares or radii), except where the lots are part of a zero lot line development in accordance with SCC Title 30 or a joint access has been approved by the Engineer. Access points for all other road network elements listed in Subsection 2-01.A(2), excluding public roads, that serve adjacent residential lots shall meet the separation requirements of Standard Drawing 2-050.

C. Commercial or Industrial

1. Access points for commercial or industrial uses on opposite sides of a road shall be placed directly opposite each other wherever possible for driver awareness and safety. If opposite placement is not possible, then the separation requirements of Standard Drawing 2-050 shall be met. If such spacing cannot be provided, the Engineer may require analysis to determine if left turns should be prohibited at the access points.

2. Where two or more access points serve the same or adjacent commercial or industrial property uses, the minimum separation shall be as shown on Standard Drawing 2-050.

3. Access points for an Urban Center development must have a minimum separation of 100 feet. Separation between the access points of an urban center development and existing or proposed access points, on adjacent parcels or across the intersecting road, shall comply with Standard Drawing 2-050.
2-05  CORNER CLEARANCE FROM INTERSECTIONS

See Standard Drawing 2-060

A. Residential
Access to residential corner lots shall be located a minimum of 10 feet from the point of curvature (PC) or point of tangency (PT) of the curb line at the intersection. If no curb exists, access points shall be located not less than 35 feet from where the projected right of way lines intersect. No portion of an access will be permitted within curb returns or curb ramps.

B. Commercial or Industrial

1. Commercial or industrial uses fronting arterial and non-arterial roads shall comply with the corner clearance requirements of Standard Drawing 2-060.

2. A minimum corner clearance of 50 feet shall be provided. If the minimum corner clearance cannot be attained, the Engineer may require investigation to determine if left turns should be prohibited into or out of the access point.

3. For access points near stop or signalized intersections, the Engineer may require studies to determine if stopping queues will block the access point and if left turns should be prohibited into or out of the access point.

2-06  HORIZONTAL ALIGNMENT OF ACCESS POINTS

Access points shall be aligned at 90 degrees to the adjacent road centerline or along a radial line in a cul-de-sac.

2-07  VERTICAL ALIGNMENT OF ACCESS POINTS

See Standard Drawing 2-070

A. General

1. Maximum access grades are specified in Standard Drawing 2-070.

2. Access point approach grades and configuration shall be designed and constructed to accommodate the ultimate road standard of the intersecting roadway to prevent major access point reconstruction.

3. Where an access approach will cross an existing sidewalk, the access shall be designed and constructed to match the elevation of the sidewalk where the two intersect.

4. Reverse slope driveways may be allowed as long as sight distance requirements are met.

2-08  CONSTRUCTION OF ACCESS POINTS

A. General

1. When cutting through or crossing vertical curbs, gutters and sidewalks, access approaches must extend from the curb to back of sidewalk and be of portland cement concrete.
2. When an opening for an access or for any other purpose is to be constructed through an existing portland cement concrete vertical curb, the existing curb, or curb and gutter shall be saw cut at the limits of work or removed to the nearest construction joint. The opening shall be reconstructed in accordance with the approved plan and these Standards.

3. Prior to commencing removal or relocation of any public utilities, structures, trees, or plantings for access point construction, the applicant/developer must obtain appropriate approval(s) from the person or entity having ownership or control of such facilities or features.

B. Construction Entrance and Exit

When required by the engineer a construction entrance and exit shall be designed and constructed in accordance with WSDOT Standard Plan I-80.10-02.

2-09 SIGHT DISTANCE

For determination of sight distance at access points, see Chapter 3 of these Standards.
### CHAPTER 2 DRAWING INDEX

<table>
<thead>
<tr>
<th>Section</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>2-010</td>
<td>Access Point Types and Specifications</td>
</tr>
<tr>
<td>2-020</td>
<td>Drop Curb Driveway – Type 1</td>
</tr>
<tr>
<td>2-022</td>
<td>Drop Curb Driveway – Type 2</td>
</tr>
<tr>
<td>2-024</td>
<td>Drop Curb Driveway – Types 3 and 3R</td>
</tr>
<tr>
<td>2-028</td>
<td>Drop Curb Driveway Notes</td>
</tr>
<tr>
<td>2-030</td>
<td>Residential Driveway Approach - Asphalt</td>
</tr>
<tr>
<td>2-035</td>
<td>Residential Driveway Approach - Concrete</td>
</tr>
<tr>
<td>2-040</td>
<td>Commercial/Industrial Approach - Asphalt</td>
</tr>
<tr>
<td>2-045</td>
<td>Commercial/Industrial Approach - Concrete</td>
</tr>
<tr>
<td>2-050</td>
<td>Commercial/Industrial Access Point Spacing</td>
</tr>
<tr>
<td>2-060</td>
<td>Commercial/Industrial Corner Clearances</td>
</tr>
<tr>
<td>2-070</td>
<td>Access Point Grades</td>
</tr>
</tbody>
</table>
## ACCESS POINT TYPES AND SPECIFICATIONS

<table>
<thead>
<tr>
<th>USE</th>
<th>ROAD CLASSIFICATION</th>
<th>SECTION</th>
<th>STANDARD</th>
<th>STD. DWG. NO.</th>
<th>MINIMUM RADIUS (FT)</th>
<th>MINIMUM WIDTH (FT)</th>
<th>MAXIMUM WIDTH (FT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>RESIDENTIAL</td>
<td>Curb (Urban)</td>
<td>Drop Curb Driveway</td>
<td>TABLE 2</td>
<td>N/A (2)</td>
<td>TABLE 3</td>
<td>TABLE 3</td>
<td>TABLE 3</td>
</tr>
<tr>
<td></td>
<td>Shoulder (Rural)</td>
<td>Residential Driveway Approach:</td>
<td>Asphalt</td>
<td>10</td>
<td>SD 2-030</td>
<td>TABLE 3</td>
<td>TABLE 3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Residential Driveway Approach:</td>
<td>Concrete</td>
<td>10</td>
<td>SD 2-035</td>
<td>TABLE 3</td>
<td>TABLE 3</td>
</tr>
<tr>
<td>COMMERCIAL OR INDUSTRIAL</td>
<td>Arterial</td>
<td>Drop Curb Driveway</td>
<td>TABLE 2</td>
<td>N/A (2)</td>
<td>35</td>
<td>40</td>
<td>TABLE 3</td>
</tr>
<tr>
<td></td>
<td>Curb (Urban)</td>
<td>Commercial/Industrial Approach:</td>
<td>Asphalt</td>
<td>10</td>
<td>SD 2-040</td>
<td>35</td>
<td>40</td>
</tr>
<tr>
<td></td>
<td>Shoulder (Rural)</td>
<td>Commercial/Industrial Approach:</td>
<td>Concrete</td>
<td>10</td>
<td>SD 2-045</td>
<td>35</td>
<td>40</td>
</tr>
<tr>
<td>NON-ARTERIAL</td>
<td>Curb (Urban)</td>
<td>Drop Curb Driveway</td>
<td>TABLE 2</td>
<td>N/A (2)</td>
<td>25</td>
<td>40</td>
<td>TABLE 3</td>
</tr>
<tr>
<td></td>
<td>Shoulder (Rural)</td>
<td>Commercial/Industrial Approach:</td>
<td>Asphalt</td>
<td>10</td>
<td>SD 2-040</td>
<td>25</td>
<td>40</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Commercial/Industrial Approach:</td>
<td>Concrete</td>
<td>10</td>
<td>SD 2-045</td>
<td>25</td>
<td>40</td>
</tr>
</tbody>
</table>

### TABLE 2

<table>
<thead>
<tr>
<th>STD. DWG. NO.</th>
<th>DROP Curb Driveway TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>SD 2-020</td>
<td>TYPE 1 - Planter Strip with Ramped Driveway</td>
</tr>
<tr>
<td>SD 2-022</td>
<td>TYPE 2 - Planter Strip with Ramped Sidewalk</td>
</tr>
<tr>
<td>SD 2-024</td>
<td>TYPE 3 - No Planter Strip, Ramped Sidewalk</td>
</tr>
<tr>
<td></td>
<td>TYPE 3R - No Planter Strip, Reverse Slope</td>
</tr>
</tbody>
</table>

### TABLE 3

<table>
<thead>
<tr>
<th>ROAD NETWORK ELEMENT</th>
<th>MIN. WIDTH (FT)</th>
<th>MAX. WIDTH (FT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Private Road</td>
<td>20</td>
<td>36</td>
</tr>
<tr>
<td>Drive Asile</td>
<td>20</td>
<td>30</td>
</tr>
<tr>
<td>Alley</td>
<td>16</td>
<td>30</td>
</tr>
<tr>
<td>Shared Court</td>
<td>20</td>
<td>30</td>
</tr>
<tr>
<td>Shared Driveway</td>
<td>10</td>
<td>30</td>
</tr>
<tr>
<td>Driveway</td>
<td>10</td>
<td>30</td>
</tr>
</tbody>
</table>

### NOTES:

1. TABLE 1 SPECIFICATIONS APPLY TO ALL ROAD NETWORK ELEMENTS EXCEPT PUBLIC ROADS.
2. DROP CURB APPROACHES (TABLE 2) HAVE SIDE RAMPS IN LIEU OF RADII. SIDE RAMPS NOT PART OF A PEDESTRIAN ACCESS ROUTE SHALL NOT EXCEED 10% SLOPE MEASURED PARALLEL TO CURB LINE.
3. SEE EDDS 3-05 FOR ROAD NETWORK ELEMENT DESIGN DETAILS. SEE EDDS 2-03 FOR ONE-WAY ACCESS POINT WIDTHS AND URBAN CENTER ZONE SPECIFICATIONS.
4. FIRE LANE STATUS MAY CHANGE MINIMUM WIDTH, SEE EDDS 2-03.A AND 3-01.C.

---

SNOHOMISH COUNTY PUBLIC WORKS
2-010 ACCESS POINT TYPES AND SPECIFICATIONS

[Signature]
COUNTY ROAD ENGINEER
DATE
DROP CURB DRIVEWAY APPROACH - TYPE 1
(WITH PLANTER)

NOTES:
1. RECOMMEND SIDEWALK CROSS-SLOPES BE DESIGNED AT 1.5% OR LESS TO ENSURE ADA COMPLIANCE. SEE EDDS 4-05 FOR DETAILS.
2. SEE STD DWG 2-02B FOR NOTES.

SNOHOMISH COUNTY PUBLIC WORKS
2-020  DROP CURB DRIVEWAY - TYPE 1
APPROVED BY:  
COUNTY ROAD ENGINEER  
DATE
NOTES:

1. RECOMMEND SIDEWALK CROSS SLOPES AND RAMPS BE DESIGNED AT A MAXIMUM OF 1.5% AND 7.5%, RESPECTIVELY, TO ENSURE ADA COMPLIANCE.
2. SEE EDDS 4-05 FOR DETAILS.

TYPE 2 APPROACH SECTION

* IF DRIVEWAY IS REVERSE SLOPED @ -2.0%
  VERTICAL CURVE REQUIRED ONLY IF > 5%.

SNOHOMISH COUNTY PUBLIC WORKS

APPROVED BY:
COUNTY ROAD ENGINEER
DATE

2-022 DROP CURB DRIVEWAY - TYPE 2
NOTES:

1. SEE STD DWG 2-010 TO DETERMINE THE APPLICABLE ACCESS POINT DESIGN AND SPECIFICATIONS.
2. SEE EDDS 4-04 AND WSDOT STD PLANS F-10.12 AND F-10.16 FOR CURB DETAILS.
3. SEE EDDS 4-05 AND STD DWG 4-150 FOR SIDEWALK SPECIFICATIONS. NOTE DESIGN GUIDANCE TO ENSURE ADA COMPLIANCE IN CONSTRUCTION.
4. ALL COMMERCIAL OR INDUSTRIAL ACCESS POINTS, INCLUDING THE CURB, GUTTER AND SIDEWALK, SHALL MEET AASHTO HL-93 LOADING REQUIREMENTS.
5. DRIVEWAY CEMENT CONCRETE DEPTH SHALL BE A MINIMUM OF 6 INCHES AND PLACED ON COMPACTED GRADE.
6. THE DROP CURB DRIVEWAY SECTION BETWEEN A SIDEWALK AND THE CURB AND GUTTER SHALL BE CONCRETE.
7. CONCRETE SHALL BE AIR-ENTRAINED CONCRETE CLASS 4000 PER WSDOT STD SPECIFICATION B-06.3.
8. ALL JOINTS SHALL BE CLEANED AND EDGED.
9. FOR A DRIVEWAY WIDTH EXCEEDING 15 FEET, A FULL DEPTH EXPANSION JOINT WITH 3/8-INCH JOINT FILLER IS REQUIRED ALONG THE DRIVEWAY CENTERLINE. PARALLEL EXPANSION JOINTS ARE REQUIRED AT 15 FT MAXIMUM SPACING FOR DRIVEWAY WIDTHS EXCEEDING 30 FEET. REFER TO WSDOT STANDARD PLAN F-30.10 AND STANDARD SPECIFICATION 5-05.3(8).
10. STANDARD 3/8-INCH EXPANSION JOINTS SHALL BE PLACED AT BACK, FRONT AND SIDES OF DRIVEWAY APPROACHES AS SHOWN ON STD DWGS.
11. AVOID PLACING DRAINAGE STRUCTURES, JUNCTION BOXES OR OTHER OBSTRUCTIONS IN FRONT OF DRIVEWAY ENTRANCES.
SECTION A-A

1. FOR DRIVEWAY OR SHARED DRIVEWAY ACCESS IN A RURAL SECTION, FIRE LANE SPECIFICATIONS MAY APPLY, SEE EDDS 2-03.A AND 3-01.C.

2. ALL SURFACE DRAINAGE FROM THE DRIVEWAY MUST BE CONTAINED AND DIRECTED FROM THE DRIVEWAY TO THE OPEN DITCH. NO SURFACE DRAINAGE SHALL FLOW ONTO THE COUNTY ROAD.

3. SUBGRADE SHALL BE PLACED AND COMPACTED IN ACCORDANCE WITH SECTION 2-03.3(14)c OF THE WSDOT/APWA SPECIFICATIONS (METHOD B). SURFACING MATERIALS SHALL BE COMPACTED TO 95% OF MAXIMUM DENSITY (MODIFIED PROCTOR).

4. CULVERT PIPE SHALL BE SIZED TO ACCOMMODATE DITCH FLOWS BUT IN NO CASE BE SMALLER THAN 12 INCHES. SEVEL CULVERT ENDS TO MATCH SIDESLOPES.

5. COVER DEPTHS LESS THAN 12 INCHES REQUIRE APPROVAL BY THE ENGINEER.

6. A DRIVEWAY CULVERT HEADWALL, SUBJECT TO APPROVAL BY THE ENGINEER, MAY BE USED IN LIEU OF THE 1 1/2: 1 MAX. SIDESLOPE.

SEE TEXT SECTION 2-03 & 5-05.I

SNOHOMISH COUNTY PUBLIC WORKS

2-030  RESIDENTIAL DRIVEWAY APPROACH - ASPHALT  

APPROVED BY:  
COUNTY ROAD ENGINEER  
DATE
NOTES:

1. FOR DRIVEWAY OR SHARED DRIVEWAY ACCESS IN A RURAL SECTION, FIRE LANE SPECIFICATIONS MAY APPLY. SEE EDDIS 2-03.A AND 3-01.C.

2. ALL SURFACE DRAINAGE FROM THE DRIVEWAY MUST BE CONTAINED AND DIRECTED FROM THE DRIVEWAY TO THE OPEN DITCH. NO SURFACE DRAINAGE SHALL FLOW INTO THE COUNTY ROAD.

3. SUBGRADE SHALL BE PLACED AND COMPACTED IN ACCORDANCE WITH SECTION 2-03.3(14)C OF THE WDOS/PAWA SPECIFICATIONS (METHOD B). SURFACING MATERIALS SHALL BE COMPACTED TO 95% OF MAXIMUM DENSITY (MODIFIED PROCTOR).

4. CULVERT PIPE SHALL BE SIZED TO ACCOMMODATE DITCH FLOWS BUT IN NO CASE BE SMALLER THAN 12 INCHES. DEVEL. CULVERT ENDS TO MATCH SIDESLOPES.

5. COVER DEPTHS LESS THAN 12 INCHES REQUIRE APPROVAL BY THE ENGINEER.

6. A DRIVEWAY CULVERT HEADWALL, SUBJECT TO APPROVAL BY THE ENGINEER, MAY BE USED IN LIEU OF THE 1 1/2: 1 MAX. SIDESLOPE.

7. EXPANSION JOINT REQUIRED AT A DISTANCE OF 1 1/2 TIMES THE PIPE DIAMETER FROM PIPE CENTERLINE. MATERIAL MAY BE CEDAR 2"X6" OR 3/8" MIN. X FULL DEPTH PREMOLDED JOINT MATERIAL.

8. PAVEMENT/DRIVEWAY INTERFACE MUST BE A CLEAN STRAIGHT SURFACE WITH A 3/8" MIN. X FULL DEPTH EXPANSION JOINT. 3/8" MIN. THICKNESS OF PREMOLDED JOINT MATERIAL REQUIRED. (NO CEDAR).

SEE TEXT SECTION 2-03 & 5.05.L
NOTES:
1. ALL SURFACE DRAINAGE FROM THE DRIVEWAY MUST BE CONTAINED AND DIRECTED FROM THE DRIVEWAY TO THE OPEN DITCH. NO SURFACE DRAINAGE SHALL FLOW ONTO THE COUNTY ROAD.
2. SUBGRADE SHALL BE PLACED AND COMPACTED IN ACCORDANCE WITH SECTION 2-03.3(14)C OF THE WSDOT/APWA SPECIFICATIONS (METHOD B). SURFACING MATERIALS SHALL BE COMPACTED TO 95% MAXIMUM DENSITY (MODIFIED PROCTOR).
3. CULVERT PIPE SHALL BE 12 INCHES MINIMUM DIAMETER AND LARGER IF DRAINAGE REQUIRES.
4. COVER DEPTHS LESS THAN 12" REQUIRE REINFORCED CONCRETE CULVERT PIPE AND APPROVAL BY THE ENGINEER.
5. A DRIVEWAY CULVERT HEADWALL, SUBJECT TO APPROVAL BY THE ENGINEER, MAY BE USED IN LIEU OF THE 1 1/2 : 1 SIDESLOPE.
6. SEE STANDARD DRAWING 2-010 FOR RADIUS.
7. MAXIMUM WIDTH: 40'. MINIMUM WIDTH SEE SECTION 2-03.
8. ADDITIONAL PAVEMENT THICKNESS MAY BE REQUIRED FOR HEAVY TRUCK TRAFFIC.

SECTION A-A

3" COMP. DEPTH ACP
3" COMP. DEPTH ATB (b)
6" COMP. DEPTH GRAVEL BORROW OR EQUIVALENT

PLAN

DETAILED DRAWING

SNOHOMISH COUNTY PUBLIC WORKS

2-040 COMMERCIAL/INDUSTRIAL APPROACH—ASPHALT

APPROVED BY:

COUNTY ROAD ENGINEER DATE
NOTES:
1. ALL SURFACE DRAINAGE FROM THE DRIVEWAY MUST BE CONTAINED AND DIRECTED FROM THE
   DRIVEWAY TO THE OPEN DITCH. NO SURFACE DRAINAGE SHALL FLOW ONTO THE COUNTY ROAD.
2. CULVERT PIPE SHALL BE 12 INCHES MINIMUM DIAMETER AND LARGER IF DRAINAGE REQUIRES.
3. COVER DEPTHS LESS THAN 12 INCHES REQUIRE REINFORCED CONCRETE CULVERT PIPE AND
   APPROVAL BY THE ENGINEER.
4. A DRIVEWAY CULVERT HEADWALL SUBJECT TO APPROVAL BY THE ENGINEER, MAY BE USED IN LIEU
   OF THE 1 1/2: 1 SIDESLOPE.
5. SEE STANDARD DRAWING 2-010 FOR RADIAL.
6. MAXIMUM ACCESS POINT WIDTH: 40'. MINIMUM WIDTH SEE SECTION 2-03.
7. ADDITIONAL PAVEMENT THICKNESS MAY BE REQUIRED FOR HEAVY TRUCK TRAFFIC.
8. EXPANSION JOINT REQUIRED AT A DISTANCE OF 1 1/2 TIMES THE PIPE DIAMETER FROM PIPE
   CENTERLINE. MATERIAL MAY BE CEDAR 2"X6" OR 3/8" MIN. X FULL DEPTH PREMOLDED JOINT
   MATERIAL.
9. PAVEMENT/DRIVEWAY INTERFACE MUST BE A CLEAN STRAIGHT SURFACE WITH A 3/6" WIN. X FULL
   DEPTH EXPANSION JOINT. 3/6" WIN THICKNESS OF PREMOLDED JOINT MATERIAL REQUIRED. (NO CEDAR).
SEE TEXT SECTION 2-03

SNOHOMISH COUNTY PUBLIC WORKS
2-045 COMMERCIAL/INDUSTRIAL APPROACH – CONCRETE
### Minimum Access Point Spacing - Commercial/Industrial (Feet)

<table>
<thead>
<tr>
<th>Roadway Speed (MPH)</th>
<th>Arterials</th>
<th>Non-Arterials</th>
<th>Arterials</th>
<th>Non-Arterials</th>
<th>Arterials</th>
<th>Non-Arterials</th>
</tr>
</thead>
<tbody>
<tr>
<td>25</td>
<td>105</td>
<td>35</td>
<td>105</td>
<td>75</td>
<td>105</td>
<td>35</td>
</tr>
<tr>
<td>30</td>
<td>125</td>
<td>40</td>
<td>125</td>
<td>75</td>
<td>125</td>
<td>40</td>
</tr>
<tr>
<td>35</td>
<td>150</td>
<td>45</td>
<td>150</td>
<td>75</td>
<td>150</td>
<td>45</td>
</tr>
<tr>
<td>40</td>
<td>185</td>
<td>50</td>
<td>185</td>
<td>75</td>
<td>185</td>
<td>50</td>
</tr>
<tr>
<td>45</td>
<td>230</td>
<td>50</td>
<td>230</td>
<td>75</td>
<td>230</td>
<td>50</td>
</tr>
<tr>
<td>50</td>
<td>275</td>
<td>50</td>
<td>275</td>
<td>75</td>
<td>275</td>
<td>50</td>
</tr>
</tbody>
</table>

**NOTES:**

1. ACCESS POINT SPACING ONLY. FOR PUBLIC STREET SPACING, SEE TEXT SECTION 3-00.

2. REFERS TO POSTED SPEED OR OPERATING SPEED, WHICHEVER IS GREATER.

3. BETWEEN THE NEAREST EDGES OF TWO-WAY ACCESS POINTS. DISTANCES BETWEEN ADJACENT, ONE-WAY ACCESS POINTS (WITH THE INBOUND ACCESS UPSTREAM) CAN BE ONE-HALF THE DISTANCES SHOWN ABOVE.

4. BETWEEN THE NEAREST EDGES OF ONE OR TWO-WAY ACCESS POINTS.

5. ACCESS POINTS DIRECTLY OPPOSITE FROM EACH OTHER ARE MOST DESIRABLE. WHERE THIS IS NOT POSSIBLE, THESE DIMENSIONS WILL APPLY.

6. WHERE ACCESS POINTS ARE TO BE SIGNALIZED, A MINIMUM SPACING OF 1200 FEET TO ANY OTHER SIGNALIZED INTERSECTION SHOULD BE MAINTAINED. IF THE SIGNALIZED ACCESS POINTS FORM A "T" INTERSECTION WITH LITTLE POSSIBILITY OF ANY FUTURE ACCESS POINT ACROSS THE STREET, A MINIMUM SPACING OF 600 FEET FROM THE NEAREST SIGNALIZED INTERSECTION MAY BE ACCEPTABLE.

7. IN CASES WHERE ACCESS POINT SPACING IS NOT ATTAINABLE BECAUSE EXISTING FRONTAGES ARE NARROW, ACCESS POINTS SHOULD BE LOCATED AS CLOSE TO THE TABULATED VALUES SHOWN ABOVE AS POSSIBLE. WHEN THIS OCCURS, THE ENGINEER MAY REQUIRE ANALYSIS TO DETERMINE IF LEFT TURNS SHOULD BE PROHIBITED INTO OR OUT OF THE ACCESS POINT.

SEE TEXT SECTION 2-04

---

**Snohomish County Public Works**

2-050 COMMERCIAL/INDUSTRIAL ACCESS POINT SPACING

APPROVED BY: [Signature]
COUNTY ROAD ENGINEER
DATE: 2-1-03
### Minimum Corner Clearances

#### For Stop Sign Intersection Control (in feet)

<table>
<thead>
<tr>
<th>Dim.</th>
<th>30</th>
<th>35</th>
<th>40</th>
<th>45</th>
<th>50</th>
<th>55</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>115</td>
<td>135</td>
<td>160</td>
<td>180</td>
<td>205</td>
<td>230</td>
</tr>
<tr>
<td>B</td>
<td>85</td>
<td>105</td>
<td>120</td>
<td>140</td>
<td>155</td>
<td>170</td>
</tr>
<tr>
<td>C</td>
<td>115</td>
<td>135</td>
<td>160</td>
<td>180</td>
<td>205</td>
<td>230</td>
</tr>
<tr>
<td>D</td>
<td>115</td>
<td>135</td>
<td>160</td>
<td>180</td>
<td>205</td>
<td>230</td>
</tr>
<tr>
<td>E</td>
<td>115</td>
<td>135</td>
<td>160</td>
<td>180</td>
<td>205</td>
<td>230</td>
</tr>
</tbody>
</table>

#### For Signalized Intersection Control (in feet)

<table>
<thead>
<tr>
<th>Dim.</th>
<th>30</th>
<th>35</th>
<th>40</th>
<th>45</th>
<th>50</th>
<th>55</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>250</td>
<td>275</td>
<td>320</td>
<td>365</td>
<td>410</td>
<td>460</td>
</tr>
<tr>
<td>B</td>
<td>115</td>
<td>135</td>
<td>160</td>
<td>180</td>
<td>205</td>
<td>230</td>
</tr>
<tr>
<td>C</td>
<td>220</td>
<td>275</td>
<td>320</td>
<td>365</td>
<td>410</td>
<td>460</td>
</tr>
<tr>
<td>D</td>
<td>220</td>
<td>275</td>
<td>320</td>
<td>365</td>
<td>410</td>
<td>460</td>
</tr>
<tr>
<td>E</td>
<td>115</td>
<td>135</td>
<td>160</td>
<td>180</td>
<td>205</td>
<td>230</td>
</tr>
</tbody>
</table>

#### Notes:

1. In cases where corner clearances are not attainable because frontages are narrow, access points should be located as close as practicable to the property line most distant from the intersection. The engineer may require analysis of such locations to determine if left turns should be prohibited into or out of the access point.

2. Access points near stop or signal controlled intersections shall be analyzed to determine whether stopping queues will block the access point.

---

Snohomish County Public Works

2-060 Commercial/Industrial Corner Clearances

Approved by: [Signature]
County Road Engineer Date
NOTES:
1. SEE STD DWG 4-140 FOR CURB DETAILS.
2. WHEN ACCESSING SHOULDEROED ROADWAYS, MAINTAIN SHOULDER SLOPE TO PIVOT POINT A.
3. ACCESS POINT GRADE SHALL BE MEASURED FROM PIVOT POINT B.
4. LANDING LENGTH MAY BE REDUCED SUBJECT TO APPROVAL OF AN EDDS DEVIATION.
5. A VERTICAL CURVE SHALL BE CONSTRUCTED TO TRANSITION THE LANDING TO THE ACCESS APPROACH. THE VERTICAL SEPARATION BETWEEN THE CURVE AND A 10-FOOT CHORD OF THE CURVE SHALL NOT EXCEED 3.25 INCHES (WHERE G IS POSITIVE) OR 2.00 INCHES (WHERE G IS NEGATIVE).
6. GRADE ACROSS RURAL LANDING MAY BE ±5%.
7. ACCESS POINTS FOR RESIDENTIAL AND COMMERCIAL OR INDUSTRIAL DEVELOPMENT DETERMINED TO BE A FIRE LANE SHALL HAVE A MINIMUM WIDTH OF 25 FEET FOR A LENGTH OF AT LEAST 30 FEET FROM THE FACE OF CURB LINE (URBAN) OR EDGE OF PAVEMENT (RURAL OR URBAN SECTION WITHOUT CURB) OF THE INTERSECTING ROAD NETWORK ELEMENT.

SEE TEXT SECTION 2-07

<table>
<thead>
<tr>
<th>TYPE OF ACCESS</th>
<th>ACCESSING</th>
<th>MAX. NO OF DWELLINGS SERVED</th>
<th>LANDING LENGTH (A)</th>
<th>ACCESS GRADE C</th>
</tr>
</thead>
<tbody>
<tr>
<td>RESIDENTIAL (URBAN)</td>
<td>NON-ARTERIAL</td>
<td>≤12</td>
<td>15’ (2)</td>
<td>± 15% MAX.</td>
</tr>
<tr>
<td>RESIDENTIAL (URBAN)</td>
<td>ARTERIAL</td>
<td>&gt;12</td>
<td>15’ (2)</td>
<td>± 7% MAX.</td>
</tr>
<tr>
<td>RESIDENTIAL (RURAL)</td>
<td>ALL</td>
<td>NA</td>
<td>5’ (2)</td>
<td>± 15% MAX.</td>
</tr>
<tr>
<td>COMMERCIAL/INDUSTRIAL (R&amp;U)</td>
<td>NON-ARTERIAL</td>
<td>NA</td>
<td>30”</td>
<td>± 8% MAX.</td>
</tr>
<tr>
<td>COMMERCIAL/INDUSTRIAL (R&amp;U)</td>
<td>ARTERIAL</td>
<td>NA</td>
<td>30”</td>
<td>± 5% MAX.</td>
</tr>
</tbody>
</table>

SNOHOMISH COUNTY PUBLIC WORKS

APPROVED BY:
Douglas W. McConnell 8/6/10
COUNTY ROAD ENGINEER
DATE 2-070
ACCESS POINT GRADES
Chapter 3 – ROAD DESIGN

3-01 ROAD CIRCULATION

See Standard Drawings 3-040, 3-050, 3-066, 3-150

A. General

Road circulation is important in road system design for the following reasons:

1. Operation of the arterial road system is improved by dispersing local traffic onto multiple roads and access points;
2. Response time for emergency services is reduced;
3. Time and mileage traveled by individuals and service providers, including school bus transportation, mail delivery, utilities, etc. are reduced; and
4. Use of transit systems, and pedestrian and bicycle facilities, is promoted.

B. Layout and Design

The following criteria for circulation shall be used in the layout and design of the county road network:

1. The road network shall be designed to promote a connected and convenient circulation of traffic without reliance on the arterial road system. Circulation and connectivity shall be provided in a manner, where possible, that will allow subsequent developments to meet these standards.
2. The road network is made up of the following road network elements, described further in EDDS Sections 3-04 and 3-05:
   - Public roads
   - Private roads
   - Drive aisles
   - Shared courts
   - Shared driveways
   - Alleys
   - Driveways

County Code requirements for roads and access are contained in Chapter 30.24 SCC.

3. The road network shall be designed with intersecting public or private roads, as applicable, so that the maximum distance between intersections (measured from centerline to centerline), or between an intersection and a road end, does not exceed 800 feet in urban areas or 1320 feet in rural areas. The public roads defining a block shall comply with the minimum centerline offset standards of EDDS Section 3-09. Access points within a block shall comply with the separation and corner clearance requirements of EDDS Sections 2-04 and 2-05.

4. Pursuant to SCC 30.24.010(4), public roads shall be constructed to the boundary of adjacent parcels to create an interconnected road network unless the Engineer, based on the best available information, determines that unique circumstances of the site or adjacent parcels make it impractical or infeasible.

5. To provide adequate emergency vehicle access a public road, private road or drive aisle shall connect in at least two locations with another public road, private road or drive aisle meeting the applicable standard(s) for the resulting traffic
volume, so that a dead end road system is not created when the new development consists of:

i. More than 30 single family dwellings, duplexes or a combination of both,

ii. 100 multiple family or townhouse dwellings or a combination of both, or

iii. Commercial or industrial buildings:
   a) Where at least one building is 30 feet or higher as measured by the fire marshal;
   b) Where at least one building is greater than 62,000 square feet; or
   c) All the buildings have an aggregate square footage of 124,000 square feet or more.

6. New public roads within a development shall be constructed to and connect with any open or unopened public right-of-way that extends to a shared boundary. This requirement may be waived by deviation where the developer can show, and the county engineer concurs, that topography, the surrounding road network, soils, hydrology or other factors make the connection impractical or infeasible. However, if applicable, a public road connection shall be provided elsewhere to achieve the 800-foot (urban) or 1320-foot (rural) road intersection standard in EDDS 3-01.B.3.

7. When an unopened public right-of-way stub is required, the land within the unopened right-of-way shall be graded to within one foot of finished grade required to construct the future public road.

8. Where a public road stub on an adjacent parcel has been established by right-of-way but is not yet constructed to the shared boundary, then a public road connection shall be constructed to meet the existing road on the adjacent parcel. This requirement may be waived by deviation where the developer can show, and the county engineer concurs, that topography, the surrounding road network, soils, hydrology or other factors make the connection impractical or infeasible. However, if applicable, a public road connection shall be provided elsewhere to achieve the 800-foot (urban) or 1320-foot (rural) intersection standard in EDDS 3-01.B.3.

9. The Engineer may determine that a non-motorized connection (shared use path or bikeway) between developments is appropriate in place of a roadway.

C. Fire Apparatus Access Roads (Fire Lanes)

1. All public roads are designated a Fire Lane. County fire code requirements for private “fire apparatus access roads” or fire lanes are contained in SCC 30.53A.512. Any private road network element that provides primary access to more than two dwelling units, or two Group U occupancies as defined by the applicable building code, is a fire lane. Accordingly, all private road network elements discussed in this chapter must meet fire lane specifications, except:

i. A driveway (that serves a single-family residence or duplex on one lot);

ii. A shared driveway or drive aisle that serves no more than two dwelling units or two Group U occupancies on up to two lots;
iii. An alley or drive aisle that provides secondary access to the rear of a structure, lot or use; or

iv. A private road network element that the Fire Marshal, under SCC 30.53A.512, determines is not needed or required to provide fire apparatus access to a structure, lot or use.

2. The following are important fire lane specifications for road network design. Refer to SCC 30.53A.512 for all fire lane requirements.

   i. Fire lanes shall be installed to within 150 feet of any portion of a facility or any portion of an exterior wall of the first story of a building;

   ii. Fire lanes shall have an unobstructed width of not less than 20 feet and an unobstructed vertical clearance of 13 feet, 6 inches in height. Provided that for private road network elements the Fire Marshal may require a width of not less than 26 feet for fire lanes that serve structures over 30 feet in height as determined by the Fire Marshal;

   iii. The access of a private road network element designated a fire lane from a public road shall be designed in accordance with EDDS 2-03.A.6;

   iv. Dead-end fire lanes longer than 150 feet shall end in a cul-de-sac turnaround. Refer to EDDS 3-10 and standard drawing 3-150. Provided, that dead-end fire lanes on a private road network element may end in a permanent hammerhead turnaround if all dwelling units / structures that take access from the fire lane are required to have an NFPA 13D automatic sprinkler system, which a deviation to eliminate the sprinkler requirement is not allowed. Refer to EDDS 3-10 and Standard Drawing 3-150B;;

   v. Dead-end fire lanes that exceed 1,200 feet in length shall be provided with intermediate turnarounds to provide adequate fire apparatus turn-around or the Fire Marshal is authorized to require additional fire protection; MOVED DELETED LANGUAGE TO 3-10.A.6

   vi. Fire lane curves and intersections shall have minimum turning radii of 20 feet (inside radius) and 40 feet (outside radius) for emergency vehicle access. Provided that for private dead end fire lanes ending with a permanent hammerhead, the minimum inside turning radii shall be 25-feet. Provided further that for private road network elements the Fire Marshal may require a minimum turning radii of 25 feet (inside radius) and 45 feet (outside radius) for fire lanes that serve structures over 30 feet in height as determined by the Fire Marshal;

   vii. Fire lanes shall be constructed of asphalt, concrete or where feasible permeable pavement. Minimum surfacing requirements are described in Section 4-09. Refer also to Standard Drawings 3-040 or 3-050 and EDDS Subsection 3-04.B below for cross-section information. The permeable pavement cross-section shall be an engineered design consistent with EDDS Section 11-02.

   viii. The fire lane surface must be capable of supporting a live load of HS-25 (AASHTO Load Factor Design (LFD) method) and a fire truck outrigger load
of 43,000 pounds applied to an area of 24 inches by 24 inches located on 16 foot centers;

ix. Parking lanes or spaces or driveways shall not be located within the minimum 20-foot or wider unobstructed fire lane width;

x. The grade for a fire lane shall not exceed the maximum grades identified in EDDS Table 3-5.

3. When pedestrian facilities or on street parking are proposed or required along any portion of a drive aisle or shared court designated a fire lane, they shall be located outside the minimum required unobstructed fire lane width. Deviation from this requirement is not allowed.

See EDDS Section 4.05 and Standard Drawing 3-066.

3-02 PUBLIC ROAD CLASSIFICATION

See Standard Drawings 3-070, 3-075

Snohomish County classifies public arterial and non-arterial roads in its Comprehensive Plan. Classifications are provided in Subsections A and B below. Subsection C discusses two road classifications that may apply to certain roads in the public right-of-way but only under limited circumstances. The method for determining the appropriate traffic volume for a road, and therefore the road’s classification, is an internal procedure by either the engineer or traffic engineer with the Transportation/Engineering Section of PDS for private development and the Department of Public Works Engineering Services Division for county initiated road projects.

A. Arterial Classifications

The Snohomish County Arterial Circulation map contained in the Transportation Element of the Comprehensive Plan classifies County arterials into the following three categories. Refer to Section 3-04 for design criteria.

1. Principal Arterial
   Principal arterials provide for movement across and between large subareas of the County and serve predominately "through trips" with minimum direct service to abutting land uses.

2. Minor Arterial (Urban) / Major Collector (Rural)
   Minor arterials provide for movement within the large subareas of the County. They may serve secondary traffic generators and traffic from neighborhood to neighborhood within a larger community.

3. Collector Arterial (Urban) / Minor Collector (Rural)
   Collector arterials provide for movement within the smaller subareas of the County and from "higher" arterials to non-arterial roads. They may also serve neighborhood traffic generators.

B. Non-Arterial Classifications

Non-arterial public roads, providing for movement to and from abutting land uses, have historically been classified as collectors, subcollectors and access roads. These roads
distribute traffic from the high-volume arterial system to individual lots using the following hierarchy of road types. Typical traffic volume thresholds are approximate and classifications may vary based on traffic engineering analysis and concurrence by the Engineer. Refer to Section 3-04 for design criteria for non-arterial roads.

1. Collector (Rural and Urban)
   Collectors promote the flow of vehicles, bicycles and pedestrians from arterial roads to lower-order roads. Secondary functions are to serve abutting land uses and accommodate public transit. Typical traffic volumes are usually greater than 2000 ADT and may exceed 10,000 ADT in some jurisdictions.

2. Subcollector (Rural) / Residential (Urban)
   Subcollectors and Residentials convey traffic to collectors. Residentials provide primary pedestrian and bicycle circulation within a neighborhood to residential lots and may carry some through traffic. Typical traffic volumes are usually less than 2000 ADT.

3. Local Access Road (Rural and Urban)
   Local access roads are designed to convey vehicles, pedestrians and bicycles between individual land parcels and higher-order roads. Local access roads do not carry through traffic. Traffic volumes of 250 ADT or less are typical.

C. Other Road Classifications

1. Primitive Road
   A primitive road is a road within county right-of-way that meets the criteria of RCW 36.75.300: not classified as part of the county primary road system, has a gravel or earth driving surface, and an average annual daily traffic volume of one hundred or fewer vehicles. A primitive road must be identified with signs, as provided in the Manual of Uniform Traffic Control Devices, at all locations where the primitive road begins or connects to a non-primitive road. There are no construction or maintenance standards. Primitive roads must be designated by the County Council.

2. Trail Access Permit Road
   A trail access permit road is a road constructed within county right-of-way, where no county-maintained road exists (an "unopened" right-of-way), to provide access to a legal lot. A trail access permit must be obtained in accordance with Chapter 13.60 SCC.

   A trail access permit road is not a public road and does not satisfy access requirements for land development. Construction standards are shown in Standard Drawings 3-070 and 3-075 for up to four existing lots in an urban area and eight existing lots in a rural area. Above these thresholds, a trail access permit road shall be constructed to the minimum public road standard.

   A trail access permit road must meet the requirements of Chapters 30.63A (Drainage) and 30.63B SCC (Land Disturbing Activity). Road maintenance is the responsibility of the permit holder(s). Where less than the required right-of-way width exists, additional right-of-way shall be dedicated or deeded unless otherwise approved by the County.
3-03 RIGHT-OF-WAY WIDTH

A. Standards

Standard right-of-way widths for public road classifications are specified in SCC 30.66B.520 and shown in Table 3-1. These right-of-way widths shall apply for public road design, except where these Standards specify other right-of-way requirements.

1. Any new public road to be constructed as part of a land development proposal shall be classified in the development proposal and designed with a right-of-way width conforming to the standards below, unless otherwise approved.

2. Where right-of-way is to be deeded or dedicated from a parcel under development, the right-of-way shall be a uniform width across the parcel and not tapered. Exceptions to this requirement may be allowed where off-site right-of-way is to be acquired for a clear sight triangle (refer to Subsection 3-08.E).

Table 3-1 Standard Right-of-Way Widths

<table>
<thead>
<tr>
<th>STANDARD RIGHT-OF-WAY WIDTHS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Principal Arterial</td>
</tr>
<tr>
<td>Principal or Minor Arterial</td>
</tr>
<tr>
<td>Minor Arterial</td>
</tr>
<tr>
<td>Major Collector</td>
</tr>
<tr>
<td>Collector Arterial</td>
</tr>
<tr>
<td>Minor Collector</td>
</tr>
<tr>
<td>Collector Road</td>
</tr>
<tr>
<td>Subcollector &amp; Access Road</td>
</tr>
<tr>
<td>Subcollector &amp; Access Road *</td>
</tr>
</tbody>
</table>

Urban access roads are labeled "residential" by Snohomish County Tomorrow.

B. Right-of-Way Width Evaluation

Wider or narrower right-of-way widths than the standard may be required as determined by the Engineer based on criteria contained in SCC 30.66B.520(2). Right-of-way width must accommodate the road section applicable for the particular road classification, as described further in this chapter. Any change to the applicable road section must be approved by deviation.

C. Separate Tracts

Under certain circumstances, it may be desirable to reduce right-of-way width and locate facilities, such as sidewalks, walkways or trails, in separate tracts of land outside the right-of-way. Such tracts shall be owned and maintained by a homeowners association and guaranteed by covenants recorded with the plat. The recorded covenants shall be referenced on the approved final plat document. Use of a non-standard road section or a right-of-way section with an adjacent tract must be approved by the Engineer.
3-04 PUBLIC ROAD STANDARDS: ARTERIALS AND NON-ARTERIALS

See Standard Drawings 3-010, 3-020, 3-030A & B, 3-040, 3-050, 3-060 and 3-065

A. General

Detailed public road standards for arterial and non-arterial roads are provided in the referenced standard drawings. The standard road surfacing material is hot mix asphalt (HMA).

The number of lanes to be constructed for a particular public road section shall be determined from the Transportation Element of the Comprehensive Plan and the Transportation Needs Report.

In urban areas where planter strips and sidewalks are required, there shall be a minimum of 1.5 feet of public right-of-way between the back of the public sidewalk and the private property line along arterial roads and 1.0 feet along non-arterial roads. Refer to Standard Drawings 3-020 and 3-050.

B. Concrete Road Standards

Portland cement concrete (PCC) may be used for public road surfacing under circumstances described below. Design details, such as concrete reinforcement, joints, etc., shall be in accordance with the WSDOT Standard Specifications.

1. Non-Arterials: Collector roads shall have a minimum depth of 8 inches of concrete over a 6-inch compacted subgrade. All other non-arterials shall have 7 inches of concrete over a 6-inch compacted subgrade.

2. Arterials: A concrete design proposal for an arterial road shall be submitted to the County Engineer for approval.

3-05 PRIVATE ROAD NETWORK ELEMENTS

See Standard Drawings 3-060, 3-065, 3-066, 3-067, 3-068, 3-080, 3-100, 3-102

A. General

1. The standards in this section apply to the private road network elements that are described in this section and not to public roads. Applicable county code requirements are contained in Chapter 30.24 SCC.

2. As noted in Section 3-01.C, all private road network elements, including drive aisles, must meet the “fire apparatus access road” or fire lane specifications of Chapter 30.53A SCC, except:
   i. A driveway (that serves a single-family residence or duplex on one lot);
   ii. A shared driveway or drive aisle that serves no more than two dwelling units or two Group U occupancies;
   iii. An alley or drive aisle that provides secondary access to the rear of a structure, lot or use; and
iv. A private road network element that the Fire Marshal determines is not needed or required to provide fire apparatus access to buildings or facilities.

3. The required pavement structural section for a private road network element designated a fire lane is the public road pavement cross-section (pavement plus road base) for non-arterial roads. Refer to Standard Drawings 3-040 or 3-050 for asphalt surfaces or to Subsection 3-04.B above for concrete surfaces.

4. Access points for private road network elements shall be constructed as described in Section 2-03 above. Refer to Standard Drawing 2-010.

B. Private Roads

A private road is a road network element that is privately owned and maintained, located in a tract or easement and designed for access to three or more lots. Private roads do not include “drive aisles.” The design standards for private roads, whether urban or rural, are the same as for public roads with corresponding traffic volumes, with only one exception being the “private low volume access road (rural)” serving 90 ADT or less (refer to Standard Drawing 3-080).

Private road specifications are provided in Standard Drawings 3-060, 3-065 and 3-080. Rural private road intersections shall comply with Standard Drawing 3-100.

C. Drive Aisles

A drive aisle is a road network element that is owned in common by all the property owners of a development and, except when located within a unit lot subdivision or short subdivision, is not located in a tract or easement. The requirement for pedestrian facilities is established in SCC 30.24.080. At-grade walkways are allowed and preferred over raised sidewalks adjacent to drive aisles only for those sections where frequent driveway crossings create a roller coaster effect in the sidewalk. Pedestrian facilities shall be located outside the minimum required fire lane surface width. Raised sidewalks and at grade walkways are illustrated in Standard Drawing 3-066.

A drive aisle must meet fire lane specifications in SCC 30.53A.512, except as noted in Subsection 3-05.A above. A drive aisle not designated as a fire lane shall have a minimum width of 16 feet, excluding any section that functions as a driveway or shared driveway. Access points for residential and commercial/industrial drive aisles shall meet the specifications in Subsections 2-03.B and 2-03.C of these Standards.

D. Other Road Network Elements

1. Alleys

An alley is a road network element, typically privately owned, that provides vehicle access to the rear of a structure, lot or use. Alleys may provide the primary access for residential dwellings if the alley meets fire lane standards. An alley does not include pedestrian facilities and is not considered a joint-use facility for vehicles and pedestrians. Refer to Standard Drawing 3-102.

An alley has the following design requirements:

i. Connection at two points to the development’s road network is required so that neither a turnaround nor backing out of the alley is required. However, an alley may dead-end without a turnaround if it serves as a secondary access to residential dwellings and its length is 150 feet or less.
ii. A minimum constructed width of 16 feet unless the alley is designated a fire lane, for which the requirements of SCC 30.53A.512 apply. Refer to Subsection 3-01.C above. The minimum width of an alley constructed solely to provide secondary residential access is 12 feet unless the alley is designated a fire lane, for which the requirements of SCC 30.53A.512 apply. Refer to Subsection 3-01.C above.

iii. Pedestrian facilities are prohibited and shall not be constructed as part of an alley.

iv. Parking is prohibited in an alley.

2. Shared Courts

A shared court is a road network element that provides access for vehicles, pedestrians, and bicycles within the same circulation space. A shared court ends in a common open area to be used for garage access and other activities of the adjacent owners. Refer to Standard Drawing 3-067.

A shared court has the following design requirements:

i. A maximum length of 150 feet, measured on centerline of the shared court panhandle from the closer curb line of the intersecting public or private road or drive aisle to the farthest opposite edge of the shared court. The maximum 150-foot length may not be increased without additional road improvements.

ii. The shared court (excluding the panhandle) shall have a minimum area that is the greater of 1,900 square feet or 300 square feet per dwelling unit taking access from the shared court including the panhandle.

iii. The shared court shall be configured to provide a minimum backup distance of 24 feet from the end of each driveway, measured perpendicular to the edge of the court from the point where it intersects the driveway centerline.

iv. The shared court panhandle shall meet the minimum width requirement for a fire lane specified by SCC 30.53A.512.

v. If special surfacing material is to be used, the pavement cross-section shall be an engineered design that meets emergency vehicle loading requirements.

vi. The shared court shall be located entirely within a tract or easement unless the development is a commercial, multi-family residential or SFDU development on one site.

3. Shared Driveways

A shared driveway is a road network element that provides a single vehicle and pedestrian access, in a private tract or easement, for two lots that have no more than two dwelling units or two Group U occupancies per lot. A shared driveway that provides access to no more than two dwelling units or two Group U occupancies may have a minimum 10-foot wide driving surface and easement width. More intensive use will require that the shared driveway meet fire lane...
standards. The maximum driving surface width of a shared driveway is 30 feet. Construction shall be in accordance with Chapter 2 and Standard Drawing 3-068.

4. Driveways

A driveway is a road network element that provides a single vehicle access for one lot, serving a maximum of two dwelling units. A driveway shall have minimum/maximum widths of 10 feet/30 feet and be constructed in accordance with EDDS Chapter 2.

3-06 HORIZONTAL ALIGNMENT

See Standard Drawing 3-105

A. Design Speed

Design speed is a speed selected to determine the various geometric design features of a roadway. Design speed shall be used to determine stopping sight distance (SSD) and intersection sight distance (ISD) requirements for new road facilities. Refer to Section 3-08 for a full discussion of sight distance analysis.

1. Arterial Design Speed

Arterial roads are typically constructed as county road projects approved by the County Council through the Annual Construction Program for Transportation (ACP). The design speed for an arterial is established during the project design process.

2. Non-Arterial Design Speed

The following design speeds shall be used for the design of non-arterial roads, public or private:

Table 3-2 Design Speed for Non-Arterial Roads

<table>
<thead>
<tr>
<th></th>
<th>URBAN</th>
<th>RURAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>COLLECTOR</td>
<td>30 mph 1</td>
<td>30 mph</td>
</tr>
<tr>
<td>RESIDENTIAL / SUBCOLLECTOR</td>
<td>25 mph 2</td>
<td>25 mph 2</td>
</tr>
<tr>
<td>LOCAL ACCESS</td>
<td>25 mph 2</td>
<td>25 mph 2</td>
</tr>
</tbody>
</table>

1 May be reduced to 25 mph (urban) with approval by the Engineer. Refer to Standard Drawings 3-060 and 3-065.

2 May be reduced to 20 mph on a cul-de-sac road with no tangent longer than 250 feet or for other circumstances approved by the Engineer.

B. Operating Speed

Operating speed is the observed speed of vehicles during free-flow conditions. Operating speed shall be the 85th percentile speed of a roadway as determined by Public Works' recorded data. As an alternative, the appropriate modifier from Table 3-3 may be added to the posted speed to approximate the 85th percentile speed.
Where circumstances create a safety concern, the Engineer may direct that a speed study be performed to determine the 85th percentile speed.

Operating speed shall be used on existing roads to determine:

1. Stopping sight distance (SSD) requirements, and

2. Intersection sight distance (ISD) requirements - where the traffic volume on the minor road is less than 80 ADT.

Table 3-3 Modifiers to Determine Operating Speed

<table>
<thead>
<tr>
<th>POSTED SPEED</th>
<th>MODIFIER</th>
</tr>
</thead>
<tbody>
<tr>
<td>20 MPH</td>
<td>0 MPH</td>
</tr>
<tr>
<td>25 MPH</td>
<td>0 MPH</td>
</tr>
<tr>
<td>30 MPH</td>
<td>+ 5 MPH</td>
</tr>
<tr>
<td>35 MPH</td>
<td>+ 8 MPH</td>
</tr>
<tr>
<td>40 MPH</td>
<td>+ 10 MPH</td>
</tr>
<tr>
<td>45 MPH and ABOVE</td>
<td>+10 MPH</td>
</tr>
</tbody>
</table>

C. Horizontal Curve Radii and Superelevation

Table 3-4 contains the minimum horizontal curve design criteria, including superelevation, for low speed curves (design speed of 40 mph or less).

Table 3-4 Horizontal Curves Minimum Radii and Superelevation

<table>
<thead>
<tr>
<th>DESIGN SPEED MPH</th>
<th>MAXIMUM SUPER-ELEVATION, e =0.06</th>
<th>e =0.04</th>
<th>e =0.02</th>
<th>CROWN SECTION e =0.00</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>n/a</td>
<td>n/a</td>
<td>n/a</td>
<td>90 *</td>
</tr>
<tr>
<td>25</td>
<td>n/a</td>
<td>n/a</td>
<td>n/a</td>
<td>165 *</td>
</tr>
<tr>
<td>30</td>
<td>0.04</td>
<td>n/a</td>
<td>230</td>
<td>250</td>
</tr>
<tr>
<td>35</td>
<td>0.06</td>
<td>320</td>
<td>345</td>
<td>375</td>
</tr>
<tr>
<td>40</td>
<td>0.06</td>
<td>450</td>
<td>490</td>
<td>540</td>
</tr>
</tbody>
</table>

* As an alternative, a 90 degree (+/- 10 degrees) "elbow" intersection may be constructed in accordance with Standard Drawing 3-105.
1. For design speeds above 40 mph, horizontal curve design shall comply with Division 12 (Geometrics) of the WSDOT Design Manual.

2. Additional pavement width may be required on horizontal curves to provide for vehicle maneuvers where no superelevation is used and the minimum horizontal curve criteria in Table 3-4 or the WSDOT Design Manual are not met. Calculations for widening shall comply with Chapter 3 of AASHTO A Policy on Geometric Design of Highways and Streets or Division 12 (Geometrics) of the WSDOT Design Manual.

3. Each horizontal curve design shall provide stopping sight distance for the design speed at all points on the road. Refer to Section 3-08 for sight distance requirements.

4. The Engineer may approve a lower design speed and centerline radius for curves in arterial roads in urban areas.

5. All roadway designs utilizing superelevation are subject to review by the Engineer. Chapter 1250 (Superelevation) of the WSDOT Design Manual should be consulted for superelevation design.

6. The maximum superelevation rates allowed for arterial roads, with design speeds of 35 mph or greater, shall be 6% in urban areas and 10% in rural areas. Superelevation is not recommended for use on non-arterials in urban areas with design speeds of less than 30 mph.

7. If reverse curves with superelevation are required in a design, then sufficient tangent length for superelevation runoff for both curves shall be provided in accordance with Chapter 1250 (Superelevation) of the WSDOT Design Manual.

3-07 VERTICAL ALIGNMENT

See Standard Drawings 3-110, 3-120

A. Grades

1. The minimum grades of all road network elements shall be 0.5% to provide proper drainage.

2. The maximum grade on any new or reconstructed road network element, except for a driveway, or a shared driveway that is not a fire lane, shall not exceed the limits in EDDS Table 3-5.

3. Grade transitions shall be constructed as vertical curves except at new intersections where the difference in grade is one percent or less. Refer to EDDS Subsection 3-09.B for additional grade at intersection requirements.
Table 3-5 Maximum Road Grades

<table>
<thead>
<tr>
<th>MAXIMUM ROAD GRADES</th>
</tr>
</thead>
<tbody>
<tr>
<td>ARTERIAL</td>
</tr>
<tr>
<td>NON-ARTERIAL:</td>
</tr>
<tr>
<td>COLLECTOR</td>
</tr>
<tr>
<td>RESIDENTIAL/SUBCOLLECTOR</td>
</tr>
<tr>
<td>LOCAL ACCESS</td>
</tr>
<tr>
<td>PRIVATE ROAD NETWORK ELEMENT (Not including a driveway, or a shared driveway that is not a fire lane)</td>
</tr>
<tr>
<td>CUL-DE-SAC (Public or Private) (Temporary or Permanent)</td>
</tr>
<tr>
<td>HAMMERHEAD (Public or Private) (Temporary or Permanent)</td>
</tr>
<tr>
<td>CROWN</td>
</tr>
</tbody>
</table>

B. Vertical Curves

Vertical curves shall meet or exceed the criteria in Standard Drawing 3-110 for crest vertical curves and Standard Drawing 3-120 for sag vertical curves, to ensure that minimum stopping sight distance is provided. Sight distance is discussed in detail in Section 3-08. For new arterial roads in rural areas, passing sight distance shall be evaluated in accordance with Chapter 1260 (Sight Distance) of the WSDOT Design Manual.

3-08 SIGHT DISTANCE

See Standard Drawings 3-130, 3-140

A. General


2. Each new intersection or access point connection must meet the Stopping Sight Distance (SSD) and Intersection Sight Distance (ISD) requirements set forth in Sections 3-08.B and 3-08.D, respectively, of this chapter.

3. Sight distance requirements in this section are based on passenger car operation and do not account for heavy vehicle operating characteristics. Access points or intersections that will handle significant numbers of heavy vehicles or trucks, as determined by the Engineer, shall be designed in accordance with Chapter 9 of AASHTO.

B. Stopping Sight Distance

Stopping Sight Distance (SSD) is the distance needed for a vehicle traveling at or near design speed to stop before reaching a stationary object in its path. The provision of stopping sight distance at all locations along each highway or street, including intersection approaches, is fundamental to intersection operation. [AASHTO, 2001]
1. SSD requirements as tabulated in Table 3-6 shall be the minimum acceptable values for designing new vertical and horizontal road alignments and evaluating the adequacy of existing vertical and horizontal alignments.

   i. Design speed shall be used to determine SSD requirements for new facilities. Refer to Section 3-06.A.

   ii. Operating speed shall be used to determine SSD for existing facilities. Refer to Section 3-06.B.

**Table 3-6 Stopping Sight Distance**

<table>
<thead>
<tr>
<th>SPEED (MPH)</th>
<th>DISTANCE, &quot;D&quot; (FEET)</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>115</td>
</tr>
<tr>
<td>25</td>
<td>155</td>
</tr>
<tr>
<td>30</td>
<td>200</td>
</tr>
<tr>
<td>35</td>
<td>250</td>
</tr>
<tr>
<td>40</td>
<td>305</td>
</tr>
<tr>
<td>45</td>
<td>360</td>
</tr>
<tr>
<td>50</td>
<td>425</td>
</tr>
<tr>
<td>55</td>
<td>495</td>
</tr>
</tbody>
</table>

Adapted from Exhibit 3-1, A Policy on Geometric Design of Highways and Streets, AASHTO (2001).

2. In measuring SSD, the height of the driver's eyes is assumed to be 3.5 feet and the height of the object to be seen by the driver is 1.5 feet above the pavement. The driver's line-of-sight may not fall within the limits of the road; for example, on a horizontal curve the sight line will be a chord of the curve. SSD is measured along the centerline of the vehicle's travel lane, as shown in Standard Drawing 3-130.

**C. Effect of Grade on Stopping Sight Distance**

The stopping sight distances of Table 3-6 are based on flat road grades. For downgrades or upgrades of 3 percent or greater, SSD requirements are shown in Table 3-7. Grades other than those shown in the table may require interpolation.
Table 3-7 Stopping Sight Distance on Grades

<table>
<thead>
<tr>
<th>SPEED* (MPH)</th>
<th>3%</th>
<th>6%</th>
<th>9%</th>
<th>SPEED* (MPH)</th>
<th>3%</th>
<th>6%</th>
<th>9%</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>116</td>
<td>120</td>
<td>126</td>
<td>20</td>
<td>109</td>
<td>107</td>
<td>104</td>
</tr>
<tr>
<td>25</td>
<td>158</td>
<td>165</td>
<td>173</td>
<td>25</td>
<td>147</td>
<td>143</td>
<td>140</td>
</tr>
<tr>
<td>30</td>
<td>205</td>
<td>215</td>
<td>227</td>
<td>30</td>
<td>200</td>
<td>184</td>
<td>179</td>
</tr>
<tr>
<td>35</td>
<td>257</td>
<td>271</td>
<td>287</td>
<td>35</td>
<td>237</td>
<td>229</td>
<td>222</td>
</tr>
<tr>
<td>40</td>
<td>315</td>
<td>333</td>
<td>354</td>
<td>40</td>
<td>289</td>
<td>278</td>
<td>269</td>
</tr>
<tr>
<td>45</td>
<td>378</td>
<td>400</td>
<td>427</td>
<td>45</td>
<td>344</td>
<td>331</td>
<td>320</td>
</tr>
<tr>
<td>50</td>
<td>446</td>
<td>474</td>
<td>507</td>
<td>50</td>
<td>405</td>
<td>388</td>
<td>375</td>
</tr>
<tr>
<td>55</td>
<td>520</td>
<td>553</td>
<td>593</td>
<td>55</td>
<td>469</td>
<td>450</td>
<td>433</td>
</tr>
</tbody>
</table>

* Design speed for new facilities. Operating speed for existing facilities.

Adapted from Exhibit 3-2, A Policy on Geometric Design of Highways and Streets, AASHTO (2001).

D. Intersection Sight Distance

Intersection Sight Distance (ISD) is the distance necessary for the driver of a vehicle stopped at an intersection to decide when to enter or cross the intersecting roadway, and for the driver of a vehicle traveling at or near the posted speed on the intersecting roadway to reduce speed to avoid overtaking a vehicle that has entered the roadway.

1. Measurement

In measuring ISD, the driver's eye location is assumed to be 15 feet from the edge of the traveled way (refer to Section 3-08.E.2). The height of the driver's eyes is assumed to be 3.5 feet and the height of the object to be seen, assumed to be another vehicle, is 3.5 feet above the pavement. "Clear sight triangles" are discussed in Standard Drawing 3-140 and Section 3-08.E.

2. Distance Requirements

The ISD requirement is determined by the type of intersection and the traffic volume:

i. Table 3-8 shall be used for low-volume, non-arterial intersections where the minor road or access point traffic volume is projected to be 80 ADT or less. This table corresponds to the stopping sight distance requirements of AASHTO.

ii. Table 3-9 shall be used when:

a) The ultimate traffic volume for the proposed road or access point is projected to be more than 80 ADT, or

b) The intersecting major road is an arterial.
Exception: A private residential driveway, serving 20 ADT or less, that intersects an arterial shall use Table 3-8 instead of Table 3-9.

3. Adjustments

Circumstances may require adjustment of ISD standards:

i. For low-volume, non-arterial intersections with 80 ADT or less, use Table 3-7 instead of Table 3-8 to account for an intersecting (major) road with a downgrade or upgrade of 3% or greater.

ii. For arterial intersections or intersections serving more than 80 ADT, a driver's time gap acceptance time must be adjusted, and therefore the values of Table 3-9, when vehicles other than passenger cars will be prevalent, or where the intersecting major road has multiple lanes, or where the minor road approach has a significant grade.

Adjustment factors are provided in AASHTO Exhibit 9-54. Note that the adjustment for minor road approach grade is necessary only if the rear wheels of the design vehicle would be on an upgrade that exceeds 3 percent when the vehicle is at the stop line of the minor road approach.

If a time gap acceptance time is adjusted, then ISD must be recalculated using AASHTO Formula 9-1:

\[
\text{ISD} = 1.47 \times V_{\text{MAJOR}} \times T_S
\]

where ISD = intersection sight distance in feet, measured along the major road.

\[V_{\text{MAJOR}}\] = design speed of major road in mph.

\[T_S\] = time gap for minor road vehicle to enter major road in seconds. Refer to Exhibit 9-54.

### Table 3-8 Intersection Sight Distance < 80 ADT

<table>
<thead>
<tr>
<th>SPEED * (MPH)</th>
<th>DISTANCE, &quot;D&quot; ** (FEET)</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>115</td>
</tr>
<tr>
<td>25</td>
<td>155</td>
</tr>
<tr>
<td>30</td>
<td>200</td>
</tr>
<tr>
<td>35</td>
<td>250</td>
</tr>
<tr>
<td>40</td>
<td>305</td>
</tr>
<tr>
<td>45</td>
<td>360</td>
</tr>
<tr>
<td>50</td>
<td>425</td>
</tr>
<tr>
<td>55</td>
<td>495</td>
</tr>
</tbody>
</table>

*Design speed for new facilities; Operating speed for existing facilities.

**Table 3-7 applies if grade is 3% or greater.

Adapted from Exhibit 3-1, A Policy on Geometric Design of Highways and Streets, AASHTO (2001).
Table 3-9  Intersection Sight Distance > 80 ADT

<table>
<thead>
<tr>
<th>POSTED SPEED (MPH)</th>
<th>DISTANCE, &quot;D&quot; (FEET)</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>225</td>
</tr>
<tr>
<td>25</td>
<td>280</td>
</tr>
<tr>
<td>30</td>
<td>335</td>
</tr>
<tr>
<td>35</td>
<td>390</td>
</tr>
<tr>
<td>40</td>
<td>445</td>
</tr>
<tr>
<td>45</td>
<td>500</td>
</tr>
<tr>
<td>50</td>
<td>555</td>
</tr>
<tr>
<td>55</td>
<td>610</td>
</tr>
</tbody>
</table>


E. Clear Sight Triangles

See Standard Drawing 3-140

1. At any intersection or access point connection, there must exist clear sight triangles to allow a driver stopped on an approach to depart from the minor road or access point and enter or cross the major road.

2. The "triangle" is defined by the line-of-sight from a vehicle stopped on a minor road to a vehicle approaching on the major road and back to the intersection. This area, along the intersection approach legs and across their included corners, must be clear of obstructions that might block a driver's view of potentially conflicting vehicles. Visibility applies not only to drivers on the minor road, but also drivers on the major road, allowing them to see vehicles stopped at an intersection and to prepare to slow or stop, if necessary.

3. The vertex, or decision point, of the sight triangle on the minor road or access point shall be 15 feet from the edge of the major road traveled way. The edge of the traveled way shall be the outside edge of the travel lane. Bicycle lanes, walkways or paved shoulders are not included.

4. The driver's eye location may be reduced to a minimum of 10 feet from the edge of traveled way, with approval of the Engineer, where the reduction in driver's eye location will not adversely affect safety or operation. Examples where this may be allowed include: an intersection on the outside of a horizontal curve; an intersection where one approach is in a cut or fill; or where a bridge abutment obscures the line of sight from 15 feet back but not 10 feet.

5. The line-of-sight defining one side of the clear sight triangle may cross private property and be obstructed by fixed objects or vegetation outside the existing public right-of-way. To ensure that sight distance is maintained, the area within a clear sight triangle shall either be acquired and conveyed to the County as new
public right-of-way or a sight distance easement recorded to allow maintenance of the clear sight triangle.

6. When provision of sight distance is a condition of an application approval, it shall be the applicant’s responsibility to accomplish any activities necessary to provide sight distance, such as trimming or removal of vegetation or regrading of earth.

F. Special Circumstances

If circumstances are different from those presented in these Standards, the Engineer may establish sight distance standards and requirements that generally conform with the intent of the sight distance guidelines in the latest edition of AASHTO.

G. Documentation of Sight Distance

To verify acceptable sight distance, the Engineer may require a developer to evaluate and document an existing sight distance condition. The evaluation and documentation of sight distance shall include the following, or such additional information as may be necessary to make a determination:

1. Plan, profile and cross-section drawings along the sight line
2. Posted speed, operating speed and/or speed study data
3. Right-of-way and easement limits (existing and proposed)

When the Engineer determines from the documentation presented that a location has insufficient sight distance, a plan to improve the sight distance to meet these standards will be required.

3-09 INTERSECTIONS

See Standard Drawings 3-110, 3-120

A. Angle of Intersections

New intersections of road network elements shall be designed so that the road network elements intersect at a 90-degree angle, plus or minus 5 degrees. The centerline angle of intersection shall be maintained for a distance of at least 20 feet beyond the ultimate right-of-way line for the intersected road without angle points or horizontal curvature. The ultimate right-of-way line for the intersected road shall be determined by its classification on the Snohomish County Arterial Circulation map and Table 3-1 of these Standards. Under no circumstances shall the angle of intersection be less than 75 degrees.

B. Grades at Intersections

1. Road grade transitions at intersections shall be designed using vertical curves wherever the grade change exceeds 1%. This includes the transition from the slope of the intersecting road to the cross-slope of the road being intersected. Vertical curve standards are provided in Standard Drawings 3-110 or 3-120.

2. For safety reasons, a landing or safe stopping area must be provided before the intersection. The landing may be part of the vertical curve transition between the slope of the intersecting road and the cross-slope of the road being intersected. The standard to be met for an acceptable landing is no more than one foot of elevation change for a distance of 30 feet from an arterial road or 20
feet from a non-arterial road, measured from the ultimate right-of-way line of the road being intersected.

3. For roads approaching a stop sign controlled intersection, a 20 mph design speed with a minimum vertical sag curve length of 60 feet may be used for the final curve at the intersection. If using the reduced sag curve length results in a stopping sight distance (SSD) deficiency the intersection will be illuminated. PROVIDED, that if the engineer determines illumination will not adequately alleviate the SSD deficiency, then the connection will not be allowed unless adequate improvements and provisions have been made. This applies to non-arterial roads.

C. Radius Returns

The minimum radius returns to be installed at road intersections are specified in Table 3-10:

Table 3-10 Minimum Radius Returns

<table>
<thead>
<tr>
<th>MINIMUM RADIUS RETURNS</th>
</tr>
</thead>
<tbody>
<tr>
<td>ROAD TYPE</td>
</tr>
<tr>
<td>Any Public Road</td>
</tr>
<tr>
<td>Any Public Non-Arterial</td>
</tr>
<tr>
<td>Residential Subcollector</td>
</tr>
<tr>
<td>Local Access</td>
</tr>
</tbody>
</table>

Note: Roads with truck or bus traffic may require larger radii at intersections. The WSDOT Design Manual shall be used as a guide in evaluating such designs.

D. Centerline Offsets

Minimum centerline offsets between parallel public roads, on either the same or opposite sides of the primary street, are specified in Table 3-11:

Table 3-11 Minimum Centerline Offset

<table>
<thead>
<tr>
<th>MINIMUM CENTERLINE OFFSET (FEET)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PARALLEL ROAD TYPE*</td>
</tr>
<tr>
<td>Arterial</td>
</tr>
<tr>
<td>R</td>
</tr>
<tr>
<td>Collector (Non-Arterial)</td>
</tr>
<tr>
<td>R</td>
</tr>
<tr>
<td>Residential &amp; Local Access</td>
</tr>
<tr>
<td>R</td>
</tr>
</tbody>
</table>

Area: U = urban area, R = rural area

* Note: Where two parallel roads have different classifications, the higher classification shall be used to determine the centerline offset.
3-10 ROAD ENDS

See Standard Drawings 3-150A and 3-150B

A. General

A road end is the physical termination of the traveled way. Road ends, whether public or private, shall meet the following criteria, including the specifications of Standard Drawing 3-150, except for “shared courts” which have separate requirements provided in EDDS Section 3-05.D(2):

1. The required permanent road end for all road network elements that are fire lanes and longer than 150 feet is a cul-de-sac, with a minimum outside paved radius of 40 feet. Provided, that dead-end fire lanes on a private road network element may end in a permanent hammerhead turnaround if all dwelling units / structures that take access from the fire lane are required to have an NFPA 13D automatic sprinkler system, which a deviation to eliminate the sprinkler requirement is not allowed. See Standard Drawings 3-150A and B.

2. All road network elements that are fire lanes but 150 feet or less in length may end in a road stub without a turnaround. However, if four or more access points are located within 50 feet of the road end, then a cul-de-sac with a minimum paved radius of 30 feet is required.

3. The maximum length of a road network element ending in a permanent road end, measured from the nearest public road intersection, shall be 800 feet in urban areas and 1320 feet in rural areas.

4. Pedestrian facilities shall be provided around a permanent road end if facilities exist along the road leading to the permanent road end or if pedestrian facilities should be constructed along the road as the adjacent land is developed. Pedestrian facilities may be installed but are not required along permanent dead-end road network elements that are 150 feet or less in length and serve 90 ADT or less.

5. Planter strips may be installed, but are not required, around road ends.

6. Where a planter is installed in the center of a cul-de-sac for a private road network element, the traveled way shall have a minimum outside radius of 50 feet, a maximum inside radius of 25 feet, and a minimum width of 25 feet from the outside of the planter to the outside of the traveled way around the entire cul-de-sac.

7. The maximum slope in any direction within a cul-de-sac bulb is 6%. A temporary road end may exceed 6% with approval of the Engineer and written concurrence from the Fire Marshal.

8. The Engineer may require a road end to be designed to allow emergency vehicle access where connection to an existing road or future road is possible.

B. Drop-Curb Cul-de-Sac

Where five or more access points are taken around the cul-de-sac bulb, the vertical curb may be eliminated and a drop-curb with a 1-inch lip installed around the cul-de-sac bulb. See Standard Drawing 2-020.
3-11 AUXILIARY LANES
The design of road width transition tapers, speed change lanes, left turn or right turn lanes will be evaluated on a case-by-case basis using the WSDOT Design Manual as a guide. Refer to Standard Drawing 7-060 for channelization requirements.

3-12 HIGH OCCUPANCY VEHICLE (HOV) LANES
The design of HOV lanes on County roads will be evaluated using the WSDOT Design Manual.

3-13 TRANSIT STOPS
See Standard Drawing 3-160

A. General Requirements
Land development applications and county road projects are reviewed by local transit agencies for provision of appropriate transit facilities. Facilities may include pedestrian accessibility improvements, bus stops or pullouts, or other related facilities.

1. Bus pullouts will be required if:
   i. Traffic volume and passenger loading/unloading conditions warrant;
   Traffic flow would be greatly hindered by in-lane stopping; or
   The posted speed limit is 35 mph or greater.

2. Bus Pullout Locations
   i. Bus pullouts should be placed on the far side of both signalized and non-signalized intersections; immediately following the intersection is preferred. The distance between pullouts should not be less than 1000 feet.
   ii. If far-side pullouts are not possible, then near-side or mid-block pullouts will be considered.
   iii. Bus pullouts should be constructed on both sides of a two-way street in a complementary pair, if possible.
   iv. The following guidelines shall be used to locate a bus pullout in relation to an existing access point or to locate an access point in relation to an existing bus pullout:
      a) A minimum separation of 105 feet, with 125 feet preferred, shall be provided between the pullout and an access point on arterial roadways. The requirement is 55 feet, with 75 feet preferred, on non-arterial roadways. This distance is measured from the edge of the access point to the front or back of the transit vehicle, whichever end is closer.
      b) Driveways shall not be located within the limits of a bus pullout.
3. Bus Pullout Design
   i. Bus pullouts shall be designed as depicted in Standard Drawing 3-160. All bus pullouts and related facilities must comply with applicable guidelines of the Americans with Disabilities Act.
   ii. A landing pad, at least 9 feet wide and 15 feet long, shall be constructed at bus pullouts, or where requested by a transit agency or school district, for passenger waiting and wheelchair access.

3-14 PEDESTRIAN CIRCULATION

See Standard Drawings 3-010, 3-020, 3-040, 3-050, 3-060, 3-065, 3-066, 3-150

A. General

Pedestrian facilities, such as sidewalks, walkways and trails, provide a transportation alternative to motor vehicles. Pedestrian circulation is made possible by connection of ADA-compliant facilities constructed by the County or by private developers as a condition of land development pursuant to SCC 30.24.080.

1. The pedestrian facilities appropriate for a location are determined by the following, as applicable:
   i. Location of the project - urban or rural,
   ii. Location of facilities - on-site or off-site,
   iii. Classification of adjacent road(s),
   iv. SCC 30.41A.100(1) or SCC 30.41B.100(1) for off-site facilities,
   v. Chapters 30.24 and 30.66B SCC and Public Works' Policy 4222 "Frontage Improvements", and
   vi. Snohomish County Transportation Needs Report (TNR)

2. Design standard options for pedestrian facilities are listed below and followed by Table 3-12, describing where they may be used. The goal is to provide safe pedestrian facilities that will encourage their use. Project developers are encouraged to contact Public Works prior to design to determine the appropriate facility standard.

3. Sidewalks shall be constructed adjacent to a drive aisle with a raised curb, provided that for those sections where frequent driveway crossings create a roller coaster effect in the sidewalks an at-grade walkway is preferred. Pedestrian facilities shall be located outside the minimum required fire lane surface width. Note: Raised pedestrian facilities require ADA-compliant curb ramps at pedestrian crossings.

4. Pedestrian facilities are prohibited in alleys and drive aisles less than 20 feet wide.
B. Pedestrian Facility Options

1. Sidewalk separated by curb, gutter, and planter strip
   (Standard Drawings 3-020, 3-050)

2. Walkway separated by ditch, gravel or planter strip
   (Standard Drawings 3-010, 3-040)

3. Raised walkway separated by extruded curb

4. At-grade paved shoulder (adjacent to a public or private road)
   At grade paved shoulders shall be constructed of the same material and to
   the same standard as the adjacent road network element. Provided, that
   pervious pavement may be used when it complies with the requirements of
   Section 11-02.J.
   (Standard Drawing 3-010)

5. At-grade walkway (adjacent to a drive aisle or shared court)
   At-grade walkways adjacent to a drive aisle or shared court shall be
   constructed of a material, such as concrete or permeable pavement where
   feasible, that is different from the asphalt section to provide visual
   identification as a separate facility. The walkway surface shall be capable
   of supporting emergency vehicle loading. For concrete, this is 6 inches of
   concrete over 6 inches of compacted gravel borrow. Permeable pavement
   shall be designed per EDDS Chapter 11.

Table 3-12 Pedestrian Facility Standards

<table>
<thead>
<tr>
<th>AREA</th>
<th>FACILITY LOCATION</th>
<th>INTERIM OR ULTIMATE</th>
<th>SEC. 3-14.B OPTIONS</th>
<th>SPECIAL PROVISIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Urban</td>
<td>On-site</td>
<td>Ultimate</td>
<td>1)</td>
<td></td>
</tr>
<tr>
<td>Urban</td>
<td>On-site</td>
<td>Ultimate</td>
<td>5)</td>
<td>Adjacent to drive aisles.</td>
</tr>
<tr>
<td>Urban</td>
<td>Off-site</td>
<td>Ultimate</td>
<td>1)</td>
<td></td>
</tr>
<tr>
<td>Urban</td>
<td>Off-site</td>
<td>Interim</td>
<td>2)</td>
<td>Minimum width and separation 5 feet.</td>
</tr>
<tr>
<td>Urban</td>
<td>Off-site</td>
<td>Interim</td>
<td>3)</td>
<td>Use where right-of-way is limited. Illumination required. Adjacent travel lane 13 feet wide.</td>
</tr>
<tr>
<td>Urban</td>
<td>Off-site</td>
<td>Interim</td>
<td>4)</td>
<td>Non-arterials only with posted speed 30 mph or less.</td>
</tr>
<tr>
<td>Rural</td>
<td>On-site</td>
<td>Ultimate</td>
<td>2)</td>
<td></td>
</tr>
<tr>
<td>Rural</td>
<td>On-site</td>
<td>Interim</td>
<td>2)</td>
<td></td>
</tr>
</tbody>
</table>
C. ADA Compliance

1. Title II of the Americans with Disabilities Act (ADA) requires that state and local governments ensure that facilities in the public right-of-way are readily accessible to, and usable by, individuals with disabilities. Any new construction or alteration projects in the public right-of-way that affect the access, circulation or use of pedestrian facilities must install new facilities or improve existing facilities to meet ADA accessibility standards. These improvements include alternate pedestrian access routes provided during construction.

2. The Revised Draft Guidelines for Accessible Public Rights-of-Way (2005 PROWAG, U.S. Access Board) shall be used as the ADA accessibility standards until final federal regulations are issued.

3. Alterations that do not fully meet the accessibility standards due to existing physical constraints must do so to the “maximum extent feasible” (MEF) as approved by the County Traffic Engineer.

New construction must fully meet the accessibility standards to the extent that it is not structurally impracticable as determined by the County Traffic Engineer through an approved deviation.
# CHAPTER 3 DRAWING INDEX

<table>
<thead>
<tr>
<th>Section</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>3-010</td>
<td>Typical Arterial Road - Rural Areas</td>
</tr>
<tr>
<td>3-020</td>
<td>Typical Arterial Road - Urban Areas</td>
</tr>
<tr>
<td>3-030A</td>
<td>Road Standards - Arterials</td>
</tr>
<tr>
<td>3-030B</td>
<td>Road Standards - Arterials</td>
</tr>
<tr>
<td>3-040</td>
<td>Typical Non-Arterial Road - Rural Areas</td>
</tr>
<tr>
<td>3-050</td>
<td>Typical Non-Arterial Road - Urban Areas</td>
</tr>
<tr>
<td>3-060</td>
<td>Road Standards - Non Arterials (Rural)</td>
</tr>
<tr>
<td>3-065</td>
<td>Road Standards - Non Arterials (Urban)</td>
</tr>
<tr>
<td>3-066</td>
<td>Drive Aisle</td>
</tr>
<tr>
<td>3-067</td>
<td>Shared Court</td>
</tr>
<tr>
<td>3-068</td>
<td>Shared Driveway</td>
</tr>
<tr>
<td>3-070</td>
<td>Trail Access Permit Road</td>
</tr>
<tr>
<td>3-075</td>
<td>Trail Access Permit Road Dimensions</td>
</tr>
<tr>
<td>3-080</td>
<td>Private Low Volume Access Road (Rural)</td>
</tr>
<tr>
<td>3-100</td>
<td>Private Road Intersections (Rural)</td>
</tr>
<tr>
<td>3-102</td>
<td>Alley</td>
</tr>
<tr>
<td>3-105</td>
<td>90° Intersection Elbow (Urban)</td>
</tr>
<tr>
<td>3-110</td>
<td>Crest Vertical Curves</td>
</tr>
<tr>
<td>3-120</td>
<td>Sag Vertical Curves</td>
</tr>
<tr>
<td>3-130</td>
<td>Stopping Sight Distance</td>
</tr>
<tr>
<td>3-140</td>
<td>Clear Sight Triangles</td>
</tr>
<tr>
<td>3-150A</td>
<td>Road Ends</td>
</tr>
<tr>
<td>3-150B</td>
<td>Permanent Hammerhead Road Ends</td>
</tr>
<tr>
<td>3-160</td>
<td>Bus Pullout</td>
</tr>
</tbody>
</table>
FOR ILLUSTRIOUS PURPOSES ONLY THIS DRAWING SHOWS AN OPTIONAL SEPARETED WALKWAY ON THE LEFT AND A SHOULDER ON THE RIGHT.

STANDARD ROADWAY SECTION
ARterials per specific design.
SEE Chapters 3 and 4.

NOTES:
1. CLEAR/CONTROL ZONE DISTANCE SHALL BE DETERMINED ACCORDING TO CHAPTER 1600 OF THE WSDOT DESIGN MANUAL OR CHAPTER 9 OF THE WSDOT UTILITIES MANUAL, AS APPLICABLE. REFER TO EDDS SECTION 4-15.A.(4) FOR MEASURING CLEAR/CONTROL ZONE DISTANCE.
2. R/W, PAVEMENT, AND SHOULDER WIDTHS VARY. SEE STANDARD DRAWING 3-030B. CROSS-SECTION MAY BE ALTERED WHERE A STREAM OR WETLAND BORDERS THE ROAD.
3. SEE STANDARD DRAWING 8-010 FOR PLACEMENT OF UTILITIES.
4. WHERE BICYCLE LANES ARE REQUIRED ON ARTERIALS, PAVEMENT WIDTH AND R/W WIDTH SHALL BE INCREASED TO ACCOMMODATE THE BICYCLE LANES.
5. R/W WIDTH MAY BE REDUCED WHERE THE ENGINEER HAS DETERMINED THAT ADEQUATE PROVISIONS HAVE BEEN MADE FOR WALKWAYS, BIKEWAYS, SWALES OR OTHER FEATURES OUTSIDE THE R/W.
6. IN FILL SECTIONS AND AROUND CUL-DE-SACS, THE ENGINEER MAY REQUIRE A THICKENED EDGE TO CONTROL DRAINAGE. SEE STANDARD DRAWING 4-145.
7. OPTIONAL WALKWAY LOCATION WHERE R/W PERMITS. WHEN PLACED IN THIS LOCATION, A WIDENED SHOULDER FOR A WALKWAY WILL NOT BE REQUIRED. MINIMUM 5 FT SEPARATION FROM TRAVELED WAY REQUIRED.
8. SLOPE IN CLEARZONE SHALL CONFORM TO AASHTO ROADSIDE DESIGN GUIDE MAX (4H:1V).

SNOHOMISH COUNTY PUBLIC WORKS
3-010 TYPICAL ARTERIAL ROAD – RURAL AREAS

APPROVED BY:

Douglas W. McCann 6/1/2020
COUNTY ROAD ENGINEER DATE
STANDARD ROADWAY SECTION

NOTES:

1. CLEAR CONTROL ZONE DISTANCE SHALL BE DETERMINED ACCORDING TO CHAPTER 1600 OF THE WSDOT DESIGN MANUAL OR CHAPTER 9 OF THE WSDOT UTILITIES MANUAL, AS APPLICABLE. REFER TO EDDS SECTION 4-15.A.(4) FOR MEASURING CLEAR/CONTROL ZONE DISTANCE.

2. SEE STANDARD DRAWING 8-020 FOR PLACEMENT OF UTILITIES.

3. REFER TO SECTION 4-01 FOR LANDSCAPING REQUIREMENTS. ALL LANDSCAPING WITHIN THE RIGHT OF WAY IS SUBJECT TO APPROVAL BY DPW.

4. THE R/W LINE SHALL BE AT LEAST 1.5 FEET BEHIND THE BACK OF SIDEWALK.

5. CROSS-SECTION MAY BE ALTERED WHERE A STREAM OR WETLAND BORDERS THE ROAD.

6. REFER TO TEXT SECTION 4-05 FOR SIDEWALK REQUIREMENTS. DESIGN CROSS-SLOPE AT 1.5% OR LESS TO ENSURE ADA COMPLIANCE.

7. SEE STANDARD DRAWING 3-030B FOR WIDTH REQUIREMENTS.

8. SLOPE IN CLEAR ZONE SHALL CONFORM TO AASHTO ROADSIDE DESIGN GUIDE (MAX 4H:1V).

SNOHOMISH COUNTY PUBLIC WORKS

3-020 TYPICAL ARTERIAL ROAD—URBAN AREAS

APPROVED BY:truck
Douglas H. McCormick 5/1/2020
COUNTY ROAD ENGINEER

DATE
NOTES:

1. PAVEMENT WIDTH FOR RURAL ARTERIALS IS MEASURED FROM OUTSIDE EDGE OF SHOULDER TO OUTSIDE EDGE OF SHOULDER. URBAN ARTERIALS ARE MEASURED FROM FACE OF CURB TO FACE OF CURB. WIDTH VARIES DEPENDING ON WHETHER BICYCLE LANES OR WIDENED EXTERIOR LANES ARE CONSTRUCTED. SEE TEXT SECTION 4–06.

2. SHOULDER WIDTHS VARY. SEE TEXT SECTION 4–06.

3. NOTE DELETED.

4. ALL PAVED SHOULDERS AND NON–SEPARATED WALKWAYS SHALL BE CONSTRUCTED TO THE SAME PAVEMENT SECTION AS REQUIRED FOR TRAVEL LANES.

5. BOULEVARDS (I.E., STREETS WITH MEDIANS) SHALL BE CONSTRUCTED WITH A MINIMUM OF 20 FEET OF CLEAR PAVEMENT ON EACH SIDE OF THE MEDIAN. IF PARKING IS ALLOWED, A MINIMUM OF 28 FEET SHALL BE CONSTRUCTED ON EACH SIDE OF THE MEDIAN TO ALLOW FOR 20 FEET OF CLEAR PAVEMENT PLUS 8 FEET OF PARKING.

6. ROADS IN COMMERCIAL/INDUSTRIAL AREAS SERVING SIGNIFICANT VOLUMES OF TRUCK TRAFFIC MAY REQUIRE ADDITIONAL WIDTH AND PAVEMENT DEPTH AS DETERMINED BY THE ENGINEER BASED ON SUPPORTING DATA SUBMITTED BY THE DEVELOPER.

7. NUMBER OF LANES TO BE DETERMINED FROM THE TRANSPORTATION ELEMENT OF THE COMPREHENSIVE PLAN AND THE TRANSPORTATION NEEDS REPORT.

8. ADDITIONAL R/W WIDTH MAY BE REQUIRED TO ACCOMMODATE 7–FOOT SIDEWALKS FOR COMMERCIAL OR INDUSTRIAL DEVELOPMENT.

9. IF BICYCLE LANES ARE REQUIRED. SEE TEXT SECTION 4–06. MINIMUM WIDTH SHALL BE 5 FT IN A CURB ROAD SECTION AND 4 FT IN A NON–CURB ROAD SECTION.

10. IF BICYCLE LANES ARE NOT REQUIRED, THE EXTERIOR LANE WIDTH ON URBAN ROADS SHALL BE 14 FT TO PROVIDE A SHARED TRAVEL LANE.

SEE TEXT CHAPTER 3
### RURAL ARTERIALS

**Minimum Width in Feet**

<table>
<thead>
<tr>
<th>RURAL AREAS</th>
<th>R/W</th>
<th>PAVEMENT WIDTH</th>
<th>EXTERIOR LANE</th>
<th>INTERIOR LANE</th>
<th>SHOULDER SIDE/SIDE</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>MINOR COLLECTOR</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ADT &lt; 2000</td>
<td>70</td>
<td>38</td>
<td>11</td>
<td>--</td>
<td>8/8</td>
</tr>
<tr>
<td>ADT &gt; 2000</td>
<td>70</td>
<td>40</td>
<td>12</td>
<td>--</td>
<td>8/8</td>
</tr>
<tr>
<td><strong>MAJOR COLLECTOR</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ADT &lt; 2000</td>
<td>80</td>
<td>38</td>
<td>11</td>
<td>--</td>
<td>8/8</td>
</tr>
<tr>
<td>ADT &gt; 2000 (2 Lane)</td>
<td>80</td>
<td>40</td>
<td>12</td>
<td>--</td>
<td>8/8</td>
</tr>
<tr>
<td>ADT &gt; 2000 (4 Lane)</td>
<td>100</td>
<td>62</td>
<td>11</td>
<td>12</td>
<td>8/8</td>
</tr>
</tbody>
</table>

### URBAN ARTERIALS

**Minimum Width in Feet**

<table>
<thead>
<tr>
<th>URBAN AREAS</th>
<th>R/W</th>
<th>PAVEMENT WIDTH</th>
<th>BICYCLE LANE</th>
<th>EXTERIOR LANE</th>
<th>INTERIOR LANE</th>
<th>LEFT TURN LANE</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>COLLECTOR ARTERIAL</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>(2 Lanes)</td>
<td>70</td>
<td>28–34</td>
<td>5</td>
<td>12–14</td>
<td>--</td>
<td>--</td>
</tr>
<tr>
<td>(3 Lanes)</td>
<td>70</td>
<td>40–46</td>
<td>5</td>
<td>12–14</td>
<td>--</td>
<td>12</td>
</tr>
<tr>
<td>(4 Lanes)</td>
<td>80</td>
<td>50–56</td>
<td>5</td>
<td>12–14</td>
<td>11</td>
<td>--</td>
</tr>
<tr>
<td>(5 Lanes)</td>
<td>92</td>
<td>62–68</td>
<td>5</td>
<td>12–14</td>
<td>11</td>
<td>12</td>
</tr>
<tr>
<td><strong>MINOR ARTERIAL</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>(2 Lanes)</td>
<td>80</td>
<td>28–34</td>
<td>5</td>
<td>12–14</td>
<td>--</td>
<td>--</td>
</tr>
<tr>
<td>(3 Lanes)</td>
<td>80</td>
<td>40–46</td>
<td>5</td>
<td>12–14</td>
<td>--</td>
<td>12</td>
</tr>
<tr>
<td>(4 Lanes)</td>
<td>80</td>
<td>50–56</td>
<td>5</td>
<td>12–14</td>
<td>11</td>
<td>--</td>
</tr>
<tr>
<td>(5 Lanes)</td>
<td>92</td>
<td>62–68</td>
<td>5</td>
<td>12–14</td>
<td>11</td>
<td>12</td>
</tr>
<tr>
<td><strong>PRINCIPAL ARTERIAL</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>(4 Lanes)</td>
<td>100</td>
<td>52–58</td>
<td>5</td>
<td>12–14</td>
<td>12</td>
<td>--</td>
</tr>
<tr>
<td>(5 Lanes)</td>
<td>100</td>
<td>64–70</td>
<td>5</td>
<td>12–14</td>
<td>12</td>
<td>12</td>
</tr>
<tr>
<td>(6 Lanes)</td>
<td>108</td>
<td>78–82</td>
<td>5</td>
<td>12–14</td>
<td>12</td>
<td>--</td>
</tr>
<tr>
<td>(7 Lanes)</td>
<td>118</td>
<td>88–94</td>
<td>5</td>
<td>12–14</td>
<td>12</td>
<td>12</td>
</tr>
</tbody>
</table>

**NOTE:**

See Std. Drawing 3-030A for Notes.
FOR ILLUSTRIOUS PURPOSES ONLY THIS DRAWING SHOWS AN OPTIONAL SEPARATED WALKWAY ON THE LEFT AND A SHOULDER ON THE RIGHT

NOTES:
1. RIGHT OF WAY WIDTH WILL VARY DEPENDING ON LOCATION AND OWNERSHIP OF DRAINAGE AND PEDESTRIAN FACILITIES.
2. CLEAR/CONTROL ZONE DISTANCE SHALL BE DETERMINED ACCORDING TO CHAPTER 1600 OF THE WSDOT DESIGN MANUAL OR CHAPTER 9 OF THE WSDOT UTILITIES MANUAL, AS APPLICABLE. REFER TO EDDO SECTION 4–15(A)(4) FOR MEASURING CLEAR ZONE DISTANCE.
3. CROSS-SECTION MAY BE ALTERED WHERE A STREAM OR WETLAND BORDERS THE ROAD.
4. A WALKWAY IS NOT REQUIRED FOR ACCESS ROADS SERVING 90 ADT OR LESS AND HAVING NO POTENTIAL FOR CONNECTIVITY.
5. IN FILL SECTIONS AND AROUND CUL-DE-SACS, THE ENGINEER MAY REQUIRE A THICKENED EDGE TO CONTROL EROSION. SEE STD. DWG 4–145.
6. SEE STD. DWG. 8–010 FOR PLACEMENT OF UTILITIES.
7. SEE STD. DWG. 3–060 FOR ADDITIONAL SPECIFICATIONS.
8. INDUSTRIAL/COMMERCIAL ROADS SERVING SIGNIFICANT VOLUMES OF TRUCK TRAFFIC MAY REQUIRE ADDITIONAL WIDTH AND PAVEMENT DEPTH AS DETERMINED BY THE ENGINEER BASED ON DATA SUBMITTED BY THE DEVELOPER.
9. OPTIONAL WALKWAY LOCATION WHERE R/W PERMITS. WHEN PLACED IN THIS LOCATION, A WIDENED SHOULDER WILL NOT BE REQUIRED. MINIMUM 5FT SEPARATION FROM TRAVELED WAY.
10. SLOPE IN CLEAR ZONE SHALL CONFORM TO AASHTO ROADWAY DESIGN GUIDE.

SEE TEXT CHAPTER 3

SNOHOMISH COUNTY PUBLIC WORKS
3–040 TYPICAL NON–ARTERIAL ROAD–RURAL AREAS

APPROVED BY:
Douglas R. Meiners
COUNTY ROAD ENGINEER
DATE 6/1/2020
NOTES:
1. SEE STANDARD DRAWING 8–020 FOR PLACEMENT OF UTILITIES.
2. CLEAR/CONTROL ZONE DISTANCE SHALL BE DETERMINED ACCORDING TO CHAPTER 1600 OF THE WSDOT DESIGN MANUAL OR CHAPTER 9 OF THE WSDOT UTILITIES MANUAL. REFER TO EDDS SECTION 4–15.A.(A) FOR MEASURING CLEAR/CONTROL ZONE DISTANCE.
3. ROADS SERVING SIGNIFICANT VOLUMES OF TRUCK TRAFFIC MAY REQUIRE ADDITIONAL WIDTH AND PAVEMENT DEPTH AS DETERMINED BY THE ENGINEER BASED ON ROAD CLASSIFICATION, LOCATION, AND/OR DATA SUBMITTED BY THE DEVELOPER.
4. REFER TO SECTION 4–01 FOR LANDSCAPING REQUIREMENTS. ALL LANDSCAPING WITHIN THE RIGHT OF WAY IS SUBJECT TO APPROVAL BY DPW.
5. AN 8 FT PARKING LANE MAY BE REQUIRED ON ONE OR BOTH SIDES, SEE STD. DWG. 3–065.
6. THE R/W LINE SHALL BE AT LEAST 1.0 FEET BEHIND THE BACK OF SIDEWALK.
7. PLANTER STRIP MAY BE ELIMINATED WHERE CRITICAL AREA OR ITS BUFFER BORDERS THE ROAD OR AROUND PERMANENT OR TEMPORARY ROAD ENDS.
8. REFER TO TEXT SECTION 4–05 FOR SIDEWALK WIDTH REQUIREMENTS. FOR RESIDENTIAL ROADS SERVING 90 ADT OR LESS AND HAVING NO POTENTIAL FOR CONNECTIVITY, SIDEWALKS AND PLANTERS ARE NOT REQUIRED.
9. SEE STD. DWG. 3–065 FOR WIDTH REQUIREMENTS. IF THE ROAD IS A DESIGNATED BIKEWAY ROUTE, BICYCLE Lanes MAY BE REQUIRED IN ADDITION TO, OR IN PLACE OF, THE PARKING Lanes. SEE TEXT SECTION 4–08.
10. SLOPE IN CLEAR ZONE SHALL CONFORM TO AASHTO ROADSIDE DESIGN GUIDE (MAX 4H:1V).
SEE TEXT CHAPTERS 3 AND 4.
<table>
<thead>
<tr>
<th>VOLUME ①</th>
<th>PUBLIC OR PRIVATE</th>
<th>DESIGN SPEED (MPH)</th>
<th>SURFACE WIDTH (FT)</th>
<th>SURFACE TYPE</th>
<th>WALKWAY/SHOULDER</th>
<th>ROW WIDTH (FT)</th>
<th>STANDARD DRAWING</th>
</tr>
</thead>
<tbody>
<tr>
<td>LOCAL ACCESS (1–90 ADT)</td>
<td>PRIVATE</td>
<td>25 ⑤</td>
<td>20</td>
<td>GRAVEL OR PAVED</td>
<td>NONE ③</td>
<td>④</td>
<td>3–080</td>
</tr>
<tr>
<td>LOCAL ACCESS (1–90 ADT)</td>
<td>PUBLIC</td>
<td>25 ⑤</td>
<td>22</td>
<td>PAVED</td>
<td>NONE ③</td>
<td>44–60 ⑥</td>
<td>3–040</td>
</tr>
<tr>
<td>SUB–COLLECTOR (91 – 2000)</td>
<td>EITHER</td>
<td>25 ⑤</td>
<td>24</td>
<td>PAVED</td>
<td>5 FT SEPARATED WALKWAY OR 8 FT SHOULDER</td>
<td>44–60 ⑥</td>
<td>3–040</td>
</tr>
<tr>
<td>COLLECTOR (2001+ ADT)</td>
<td>EITHER</td>
<td>30</td>
<td>24</td>
<td>PAVED</td>
<td>5 FT SEPARATED WALKWAY OR 8 FT SHOULDER</td>
<td>44–60 ⑥</td>
<td>3–040</td>
</tr>
</tbody>
</table>

NOTES:
1. ADT VOLUMES ARE TYPICAL THRESHOLDS ONLY. THE COUNTY ENGINEER MAY MODIFY A ROAD STANDARD BASED ON SITE CONDITIONS, TRAFFIC VOLUME, ULTIMATE DEVELOPMENT POTENTIAL OF AN AREA OR OTHER RELEVANT FACTORS.
2. NO PARKING IS ALLOWED.
3. SEE SCC 30.24.080 TO DETERMINE IF PEDESTRIAN FACILITIES ARE REQUIRED
4. MINIMUM 30 FT EASEMENT.
5. MAY BE REDUCED TO 20 MPH FOR A PERMANENT DEAD END ROAD WITH A CUL–DE–SAC ROAD END AND NO TANGENT LONGER THAN 250 FEET OR FOR OTHER CIRCUMSTANCES APPROVED BY THE COUNTY ENGINEER.
6. RIGHT–OF–WAY WIDTH MAY VARY DEPENDING ON LOCATION AND OWNERSHIP OF DRAINAGE AND PEDESTRIAN FACILITIES.
7. WIDTH OF SHOULDER IS IN ADDITION TO THIS WIDTH
<table>
<thead>
<tr>
<th>ROAD CLASSIFICATION</th>
<th>DESIGN SPEED (MPH)</th>
<th>PAVEMENT WIDTH</th>
<th>TRAVEL LANES</th>
<th>PARKING LANE</th>
<th>PLANTER WIDTH</th>
<th>SIDEWALK WIDTH</th>
<th>R/W WIDTH</th>
<th>SEE STD DRAWING</th>
</tr>
</thead>
<tbody>
<tr>
<td>LOCAL ACCESS (UP TO 250 ADT)</td>
<td>25</td>
<td>24'</td>
<td>2x12'</td>
<td>NONE</td>
<td>5' MIN.</td>
<td>5' MIN.</td>
<td>47'-51'</td>
<td>3-050</td>
</tr>
<tr>
<td>RESIDENTIAL (251-2000 ADT)</td>
<td>25</td>
<td>28'</td>
<td>2x10'</td>
<td>1x8'</td>
<td>5' MIN.</td>
<td>5' MIN.</td>
<td>51'-55'</td>
<td>3-050</td>
</tr>
<tr>
<td>COLLECTOR (2001+ ADT)</td>
<td>30</td>
<td>36'</td>
<td>2x10'</td>
<td>2x8'</td>
<td>5' MIN.</td>
<td>5' MIN.</td>
<td>59'-63'</td>
<td>3-050</td>
</tr>
</tbody>
</table>

NOTES:
1. SEE EDDS SECTION 3-02.B FOR DESCRIPTION OF NON-ARTERIAL ROAD CLASSIFICATIONS.
2. PARKING RESTRICTED TO ONE SIDE.
3. MAY BE REDUCED UPON APPROVAL OF THE ENGINEER. REFER TO SECTION 3-06.
4. BICYCLE LANES SHALL BE REQUIRED ON ROADS THAT ARE DESIGNATED BIKEWAY ROUTES. PAVEMENT AND R/W WIDTH SHALL BE WIDENED AS NECESSARY. SEE TEXT SECTION 4-08.
5. RIGHT OF WAY WIDTH MAY VARY. SEE TEXT SECTION 3-03.B.
6. FOR RESIDENTIAL ROADS SERVING 90 ADT OR LESS AND HAVING NO POTENTIAL FOR CONNECTIVITY, SIDEWALKS AND PLANTERS ARE NOT REQUIRED.

SEE TEXT CHAPTER 3
FOR ILLUSTRIOUS PURPOSES ONLY THIS DRAWING SHOWS THE REQUIRED RAISED PEDESTRIAN FACILITIES ON THE RIGHT AND THE OPTIONAL AT GRADE PEDESTRIAN FACILITIES ON THE LEFT (WHEN ALLOWED OR APPROVED)

NOTES:
1. A DRIVE AISLE MUST MEET FIRE LANE SPECIFICATIONS IN SCC 30.53A.512, EXCEPT AS NOTED IN EDDS 3–05.A, AND SIDEWALK SPECIFICATIONS IN EDDS 4.05.

2. PEDESTRIAN FACILITY REQUIREMENTS FOR DEVELOPMENT ARE SPECIFIED IN SCC 30.24.080. SHOWN ABOVE FOR ILLUSTRATION, PEDESTRIAN FACILITIES MAY BE LOCATED BUT ARE NOT REQUIRED ADJACENT TO DRIVE AISLE.

3. SIDEWALKS OR AT GRADE PEDESTRIAN FACILITIES SHALL NOT BE LOCATED WITHIN THE MINIMUM FIRE LANE WIDTH.

4. DRIVE AISLES SERVING DEVELOPMENT WITH SIGNIFICANT VOLUMES OF TRUCK TRAFFIC AND/OR WITH BUILDINGS GREATER THAN 30 FEET IN HEIGHT MAY REQUIRE ADDITIONAL WIDTH AND/OR PAVEMENT DEPTH AS DETERMINED BY THE ENGINEER OR FIRE MARSHAL BASED ON DATA SUBMITTED BY THE DEVELOPER.

5. AT GRADE PEDESTRIAN FACILITIES ARE ALLOWED AND PREFERRED ONLY FOR THOSE SECTIONS OF A DRIVE AISLE WHERE FREQUENT DRIVEWAY CROSSINGS CREATE A ROLLER COASTER EFFECT.
NOTES:
1. SEE EDDS SECTION 3-05.0 FOR DETAILS.
2. MAXIMUM LENGTH IS 150 FT MEASURED A1 TO ANY A2 ALONG CENTERLINES.
3. SHARED COURT SHALL BE LOCATED ENTIRELY WITHIN TRACT OR EASEMENT UNLESS DEVELOPMENT (COMMERCIAL, MULTI-FAMILY OR SFU) IS ON ONE SITE.
4. SHARED COURT SHALL PROVIDE MIN. 24 FT BACKUP DISTANCE FROM END OF ANY DRIVEWAY, MEASURED B1 TO B2.
5. THE SHARED COURT PANHANDLE SHALL MEET THE MINIMUM WIDTH REQUIREMENT FOR A FIRE LANE PER SCC 30.53A.512, MEASURED C1 TO C2.
NOTES:
1. SEE EDDS SECTION 3-05.D FOR DETAILS. GENERAL DRIVeway STANDARDS ARE IN CHAPTER 2. DRIVeway SECTIONS WITHIN PUBLIC RIGHT-OF-WAy SHALL BE ASPHALT OR CONCRETE.
2. SHARED DRIVeways SHALL SERVE 2 LOTS THAT HAVE NO MORE THAN 2 DWELLING UNITS OR 2 GROUP U OCCUPANCIES PER LOT.
3. SHALL HAVE A MINIMUM CONSTRUCTED WIDTH OF 10 FT.
4. SHARED DRIVeways SHALL HAVE A MIN. 10 FT SHARED DRIVeway ACCESS EASEMENT AND A MAINTENANCE DECLARATION RECORDED WITH THE COUNTY AUDITOR.
5. PEDESTRIAN FACILITIES ARE NOT REQUIRED WITH DRIVeways UNLESS NEEDED FOR THE INTERNAL PEDESTRIAN FACILITY NETWORK. REFER TO SDC 30.24.080.

SNOHOMISH COUNTY PUBLIC WORKS
3-068
SHARED DRIVeway

APPROVED BY:
COUNTY ROAD ENGINEER
DATE: 1/7/13
NOTES:
1. REFER TO STANDARD DRAWING 3-075 FOR SECTIONS A AND B, AND FOR SURFACING DEPTH D.
SEE TEXT SECTION 3-02
<table>
<thead>
<tr>
<th># LOTS</th>
<th>R/W</th>
<th>SECTION</th>
<th>R/W Width</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>LESS THAN 20'</td>
<td>SECTION A</td>
<td>6&quot;</td>
<td>GRAVEL BORROW OR PIT-RUN GRAVEL</td>
</tr>
<tr>
<td></td>
<td>20' - 30'</td>
<td>SECTION A</td>
<td>6&quot;</td>
<td>GRAVEL BORROW OR PIT-RUN GRAVEL</td>
</tr>
<tr>
<td></td>
<td>31' TO 60'</td>
<td>SECTION B</td>
<td></td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>LESS THAN 30'</td>
<td>SECTION B</td>
<td></td>
<td>INADEQUATE R/W WIDTH</td>
</tr>
<tr>
<td></td>
<td>31' TO 60'</td>
<td>SECTION B</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>LESS THAN 30'</td>
<td>SECTION B</td>
<td></td>
<td>INADEQUATE R/W WIDTH</td>
</tr>
<tr>
<td></td>
<td>31' TO 60'</td>
<td>SECTION B</td>
<td></td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>LESS THAN 30'</td>
<td>SECTION B</td>
<td></td>
<td>INADEQUATE R/W WIDTH</td>
</tr>
<tr>
<td></td>
<td>31' TO 60'</td>
<td>SECTION B</td>
<td></td>
<td></td>
</tr>
<tr>
<td>5+</td>
<td>(URBAN)</td>
<td></td>
<td></td>
<td>ROAD IMPROVEMENT REQUIREMENTS DETERMINED</td>
</tr>
<tr>
<td></td>
<td>(RURAL)</td>
<td></td>
<td></td>
<td>BY PUBLIC WORKS</td>
</tr>
</tbody>
</table>

**NOTES:**

1. SEE STANDARD DRAWING 3–070 FOR ROADWAY SECTIONS.

2. APPLIES TO EXISTING LOTS CREATED PRIOR TO JULY 1, 1992. NUMBER OF LOTS REFERS TO THE TOTAL NUMBER OF EXISTING LOTS TO WILL RECEIVE ACCESS VIA THE COUNTY R/W THROUGH THE TRAIL PERMIT PROCESS.

3. ANY PROPOSED ACCESS VIA COUNTY R/W TO ANY LOT SUBDIVIDED ON OR AFTER JULY 1, 1992 SHALL BE EVALUATED ON A CASE BY CASE BASIS BY PUBLIC WORKS.

SEE TEXT SECTION 3–05
90 ADT OR LESS

EASEMENT

CUT

VEGETATION LINED CHANNEL OR DITCH

STANDARD ROADWAY SECTION

20' MIN TRAVELED WAY

- 2%

8" COMPACTED DEPTH CSBC PER WSDOT STANDARD SPECIFICATIONS

NOTES:

1. ROAD SHALL BE PRIVATELY MAINTAINED BY A HOMEOWNERS ASSOCIATION.

2. REFER TO STD DWG 3-080 FOR GEOMETRIC STANDARDS.

3. ROADWAY SECTION MAY BE ADJUSTED WITH THE APPROVAL OF THE ENGINEER UPON SUBMISSION OF SUBSTANTIATING ENGINEERING DATA (SOILS TESTS, ETC.)

4. SUBGRADE SHALL BE PLACED AND COMPACTED IN ACCORDANCE WITH SECTION 2-03.3(14)C OF THE WSDOT/APWA SPECIFICATIONS (METHOD B). SURFACING MATERIALS SHALL BE COMPACTED TO 95% OF MAXIMUM DENSITY (MODIFIED PROCTOR).

5. PRIVATE ROAD INTERSECTIONS SHALL COMPLY WITH STD DWG 3-100.

6. IF THE ROAD IS PAVED A MINIMUM 3" OF HMA IS REQUIRED.

7. SEE SGC 30.24.080 TO DETERMINE IF PEDESTRIAN FACILITIES ARE REQUIRED. IF REQUIRED THE WIDTH OF THE PEDESTRIAN FACILITIES IS IN ADDITION TO THE MINIMUM TRAVELED WAY WIDTH.

SEE TEXT SECTION 3-05

SNOHOMISH COUNTY PUBLIC WORKS

3-080 PRIVATE LOW VOLUME ACCESS ROAD (RURAL)

APPROVED BY:

Douglas W. McDermott

COUNTY ROAD ENGINEER

DATE
NOTES:
1. ALL SURFACE DRAINAGE FROM THE PRIVATE ROAD MUST BE DIRECTED FROM THE ROAD TO THE OPEN DITCH. NO SURFACE DRAINAGE SHALL FLOW ONTO THE COUNTY ROAD.

2. CULVERT PIPE SHALL BE 12 INCHES MINIMUM DIAMETER AND LARGER IF DRAINAGE REQUIRES. BEVEL CULVERT ENDS TO MATCH SIDESLOPES.

3. COVER DEPTHS LESS THAN 12" REQUIRE APPROVAL BY THE ENGINEER.

4. A DRIVEWAY CULVERT HEADWALL, SUBJECT TO APPROVAL BY THE ENGINEER, MAY BE USED IN LIEU OF THE 1-1/2 : 1 MAX. SIDESLOPE.

5. MINIMUM RADII VARY. SEE STANDARD DRAWING 2-010.

6. A PAVED APRON IS REQUIRED AT ALL INTERSECTIONS WITH COUNTY ROADS. PAVED APRON SECTION SHALL BE EQUIVALENT TO STANDARD ROADWAY SECTION FOR PRIVATE SUBCOLLECTOR ROAD (SEE STD DWG 3-090) OR BETTER.

7. ADDITIONAL PAVEMENT THICKNESS MAY BE REQUIRED FOR HEAVY VEHICLE TRAFFIC.

SEE TEXT SECTION 3-05 & 5-05.L
NOTES:
1. MINIMUM WIDTH SHALL BE 16 FT UNLESS DESIGNATED A FIRE LANE, WHICH要求S A 20 FT MINIMUM WIDTH. REFER TO EDDS 3-01.G.
2. CATCHBASIN, CRATE AND PIPE TO BE INSTALLED PER DRAINAGE PLAN.
3. PARKING AND PEDESTRIAN FACILITIES ARE PROHIBITED IN AN ALLEY.
4. ALLEYS PROPOSED IN PUBLIC RIGHT OF WAY MUST BE APPROVED BY THE COUNTY ENGINEER.

SNOHOMISH COUNTY PUBLIC WORKS

APPROVED BY:

3-102 ALLEY

COUNTY ROAD ENGINEER DATE
NOTES:

1. INTERSECTION BULBS MAY BE USED IN LIEU OF HORIZONTAL CURVES FOR CERTAIN LOW-SPEED DESIGNS IN URBAN AREAS. REFER TO TEXT TABLE 3–4.

2. A MINIMUM 50' TANGENT IS REQUIRED FROM THE POINT OF INTERSECTION OF THE CENTERLINES.

3. INTERSECTION ANGLE SHALL BE 90 DEGREES +/− 10 DEGREES.

4. RADI SHOWN APPLY FOR A 51-FOOT R/W.

5. ONLY ONE CROSSWALK WITH CURB RAMPS IS REQUIRED AND SHALL BE LOCATED BETWEEN POINTS A & B. SEE EDDS SECTIONS 4–05.D.2 & .4

SEE TEXT SECTION 3–06 AND TABLE 3–4.
WHEN $S > L$

$$L = 25 - \frac{1917}{A}$$

WHEN $S < L$

$$L = \frac{AS^2}{1917}$$

$L =$ CURVE LENGTH (FEET)

$A =$ ALGEBRAIC GRADE DIFFERENCE (PERCENT)

$S =$ SIGHT DISTANCE (FEET)

DESIGN SPEED

<table>
<thead>
<tr>
<th>SPEED (MPH)</th>
<th>DESIRABLE MINIMUM STOPPING DISTANCE</th>
<th>MINIMUM DISTANCE</th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>175</td>
<td>60</td>
</tr>
<tr>
<td>25</td>
<td>155</td>
<td>75</td>
</tr>
<tr>
<td>30</td>
<td>135</td>
<td>90</td>
</tr>
<tr>
<td>35</td>
<td>105</td>
<td>105</td>
</tr>
<tr>
<td>40</td>
<td>75</td>
<td>125</td>
</tr>
<tr>
<td>45</td>
<td>45</td>
<td>135</td>
</tr>
<tr>
<td>50</td>
<td>40</td>
<td>150</td>
</tr>
<tr>
<td>55</td>
<td>40</td>
<td>165</td>
</tr>
</tbody>
</table>

NOTES:
1. $L =$ MINIMUM LENGTH OF CURVE BASED ON MINIMUM STOPPING SIGHT DISTANCE.

SEE TEXT CHAPTER 3

SNOHOMISH COUNTY PUBLIC WORKS

3-110  CREST VERTICAL CURVES

APPROVED BY:

COUNTY ROAD ENGINEER

DATE: 6/27/99
INCREASE FOR DOWNGRADES:
SEE TABLE 3-7 IN TEXT

<table>
<thead>
<tr>
<th>WHEN S &gt; L</th>
<th>WHEN S &lt; L</th>
</tr>
</thead>
<tbody>
<tr>
<td>$L = \frac{2S - 400 + 3.5S}{A}$</td>
<td>$L = \frac{AS^2}{400 + 3.5S}$</td>
</tr>
</tbody>
</table>

L = CURVE LENGTH (FEET)
A = ALGEBRAIC GRADE DIFFERENCE (PERCENT)
S = SIGHT DISTANCE (FEET)

DESIGN SPEED (MPH) | DESIRABLE STOPPING DISTANCE (FEET) | MINIMUM LENGTH (FEET)
20 | 115 | 69
25 | 125 | 75
30 | 200 | 90
35 | 250 | 105
40 | 305 | 120
45 | 360 | 135
50 | 425 | 150
55 | 485 | 165

NOTES:
1. L = MINIMUM LENGTH OF CURVE BASED ON MINIMUM STOPPING SIGHT DISTANCE.

SEE TEXT CHAPTER 3

SNOHOMISH COUNTY PUBLIC WORKS

3-120 SAG VERTICAL CURVES

APPROVED BY:
COUNTY ROAD ENGINEER DATE
NOTES:
1. CREST VERTICAL CURVE CONDITION SHOWN.
   FOR EVALUATION OF CREST VERTICAL CURVE 
   ALIGNMENT FOR STOPPING SIGHT DISTANCE 
   REQUIREMENTS, REFER TO STD DWG 3-110. 
   FOR EVALUATION OF SAG VERTICAL CURVE 
   ALIGNMENT FOR STOPPING SIGHT DISTANCE 
   REQUIREMENTS, REFER TO STD DWG 3-120. 
   SEE TEXT SECTION 3-07 & 3-08. 
   \( d = \text{STOPPING SIGHT DISTANCE} \)
NOTES:

1. AT ANY INTERSECTION OR ACCESS POINT CONNECTION, THERE MUST EXIST CLEAR SIGHT TRIANGLES, FREE OF SIGHT OBSCURING OBJECTS, UNOBLSTRUCTED LINES OF SIGHT MUST BE PROVIDED FROM A POINT ON THE MINOR ROAD 15 FEET BEHIND THE EDGE OF TRAVELED WAY (POINT A) TO ALL POINTS IN THE TRAVELED WAY INCLUDED IN THE CLEAR SIGHT TRIANGLES. THE BASE OF EACH CLEAR SIGHT TRIANGLE SHALL BE AT LEAST EQUAL TO THE STOPPING SIGHT DISTANCE D.

2. THE DRIVER'S EYE TO DETERMINE LINE OF SIGHT AT INTERSECTIONS IS 3.5 FEET ABOVE THE MINOR ROAD PAVEMENT, WITH AN OBJECT HEIGHT OF 3.5 FEET ABOVE THE MAJOR ROAD PAVEMENT.

3. THE AREA WITHIN THE CLEAR SIGHT TRIANGLE MUST BE FREE FROM ANY SIGHT OBSCURING OBJECTS. GROUND SHALL BE REGRADE AND VEGETATION TRIMMED OR REMOVED SO THAT NO OBJECT PROTRUDES CLOSER THAN 18 INCHES TO THE LINE OF SIGHT BETWEEN THE MINOR ROAD/ACCESS POINT AND THE MAJOR ROAD.

4. AREA WITHIN THE CLEAR SIGHT TRIANGLE BUT OUTSIDE OF EXISTING PUBLIC RIGHT-OF-WAY SHALL EITHER BE ACQUIRED AS NEW PUBLIC RIGHT-OF-WAY OR A SIGHT DISTANCE EASEMENT RECORDED FOR FUTURE COUNTY MAINTENANCE.

SEE TEXT SECTION 3–08.
NOTES:
1. ROAD WIDTH AND PAVEMENT SECTION SHALL BE AS SPECIFIED FOR EACH CLASS OF ROAD. REFER TO SECTION 3 AND STANDARD DRAWINGS 3-010 THROUGH 3-060.

2. LENGTH OF ROAD END IS MEASURED FROM THE FACE OF CURB LINE (EXTENDED) OF THE PREVIOUS INTERSECTING ROAD.

3. NO DRIVE THROUGH CUL DE SACS ARE ALLOWED.

4. HAMMERHEAD TURNAROUNDS ARE ALLOWED ONLY UPON APPROVAL OF THE FIRE MARSHAL AS A TEMPORARY TURNAROUND.

5. PERMANENT ROAD ENDS SHALL INCLUDE PEDESTRIAN FACILITIES IN URBAN AREAS OR WHERE THESE FACILITIES ARE PROVIDED ALONG THE ROAD LEADING TO THE PERMANENT ROAD END. PEDESTRIAN FACILITIES ARE NOT REQUIRED ALONG ROADS 150 FEET OR LESS IN LENGTH.

6. ROADS 150 FEET OR LESS MAY END IN A ROAD STUB. HOWEVER, IF FOUR OR MORE ACCESS POINTS ARE LOCATED WITHIN 50 FEET OF THE ROAD END, THEN A CUL-DE-SAC WITH A MINIMUM PAVED RADIUS OF 30 FEET IS REQUIRED.

7. PLANTER STRIPS MAY BE INSTALLED, BUT ARE NOT REQUIRED, AROUND PERMANENT OR TEMPORARY ROAD ENDS.

SEE TEXT SECTION 3-10

SNOHOMISH COUNTY PUBLIC WORKS
3-150A ROAD ENDS

APPROVED BY:
Douglas B. McDonald
COUNTY ROAD ENGINEER
6/1/2020
DATE
NOTES:

1. A PERMANENT HAMMERHEAD ROAD END SHALL ONLY BE ALLOWED FOR A PRIVATE ROAD NETWORK ELEMENT.

2. ALL DWELLING UNITS / STRUCTURES THAT TAKE ACCESS FROM THE PRIVATE ROAD NETWORK ELEMENT ARE REQUIRED TO HAVE AN NFPA 13D AUTOMATIC SPRINKLER SYSTEM.

3. A DEVIATION TO MODIFY THE DESIGN ELEMENTS SHOWN IN THIS DRAWING OR THE REQUIREMENT FOR SPRINKLERS IS NOT ALLOWED.

4. NO PORTION OF A DRIVEWAY SHALL BE LOCATED WITHIN THE TURN AROUND PORTION OF THE ROAD END.

5. SEE TEXT SECTION 3-01.B(2)
NOTES:
1. TYPE 1 RAISED PAVEMENT MARKERS, 3’ O.C. SEE WSDOT/APWA SPECIFICATIONS.
2. FARSIDE BUS PULLOUTS ARE PREFERRED. FOR DESIGN GUIDANCE RELATIVE TO NEAR-SIDED AND MIDDLE BLOCK BUS PULLOUTS, SEE THE WSDOT DESIGN MANUAL, CHAPTER 1050.
3. SEE TEXT SECTION 3-13 AND STD DRAWINGS 3-010 THROUGH 3-085 FOR PAVEMENT SECTIONS.
Chapter 4 ROAD ELEMENTS AND FEATURES

4-01  LANDSCAPING

See Standard Drawings 4-010 through 4-120

Landscaping provides numerous aesthetic, environmental and safety benefits. The County’s landscaping requirements are codified in Chapter 30.25 SCC. The following specifications provide amplifying information for the landscaping of county roads and stormwater facilities, with additional details contained in the Snohomish County Roadway Landscaping Standards (RLS).

A. Planter Strips

A planter strip is that portion of the right-of-way between the curb line and the sidewalk or between the sidewalk and the right-of-way line used for the planting of only street trees, shrubs, groundcover or grass. Planter strips are required, as shown in Standard Drawings 3-020, 3-050, 4-050, 4-060 and 4-070 along urban public and private roads, except where the roads serve 90 ADT or less and there is no potential for connectivity, or where a critical area or its buffer borders the public or private road and when allowed by the engineer. Planter strips may be installed, but are not required, around permanent or temporary road ends. The design of planter strips must be approved by the Engineer through a landscaping plan in which plant maintenance, utilities and traffic safety requirements are addressed.

The preferred planter strip location is between the vertical curb and sidewalk to enhance the urban road appearance. However, planter strips may be located behind sidewalks or on both sides of sidewalks, as discussed further below, if approved by the Engineer, sufficient right-of-way is available and the landscape design will fit with the surroundings. For arterial roads, a minimum 5-foot separation must be provided between the vehicle travel lanes and the sidewalk. Options include the planter strip or construction of a bicycle lane, provided the road is designated as a bicycle route.

B. Planting Types

Landscape plantings approved for use in public right-of-way are grouped into four categories described below. Height, spacing, and plant root development have been evaluated to prevent interference with overhead or underground utilities. Approved species for each category are listed in Standard Drawings 4-010 through 4-040. Tree and shrub size specifications at time of planting are contained in SCC 30.25.015. Refer to Standard Drawing 4-080 for small shrub/groundcover spacing. Refer to Standard Drawings 4-090, 4-100 and 4-110 illustrate planter strip design using trees and lawn; trees and groundcover; and trees, shrubs and groundcover, respectively.

1. Street Trees (20 to 30 feet high +/-)

   i. Suitable for use in the portion of planter strips in front of or behind sidewalks located in the clear zone identified in EDDS Section 4-15.

   ii. Average tree spacing: 25 feet to 30 feet on center or wider if required to meet the intersection and stopping site distance requirements of EDDS Section 3-08.
2. Medium Trees (30 to 50 feet high +/-)
   i. Not for use as street trees or under overhead utility wires. May not be used in the portion of a planter strip located in the clear zone identified in EDDS Section 4-15. Additional right-of-way may be required to accommodate these trees. Refer to Standard Drawings 4-050 and 4-060.
   ii. Average tree spacing: 35 feet to 40 feet on center or wider if required to meet the intersection and stopping site distance requirements of EDDS Section 3-08.

3. Large Trees (50 feet high or larger)
   i. Not for use as street trees or under overhead utility wires. Use only behind sidewalks at a distance where when fully mature the branches will not overhang into the sidewalk. Additional right-of-way may be required to accommodate these trees. Refer to Standard Drawing 4-060.
   ii. Average tree spacing: 35 feet to 40 feet on center or wider if required to meet the intersection and stopping site distance requirements of EDDS Section 3-08.

4. Shrubs and Groundcovers
   Suitable for use in a narrow planter (2 to 5 feet wide) in front of a sidewalk, where trees are planted behind the sidewalk, or interspersed between trees in planters either in front of or behind sidewalks. Refer to Standard Drawing 4-070.

C. Tree Planting and Maintenance
   1. Tree and shrub size specifications at time of planting shall comply with SCC 30.25.015.
   2. Tree location. Refer to Standard Drawings 4-050, 4-060 or 4-070.
      i. Street trees shall be planted so that the center of each trunk is 3 feet from the back of curb or sidewalk. Refer to Standard Drawings 4-050 or 4-060.
      ii. Medium and large trees shall be planted at a distance where when fully mature the branches will not overhang into the sidewalk. Refer to Standard Drawings 4-060 or 4-070.
   3. Where street trees are to be planted adjacent to a sidewalk, a root barrier shall be installed on the sidewalk side of each tree, parallel to and 6 inches from the sidewalk. The barrier shall be 15 feet long, centered horizontally on the tree trunk and extend from the ground surface to a depth of 18 inches.
   4. Standard Drawing 4-120 shows measures to be taken for removal of compacted structural fill and replacement of material to promote tree survival.
   5. Trees shall be trimmed so that no branches extend below 14 feet above a traffic lane, or 7 feet above a bicycle lane or pedestrian facility.

D. Stormwater Facility Landscaping
   Stormwater detention facilities shall be landscaped with vegetative buffers/screens pursuant to SCC 30.25.023. An approved planting list is provided in Appendix A.
Fencing around the facilities may be required for safety and security as discussed in Section 5-11.C.6 of these Standards. Chain link fence is specified. As an option to improve the visual appearance of the facility, vinyl-coated fencing in a dark, natural color may be installed in addition to the landscaping.

4-02 MEDIANS

A. General
1. Where landscape planters or medians are required for traffic control, these features shall be added to the width of the appropriate road standard specified in Chapter 3.
2. Medians and planters shall be designed so that neither sight distance nor vehicle turning radii are limited.
3. Medians may be covered with grass, landscape plantings, aggregate, asphalt or concrete.
4. Borders shall be defined by curbs as specified in Section 4-03, or by shoulders and ditches. Where shoulders are provided in lieu of curbs, they shall be a minimum of 5 feet in width.
5. Median design shall be reviewed for pedestrian accessibility based on the WSDOT Design Manual and ADA criteria.
6. Medians and landscape planters shall be illuminated, as determined by the Engineer. Refer to Chapter 7 of these Standards.

4-03 SURVEY MONUMENTS AND CORNERS

See Standard Drawing 4-130

A. General
1. In accordance with Chapter 332-120 Washington Administrative Code (WAC), no survey monument as defined therein shall be removed or destroyed without first obtaining a permit from the Department of Natural Resources. Any party causing the removal or destruction of a survey monument shall be responsible for ensuring that the original survey point is perpetuated.
2. All existing survey control monuments that are disturbed, lost, or destroyed during surveying or construction shall be replaced, at the expense of the responsible party, by a land surveyor registered in the State of Washington.
3. New survey monuments shall be installed in accordance with the provisions of this section 4-03. Specifications for roadway monuments are provided in Standard Drawing 4-130.
4. Boundaries of final plats, short plats and binding site plans shall be established with standard steel reinforcing bars or steel pipes permanently marked with the land surveyor's registration number. The same corners shall be used to mark the subdivision lot, tract and NGPA easement boundaries. Boundary lines or corners that are section or quarter-section corners shall be marked with standard monuments. Refer to Standard Drawing 4-130.
5. If a property corner is occupied by a fence post, an offset standard steel reinforcing bar shall be installed along one of the boundary lines. Offset concrete monuments shall only be set to witness section and quarter-section corners.

6. Standard steel reinforcing bars shall be 24 inches in length and at least 1/2 inch in diameter; steel pipes shall be at least 3/4 inch inside diameter. Pipe or rebar shall be permanently tagged with the land surveyor's registration number.

7. A monument shall be installed at each intersection of a new plat road centerline with the centerline of an existing county road right-of-way. Monuments at intersections with state highways are subject to the requirements and approval of the Washington State Department of Transportation.

8. Each monument, case and cover shall be set in accordance with Standard Drawing 4-130, for all points of curvature (PC), points of tangent (PT), center of cul-de-sac and road centerline intersection points. The point of intersection (PI) will be acceptable in lieu of a PC and PT for plat road curves, provided the PI falls within the paved roadway and approval is granted by the Engineer prior to installing the monument.

9. All required monuments shall be installed prior to the recording of a final plat, final short plat, or binding site plan, or the final of any right-of-way permit for all other types of development. The delayed installation of required monuments shall not be allowed.

10. Where an existing monument is on the same tangent line, visible and within 250 feet of the nearest plat boundary line projected to the centerline of a county road right-of-way, only one monument is required. However, a backsight monument must be on the same tangent and visible at a distance of not less than 250 feet from a controlling monument. The distance tie between the existing monument and the intersection shall be shown on all plat or short plat drawings and the final plat or short plat.

11. Monumentation shall be placed at all public road intersections, boundary angle points, points of curves in public road(s), or at such intermediate points as may be required by the department.

12. If a private road is constructed with the intent to be converted to a public road or the a condition is placed on the development to not protest the conversion of the private road to a public road, monumentation shall be required in accordance with sub section (11) above.

13. If any land in a subdivision is contiguous to a body of water, river, or stream, monuments shall be set along a meander line which shall be established along the shore at such distance back from the ordinary high-water mark as to reasonably ensure against damage and destruction by flooding or erosion. Property lying beyond the meander line shall be defined by distance along the side property lines extended from the meander line.

14. All lot and block corners or witness corners shall be set with an iron pipe or steel reinforcing bar at least 24 inches in length, or alternate materials as approved by the department, before recording of the subdivision, short subdivision, or binding site plan. All corners shall be identified with the land surveyor's registration number.
4-04 CURB DETAILS

See Standard Drawings 4-140, 4-145

A. Vertical Curb and Gutter

Vertical curbs and gutters are preferred for all curbed roadways and are required on urban arterial roads. Refer to Standard Drawing 4-140.

B. Other

1. Cement Concrete Barrier Curb
   Cement concrete barrier curb shall be used for edges of islands and medians in urban areas, except where emergency vehicle access across the median is required. Refer to WSDOT Standard Plan F-1.

2. Thickened Edge
   An asphalt thickened edge may be used on rural non-arterial roads to control drainage. The Engineer must approve use on arterial roads. Refer to Standard Drawing 4-145.

3. Extruded Curb
   Extruded asphalt or concrete curb may be used for parking areas that will not become part of the county road system. Refer to Standard Drawing 4-145.

4. Rolled Curb and Gutter
   Rolled curb and gutter may be installed in the following locations:
   i. Infill parcels with rolled curbs on both sides.
   ii. Drop-curb cul-de-sacs (refer to Section 3-10.B).
   iii. Lynnwood UGA on non-arterial residential roads.
   iv. Mill Creek UGA on non-arterial residential roads that are not adjacent to public facilities, such as parks or landscaped islands.
   v. Where the parcels adjacent to a development, on the same side of the county right-of-way, have rolled curbs installed or approved for installation by the Engineer.
   vi. Other urban areas, provided that additional measures, such as planting of trees or shrubs in a planter strip adjacent to the curb, are taken to discourage parking on the rolled curb. Refer to Standard Drawing 4-140.
   vii. On the internal roads of rural developments where the road drainage system is designed to handle runoff appropriately.
4-05 SIDEWALKS
See Standard Drawings 4-150

A. General


2. Subgrade compaction requirements shall comply with the Standard Specifications published by WSDOT.

3. In urban residential areas, sidewalks shall be provided on both sides of a road network element, except for drive aisles, driveways, and shared driveways, and around cul-de-sac perimeters unless specified otherwise by these Standards.

4. In urban commercial/industrial areas, sidewalks shall be provided on both sides of a road network element if the development is on both sides, and as frontage improvements if on one side, except for drive aisles, driveways, and shared driveways, and around cul-de-sac perimeters unless specified otherwise by these Standards.

5. In cut areas, a drainage collection system shall be installed behind the sidewalk.

6. Trenching or saw-cutting in a sidewalk panel requires full panel replacement. The altered sidewalk segment shall be constructed to fully comply with ADA requirements.

7. Transitional segments are required to blend between existing undisturbed facilities and altered sidewalk segments. Transitional segments are required over a minimum of 5 feet; or vertical discontinuities up to 0.5 inches maximum can be beveled at 1:2 minimum.

8. If the limits of a project include alteration work past the point of curvature of the corner radius of an intersection all non-compliant sidewalk located wholly or partially within the project limits and wholly or partially within the corner radius of the intersection shall be reconstructed to meet ADA requirements.

B. Width

1. Single-family residential development: 5 feet minimum.

2. Commercial, industrial or other development not single-family residential: 7 feet minimum.

3. Where a sidewalk is located adjacent to a curb, the width of sidewalk is measured from the back of the curb to the back of the sidewalk.

4. Meandering sidewalks, where approved by the Engineer, shall be constructed to maintain a full 5-foot width plus one foot of clearance around obstructions, including mailbox mountings that cannot be relocated. Additional right-of-way may be required to accommodate a meandering sidewalk or to relocate the obstruction behind the sidewalk.

5. Deviations requests to widths less than the ADA minimum of 4 feet are not allowed.
C. Thickness

1. Sidewalk thickness depends on the construction material, type of curb section, sidewalk location and whether the sidewalk is part of a driveway.

2. Concrete sidewalks shall meet the following minimum thickness specifications:
   i. Vertical curb section: 4 inches
   ii. Rolled curb section:
       a) 4 inches (if planter strip between curb and sidewalk)
       b) 5 inches (if sidewalk next to curb)

3. Driveway: 6 inches (portion of sidewalk crossed by driveway)

4. Sidewalk concrete shall meet a strength standard of 3000 psi @ 28 days.


D. Curb Ramps

1. Curb ramps are required:
   i. At all marked crosswalks, or
   ii. At or near all unmarked crosswalks unless an official sign is posted to prohibit pedestrian crossings.

2. Only one crosswalk with curb ramps is required at an Urban 90 Degree Intersection Elbow. See Standard Drawing 3-105 for placement requirements.

3. Curb ramp types are categorized by their design and position relative to the pedestrian facility and the roadway. Types and specifications are provided in WSDOT Standard Plans F-40 (series) and in the Revised Draft Guidelines for Accessible Public Rights-of-Way (2005 PROWAG, U.S. Access Board).

4. Diagonal curb ramps, located at the midpoint of curb radii, are prohibited at signalized intersections and may be installed at unsignalized intersections only where approved by the Engineer.

5. Drainage low points, catchbasins or inlets are not allowed within a curb ramp or crosswalk.

6. Ramps shall not be obstructed by hydrants, signposts, poles, pedestals or other utilities, gratings, access covers or any other obstruction.

7. If a new curb ramp is installed, or an existing curb ramp is altered, on one end crosswalk, then the responsible party shall install a curb ramp on the opposite end of the crosswalk if one is missing, unless there is no curb or sidewalk on the opposite end of the crosswalk.

8. The center of a curb ramp can be offset up to 15 degrees from the center of the companion curb ramp on the other end of the crosswalk to avoid conflicts with utilities or other obstructions in the roadway. The center of a curb ramp is measured at the back of the curb.

9. Decorative surface materials, such as bricks or tiles, shall not be used in curb ramps or crosswalks because of the uneven surface they create for pedestrians.
10. If the limits of a project include alteration work past the point of curvature of the corner radius of an intersection all non-compliant curb ramps located wholly or partially within the project limits and wholly or partially within the corner radius of the intersection shall be reconstructed to meet ADA requirements.

11. Transitional segments are required to blend between existing undisturbed facilities and newly-altered curb ramps. This may permit the work of the alteration to more nearly meet the new construction standards. Transitional segments are required over a minimum of 5 feet; or vertical discontinuities up to 0.5 inches maximum can be beveled at 1:2 minimum.

12. Detectable warning surfaces are required on curb ramps, blended transitions, or other sloped areas at midblock pedestrian crossings, pedestrian crossings at intersections, and pedestrian crossings of commercial driveways or private roads that are signalized or have returned curbs. Detectable warning surfaces shall not be installed on drop curb driveway ramps or at crossings of auto courts, alleys, or transitions from the ends of sidewalk to the shoulder or roadway.

13. Installation of an Accessible Pedestrian Signal (APS) system is required at signalized intersections when alterations require moving existing pushbuttons or alter access to existing pushbuttons; when installing, altering, or upgrading pedestrian countdown indications, or when constructing a new pedestrian crossing. Routine maintenance or minor signal timing adjustments do not require the installation of APS systems at signalized intersections. Routine maintenance includes rewiring, fixing damaged or broken equipment, software updates, or replacing parts in-kind.

4-06 WALKWAYS

See Standard Drawings 3-010, 3-030A & B, 3-040, 3-060 and 4-160

A. General

A walkway is an at-grade pedestrian facility typically utilized in rural areas, constructed of asphalt and separated from the traveled way and bike lanes where required. Physical separation from the traveled way and bike lanes may be provided by a ditch, gravel shoulder or planter strip. The ditch-separated design is shown in Standard Drawings 3-010 and 3-040, and an optional standard for rural roads. Where soil conditions allow, a walkway may utilize porous or permeable materials to facilitate infiltration of stormwater runoff.

In urban areas, the standard for pedestrian facilities along public roads is a sidewalk separated from the travel lanes by gutter, curb and a planter strip. However, where the ultimate urban standard improvements have not or cannot be constructed, widened paved shoulders may be approved as interim improvements along roads with posted speeds of 35 mph or less.

Project developers are encouraged to contact Public Works prior to design to determine road standard, frontage improvement and pedestrian facility requirements.

B. Design

1. Walkways shall have a minimum width of 5 feet with a minimum separation of 5 feet from the outside edge of the traveled way and bike lanes where required.
2. Cross-section illustrations and design details are provided in Standard Drawings 3-010 and 3-040. Walkways shall comply with ADA specifications for pedestrian facilities.

3. Surfacing and structural section requirements are provided in text Section 4-09, Table 4-1 and Standard drawings 3-010 and 3-040.

4-07 SHARED USE PATHS

A. General

1. A shared use path is a multi-use facility, physically separated from the roadway, for bicyclists, pedestrians or other non-motorized users.

2. A public access easement or tract for a shared use path may be dedicated to facilitate pedestrian circulation between neighborhoods, schools, shopping or recreation areas, trails, transit facilities or other activity centers.

B. Design

1. The minimum easement or tract width shall be 15 feet. Wherever possible, the easement or tract shall be configured so that a clear field of view is provided from each end of the path.

2. The minimum paved width of a new shared use path shall be 10 feet. A reduced width of 8 feet may be used at spot locations that present physical constraints, where pedestrian and bicycle use is low, or where horizontal and vertical alignments provide frequent passing and resting opportunities.

3. The longitudinal grade, or running slope, may match but not exceed the general grade established for the adjacent roadway when the path is located within a road right-of-way or easement. Shared use paths not located within a constructed road right-of-way or easement shall have a maximum running slope of 5% unless designed as an access ramp (with a maximum running slope of 8.3%) in accordance with Chapter 1510 (Section 1510.15(2)) of the WSDOT Design Manual. To ensure ADA compliance in construction, it is recommended that running slopes be designed at 4.5% for a 5% maximum and 7.5% for an 8.3% maximum slope.

4. Landings and rest areas shall be provided on extended grades to allow users to stop and rest. Refer to Chapter 1515 (Shared-Use Paths) of the WSDOT Design Manual for design details.

5. The maximum cross-slope of the shared use path surface is 2%. To ensure ADA compliance, it is recommended that cross-slopes be designed for a maximum of 1.5% to allow for tolerance in construction. Sloping the pavement surface to one side is recommended to simplify drainage design and construction.

6. Gravel shoulders with a minimum width of 2 feet are required on each side of a shared use path. Shoulder cross slopes shall be no steeper than 6H:1V.

7. Embankment side slopes adjacent to the gravel shoulders are preferred to be 6H:1V or flatter, but shall not be steeper than 3H:1V.
8. The pavement structural section for the shared use path may be either asphalt or permeable pavement, as specified in Table 4-1, “Minimum Surfacing Requirements,” of these Standards.

9. A horizontal separation of at least 3 feet is required between a shared use path and a road with a posted speed of 35 mph or less. The separation must exceed 5 feet where the posted speed exceeds 35 mph. The separation is measured between the edge of the road pavement or the curb line and the closer outside edge of the gravel shoulder for the path. If these separation standards cannot be met, then a barrier is required; refer to Chapters 1515 and 1610 of the WSDOT Design Manual for design details.

10. Bollards or diverters shall be installed where required by the Engineer. Refer to Section 4-11 and Standard Drawing 4-170.

11. Appropriate signing for path and road crossings may be required by the Engineer.

4-08 BIKEWAYS

See Standard Drawings 3-010, 3-020, 3-030A and 3-040

A. General

1. Bikeways shall be designed to avoid hazardous conditions that might force awkward or unsafe bicycle movements. The design and placement of storm drainage facilities and other utilities shall be done in such a way to minimize bikeway impacts. Channelization, striping and signing shall be in accordance with the MUTCD, or as approved by the Engineer. New signalized intersections shall be equipped with video detection capability for bicycles where bicycle facilities exist or where bicycle facilities will be constructed. If video detection is not installed, then an alternate bicycle detection system is required.

2. Bicycle lanes shall be installed, on any urban arterial or non-arterial road designated a bikeway route on the "Countywide Bicycle Facility System" of the Transportation Element of the Comprehensive Plan, as part of any road construction, reconstruction or frontage improvement project.

3. Urban arterial roads that are not designated bikeway routes on the "Countywide Bicycle Facility System" shall provide exterior lanes widened to 14 feet as part of any road construction, reconstruction or frontage improvement project. These widened lanes shall serve as shared roadways as defined in the following subsection.

B. Classification

Bikeways are classified as follows:

1. Shared Use Path
   Refer to Section 4-07 of these Standards and the WSDOT Design Manual.

2. Bicycle (Bike) Lanes
   i. Bike lanes are additional pavement width delineated on each side of a roadway outside the through travel lanes except at intersections.
ii. Minimum width shall be 5 feet in a curb road section and 4 feet in a non-curb section.

iii. On roads that allow parking, the width of combined parking lanes and bike lane shall be 12 feet.

3. Signed Shared Roadway

A shared roadway designated by signing as a preferred route for bicycle use. Appropriate bike route signs shall be installed to indicate that improvements, such as widened shoulders, have been provided.

4. Shared Roadway

All roadways open to both bicycle and motor vehicle traffic. Delineated bicycle facilities are not provided.

4-09 SURFACING REQUIREMENTS

A. Design

1. All materials and workmanship shall be in accordance with the WSDOT Standard Specifications, or as approved by the Engineer.

2. Arterial roads shall be designed in accordance with WSDOT and AASHTO methods. The structural cross-section shall take into account the load-bearing capacity of the soil, the traffic volume and load requirements of the roadway. Plans shall be accompanied by the soil and traffic analyses on which the design is based. Paved shoulders or bikeways that are part of a new arterial road section shall be constructed to the same structural section as the road.

3. When pavement is added to an existing arterial road, the structural section of the improvements shall meet one of the following criteria, whichever is greater:

   i. The structural section of the “Typical Non-Arterial Road – Rural Areas” (Standard Drawing 3-040) or “Typical Non-Arterial Road – Urban Areas” (Standard Drawing 3-050), or

   ii. The structural section of the existing arterial road to which improvements are being made. The existing road structural section shall be determined by:

      a) core samples, or

      b) visual inspection by the design engineer at the time the road edge is cut for construction. Certification of the existing and constructed road sections shall be provided by the design engineer in a signed memo or statement on the project’s engineering record drawings.

4. Hot mix asphalt (HMA), Class 1/2-inch, is the preferred road surfacing material except where permeable pavement is feasible and required for installation by Chapter 30.63A SCC. HMA pavement design shall be based on a design life of 20 years with a growth factor of 4% unless otherwise specified by the Engineer. As an option, Portland cement concrete (PCC) may be used under circumstances described in Section 3-04.B.

5. Where permeable pavement is installed, it shall not be paved over with conventional asphalt, concrete or other impermeable material. Paving over
permeable pavement invalidates prior stormwater design assumptions, creates the potential for runoff to exceed a conveyance or infiltration system, and shall not be allowed unless approved by the Engineer.

6. All pavement markings and channelization shall comply with the guidelines of the MUTCD. Refer to Chapter 7 of these Standards.

7. The minimum surfacing requirements for specific facilities described in these Standards are:

Table 4-1 Minimum Surfacing Requirements

<table>
<thead>
<tr>
<th>FACILITY</th>
<th>SURFACING REQUIREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>ARTERIALS</td>
<td>Per specific WSDOT and/or AASHTO design.</td>
</tr>
<tr>
<td>NON-ARTERIALS</td>
<td></td>
</tr>
<tr>
<td>Hot Mix Asphalt (HMA)</td>
<td>3 inches HMA class 1/2-inch over 3 inches asphalt-treated based (ATB) or HMA class 1-inch over 6 inches gravel borrow. Refer to Standard Drawings 3-040 and 3-050.</td>
</tr>
<tr>
<td>Portland Cement Concrete</td>
<td>Collector roads: 8 inches over 6-inch compacted subgrade. All other non-arterials: 7 inches concrete over 6-inch compacted subgrade. Refer to Section 3-04.B.</td>
</tr>
<tr>
<td>Permeable Pavement</td>
<td>Engineered design consistent with Section 11-02.</td>
</tr>
<tr>
<td>SIDEWALKS</td>
<td></td>
</tr>
<tr>
<td>Portland Cement Concrete</td>
<td>Vertical curb section - 4 inches</td>
</tr>
<tr>
<td></td>
<td>Rolled curb section: adjacent to curb – 5 inches</td>
</tr>
<tr>
<td></td>
<td>separated from curb - 4 inches</td>
</tr>
<tr>
<td></td>
<td>Driveway cuts - 6 inches</td>
</tr>
<tr>
<td></td>
<td>See Standard Drawing 4-150.</td>
</tr>
<tr>
<td>Permeable Pavement</td>
<td>Engineered design consistent with Section 11-02.</td>
</tr>
<tr>
<td>ASPHALT WALKWAYS (ROAD SHOULDERS)</td>
<td>Same as Arterials or Non-Arterials above depending on road classification. See Section 4-09.A and Standard Drawing 4-160.</td>
</tr>
<tr>
<td>SEPARATED WALKWAYS</td>
<td></td>
</tr>
<tr>
<td>Hot Mix Asphalt (HMA)</td>
<td>2.5 inches HMA class 1/2-inch over 4 inches crushed surfacing top course (CSTC).</td>
</tr>
<tr>
<td>Permeable Pavement</td>
<td>Engineered design consistent with Section 11-02.</td>
</tr>
<tr>
<td>SHARED-USE PATHS</td>
<td></td>
</tr>
<tr>
<td>Hot Mix Asphalt (HMA)</td>
<td>2.5 inches HMA class 1/2-inch over 4 inches CSTC.</td>
</tr>
<tr>
<td>Permeable Pavement</td>
<td>Engineered design consistent with Section 11-02.</td>
</tr>
<tr>
<td>BIKEWAYS (ROAD SHOULDERS)</td>
<td>Same as Arterials or Non-Arterials above depending on road classification. See Section 4-09.0.A.</td>
</tr>
</tbody>
</table>
B. Subgrade

1. Except as provided in Chapter 11 for permeable pavement, subgrades for the paved facilities listed in Table 4-1 shall be well-drained, stable, and compacted. The Engineer may require additional measures if evidence exists of an unstable subgrade. Evidence may include standing water, wetland characteristics, fine-grained or organic soils, slides or uneven settlement. If any of these characteristics are present, the soil shall be sampled and tested sufficiently to establish a pavement design that will support the proposed construction. Any deficiencies shall be fully considered including an R-value of less than 55 or a CBR of less than 10%.

2. Remedial measures may include, but are not limited to, a stronger paved section, a strengthening of subgrade by adding or substituting fractured aggregate, asphalt-treated base, geotextile, controlled density fill (CDF), improved drainage or a combination of such measures. The Engineer shall review and approve the soils test report and the resulting pavement design.

3. Crushed surfacing top course (CSTC), or the approved equivalent crushed rock, may be substituted for part of the required 3-inch ATB layer in typical road sections in the ratio of 2.5 inches of CSTC per inch of ATB (compacted depths). However, in no case shall there be less than 1 inch of ATB and 3 inches of ACP covering the CSTC or crushed rock.

4. Alternative cross-sections for arterial roads may be considered when necessary to serve an engineering purpose. Supporting documentation must be submitted and a deviation approved by the Engineer.

5. The gradation requirement for gravel borrow is specified in WSDOT Standard Specifications, section 9-03.14(1), and shown in the following Table 4-2:

Table 4-2 Gravel Borrow Specifications

| GRAVEL BORROW SPECIFICATIONS |
|-------------------------------|----------------|
| SIEVE SIZE                   | PERCENT PASSING|
| 4 inch square                | 100            |
| 2 inch square                | 75-100         |
| U.S. Number 4                | 50-80          |
| U.S. Number 40               | 30 maximum     |
| U.S. Number 200              | 7 maximum      |
| Sand Equivalent              | 42 minimum     |

4-10 GUARDRAILS

Evaluation, design and installation of guardrails shall be in accordance with the WSDOT Design Manual, the AASHTO Roadside Design Guide and WSDOT/APWA Standard Plans.
4-11 BOLLARDS

See Standard Drawing 4-170

A. General

Bollards may be installed at the Engineer’s discretion to deny motor vehicle access to an easement, tract, or shared use path. This may include one or more fixed bollards on each side of the traveled way and removable, locking bollards across the traveled way to allow maintenance and emergency vehicle access.

Spacing intervals shall not exceed 50 inches on center.

Bollard design shall be in accordance with Standard Drawing 4-170, WSDOT/APWA Standard Plans or other design approved by the Engineer.

Fire apparatus access roads shall not be blocked in this manner without the concurrence of the County Fire Marshal.

4-12 ROADWAY BARRICADES

See Standard Drawings 4-180 and 4-185

A. General

Temporary and permanent barricades shall conform to the MUTCD and these Standards.

1. Type I or Type II barricades are intended for use where traffic is maintained through an area under construction. They may be used singly or in groups to mark a specific hazard or in a series for channelizing traffic.

2. When a road section is closed to traffic, Type III barricades shall be erected at the points of closure. Type III barricades may extend completely across a roadway and its shoulders or from curb to curb. Where provision must be made for authorized access, Type III barricades may be provided with movable sections that can be closed when work is not in progress, or with indirect openings that will discourage public entry. Where job site access is provided through a Type III barricade, the developer/contractor shall ensure proper closure at the end of each working day.

3. Type III permanent barricades shall be installed to close arterial roadways or other through roads when hazardous to traffic. They shall also be used on lanes where tapers are not sufficiently delineated. Refer to Standard Drawing 4-185.

4. Road signs may be erected on fixed barricades. The Road Closed, Detour Arrow, and Large Arrow warning signs can be mounted effectively on or above a barricade that closes a road.

5. For night use, it is desirable to add flashing warning lights when barricades are used singly and steady-burn lights when barricades are used in a series for channelization.
4-13 MAILBOXES

See Standard Drawing 4-190

A. US Postal Service

Mailbox type and location require approval of the Postal Service (USPS). Coordination with the local postmaster, early in the project design process, is important.

USPS requires installation of cluster box units (CBU) to serve four or more addresses. Specific requirements can be obtained from the local postmaster.

B. Project Construction Plans

Construction plans shall clearly show the proposed location or relocation of mailboxes, whether single or cluster boxes.

Postmaster approval of the proposed mailbox type(s) and location(s) shall be documented as part of the construction plan approval process. Any change of mailbox type(s) or location(s) shall be re-approved by the postmaster.

C. Location and Installation

1. Where a choice of roadway locations exists, mailboxes shall be located on the lower volume roadway unless otherwise approved by the Engineer and the USPS.

2. Mailboxes shall be located so as not to impede access or sight distance visibility.

3. Mailboxes located within a roadway clear zone shall have breakaway features in accordance with WSDOT Standard Plans.

4. If it becomes necessary to remove or otherwise disturb existing mailboxes within the limits of any project, the mailboxes shall be temporarily placed in such a position that their function will not be impaired. The boxes shall be reinstalled in accordance with the approved construction plans. Any damage caused by the relocation of mailboxes shall be repaired at the expense of the responsible party.

D. Road Improvements

1. Turnouts for mail delivery vehicles shall be installed to serve cluster mailbox units located along arterial roads. If a turnout is not possible, then the mailbox units shall be relocated to inside the development. Refer to Standard Drawing 4-190.

2. A turnaround shall be provided at the end of any non-through road along which mailboxes are located, except for permanent dead-end road network elements that are 150 feet or less in length and serve 90 average daily trips or less. Refer to EDDS Section 3-10 and Standard Drawing 3-150.

4-14 SIDE SLOPES

A. General

1. Side slopes along arterial and collector roads shall be constructed no steeper than 3:1 for fill slopes and 2:1 for cut slopes. Along local access and residential roads, fill slopes may be no steeper than 2:1 and cut slopes no steeper than 1-1/2:1.
Steeper slopes may be approved by the Engineer upon showing that the steeper slopes, based on geotechnical and hydraulic analyses, will be stable.

2. Guardrails shall be installed where appropriate pursuant to the AASHTO Roadside Design Guide.

3. Side slopes shall be stabilized by grass sod, seeding or by other planting or surfacing materials acceptable to the Engineer. All requirements of Chapters 30.63A and 30.63B SCC shall be met prior to construction approval.

4. Slope easements adjacent to the right-of-way may be required for maintenance of cut or fill slopes.

**4-15 FIXED OBJECTS**

See Standard Drawings 3-010, 3-020, 3-040, 3-050

A. General

2. Fixed objects in the right-of-way shall be compatible with driveways, intersections, and other roadway features and shall conform to the clear zone requirements in Chapter 1600 of the WSDOT Design Manual and this section.

3. Fixed objects may be allowed in the clear zone if they have breakaway features as shown in Chapter 1600 of the WSDOT Design Manual and the WSDOT Standard Plans and shall maintain a minimum lateral offset of 18 inches from the face of curb in an urban area or the edge of asphalt in a rural area, or they shall be located or relocated outside of the clear zone.

4. All projects or developments that alter the relationship between the traveled way and the roadside by widening or realignment have altered the existing clear zone, and require an evaluation of existing, proposed or relocated fixed objects in the existing and new clear zones. Provided, that for the purposes of this section, installing a new access point or upgrading an existing access point shall not be considered as altering the existing clear zone for a development unless:
   
i. Any fixed object within a new or altered access point needs to be removed or relocated;
   
ii. Site distance at the new or altered access point does not comply with the appropriate standards, or
   
iii. The improvements for the new or altered access point occupy more than 90 percent of a developments frontage.

   i. The clear/control zone is measured from the edge of traveled way as it is or will be in the roads ultimate constructed and delineated configuration and the point for where measuring the clear/control zone starts is determined as shown below:
SAFETY RAILINGS
See Standard Drawing 4-200, 4-202 and 4-204

Safety railings may be required for pedestrians and/or bicyclists along roadways, bridges or pedestrian facilities. Reference standards for design, depending on the type of facility to be constructed, include the following:

1. **AASHTO** Standard Specifications for Highway Bridges
2. International Building Code
3. WSDOT **Design Manual**
4-17 ROCKERIES

See Standard Drawing 4-210

A. General

1. Rockeries shall be designed by a geotechnical engineer if the height will exceed six feet in a stable cut section or four feet in a fill section. Construction of rockeries requiring an engineering design shall be carried out under the periodic or full-time observation of a geotechnical professional.

2. Terracing of rockeries is subject to approval by the Engineer.

3. Where a rockery or retaining wall is proposed, all warrants for a guardrail or pedestrian safety rail shall apply.

B. Materials

1. Rock material shall be as rectangular as possible. No stone shall be used which does not extend through the wall. The quarried rock shall be hard, sound, durable and free from weathered portions, seams, cracks and other defects. The rock density shall be a minimum of 160 pounds per cubic foot, measured according to WSDOT Test Method 107 (Bulk Specific Gravity - S.S.D. basis). Additionally, rock subjected to the U.S. Army Corps of Engineers Test Method CRD-C-148 (Method of Testing Stone for Expansive Breakdown on Soaking in Ethylene Glycol") must have less than 15 percent break down.

2. Size requirements shall conform to Table 4-3:

Table 4-3 Material Size Requirements

<table>
<thead>
<tr>
<th>MATERIAL SIZE REQUIREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>SIZE</td>
</tr>
<tr>
<td>---</td>
</tr>
<tr>
<td>2-MAN</td>
</tr>
<tr>
<td>3-MAN</td>
</tr>
<tr>
<td>4-MAN</td>
</tr>
<tr>
<td>5-MAN</td>
</tr>
<tr>
<td>6-MAN</td>
</tr>
</tbody>
</table>

C. Keyway

A keyway, consisting of a shallow trench of minimum 12-inch depth, shall be constructed the full rockery length, and slightly inclined downward toward the face being protected. It shall be excavated the full rockery width and its subgrade shall be firm and acceptable to the Engineer.

D. Underdrains

A minimum four-inch perforated or slotted drain pipe shall be placed in a shallow excavated trench located along the inside edge of the keyway. The pipe shall be bedded on and surrounded by "Gravel Backfill for Drains" (WSDOT/APWA 9-03.12(4)) to a minimum height of 18 inches above bottom of pipe.
The perforated pipe shall be connected to the storm drain system or to an acceptable outfall. No drain shall discharge onto the face of a slope.

**E. Rock Selection and Placement**

Rock selection and placement shall be such that there will be minimum voids and, in the exposed face, no open voids over six inches across in any direction. The final course shall have a continuous appearance and be placed to minimize erosion of the backfill material. The larger rocks shall be placed at the base of the facing so that it will be stable and have a stable appearance. The longitudinal axis of each rock shall be at right angles to the face. Inclined rock faces shall slope to the back of the rockery. Each course of rocks shall be seated tightly and as evenly as possible on the course beneath. The rocks shall be placed so that no continuous joint planes are created, either horizontally or vertically. After setting each course of rock, all voids between the rocks shall be chinked on the back with quarry spalls to eliminate any void sufficient to pass a two-inch square probe.

**F. Rock Filter Layers**

The rock filter layer shall consist of a layer of quarry spalls, with a maximum size of four inches and a minimum size of two inches, chinked on the back of the rock facing and a minimum 12-inch thick layer of drain rock between the quarry spalls and the cut or fill slope. The drain rock shall meet WSDOT/APWA Standard Specification 9-03.12(4). The backfill material shall be placed in lifts to an elevation approximately six inches below the top of each course of rocks as they are placed, until the uppermost course is placed. Any backfill material on the bearing surface of one rock course shall be removed before setting the next course.

**G. Embankments**

Embankments behind rockeries, in fill sections exceeding four feet in height above the keyway, shall be reinforced with a geosynthetic fabric or geogrid specifically manufactured for soil reinforcement and designed on a project-specific basis by a qualified engineer.

**H. Sidewalks Above Rockery Facings**

When a sidewalk is to be built over a rock facing, the top of the facing shall be sealed and leveled with a cap constructed of cement concrete Class 3000 in accordance with the applicable provisions of Section 6-02 of the WSDOT/APWA [Standard Specifications](https://www.wsdot.wa.gov/). Water content shall be reduced so that slump does not exceed two inches.

**I. Fences and Handrails.**

A chain link fence or metal handrail shall be installed when a rockery is 30 inches or greater in height.

**4-18 MAINTENANCE - ROAD ELEMENTS AND ROADSIDE FEATURES**

Project plans shall be reviewed to ensure that all road elements proposed for public maintenance will be maintainable by the County. Maintenance plans shall be provided as part of any proposal for all culverts, rockeries, retaining walls, bridges or other specialized features. For purposes of public maintenance, a maximum reach of 16 feet by a backhoe type bucket shall be assumed.
### CHAPTER 4 STANDARD DRAWING INDEX

<table>
<thead>
<tr>
<th>Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>4-010A</td>
<td>Street Trees</td>
</tr>
<tr>
<td>4-010B</td>
<td>Street Trees</td>
</tr>
<tr>
<td>4-020A</td>
<td>Medium Trees 30’-50’ Height</td>
</tr>
<tr>
<td>4-020B</td>
<td>Medium Trees 30’-50’ Height</td>
</tr>
<tr>
<td>4-030</td>
<td>Large Trees 50’ Height or Larger</td>
</tr>
<tr>
<td>4-040</td>
<td>Shrubs and Groundcovers</td>
</tr>
<tr>
<td>4-050</td>
<td>Standard Planting Strip</td>
</tr>
<tr>
<td>4-060</td>
<td>Planting Strip Behind Sidewalk</td>
</tr>
<tr>
<td>4-070</td>
<td>Combination Planting Strips</td>
</tr>
<tr>
<td>4-080</td>
<td>Small Shrub - Groundcover Spacing</td>
</tr>
<tr>
<td>4-090</td>
<td>Tree and Lawn Planting Strip</td>
</tr>
<tr>
<td>4-100</td>
<td>Tree and Groundcover Planting Strip</td>
</tr>
<tr>
<td>4-110</td>
<td>Shrub, Tree and Groundcover Planting Strip</td>
</tr>
<tr>
<td>4-114</td>
<td>Street Trees Planting In Planter Strip</td>
</tr>
<tr>
<td>4-116</td>
<td>Tree And Shrub Planting On Slopes</td>
</tr>
<tr>
<td>4-120</td>
<td>Compacted Fill Removal/Replacement</td>
</tr>
<tr>
<td>4-130</td>
<td>Monument Case and Cover</td>
</tr>
<tr>
<td>4-140</td>
<td>Curb Details (Vertical and Rolled)</td>
</tr>
<tr>
<td>4-145</td>
<td>Curb Details (Asphalt Thickened Edge, Extruded Curb)</td>
</tr>
<tr>
<td>4-150</td>
<td>Sidewalk Details</td>
</tr>
<tr>
<td>4-165</td>
<td>Transverse Joint Planing And Feather8ing At Vertical Curb</td>
</tr>
<tr>
<td>4-170</td>
<td>Bollards</td>
</tr>
<tr>
<td>4-180</td>
<td>Barricades - General</td>
</tr>
<tr>
<td>4-185</td>
<td>Type III Barricade</td>
</tr>
<tr>
<td>4-190</td>
<td>Mailbox Turnout - Collector &amp; Arterial</td>
</tr>
<tr>
<td>4-200</td>
<td>Pedestrian Handrail Details</td>
</tr>
<tr>
<td>4-202</td>
<td>Pedestrian Handrail Details</td>
</tr>
<tr>
<td>4-204</td>
<td>Ornamental Handrail Details</td>
</tr>
<tr>
<td>4-210</td>
<td>Rockery</td>
</tr>
<tr>
<td>COMMON NAME</td>
<td>BOTANICAL NAME</td>
</tr>
<tr>
<td>-------------------------------------</td>
<td>-----------------------------------------</td>
</tr>
<tr>
<td>Akebono Flowering Cherry</td>
<td>Prunus x yedoensis Akebono</td>
</tr>
<tr>
<td>American Hornbeam</td>
<td>Carpinus caroliniana</td>
</tr>
<tr>
<td>American Smoke Tree</td>
<td>Cotinus obovatus</td>
</tr>
<tr>
<td>Autumn Brilliance Serviceberry</td>
<td>Amelanchier x grandiflora 'Autumn Brilliance'</td>
</tr>
<tr>
<td>Donald Wyman Crabapple</td>
<td>Malus 'Donald Wyman'</td>
</tr>
<tr>
<td>Eastern Redbud</td>
<td>Cercis canadensis</td>
</tr>
<tr>
<td>Flame Amur Maple</td>
<td>Acer ginnala 'Flame'</td>
</tr>
<tr>
<td>Fragrant Styrax</td>
<td>Styrax obassia</td>
</tr>
<tr>
<td>Galaxy Magnolia</td>
<td>Magnolia 'Galaxy'</td>
</tr>
<tr>
<td>Golden Raindrops Crabapple</td>
<td>Malus 'Golden Raindrops'</td>
</tr>
<tr>
<td>Japanese Hornbeam</td>
<td>Carpinus japonica</td>
</tr>
<tr>
<td>Japanese Maple</td>
<td>Acer palmatum</td>
</tr>
<tr>
<td>Japanese Snowbell</td>
<td>Styrax japonica</td>
</tr>
<tr>
<td>Japanese Stewartia</td>
<td>Stewartia pseudocamellia</td>
</tr>
<tr>
<td>Judas Tree</td>
<td>Cercis siliciflora</td>
</tr>
<tr>
<td>Kousa Dogwood</td>
<td>Cornus kousa 'Chinensis'</td>
</tr>
<tr>
<td>Lancelot Crabapple</td>
<td>Malus 'Lancelot' ('Lanzam')</td>
</tr>
<tr>
<td>Lavelle Hawthorne</td>
<td>Crataegus x lavalii</td>
</tr>
<tr>
<td>Loebner Magnolia</td>
<td>Magnolia x loebneri</td>
</tr>
<tr>
<td>Mount St. Helens Plum</td>
<td>Prunus 'Frankthrees'</td>
</tr>
<tr>
<td>Newport Plum</td>
<td>Prunus 'Newport'</td>
</tr>
</tbody>
</table>

SNOHOMISH COUNTY PUBLIC WORKS
4-010A STREET TREES

APPROVED BY:
Douglas M. Carrith 5/1/2020
COUNTY ROAD ENGINEER DATE
<table>
<thead>
<tr>
<th>COMMON NAME</th>
<th>BOTANICAL NAME</th>
<th>MATURE HEIGHT (FT)</th>
<th>SPREAD (FT)</th>
<th>CANOPY COVERAGE (SQ FT)</th>
<th>MINIMUM PLANTER WIDTH (FT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PAGODA DOGWOOD</td>
<td>CORNUS ALTERNIFOLIA</td>
<td>25</td>
<td>25</td>
<td>491</td>
<td>5</td>
</tr>
<tr>
<td>PAPERBARK MAPLE</td>
<td>ACER GRISEUM</td>
<td>25</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
<tr>
<td>PRINCESS DIANA SERVICEBERRY</td>
<td>AMELANCHIER GRANDIFLORA 'PRINCESS DIANA'</td>
<td>20</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
<tr>
<td>ROCKY MOUNTAIN GLOW MAPLE</td>
<td>ACER GRANDIDENTATUM 'SCHMIDT'</td>
<td>25</td>
<td>15</td>
<td>177</td>
<td>5</td>
</tr>
<tr>
<td>SNOW GOOSE CHERRY</td>
<td>PRUNUS 'SNOWGOOSE'</td>
<td>20</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
<tr>
<td>SPIRE CHERRY</td>
<td>PRUNUS X HILLIERI</td>
<td>10</td>
<td>30</td>
<td>79</td>
<td>5</td>
</tr>
<tr>
<td>STRAWBERRY TREE</td>
<td>ARBUTUS 'MARINA'</td>
<td>25</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
<tr>
<td>THORNLESS COCKSPUR HAWTHORNE</td>
<td>CRATAEGUS CRUS-GALLI 'INERMIS'</td>
<td>25</td>
<td>30</td>
<td>707</td>
<td>5</td>
</tr>
<tr>
<td>THREE-FLOWER MAPLE</td>
<td>ACER TRIFLORUM</td>
<td>25</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
<tr>
<td>TUSCARORA HYBRID CRAPE MYRTLE</td>
<td>LAGERSTROEMIA 'TUSCARORA'</td>
<td>20</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
<tr>
<td>VICTORIA EVERGREEN MAGNOLIA</td>
<td>MAGNOLIA GRANDIFLORA 'VICTORIA'</td>
<td>25</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
<tr>
<td>VINE MAPLE (NATIVE)</td>
<td>ACER CIRCINATUM</td>
<td>25</td>
<td>25</td>
<td>491</td>
<td>5</td>
</tr>
<tr>
<td>WASHINGTON HAWTHORNE</td>
<td>CRATAEGUS PHAENOPYRUM</td>
<td>25</td>
<td>20</td>
<td>314</td>
<td>5</td>
</tr>
</tbody>
</table>

SNOHOMISH COUNTY PUBLIC WORKS
4-010B STREET TREES

APPROVED BY: Douglas M. Geronimi 5/1/2020
COUNTY ROAD ENGINEER DATE
<table>
<thead>
<tr>
<th>BOTANICAL NAME</th>
<th>COMMON NAME</th>
<th>CRANE 16'-20'</th>
<th>CRANE 20'-30'</th>
<th>CRANE 30'-40'</th>
<th>Drought Tolerant</th>
<th>Seasonal Color</th>
<th>Requires Moist Soil</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>ACER X FREEMANII (JEFFERSRED)</td>
<td>AUTUMN BLAZE MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>BRILLIANT ORANGE FALL COLOR, UPRIGHT AND ROUND</td>
</tr>
<tr>
<td>ACER NIGRUM (GREENCEOLUMN)</td>
<td>GREENCEOLUMN MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>UPRIGHT OVAL FORM, YELLOW/ORANGE FALL COLOR</td>
</tr>
<tr>
<td>ACER PLATANOIDES (COLUMNAR)</td>
<td>COLUMNAR NORWAY MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>VERY NARROW, YELLOW FALL COLOR</td>
</tr>
<tr>
<td>ACER PLATANOIDES (EMERALD QUEEN)</td>
<td>EMERALD QUEEN MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>DURABLE STANDARD, OVAL UPRIGHT</td>
</tr>
<tr>
<td>ACER PLATANOIDES (COLUMNAR/BROAD)</td>
<td>PARKWAY MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>GOOD FORM, DURABLE, YELLOW FALL COLOR</td>
</tr>
<tr>
<td>ACER RUBRUM (BOWHALL)</td>
<td>BOWHALL MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>VERY NARROW, ORANGE FALL COLOR</td>
</tr>
<tr>
<td>ACER RUBRUM (KARPIK)</td>
<td>KARPIK MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>MEDIUM NARROW, YELLOW/ORANGE FALL COLOR</td>
</tr>
<tr>
<td>ACER RUBRUM (SCARSEN)</td>
<td>SCARLET SENTINEL MAPLE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>UPRIGHT BRANCHING HABIT</td>
</tr>
<tr>
<td>AESCULUS X CARNEA (BRIOTTI)</td>
<td>BRIOTTI RED HORSECHESTNUT</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>LOW, WIDE, AND ROUND</td>
</tr>
<tr>
<td>BETULA JACQUEMONTII</td>
<td>JACQUEMONTII BIRCH</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>BRILLIANT WHITE BARK</td>
</tr>
<tr>
<td>CARPINUS BETULUS (FASTIGIATA)</td>
<td>PYRAMIDAL EUROPEAN HORNBEAM</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>STARTS NARROW, BROADENS TO OVAL WITH AGE</td>
</tr>
<tr>
<td>CERCIDIPHYLLUM JAPONICUM</td>
<td>KATSURA TREE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>VARIABLE UPRIGHT FORM, APRICOT FALL COLOR</td>
</tr>
<tr>
<td>FRAXINUS OXYCARPA (RAYWOOD)</td>
<td>RAYWOOD ASH</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>BRIGHT REDDISH PURPLE FALL COLOR</td>
</tr>
<tr>
<td>FRAXINUS PENNSYLVANICA (PATMORE)</td>
<td>PATMORE ASH</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>EXTREMELY HARDY, UPRIGHT BRANCHES</td>
</tr>
<tr>
<td>FRAXINUS AMERICANA (AUTUMN APPLAUSE)</td>
<td>AUTUMN APPLAUSE ASH</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>GOOD PURPLE FALL COLOR, SMALL AND DENSE</td>
</tr>
<tr>
<td>FRAXINUS PENNSYLVANICA (URBANITE)</td>
<td>URBANITE ASH</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>TALL, BROAD, AND UPRIGHT WITH BRONZE FALL COLOR</td>
</tr>
</tbody>
</table>

**NOTES:**
1. STREET TREES IN PLANTER STRIPS ALONG SNOHOMISH COUNTY ROADWAYS ARE TO BE FROM THIS LIST OF MEDIUM SIZE TREES, UNLESS SPECIAL CONDITIONS SUCH AS OVERHEAD WIRES OR WIDE PLANTING AREAS FAVOR SMALL OR LARGE TREES AS DETERMINED BY THE SNOHOMISH COUNTY ENGINEER.
2. AVERAGE TREE SPACING: 35'-40' O.C.

SNOHOMISH COUNTY PUBLIC WORKS

SNOHOMISH COUNTY PUBLIC WORKS

4-020A MEDIUM TREES 30'-50' HEIGHT

APPROVED BY:

COUNTY ROAD ENGINEER

DATE

SIGNATURE

DATE

SIGNATURE

DATE
<table>
<thead>
<tr>
<th>BOTANICAL NAME</th>
<th>COMMON NAME</th>
<th>HEIGHT + OR - 4'</th>
<th>10'-20' SPREAD</th>
<th>20'-30' SPREAD</th>
<th>30'-40' SPREAD</th>
<th>DROUGHT TOLERANT</th>
<th>SEASONAL COLOR</th>
<th>REQUIRES MOST SOIL</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>GINKGO BILoba (AUTUMN GOLD)</td>
<td>AUTUMN GOLD GINKGO</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>BROADLY PYRAMIDAL, GOLDEN YELLOW FALL COLOR</td>
</tr>
<tr>
<td>GINKGO BILoba (PRINCETON SENTry)</td>
<td>PRINCETON SENTry GINKGO</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>NARROWLY PYRAMIDAL, BRIGHT YELLOW FALL COLOR</td>
</tr>
<tr>
<td>GLEdITsIA TRiCANTHoS (SHADEMASTER)</td>
<td>SHADEMASTER HONEYLOCUST</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>LACY, OPEN FORM, YELLOW FALL COLOR</td>
</tr>
<tr>
<td>LIQUIDAMBAR SYRACIfLUA (MORAIInE)</td>
<td>MORAIInE SWEETGUM</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>COLD HARDY, BURGUNDY FALL COLOR</td>
</tr>
<tr>
<td>LIQUIDAMBAR SYRACIfLUA (ROTUNDILOBA)</td>
<td>ROTUNDILOBA SWEETGUM</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>FRUITLESS, ROUNDED LOBES, ORANGE TO PURPLE FALL COLOR</td>
</tr>
<tr>
<td>LIQUIDAMBAR SYRACIfLUA (WORPLESDON)</td>
<td>WORPLESDON SWEETGUM</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>BROADLY PYRAMIDAL, ORANGE AND PURPLE FALL COLOR</td>
</tr>
<tr>
<td>PRUNUS SARGENTI (COLUMNARIIs)</td>
<td>COLUMNAR SARGENT CHERRY</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>PINK BLOOMS, ORANGE/RED FALL COLOR, VASE SHAPED</td>
</tr>
<tr>
<td>PYRUS CALLERYANA (ARISTOCRAT)</td>
<td>ARISTOCRAT PEAR</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>WHITE BLOOMS, RED FALL COLOR, SPREADING BRANCHES</td>
</tr>
<tr>
<td>PYRUS CALLERYANA (GLEN'S FORM)</td>
<td>CHANTICLEER FLOWERING PEAR</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>SIMILAR TO ARISTOCRAT, NARROWER</td>
</tr>
<tr>
<td>PYRUS CALLERYANA (REDSPIRE)</td>
<td>REDSPIRE PEAR</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>WHITE SPRING BLOOMS, DENSE AND SYMMETRICAL</td>
</tr>
<tr>
<td>QUERcus ROBUR (PASTIGAtA)</td>
<td>SKYROCKET OAK</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>UNIFORMLY NARROW</td>
</tr>
<tr>
<td>ROBINA X AMBIguA (IDAOHENSIs)</td>
<td>PINK IDAHO LOCUST</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>FOR DRY LOCATIONS, ROSE-PINK FRAGRANT FLOWERS</td>
</tr>
<tr>
<td>SORBUS ALCuPARIAs (MIChREd)</td>
<td>CARDINAL ROYAL MTN. ASH</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>RED BERRIES, UPRIGHT BRANCHES, NARROW OVAL</td>
</tr>
<tr>
<td>TILIA CORDAtA (GREENSPREE)</td>
<td>GREENSPREE LINDEN</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>WIDER PYRAMIDAL FORM, SYMMETRICAL</td>
</tr>
<tr>
<td>ZELKOVA SERRAtA (VILLAGE GREEN)</td>
<td>VILLAGE GREEN ZELKOVA</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>VIGOROUS, WIDE VASE FORM, MUSTY RED FALL COLOR</td>
</tr>
</tbody>
</table>

**NOTES:**

1. STREET TREES IN PLANTER STRIPS ALONG SNOHOMISH COUNTY ROADWAYS ARE TO BE FROM THIS LIST OF MEDIUM SIZE TREES, UNLESS SPECIAL CONDITIONS SUCH AS OVERHEAD WIRES OR WIDE PLANTING AREAS FAVOR SMALL OR LARGE TREES AS DETERMINED BY THE SNOHOMISH COUNTY ENGINEER.

2. AVERAGE TREE SPACING: 35'-40' O.C.

**SNOHOMISH COUNTY PUBLIC WORKS**

4-020B MEDIUM TREES 30'-50' HEIGHT

**APPROVED BY:**

[Signature]
COUNTY ROAD ENGINEER
DATE 2-25-03
<table>
<thead>
<tr>
<th>BOTANICAL NAME</th>
<th>COMMON NAME</th>
<th>HEIGHT 8'-10'-50'</th>
<th>MIN. PLANTER WIDTH</th>
<th>10'-20' SPREAD</th>
<th>20'-30' SPREAD</th>
<th>30'-40' SPREAD</th>
<th>STRESS TOLERANT</th>
<th>SEASONAL COLOR</th>
<th>DROUGHT TOLERANT</th>
<th>DROUGHT TOLERANT</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>ABIES GRANDIS</td>
<td>GRAND FIR</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>TALL EVERGREEN CONIFER</td>
<td></td>
</tr>
<tr>
<td>ACER SACCHARUM (BONFIRE)</td>
<td>BONFIRE MAPLE</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>FAST GROWING, ORANGE/RED FALL COLOR</td>
<td></td>
</tr>
<tr>
<td>ACER SACCHARUM (COMMEMORATION)</td>
<td>COMMEMORATION MAPLE</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>ORANGE FALL COLOR, RAPID GROWING</td>
<td></td>
</tr>
<tr>
<td>ACER SACCHARUM (GREEN MOUNTAIN)</td>
<td>GREEN MOUNTAIN MAPLE</td>
<td>-</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>HARDY, RED FALL COLOR</td>
<td></td>
</tr>
<tr>
<td>CALOCEDRUS DECURRENS</td>
<td>INCENSE CEDAR</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>EVERGREEN, NARROW FORM</td>
<td></td>
</tr>
<tr>
<td>LIQUIDAMBAR STYRACIFLORUS</td>
<td>AMERICAN SWEETGUM</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>PYRAMIDAL FORM, YELLOW/RED/PURPLE FALL COLOR</td>
<td></td>
</tr>
<tr>
<td>LIRIODENDRON TULIPIFERA</td>
<td>TULIP TREE</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>STRONG CENTRAL TRUNK, NARROW FORM</td>
<td></td>
</tr>
<tr>
<td>NYSSA SYLVAICA</td>
<td>BLACK TUPELO</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>ORANGE FALL COLOR, SHAPE SPREADS WITH AGE</td>
<td></td>
</tr>
<tr>
<td>PLATANUS X ACERIFOLIA (BLOODGOOD)</td>
<td>BLOODGOOD LONDON PLANETREE</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>LARGE SPREADING TREE, PATCHY BARK</td>
<td></td>
</tr>
<tr>
<td>PSEUDOTUGA MENZIESII</td>
<td>DOUGLAS FIR</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>VERY TALL EVERGREEN CONIFER</td>
<td></td>
</tr>
<tr>
<td>QUERCUS COCCINEA</td>
<td>SCARLET OAK</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>UPRIGHT GROWTH, DAVAL, BRILLIANT RED FALL COLOR</td>
<td></td>
</tr>
<tr>
<td>QUERCUS RUDRA</td>
<td>RED OAK</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>FAST GROWING, ROUNDED SHAPE, RED FALL COLOR</td>
<td></td>
</tr>
<tr>
<td>THUJA Plicata</td>
<td>WESTERN RED CEDAR</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>FOR MOST OR SHADY LOCATIONS</td>
<td></td>
</tr>
<tr>
<td>ULMUS (HOMESTEAD)</td>
<td>HOMESTEAD ELN</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>FAST GROWTH, RESISTS DUTCH ELM DISEASE</td>
<td></td>
</tr>
<tr>
<td>ULMUS (PIONEER)</td>
<td>PIONEER ELN</td>
<td>+</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>RESISTS DUTCH ELM DISEASE, YELLOW FALL COLOR</td>
<td></td>
</tr>
</tbody>
</table>

**NOTES:**
1. NOT FOR USE IN STANDARD PLANTER STRIPS OR UNDER UTILITY WIRES. USE FOR BACK OF SIDEWALK OR LARGE PLANTING STRIPS 8'-10' WIDE.
2. CONIFERS ONLY ON BACK OF SIDEWALK.
3. AVERAGE TREE SPACING: 35'-40' O.C.

SNOHOMISH COUNTY PUBLIC WORKS

4-030 | LARGE TREES 50' HEIGHT OR LARGER

APPROVED BY:  
COUNTY ROAD ENGINEER  
DATE:
<table>
<thead>
<tr>
<th>BOTANICAL NAME</th>
<th>COMMON NAME</th>
<th>DROUGHT TOLERANT</th>
<th>BERRIES OR FLOWERS</th>
<th>REQUIRES MOST SOIL</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>ARCTOSTAPHYLOS UVA-URSI</td>
<td>KINNIKINNICK</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>NATIVE EVERGREEN, LOW 3 IN. TO 9 IN. HT., VERY DROUGHT TOLERANT</td>
</tr>
<tr>
<td>ERICA CARnea</td>
<td>WINTER HEATH</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>EVERGREEN, GROWS 2 FT. HT. BY 6 FT. WIDE, FLOWERS IN SPRING</td>
</tr>
<tr>
<td>RUBUS CALYCO NIDES</td>
<td>BRAMBLE</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>EVERGREEN, SPREADING GROUNDCOVER, SALMON COLORED BERRIES</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>SHRUBS</th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>BERBERIS THUNBERGII (CRIMSON PYGMY)</td>
<td>CRIMSON PYGMY BARBERRY</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>SMALL DECIDUOUS SHRUB, 18 IN. TO 24 IN., PURPLE FOLIAGE</td>
</tr>
<tr>
<td>DICTAMNUS X HYBRIDUS</td>
<td>WHITE ROCKROSE</td>
<td>+</td>
<td>-</td>
<td>+</td>
<td>ROUNDED EVERGREEN SHRUB, GROWS 3 FT. TO 5 FT. HT., WHITE FLOWERS, VERY DROUGHT TOLERANT</td>
</tr>
<tr>
<td>CORNUS STOLONIFERA (KELSEY)</td>
<td>KELSEY RED TWIG DOGWOOD</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>DECIDUOUS MOUNDING SHRUB TO 2 FT. BRIGHT RED STEMS, NEEDS IRRIGATION</td>
</tr>
<tr>
<td>FESTUCA GLAUCA</td>
<td>BLUE FESCUE</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>SMALL CLUMPS OF EVERGREEN GRASS</td>
</tr>
<tr>
<td>GAULTHERA SHALLON</td>
<td>SALAL</td>
<td>+</td>
<td>-</td>
<td>+</td>
<td>NATIVE EVERGREEN SHRUB, GROWS 2 FT.—4 FT. NEEDS TRIMMING, DROUGHT TOLERANT, WHITE FLOWERS, BLACK BERRIES</td>
</tr>
<tr>
<td>PINUS MUSO VAR. PUMilio</td>
<td>COMPACT DWARF MUGO PINE</td>
<td>-</td>
<td>-</td>
<td>-</td>
<td>EVERGREEN SHRUB, GROWS SLOWLY TO 2 FT.</td>
</tr>
<tr>
<td>PRUNUS LAUROCERASUS (MT. VERNON)</td>
<td>MT. VERNON LAUREL</td>
<td>+</td>
<td>-</td>
<td>-</td>
<td>SMALL EVERGREEN SHRUB, GROW SLOWLY TO 3 FT. HT.</td>
</tr>
<tr>
<td>PRUNUS LAUROCERASUS (OTTO LUYKEN)</td>
<td>OTTO LUYKEN LAUREL</td>
<td>+</td>
<td>-</td>
<td>+</td>
<td>SPREADING EVERGREEN SHRUB TO 3 FT., WHITE FLOWERS</td>
</tr>
<tr>
<td>VIBURNUM DAVIDII</td>
<td>DAVID VIBURNUM</td>
<td>+</td>
<td>-</td>
<td>+</td>
<td>2 FT.—3 FT. BY 3 FT. TO 4 FT. WIDE, WHITE FLOWERS, BLACK BERRIES</td>
</tr>
</tbody>
</table>

**NOTE:**
1. SUITABLE FOR USE IN PLANTER STRIPS AS SHOWN IN STANDARD DRAWINGS 4-050, 4-060, AND 4-070.
NOTES:

1. PREFERRED PLANTER STRIP LOCATION IS BETWEEN THE CURB AND THE SIDEWALK.
2. NO STREET TREES SHALL BE PLANTED WITHIN 50 FT OF AN INTERSECTION.
3. STREET TREE CENTERS SHALL BE AT LEAST 3 FT FROM BACK OF CURB AND 2 FT FROM FRONT OF SIDEWALK. SEE STANDARD DRAWINGS 4–050 AND 4–060.
4. STREET TREE CENTERS SHALL BE AT LEAST 3 FT FROM BACK OF SIDEWALK
5. SEE SECTION 4–01.C.06 FOR STREET TREE SPACING FROM ROADSIDE FEATURES.

SNOHOMISH COUNTY PUBLIC WORKS
4–045 STREET TREE LOCATION DETAILS

APPROVED BY:
Douglas W. McCormick 6/1/2020
COUNTY ROAD ENGINEER DATE
NOTES:
1. SCC 30.25.015 REQUIRES STREET TREES IN PLANTER STRIPS AS FRONTAGE IMPROVEMENTS FOR URBAN DEVELOPMENT.
2. STREET TREES SHALL BE PLANTED PER STANDARD DRAWINGS 4–110 AND 4–112, INCLUDING STAKING FOR ONE YEAR UNLESS OTHERWISE SPECIFIED.
3. SMALL SHRUBS AND/OR GROUNDCOVERS MAY BE PLANTED BETWEEN STREET TREES AS SHOWN ON STANDARD DRAWING 4–110 WHERE APPROVED BY THE ENGINEER IN A PROJECT LANDSCAPING PLAN. RECOMMENDED SPACING IS DISCUSSED IN SECTION 4–01.C.

SNOHOMISH COUNTY PUBLIC WORKS

4–050
STANDARD PLANTING STRIP

APPROVED BY:

Douglas A. McCandless 6/1/20xx
COUNTY ROAD ENGINEER
DATE
NOTES:
1. SCC 30.25.015 requires street trees in planter strips as frontage improvements for urban development.
2. Street trees shall be planted per standard drawings 4-110 and 4-112, including staking for one year unless otherwise specified.
3. Small shrubs and/or groundcovers may be planted between street trees as shown on standard drawing 4-110 where approved by the engineer in a project landscaping plan. Recommended spacing is discussed in section 4-01.c.

SNOHOMISH COUNTY PUBLIC WORKS
4-060 PLANTING STRIP BEHIND SIDEWALK

APPROVED BY:
Douglas M. McCormick 5/1/2020
COUNTY ROAD ENGINEER DATE
NOTES:
1. SCC 30.25.015 REQUIRES STREET TREES IN PLANTER STRIPS AS FRONTAGE IMPROVEMENTS FOR URBAN DEVELOPMENT.
2. STREET TREES SHALL BE PLANTED PER STANDARD DRAWINGS 4–110 AND 4–112, INCLUDING STAKING FOR ONE YEAR UNLESS OTHERWISE SPECIFIED.
3. SMALL SHRUBS AND/OR GROUNDCOVERS MAY BE PLANTED BETWEEN STREET TREES AS SHOWN ON STANDARD DRAWING 4–110 WHERE APPROVED BY THE ENGINEER IN A PROJECT LANDSCAPING PLAN. RECOMMENDED SPACING IS DISCUSSED IN SECTION 4–01.C.

SNOHOMISH COUNTY PUBLIC WORKS

4–070 COMBINATION PLANTING STRIPS

APPROVED BY: Douglas M. Driscoll 6/1/2020
COUNTY ROAD ENGINEER DATE
NOTES:
1. SNOHOMISH COUNTY TO APPROVE FINAL LAYOUT BASED ON ACTUAL FIELD DIMENSIONS.
2. SEE PLANT LISTS FOR SPACING. PROVIDE 100% COVERAGE IN 3 YEARS.
CONTINUOUS LOW GROW LAWN SEEDING
HEAVY ALUMINUM OR PRESSURE TREATED WOOD LAWN EDGING
STREET TREES
BARK MULCH 3" DEPTH

TRAFFIC LANCES 5"
BETWEEN EDGING/HEADER BOARDS
BIKE LANE

SIDEWALK

STREET TREE SPACING SEE TREE LIST
CONTINUOUS GROUNDCOVER PLANTING. 100% COVERAGE IN 3 YEARS. SEE SPACING DETAIL AND GROUNDCOVER LIST FOR APPROVED PLANT SPECIES.

STREET TREES — TRAFFIC LANES

BIKE LANE

SIDEWALK

STREET TREE SPACING — SEE TREE LIST
NOTES:
1. CONCEPTUAL PLANTING OF TREES, SHRUBS AND GROUNDCOVER IN SINGLE PLANTER STRIP. LANDSCAPING SHALL BE PER LANDSCAPING PLAN APPROVED BY THE ENGINEER. APPROVED STREET TREE LIST IS IN STD. DWGS 4-010A AND 4-010B.

2. SEE SECTION 4-01.C AND STANDARD DRAWING 4-116 FOR STREET TREE LOCATION DETAILS, INCLUDING SPACING.

3. IN-LINE SHRUBS SHALL BE SPACED 36 INCHES APART ON CENTER UNLESS OTHERWISE APPROVED BY THE ENGINEER IN A PROJECT LANDSCAPING PLAN. GROUNDCOVERS SHALL BE SPACED TO PROVIDE 100% COVERAGE IN 3 YEARS.

4. TREE AND SHRUB PLANTING AND STAKING DETAILS ARE SHOWN ON STANDARD DRAWINGS 4-114 AND 4-116.

SNOHOMISH COUNTY PUBLIC WORKS

4-110 STREET TREE, SHRUB AND GROUNDCOVER PLANTING STRIP

APPROVED BY:
Douglas R. McCormick 5/1/2020
COUNTY ROAD ENGINEER DATE
NOTES:

1. STAKE TREE WITH (2) TREATED 2-INCH DIAMETER STAKES (6FT LONG). REMOVE STAKES ONE YEAR AFTER INSTALLATION.

2. "CHAINLOCK" OR EQUAL TREE TIE MATERIAL (1 INCH SIZE). LOOP EACH TIE AROUND HALF TREE LOOSELY TO PROVIDE 1 INCH SLACK FOR TRUNK GROWTH. NAIL OR STAPLE TREE TIE MATERIAL TO STAKE.

3. 2–3 INCH MULCH DEPTH, TAPERED AT THE TRUNK

4. ROOTBARRIER 18" DEPTH 15' LONG, 6" FROM SIDEWALK AND CURB

5. ROUGHEN SIDES OF PLANTING HOLE. MAXIMIZE EXCAVATED AREA WITHOUT UNDERMINING ADJACENT PAVEMENT/CURB.

6. BACKFILL: (1) MUST BE PLACED AND COMPACTED IN LOOSE LIFTS NOT EXCEEDING 6 INCHES. (2) UNLESS SPECIFIED OTHERWISE, MIX 2/3 EXCAVATED NATIVE SOIL WITH 1/3 COMPOST FOR A HOMOGENEOUS BLEND. (3) PLACE AND COMPACT BACKFILL WITHOUT Voids. FOR BARE ROOT TREES, PLACE BACKFILL TO ENSURE ROOTS ARE SPREAD TO AVOID CIRCLING, AND COMPACT TO ENSURE NO Voids EXIST. WATER SETTLED OF BACKFILL IS NOT ALLOWED.

7. REMOVE ALL WIRES, STRINGS AND OTHER NON–BURLAP MATERIAL. REMOVE BURLAP FROM TOP 2/3 OF ROOTBALL MINIMUM.

8. SET TOP OF ROOT CROWN 2 INCHES ABOVE ADJACENT CURB AND SIDEWALK GRADE AND AT OR JUST ABOVE SOIL LEVEL.

9. 3–4 INCH HIGH WATERING RING WITH 3–4 FT DIAMETER.

10. TREE PIT DEPTH = ROOTBALL DEPTH. AVOID OVER–EXCAVATION.

11. DRIVE STAKE AT ROOTBALL EDGE 1 FT MINIMUM INTO UNDISTURBED SOIL BELOW ROOTBALL.
NOTES:

1. STAKE TREE WITH (2) TREATED 2-INCH DIAMETER STAKES (8FT LONG). REMOVE STAKES ONE YEAR AFTER INSTALLATION.

2. "CHAINLOCK" OR EQUAL TREE TIE MATERIAL (1 INCH SIZE). LOOP EACH TIE AROUND HALF TREE LOOSELY TO PROVIDE 1 INCH SLACK FOR TRUNK GROWTH. NAIL OR STAPLE TREE TIE MATERIAL TO STAKE.

3. 2–3 INCH MULCH DEPTH, TAPERED AT THE TRUNK

4. ROUGHEN SIDES OF PLANTING HOLE. MAXIMIZE EXCAVATED AREA WITHOUT UNDERMINING ADJACENT PAVEMENT/CURB.

5. BACKFILL: (1) MUST BE PLACED AND COMPACTED IN LOOSE LIFTS NOT EXCEEDING 6 INCHES. (2) UNLESS SPECIFIED OTHERWISE, MIX 2/3 EXCAVATED NATIVE SOIL WITH 1/3 COMPOST FOR A HOMOGENEOUS BLEND. (3) PLACE AND COMPACT BACKFILL WITHOUT VOIDS. FOR BARE ROOT TREES, PLACE BACKFILL TO ENSURE ROOTS ARE SPREAD TO AVOID CIRCLING, AND COMPACT TO ENSURE NO VOIDS EXIST. WATER SETTLING OF BACKFILL IS NOT ALLOWED.

6. REMOVE ALL WIRES, STRINGS AND OTHER NON–BURLAP MATERIAL. REMOVE BURLAP FROM TOP 2/3 OF ROOTBALL MINIMUM.

7. 3–4 INCH HIGH WATERING RING WITH 3–4 FT DIAMETER.

8. TREE PIT DEPTH = ROOTBALL DEPTH. AVOID OVER–EXCAVATION.

9. DRIVE STAKE AT ROOTBALL EDGE 1 FT MINIMUM INTO UNDISTURBED SOIL BELOW ROOTBALL.
STREET TREE

LOW SHRUBS, LAWN, OR GROUND COVER

CURB

COMPACTED STRUCTURAL FILL

REMOVE COMPACTED FILL TO 48" WIDTH X 24" DEPTH X 8' LENGTH. REPLACE WITH NATIVE TYPE B SOIL AT 85% DENSITY ON SIDES AND 92% UNDER ROOTBALL.

ROOTBARRIER 18" DEPTH 15' LONG, 6" FROM SIDEWALK (SIDEWALK SIDE ONLY)

COMPACTED NATIVE SOIL

5' PLANTING STRIP

TRAFFIC LANES

BIKE LANE

SNOHOMISH COUNTY PUBLIC WORKS

COMPACTED FILL REMOVAL / REPLACEMENT

COUNTY ROAD ENGINEER

DATE

APPROVED BY:
NOTES:
1. THE OFF-STREET MONUMENT SHALL BE THE SAME EXCEPT USING A NO. 8 REBAR AND WITHOUT A CASE AND COVER. THE OFF-STREET MONUMENT SHALL BE 3" ABOVE GRADE.
2. MONUMENT CASE AND COVER SHALL BE CAST IRON.
3. BRASS DISCS FOR NON-SNOHOMISH COUNTY PROJECTS SHALL BEAR THE REGISTRATION NUMBER OF THE LAND SURVEYOR RESPONSIBLE FOR SETTING THE MONUMENT.
4. BRASS DISCS FOR SNOHOMISH COUNTY PROJECTS SHALL BEAR THE COUNTY LAND SURVEYOR'S REGISTRATION NUMBER, AND THE REGISTRATION NUMBER OF THE LAND SURVEYOR RESPONSIBLE FOR SETTING THE MONUMENT.

SEE TEXT SECTION 4–03
NOTES:
1. VERTICAL CURB WILL BE REQUIRED EXCEPT AS NOTED IN SECTION 4-04.

2. CONSTRUCTION OF CURB DETAILS SHALL BE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS FOR ROAD, BRIDGE, AND MUNICIPAL CONSTRUCTION AS PUBLISHED BY THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION AND THE AMERICAN PUBLIC WORKS ASSOCIATION (WSDOT/APWA SPECIFICATIONS) UNLESS OTHERWISE MODIFIED BELOW.

3. ALL CONCRETE SHALL BE COMMERCIAL CLASS PER WSDOT/APWA SPECIFICATIONS.

4. FORMS SHALL BE TRUE TO LINE AND GRADE AND SECURELY STAKED. STEEL FORMS ONLY SHALL BE USED ON TANGENT SECTIONS. WOOD FORMS MAY BE USED ON CURVED SECTIONS.

5. FULL DEPTH EXPANSION JOINTS CONSISTING OF 3/8 INCH MINIMUM PREMOLDED JOINT MATERIAL SHALL BE PLACED ADJACENT TO CATCH BASINS, INLETS AND AT POINTS OF TANGENCY ON STREETS AND DRIVEWAY RETURNS. MAXIMUM SPACING SHALL BE 20 FEET.

6. CONTRACTION JOINTS (DUMMY JOINTS) CONSISTING OF 3/8" MIN. X 2" OF PREMOLDED JOINT MATERIAL SHALL BE CONSTRUCTED AT INTERVALS OF 10 FEET.

7. ALL JOINTS SHALL BE CLEAN AND EDGED.

8. FINISH SHALL BE A LIGHT BROOM FINISH.

9. FINISHED CURBS AND GUTTERS SHALL BE SPRAYED WITH A CLEAR CURING COMPOUND.

10. TOP OF CURB AT ACCESS POINT APPROACH.

11. SUBGRADE COMPACTION FOR CURBS AND GUTTERS SHALL MEET A MINIMUM 95% OF MAXIMUM DENSITY IN ACCORDANCE WITH SEC. 2-03.3(14) OF THE WSDOT/APWA SPECIFICATIONS.

SEE TEXT SECTION 4-04
NOTES:
1. EXTRUDED CURB SHALL BE BONDED TO THE PAVEMENT WITH TACK COAT OR SLURRY MIXTURE ADHESIVE.

2. JOINTS IN EXTRUDED CEMENT CONCRETE CURB SHALL BE CUT VERTICALLY AT 10 FOOT INTERVALS TO A MINIMUM DEPTH OF 5 INCHES. SAWED CUTS SHALL BE 1/8 INCH MINIMUM WIDTH.

SEE TEXT SECTION 4-04
NOTES:

1. CONSTRUCTION OF SIDEWALKS SHALL BE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS FOR ROAD, BRIDGE, AND MUNICIPAL CONSTRUCTION AS PUBLISHED BY THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION AND THE AMERICAN PUBLIC WORKS ASSOCIATION (WSDOT/APWA SPECIFICATIONS) UNLESS OTHERWISE MODIFIED BELOW.

2. ALL CONCRETE SHALL BE COMMERCIAL CLASS CONCRETE PER WSDOT/APWA SPECIFICATIONS.

3. FORMS SHALL BE TRUE TO LINE AND GRADE AND SECURELY STAKED. STEEL FORMS ONLY SHALL BE USED ON TANGENT SECTIONS. WOOD FORMS MAY BE USED ON CURVED SECTIONS.

4. EXPANSION JOINTS CONSISTING OF 3/8" FULL DEPTH PREMOLDED JOINT MATERIAL SHALL BE PLACED AROUND FIRE HYDRANTS, POLES, METER BOXES AND OTHER OBSTRUCTIONS AND ALONG WALLS OR STRUCTURES IN PAVED AREAS. EXPANSION JOINTS SHALL ALSO BE PLACED AT THE BEGINNING AND THE END OF EACH CURVE, ON EACH SIDE OF STRUCTURES, DROP CURB DRIVEWAYS AND CURB RAMPS, BETWEEN SIDEWALK AND BACK OF CURB WHEN Poured SEPARATELY, AND AT OTHER LOCATIONS AS DIRECTED BY THE ENGINEER. FULL EXPANSION JOINTS SHALL GENERALLY BE PLACED TO MATCH THOSE PLACED IN ADJACENT CURB WITH A MAXIMUM SPACING OF 20 FEET.

5. CONTRACTION JOINTS (DUMMY JOINTS) CONSISTING OF 3/8" X 2" OF PREMOLDED JOINT MATERIAL SHALL BE CONSTRUCTED AT INTERVALS NOT TO EXCEED 10 FEET. WHEN SIDEWALKS ARE PLACED BY SLIP-FORMING, A PREMOLDED STRIP OF 3/8" THICK AND UP TO FULL DEPTH MAY BE USED. CONTRACTION JOINTS (DUMMY JOINTS) IN SIDEWALKS SHALL BE LOCATED SO AS TO MATCH THE JOINTS IN THE CURB WHETHER SIDEWALK IS ADJACENT TO CURB OR SEPARATED BY A PLANTING STRIP. JOINT SEALANTS FOR SAWN CONSTRUCTION JOINTS SHALL MEET THE REQUIREMENTS OF SECTION 9-04.2 OF THE WSDOT/APWA SPECIFICATIONS.

6. ALL JOINTS SHALL BE CLEAN AND EDGED.

7. CEMENT CONCRETE SIDEWALK THICKNESS IS SPECIFIED IN TEXT SECTION 4-05C. SEE ALSO STANDARD DRAWINGS 2-020 AND 2-025 FOR DRIVEWAY DETAILS.

8. THE WIDTH OF SIDEWALK SHALL BE 5 FEET MIN. FOR SINGLE FAMILY RESIDENTIAL PROPERTY USES AND 7 FEET MIN. FOR COMMERCIAL/INDUSTRIAL AND MULTI-FAMILY RESIDENTIAL PROPERTY USES.

9. SCORE MARKS, 1/4" DEEP, ARE TO BE PLACED ON 5 FOOT CENTERS, AND TO CORRESPOND TO THE MARKINGS IN EXISTING SIDEWALKS. WHEN THE SIDEWALK WIDTH EXCEEDS 6 FEET, A LONSDRICAL SCORE AT THE CENTER OF THE SIDEWALK SHALL BE PROVIDED.

10. FINISH SHALL BE A LIGHT BROOM FINISH.

11. 6 INCHES OF GRAVEL BORROW OR EQUIVALENT. SEE STANDARD DRAWINGS 3-020, 3-050 AND SECTION 4-10.

12. SUBGRADE COMPACTION FOR SIDEWALKS SHALL MEET A MINIMUM 95% OF MAXIMUM DENSITY IN ACCORDANCE WITH SEC. 2-03.3(14) OF THE WSDOT/APWA SPECIFICATIONS.

13. PLANTER STRIPS REQUIRED BUT NOT SHOWN. SEE STANDARD DRAWINGS 3-020 AND 3-050 FOR LOCATION OF PLANTERS.

SEE TEXT SECTION 4-05.

SNOHOMISH COUNTY PUBLIC WORKS

4-150

SIDEWALK DETAILS

APPROVED BY:

COUNTY ROAD ENGINEER

DATE

1/7/13
NOTES:

1. ALL WOOD SHALL BE PRESSURE TREATED.

2. STEEL TUBE SHALL CONFORM TO ASTM A53 OR ASTM A53 GRADE A.

3. NUTS, BOLTS & WASHERS SHALL CONFORM TO ASTM A307.

4. ALL STEEL PARTS SHALL BE GALVANIZED.

5. COMMERCIAL CLASS CONCRETE SHALL BE USED.

6. FOR ACCEPTABLE ALTERNATE BOLLARD DESIGNS, SEE WSDOT/APWA PLANS H-13 AND H-13A.

SEE TEXT SECTION 4-11

SNOHOMISH COUNTY PUBLIC WORKS

BOLLARDS

4-170

APPROVED BY:
# BARRICADE CHARACTERISTICS

<table>
<thead>
<tr>
<th>Type</th>
<th>I</th>
<th>II</th>
<th>III</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Width of Rail</strong></td>
<td>8&quot; Min. – 12&quot; Max.</td>
<td>8&quot; Min. – 12&quot; Max.</td>
<td>8&quot; Min. – 12&quot; Max.</td>
</tr>
<tr>
<td><strong>Length of Rail</strong></td>
<td>2 ft. Min.</td>
<td>2 ft. Min.</td>
<td>4 ft. Min.</td>
</tr>
<tr>
<td><strong>Width of Stripes</strong></td>
<td>6 in.</td>
<td>6 in.</td>
<td>6 in.</td>
</tr>
<tr>
<td><strong>Height</strong></td>
<td>3 ft. Min.</td>
<td>3 ft. Min.</td>
<td>5 ft. Min.</td>
</tr>
<tr>
<td><strong>Number of ReflectORIZED Faces</strong></td>
<td>2 (One Each Direction)</td>
<td>4 (Two Each Direction)</td>
<td>3 if Facing Traffic in One Direction, 6 if Facing Traffic in Two Directions</td>
</tr>
</tbody>
</table>

**Notes:**

- For wooden barricades, nominal lumber dimensions will be satisfactory.
- For rails less than 3-feet long, 4-inch-wide stripes shall be used.
- Barricades intended for use on expressways, freeways and other high-speed roadways shall have a minimum of 270 square inches of reflective area facing traffic.

**Notes:**

1. Barricades shall be installed in accordance with Part VI of the MUTCD.
2. Rails shall be placed both front and back of barricade if required for two-way traffic. Rails shall be the same size.
3. Lumber shall be standard grade or better.
4. Right (R) barricades are placed to the right of traffic. Left (L) barricades are placed to the left of traffic.
5. Where a barricade extends entirely across a roadway, the stripes shall slope downward in the direction toward which traffic must turn in detouring. Where both right and left turns are provided for, the chevron striping shall slope downward in both directions from the center of the barricade.
6. Barricade rails should be supported in a manner that will allow them to be seen by the motorist and provide a stable support not easily blown over by the wind or traffic. Barricades should be constructed of lightweight materials and have no rigid stay bracing for A-frame designs.

See Text Section 4-12

---

**SNOHOMISH COUNTY PUBLIC WORKS**

**4-180**

**BARRICADES – GENERAL**

**Approved by:**

[Signature]

**County Road Engineer**

**Date:** 2-25-03
FRONT VIEW
(RIGHT (R) BARRICADE SHOWN)

NOTES:

1. BARRICADES SHALL BE INSTALLED IN ACCORDANCE WITH PART VI OF THE MUTCD.

2. LUMBER SHALL BE STANDARD GRADE OR BETTER.

3. RIGHT (R) BARRICADES ARE PLACED TO THE RIGHT OF TRAFFIC, LEFT (L) BARRICADES ARE PLACED TO THE LEFT OF TRAFFIC.

4. WHERE A BARRICADE(S) EXTENDS ENTIRELY ACROSS A ROADWAY, THE STRIPES SHALL SLOPE DOWNWARD IN THE DIRECTION TOWARD WHICH TRAFFIC MUST TURN IN DETOURING. WHERE BOTH RIGHT AND LEFT TURNS ARE PROVIDED, THE CHEVRON STRIPE SHALL SLOPE DOWNWARD IN BOTH DIRECTIONS FROM THE CENTER OF THE BARRICADE.

5. TEMPORARY BARRICADE SHOWN. FOR PERMANENT BARRICADE, DELETE SUPPORT PLATFORM AND REPLACE SUPPORT POSTS TO ENABLE A MINIMUM POST EMERGMENT OF 3 FEET. POSTS SHALL BE PRESSURE TREATED.

SEE TEXT SECTION 4-12

SNOHOMISH COUNTY PUBLIC WORKS

4-185

TYPE III BARRICADE

APPROVED BY:

COUNTY ROAD ENGINEER

DATE: 2-25-05
NOTES:

SEE TEXT SECTION 4-10

SNOHOMISH COUNTY PUBLIC WORKS

4-200 PEDESTRIAN HANDRAIL DETAILS

APPROVED BY:

COUNTY ROAD ENGINEER DATE
PEDESTRIAN RAIL (GALV. STEEL)

GALVANIZED PEDESTRIAN RAIL SHALL BE FABRICATED AND INSTALLED IN ACCORDANCE WITH THESE SPECIAL PROVISIONS AND STANDARD DRAWING 4-200.

GALVANIZED STEEL PEDESTRIAN RAIL SHALL CONFORM TO ASTM DESIGNATION A120. ALL WELDING SHALL CONFORM TO AMERICAN WELDING SOCIETY STRUCTURAL WELDING CODE AWS D1.1-72. AFTER FABRICATION EACH SECTION OF RAILING SHALL BE HOT-DIPPED GALVANIZED WITH A MINIMUM ZINC COATING OF 2 OUNCES PER SQUARE FOOT. ALL BURRS AND SHARP EDGES SHALL BE REMOVED PRIOR TO GALVANIZING. FIELD WELDS SHALL BE GALVANIZED WITH “CALVALLOY” OR APPROVED EQUIVALENT. PAINTING OF WELDS WILL NOT BE PERMITTED.

HORIZONTAL RAILS AND VERTICAL SUPPORT POSTS SHALL BE 2 INCH DIAMETER AND BALUSTERS SHALL BE 1 INCH DIAMETER. STANDARD WEIGHT GALVANIZED STEEL PIPE RAILS, POSTS & BALUSTERS SHALL BE MACHINE CUT TO PROVIDE A UNIFORM LENGTH PRIOR TO ASSEMBLY.

RAILING SHALL BE ERECTED AND ADJUSTED, IF NECESSARY, TO ASSURE A CONTINUOUS LINE AND GRADE. FINISHED HEIGHT IS TO BE 42 INCHES ABOVE PEDESTRIAN SURFACE. EXPANSION JOINTS SHALL BE PROVIDED AT INTERVALS SHOWN ON THE STANDARD DRAWING.

PEDESTRIAN RAIL (ALUMINUM)

ALUMINUM PEDESTRIAN RAIL SHALL BE FABRICATED AND INSTALLED IN ACCORDANCE WITH THESE SPECIAL PROVISIONS AND STANDARD DRAWING 4-200.

ALUMINUM PEDESTRIAN RAIL SHALL BE NATURAL ALUMINUM COLOR.

IF ANODIZATION IS SPECIFIED, ALL ALUMINUM PARTS SHALL BE GIVEN A CLEAR ANODIC COATING AT LEAST 0.0038 INCH THICK AND SHALL BE SEALED TO MEET THE REQUIREMENTS OF ASTM B 138 AND SHALL HAVE A UNIFORM FINISH.

WELDING OF ALUMINUM SHALL BE IN ACCORDANCE WITH THE ’STRUCTURAL WELDING CODE—ALUMINUM, AWS D 1.2’.

ALL MATERIALS USED IN THE FABRICATION OF ALUMINUM PEDESTRIAN RAIL SHALL MEET THE REQUIREMENTS OF ASTM B241 OR B429 ALLOY 6061-T6 SCHEDULE 40 (STD. PIPE).

HORIZONTAL RAILS AND VERTICAL SUPPORT POSTS SHALL BE 1.56” O.D. AND BALUSTERS SHALL BE 1.0” O.D. STANDARD WEIGHT ALUMINUM PIPE, RAILS, POSTS & BALUSTERS SHALL BE MACHINE CUT TO PROVIDE A UNIFORM LENGTH PRIOR TO ASSEMBLY.

SEE TEXT SECTION 4-16
NOTES:
1. AFTER FABRICATION, ALL BURRS AND SHARP EDGES SHALL BE REMOVED.
2. APPLY RUST PROOF METAL PRIMER AND ONE COAT OF BLACK ORNAMENTAL IRON METAL PAINT.

SEE TEXT SECTION 4-16
NOTES:
1. SEE TEXT SECTION 4-17. ROCKERIES SHALL BE DESIGNED BY A GEOTECHNICAL ENGINEER IF EMBANKMENT HEIGHT EXCEEDS 6 FT. IN A CUT SECTION OR 4 FT. IN A FILL SECTION.
2. GRAVEL BACKFILL SHALL MEET WSDOT/APWA STANDARD SPECIFICATION 9-03.12[4]
3. FLATTER SLOPE MAY BE REQUIRED IN LESS STABLE SOIL.
4. CHAIN LINK FENCE, TYPE NO. 4 OR 6 (WSDOT/APWA STANDARD). REQUIRED WHEN ROCKERY HEIGHT IS 30 INCHES OR GREATER. VINYL-COATED FENCING IN A DARK, NATURAL COLOR MAY BE USED TO IMPROVE VISUAL APPEARANCE.
5. TRAFFIC BARRIERS MAY BE REQUIRED ON ROADS WITH SPEED LIMITS OF 40 MPH OR GREATER, WHERE ROCKERY HEIGHTS EXCEED 6'. SEE CHAPTER 7 OF THE WSDOT DESIGN MANUAL.
6. IF ROCKERY IS BEHIND A ROLLED CURB OR A RURAL SHOULDER SECTION, THE ROCKERY FACE SHALL BE A MINIMUM OF 10 FT. FROM EDGE OF TRAVELED WAY.

SNOHOMISH COUNTY PUBLIC WORKS
4-210
ROCKERY

APPROVED BY:
[Signature]
COUNTY ROAD ENGINEER
DATE: 12/1/04
Chapter 5 – DRAINAGE

5-01 INTRODUCTION

Chapter 5 of the Snohomish County Engineering Design and Development Standards contains standards and specifications for drainage facilities located in County road rights-of-way, in private tracts and easements, or that implement approved best management practices for which the County has some responsibility to operate or maintain. This chapter is intended to be used with the Snohomish County Drainage Manual and Snohomish County Code (SCC), primarily the Drainage Code (Chapter 30.63A), the Land Disturbing Activity Code (Chapter 30.63B) and the Water Pollution Control Code (Chapter 7.53).

The drainage facilities described above shall be designed and constructed in accordance with the requirements of County Code, the Drainage Manual and these Standards. The County Engineer (the Engineer) or the Director of Planning and Development Services, as authorized by code, may impose additional or more stringent requirements than those specified in this chapter to mitigate drainage impacts; to protect public health, safety and welfare; or to comply with adopted codes and regulations.

This chapter is organized into two parts. Part I - General Standards, contains standards and specifications for drainage system components such as catch basins, pipes, and drains. Part II - Stormwater Flow Control and Treatment, contains standards and specifications for stormwater flow control and treatment facilities, which are typically composed of multiple drainage system components.

PART I – GENERAL STANDARDS

5-02 FACILITY LOCATION

Stormwater flow control and treatment facilities required for private land development shall not be located in the public right-of-way. Pursuant to SCC 30.63A.605, these facilities shall be located in separate lots or tracts. The County Engineer may approve, pursuant to SCC 30.63A.605 and SCC 30.63A.830, these facilities to be located in an easement, including an easement for a private road, if such placement is reasonably necessary to address special circumstances pertaining to the development proposal.

Detention, retention or infiltration facilities described in this chapter shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area, as defined by Chapters 30.62B and 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall these facilities be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

5-03 CONVEYANCE SYSTEMS

A. Natural and Artificial Systems

Conveyance systems are drainage facilities, both natural and artificial, that collect, contain, and convey stormwater runoff. Natural conveyance systems include, but are not limited to, swales, wetlands, drainage courses, streams, and rivers. Artificial
conveyance systems include, but are not limited to, gutters, ditches, pipes, catch basins, manholes, constructed wetlands, open channels and swales.

Any requirement for artificial conveyance systems, where natural systems already exist, shall not eliminate or supersede any code requirements for protection of the natural systems.

**B. Design**

1. Hydraulic flow capacity and velocity for conveyance systems shall be calculated using the Manning Formula. Coefficients for specific conditions are provided in Table 5-1 below.

2. For drainage areas less than 25 acres, the Rational Method or its equivalent shall be used to predict design flows for conveyance systems pursuant to SCC 30.63A.740. For drainage areas of 25 acres or more, the Natural Resources Conservation Service (NRCS) TR-55 program, the Santa Barbara Urban Hydrograph (SBUH), or an equivalent method shall be used.

3. Culverts and conveyance pipes subject to vehicle loading shall be designed for a live load of HS-25 (AASHTO Load Factor Design method, LFD) when the span width will be 20 feet or less, or HL-93 (AASHTO Load Resistance Factor Design method, LRFD) when the span width will be more than 20 feet.

5-04 **CONVEYANCE SYSTEMS - OPEN CHANNELS**

*(Standard Drawing: 5-010)*

**A. Design**

1. Drainage conveyance systems in rural areas shall be:
   i. Open, vegetation-lined channels for channel gradients up to 8%, or
   ii. Open, rock-lined channels for gradients of 8% through 15%, or
   iii. Enclosed pipe systems for gradients exceeding 15%.

2. Alternatives to the open, vegetation-lined channel standard for grades up to 8% may be approved if:
   i. Construction of the vegetation-lined channel will require an EDDS deviation for some other reason; or
   ii. The director determines that an open channel presents an unacceptable public health or safety risk; or
   iii. A low impact development (LID) feature, with other specific design requirements, is approved as part of the conveyance system.

3. Open channel, vegetation-lined systems may also be approved for conveyance in certain urban areas, such as the Maltby UGA.

4. All ditches and channels shall be designed to provide a minimum freeboard of 6 inches when the design storm maximum flow is 10 cubic feet per second (cfs)
or less. A minimum freeboard of 1.0 foot is required when the maximum design flow is greater than 10 cfs.

5. Ditch check dams may be installed across a ditch or swale to reduce flow velocity and dissipate energy. Ditch check dams shall be constructed in accordance with best management practice (BMP) C207 of the Drainage Manual.

6. Rock-lined channels with gradients exceeding 8% shall be designed by a professional civil engineer and approved by the Engineer. The design shall be based on soils and hydraulic analyses, and shall include rock sizing, filter blanket gradations and/or geosynthetic material.

7. Rock-lined open channels shall be lined with quarry spalls, or an acceptable alternative from the WSDOT Qualified Product List, that meet the requirements of Chapter 9-13 of the WSDOT Standard Specifications. The quarry spalls shall be placed to form a firm, dense protective mat consistent with Standard Drawing 5-010. They shall conform to the typical ditch section and profile. Individual rocks shall not protrude more than three inches from the ditch surface. Ditch dimensions shall be based on calculated stormwater flows.

8. The Engineer may require installation of a closed (pipe) drainage system under a paved shoulder with asphalt thickened edge under certain circumstances. See Standard Drawing 5-010.

9. Under exceptional conditions of erodibility or water velocity, the Engineer may require more stringent methods to control erosion and sediment transport.

**B. Friction Coefficients**

The Manning coefficient values shown in Table 5-1 shall be used for design of open channel conveyance systems. For other materials, designers shall use values contained in the current WSDOT Hydraulics Manual or the "Normal" value shown in Open Channel Hydraulics, Ven Te Chow, 1959. Designers shall justify the source of the Manning coefficient value used if different from the values below.

**Table 5-1 Open Channel Friction Coefficients**

<table>
<thead>
<tr>
<th>STANDARD OPEN CHANNEL FRICTION COEFFICIENTS</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>GRASS</td>
<td>0.025</td>
</tr>
<tr>
<td>ROCK, 8 INCH AND LARGER</td>
<td>0.050</td>
</tr>
<tr>
<td>ROCK, SMALLER THAN 8 INCH</td>
<td>0.030</td>
</tr>
<tr>
<td>SMOOTH CONCRETE OR ASPHALT</td>
<td>0.015</td>
</tr>
</tbody>
</table>
5-05 CONVEYANCE SYSTEMS - PIPES
(Standard Drawings: 5-030, B-55.20-00, B-70.20-00, 5-060, 5-070, 5-080A & C, 5-085 and 5-090)

A. Slope
Pipes 18 inches and less in diameter shall be laid with a minimum slope of 0.5%. Pipes installed as water level equalizers, fish passages, and/or internal components of a detention/retention system may have a flatter slope if approved in the project plans.

B. Flow Velocity
The minimum flow velocity in a conveyance pipe shall be three (3) feet per second when flowing full.

C. Minimum Size
Conveyance pipes, including driveway culverts but not yard drain pipe systems described in subsection 5.05.G below, shall have a minimum diameter of 12 inches. In special cases, such as conflict with underground utilities where redesign would cause unusual hardship, the Engineer may approve the use of 8-inch pipe, provided its length does not exceed 60 feet. If 8-inch pipe is approved, the pipe shall be constructed of smooth-walled material (such as concrete, cast iron, double-walled polyethylene, or equivalent material meeting the specifications of Section 7-04.2 of the WSDOT Standard Specifications). Installation shall meet or exceed the manufacturer's specification for pipe cover requirements.

Replacement of any existing pipe shall be with an equivalent diameter or larger pipe. The replacement pipe shall meet the material specifications for culvert pipe or storm sewer pipe in Sections 7-02.2 and 7-04.2 of the WSDOT Standard Specifications, respectively.

D. Friction Coefficients
The Manning coefficient values shown in Table 5-2 shall be used for pipe system design. For other types of pipes and/or materials, designers shall use values contained in the current WSDOT Hydraulics Manual or the "Normal" value shown in Open Channel Hydraulics, Ven Te Chow, 1959. Designers shall justify the source of the Manning coefficient value used if different from the values below.

<table>
<thead>
<tr>
<th>STANDARD PIPE FRICTION COEFFICIENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>PIPE</td>
</tr>
<tr>
<td>Concrete, smooth wall</td>
</tr>
<tr>
<td>Corrugated steel or aluminum</td>
</tr>
<tr>
<td>Corrugated polyethylene (HDPE)</td>
</tr>
<tr>
<td>Corrugated polyethylene, smooth interior</td>
</tr>
<tr>
<td>Polyvinyl chloride (PVC)</td>
</tr>
</tbody>
</table>
E. Headwater Depth
For circular culverts, box culverts and pipe arches, the maximum headwater depth for
the design storm shall not exceed 2.0 times the culvert height for culverts 18 inches and
less, or 1.5 times the culvert height for culverts greater than 18 inches.

For bottomless culverts, the headwater depth of the 100-year storm shall not exceed
the top of the culvert.

F. Wyes and Tees
Wye or tee pipe connections may be used for roof/footing/yard drain systems with pipes
8 inches or less in diameter on private property. Cleanouts are required upstream of
each wye or tee. Connection of private drain systems to the public drainage system in
the right-of-way shall be made only at a catchbasin or manhole.

G. Yard Drain Systems
Yard drain system details are provided in Standard Drawing 5-030. Minimum pipe
diameter for a single, residential roof/footing/yard drain system on private property is 4
inches. Systems serving multiple dwellings will require 6-inch or 8-inch pipe. Yard drain
system pipes in the public right-of-way shall have a minimum diameter of 12 inches and
may connect to the public drainage system only at a catchbasin or manhole.

H. Drainage Stub-Outs

1. Drainage stub-outs shall be provided for each proposed lot to be served by a new
drainage pipe system only if individual lot infiltration systems or dispersion
systems are not provided for on-site stormwater management per SCC
30.63A.525. Infiltration, dispersion or stub-out systems shall be designed and
constructed in accordance with the Drainage Manual and the EDDS.

2. Each drainage stub-out, if installed, shall connect to the pipe conveyance system
at the lowest elevation on the lot abutting the drainage system whenever possible,
so that stormwater will be conveyed from all future roof downspouts, driveways,
and yard drains. This requirement shall not preclude the connection of footing
drains or other subsurface drains. If a low area exists on the opposite side of a
proposed driveway, an additional stub-out shall be installed to capture that
drainage.

3. Each drainage stub-out shall have free-flowing drainage to an existing or proposed
yard drain, dispersion trench or other structure on the pipe conveyance system or
to an approved outfall location.

4. Drainage stub-outs shall be clearly marked at the time of drainage system
construction.

5. Drainage stub-outs that are designed and/or installed at an elevation that may
allow runoff from the main drainage system to backflow into the stub-out at design
flow conditions shall be required to have a backwater flow prevention device
installed at the upstream end of the stub-out.

6. For lots where roofs do not drain to individual roof downspout infiltration systems,
downspout dispersion systems, rain gardens with underdrains, or perforated stub-
out connections, runoff from roof and footing drains shall be connected by non-
perforated pipe to a standard catchbasin within the development's storm drainage system, using yard drains as shown on Standard Drawing 5-030.

I. Pipe Placement and Materials

1. Construction of and materials for culverts and storm sewers shall comply with the WSDOT Standard Specifications Chapters 7-02 and 7-04, respectively, and AASHTO specifications. Pipe materials shall comply with Chapter 9-05 of the WSDOT Standard Specifications with the following additions and clarifications:

2. Pipe shall be laid on a straight line and grade between catchbasins.

3. Placement of parallel pipes shall comply with the pipe clearance specifications of WSDOT Standard Plan B-55.20-00. All pipes shall have a minimum of 12 inches cover at the top of the bell, or cover per manufacturer's specifications, whichever is greater.

4. Where pipes of dissimilar material or size are joined, a catchbasin shall be installed.

J. Pipe Joints

All pipes shall be tightly joined except with the Engineer's approval, pipe systems that are designed to collect or disperse stormwater along the length of the pipe. Pipe joints shall meet the construction and testing requirements of Chapters 7-04, 9-04 and 9-05 of the WSDOT Standard Specifications.

K. Leak Testing

Leak testing, as set forth in WSDOT Standard Specification 7-04.3, shall be required as specified by the Engineer.

L. Pipe Ends and Outfall Systems

1. Driveway culverts and cross-culverts, 30 inches or less in diameter, projecting from driveway or roadway side slopes shall have beveled ends as shown on WSDOT Standard Plan B-70.20-00. Culvert ends shall be beveled to match the embankment or ditch sideslopes but shall not be flatter than 4H:1V.

2. Larger diameter pipes will require headwalls for structural stability and safety bars. Refer to the WSDOT Design Manual, Standard Plans, and Standard Specifications (Sections 7-02.3 and 9-05.18) for design requirements.

3. Headwalls in any stormwater detention or water quality system shall be concrete or rock riprap with mortar. Refer to the WSDOT Hydraulics Manual or to FHWA Hydraulic Engineering Circular No. 11 (Design of Riprap Revetment) for riprap design.

4. Pipes or culverts shall be provided with outfall discharge protection as described in Volume V, Section 4.5.3 of the Drainage Manual. The minimum requirement for all outfalls is a rock splash pad, as shown in Standard Drawing 5-060. Details for rock protection are provided in Table 5-3.
Table 5-3 Rock Protection at Outfalls

<table>
<thead>
<tr>
<th>Design Flow Discharge Velocity (fps)</th>
<th>Minimum Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Type</td>
</tr>
<tr>
<td>0 - 5</td>
<td>Rock lining ¹</td>
</tr>
<tr>
<td>5+ to 10</td>
<td>Riprap ²</td>
</tr>
<tr>
<td>10+ to 20</td>
<td>Gabion outfall</td>
</tr>
<tr>
<td>20+</td>
<td>Engineered energy dissipater required</td>
</tr>
</tbody>
</table>

Footnotes: ¹ Rock lining shall be quarry spalls with gradation as follows:
- 8-inch square sieve: 100% pass
- 3-inch square sieve: 40%-60% maximum pass
- 3/4-inch square sieve: 0%-10% maximum pass

² Riprap shall be reasonably well graded with gradation as follows:
- Maximum stone size: 24 inches (nominal diameter)
- Median stone size: 16 inches
- Minimum stone size: 4 inches

Note: Riprap sizing is governed by side slopes of the outlet channel, assumed to be approximately 3H:1V.

M. Energy Dissipation and Flow Dispersion

1. Engineered energy dissipation shall be provided at outfalls, where velocities will be excessive for site conditions, in accordance with the WSDOT Hydraulics Manual or FHWA Hydraulic Engineering Circular No. 14 (Hydraulic Design of Energy Dissipators for Culverts and Channels). Refer to the Drainage Manual, Volume V, Section 4.5.3 (Outfall Systems) for additional information.

   i. All outfalls must have a rock splash pad at a minimum for energy dissipation.

   ii. An energy dissipator, such as a gabion dissipator or engineered energy dissipator, may be required for freshwater outfalls with a design velocity greater than 10 feet per second.

   iii. Engineered energy dissipaters, including stilling basins, drop pools, hydraulic jump basins, baffled aprons and bucket aprons, are required for outfalls with a design velocity greater than 20 feet per second.

2. Flow dispersion systems, such as level spreader trenches and dispersion swales, should only be used to disperse concentrated outflows when both of the following criteria are met:
i. An outfall is necessary to disperse concentrated flows across uplands where no conveyance system exists and the natural (existing) discharge is unconcentrated; and

ii. The 100-year peak discharge rate is less than or equal to 0.5 cubic feet per second.

3. Level spreader trenches and dispersion swales shall conform to the following standards and specifications. Refer to Standard Drawings 5-070, 5-080A and C, and to the Drainage Manual, Volume V, Section 4.5.2 (Flow Spreading Options) for additional information.

i. Level spreader trenches and swales shall not be installed in critical areas, as defined by Snohomish County Code.

ii. The maximum design inflow rate for a level spreader is 0.5 cubic feet per second.

iii. The maximum allowable ground slope for surface flow into and out of a level spreader trench is 5%, unless an energy dissipater is provided. In any case, the maximum allowable ground slope for surface flow into or out of a level spreader trench is 20%.

iv. The trench and the dispersion device must be level. Preferred materials for the dispersion device are plastic lumber or treated wood with anchor posts. The dispersion device shall be placed and anchored so that the top of the dispersion device is flush with ground level.

v. Level spreader trenches shall not result in a point source discharge onto an adjacent property.

vi. Level spreader trenches shall not be located closer than 20 feet upstream from any adjoining downstream property.

vii. For the grass swale dispersion system, the swale and drain rock dispersion berm shall extend a minimum of 10 feet downstream from the level spreader. Refer to Standard Drawing 5-070.

viii. Minimum separation between trenches shall be 50 feet laterally and 100 feet along the discharge flowpath.

ix. Tightline systems may be required to prevent the creation or aggravation of downstream erosion conditions. An energy dissipation device for a tightline system is the diffuser tee, shown in Standard Drawing 5-085.

N. Pipe Trenches

1. The excavation, bedding, backfill, and compaction requirements for utility and storm drainage trenches are as set forth in Chapter 7-08 of the WSDOT Standard Specifications and as shown on WSDOT Standard Plan B-55.20-00. Backfill compaction shall be by mechanical means.

2. Trenches that cross streams or wetlands, are dug on slopes in excess of 8%, or that intercept perched water may transport water to unintended locations. Trench plugs or anti-seep collars shall be installed every 50 feet in the trench.
3. Trenches installed in the hyporheic zone of a stream require free-draining backfill and trench plugs or anti-seep collars. Trench plugs or anti-seep collars shall be installed as necessary to control flow through the trench.

4. The material for the trench plug shall be less permeable than the sides of the trench and shall support the roadway, and other loads, without differential settlement. When installed in a roadway prism, the top of the trench plug or anti-seep collar shall match the bottom of the roadway surfacing material (gravel base or crushed surfacing top course).

O. Debris Barriers

Debris barriers shall be designed and installed at entrances to and exits from enclosed drainage systems that are 18 inches or larger in diameter. Cross-culverts and driveway culverts shall be exempt from this requirement. Refer to Standard Drawing 5-090.

5-06 DRAINS

A. Specifications

Drains, including underdrains, shall conform to Chapter 7-01 of the WSDOT Standard Specifications. Authorized pipe materials shall be as specified in Section 7-01.2 of the Standard Specifications and the current revisions of the AASHTO M252 or M294 Specifications. An exception is galvanized or Treatment 1 corrugated metal pipe shall not be used in streams, in or downstream from wetlands, in acid-based soils, or for any part of a stormwater detention/retention system or drainage storage system.

B. Geosynthetic Material

Geosynthetic material shall be placed in underdrain trenches in accordance with the manufacturer's recommendations and these Standards. There shall be a one foot minimum overlap of the material when the geosynthetic is wrapped around a trench section. Chapter 9-33 of the WSDOT Standard Specifications shall be used for determining the geosynthetic properties required.

5-07 CATCHBASINS, MANHOLES AND INLETS

(Standard Drawings: B-05.20-00, B-05.40-00, B-05.60-00, B-10.20-00, B-25.60-00, 5-120, B-15.20-00, B-15.40-00, B-15.60-00, 5-170, 5-260, 5-265 and 5-270B & C)

A. Design

1. Chapter 7-05 of the WSDOT Standard Specifications applies to catchbasins, manholes and curb inlets unless otherwise specified.

2. Catchbasin and manhole design assumes soil load-bearing capacity of 3,300 pounds per square foot (psf). Where the soil capacity is less, the catchbasin or manhole bases shall be designed by a licensed engineer.

3. Manholes shall not be used except for special situations, such as angle points, difficult access or constricted areas, approved by the Engineer.

4. Maximum spacing on surface drainage courses between catchbasins, manholes or inlets shall be as shown in Table 5-4.
Table 5-4 Catchbasin, Manhole or Inlet Spacing

<table>
<thead>
<tr>
<th>ROAD GRADE</th>
<th>SPACING</th>
</tr>
</thead>
<tbody>
<tr>
<td>LESS THAN 1.0%</td>
<td>150 Feet</td>
</tr>
<tr>
<td>1.0% TO 3.0%</td>
<td>200 Feet</td>
</tr>
<tr>
<td>3.0% OR GREATER</td>
<td>300 Feet</td>
</tr>
</tbody>
</table>

5. Additional catchbasins shall be installed as needed to confine drainage to the gutter and prevent flow into traffic lanes or intersections. On cul-de-sacs and curves, inlet spacing shall be measured along the flow line of the roadway.

6. The maximum spacing between storm sewer access structures, whether catchbasins or manholes, or between a high point and an access structure, shall be 300 feet.

7. Connection of private roof/footing/yard drain systems to the public drainage system in the right-of-way shall be made only at a catchbasin or manhole.

B. Types of Catchbasins

1. The following catchbasins may be used in storm sewers:

<table>
<thead>
<tr>
<th>CB Type 1</th>
<th>WSDOT Std. Plan B-5.20-00</th>
</tr>
</thead>
<tbody>
<tr>
<td>CB Type 1-L</td>
<td>WSDOT Std. Plan B-5.40-00</td>
</tr>
<tr>
<td>CB Type 1-P</td>
<td>WSDOT Std. Plan B-5.60-00</td>
</tr>
<tr>
<td>CB Type 2</td>
<td>WSDOT Std. Plan B-10.20-00</td>
</tr>
</tbody>
</table>

2. Concrete inlets and Type 1, Type 1-L, and Type 1-P catchbasins shall not be used in storm sewers where the depth from the finished grade to the invert of the lowest pipe exceeds 5 feet. Type 2 catchbasins shall be used instead.

3. Type 2 catchbasins, in which flow control structures (FROPs, baffles, weirs, orifices) are installed, require sufficient space for access and maintenance, which is determined by the size and placement of the control structures. Minimum size requirements for these catchbasins are as follows:

i. A minimum clearance of 2 feet is required between the outside surfaces of the control structure and the access ladder and any inlet pipes, except where specified differently below. Refer to Standard Drawings 5-270B and C.

ii. An oil pollution control catchbasin (Standard Drawing 5-270C) or flow control catchbasin with a capped top of standpipe may have a 48-inch minimum diameter.

iii. A 54-inch minimum diameter is required if the top of the standpipe is not capped.
iv. If multiple standpipes are installed:
   a) 6 inches minimum separation is required between the pipes, and
   b) the clearance distance between the standpipes and the ladder and between the standpipes and the inlet/outlet pipes must be increased to 2 feet plus the diameter of the widest standpipe.

v. A 72-inch minimum diameter is required for a flow restrictor (baffle or weir). Refer to Standard Drawings 5-260 and 5-265.

4. Access ports shall be installed in Type 2 catchbasins over the ladder and over the control structure if installed. If a baffle or weir wall is installed, access shall be provided to each side of the baffle or weir wall. Refer to Standard Drawings 5-260 and 5-265.

5. In special cases, such as conflict with existing underground utilities, the Engineer may approve the use of concrete inlets as shown on WSDOT Standard Plan B-25.60-00.

6. Details for catchbasin circular frames and covers, including reinforcement of the flat slab tops, are shown on Standard Drawing 5-120.

C. Types of Manholes

1. Where the use of a manhole has been approved by the Engineer, the manhole shall be one of the following types:

<table>
<thead>
<tr>
<th>MH Type 1</th>
<th>WSDOT Std. Plan B-15.20-00</th>
</tr>
</thead>
<tbody>
<tr>
<td>MH Type 2</td>
<td>WSDOT Std. Plan B-15.40-00</td>
</tr>
<tr>
<td>MH Type 3</td>
<td>WSDOT Std. Plan B-15.60-00</td>
</tr>
</tbody>
</table>

2. Details for manhole circular frames and covers, including reinforcement of the flat slab tops, are shown on Standard Drawing 5-170.

D. Extension Risers

Extension sections or risers shall be installed as indicated on the above referenced standard drawings for catchbasins and manholes and shall be of the material indicated.

E. Ladders, Steps and Handholds

Catchbasin and manhole ladders, steps, and handholds shall conform to Standard Drawings 5-120 and 5-170. The step locations shall conform to the WSDOT Standard Plan for the applicable structure indicated in subsection B or C above.

F. Cover

All catchbasin and manhole structures shall be covered, as a minimum, up to the base of the frame for the grate or solid lid by compacted soil or appropriate paving material.
5-08 FRAMES, GRATES AND COVERS

(Standard Drawings: B-30.10-00, B-30.20-01, B-30.30-00, B-30.40-00, B-25.20-00, 5-220A, 5-220B, 5-225 and 5-230)

A. Materials

Unless otherwise specified, materials and installation shall conform to the specifications of the WSDOT Standard Specifications. In particular, cast (gray) iron products shall conform to the requirements of AASHTO M306 and ductile iron to ASTM Designation A536, Grade 80-55-06. All metal castings shall meet the proof load testing requirements of AASHTO M306.

B. Types of Frames, Grates and Covers

1. Unless specified otherwise in these Standards, a 20-inch x 24-inch ductile iron frame and grate shall be used for drainage structures located within the road prism. See WSDOT Standard Plan B-30.10-00 for details.

2. When a structure does not function as an inlet to the drainage system, a solid locking cover shall be installed in accordance with WSDOT Standard Plan B-30.20-01.

3. Where the roadway grade is 4% or greater, a ductile iron vaned grate shall be installed in accordance with WSDOT Standard Plan B-30.30-00 or B-30.40-00.

4. A through-curb inlet frame shall be used on arterial roadways, where conditions limit the effectiveness of a flat surface inlet, in accordance with WSDOT Standard Plan B-25.20-00. Examples of such conditions include, but are not limited to, road grades exceeding 12%, locations where there is a high likelihood of clogging from debris, such as sag vertical curves, and locations where surface flow is likely to flow over a curb. Grates used in through-curb inlets shall be ductile iron vaned grates.

5. All grates and associated products shall provide for the safe accommodation of non-motorized as well as motorized transportation.

6. Projects designed with rolled curbs shall use standard frames and grates instead of rolled curb frames and grates. Refer to WSDOT Standard Plan B-30.10-00, B-30.20-01, B-30.30-00 and B-30.40-00. EDDS Standard Drawings 5-220A, 5-220B and 5-225 for rolled curbs are provided for reference specifications and replacement purposes only.

7. Specifications for catchbasin or manhole rings and covers are provided in Standard Drawing 5-230.

C. Lettering

The top surfaces of grates and covers shall be embossed in block lettering as follows:

1. "DRAIN": three-inch letters on all solid covers.

2. "OUTFALL TO STREAM, DUMP NO POLLUTANTS": 1/2-inch letters on all grates.

D. Securing Grates and Covers

All solid covers and grates shall be secured with 5/8-inch stainless steel socket head cap screws as depicted on the Standard Drawings. A light coating of anti-seize thread
compound shall be applied to the screws at the time of installation. The anti-seize compound used shall be Loctite 767 or approved equivalent, applied according to the manufacturer's recommendations.

5-09 OTHER MATERIALS

Subject to prior approval by the Engineer, other types and materials of pipe, geotextile fabric, and drainage hardware may be used provided that recognized specifications are available to control quality and acceptable user experience with the product can be shown. Drainage items on the WSDOT "Qualified Product List" will be accepted.
PART II STORMWATER FLOW CONTROL AND TREATMENT

This section contains engineering standards for design and construction of stormwater flow control and treatment facilities. These systems are categorized herein as open systems (e.g., ponds and open filters), trenches, and closed systems (e.g., pipes and vaults). These categories are useful because many design features within each group, for example, earthen berms for open systems, are common to different systems in the group.

Many of these systems can provide both flow control and treatment, and the designer must also refer to Chapter 30.63A SCC (Drainage) and the Snohomish County Drainage Manual for project-specific selection of appropriate stormwater facilities. The Drainage Manual also contains important design information, including infeasibility criteria that may apply to these systems. References to the Drainage Manual are provided in the following subchapter where applicable.

Standards and specifications for various drainage system components, such as catchbasins, that may be part of flow control and treatment facilities are presented in Part I of this chapter or in documents incorporated by reference. Unless otherwise noted in the Drainage Manual, those standards and specifications apply.

OPEN SYSTEMS

5-10 DETENTION PONDS


A. General

1. Detention ponds shall be designed as flow-through systems, with the exception of parking lot detention, which may utilize a back-up system. Flow must enter through a conveyance system separate from the control structure and outflow conveyance system. The distance between the inlet and outlet should be maximized to promote sedimentation. Refer to Standard Drawings 5-240A & B, and 5-245.

2. Additional design information for detention ponds is provided in Volume III, Section 3.2 of the Drainage Manual. Design information for wetponds, which are detention ponds that retain a permanent pool of water at least during the wet season, is provided in Volume V, Section 10.3 of the Drainage Manual.

3. Detention pond bottoms shall not be wider than 30 feet at the bottom, unless an access/maintenance road is constructed into the bottom of the facility.

4. Detention pond bottoms shall be level.

5. The elevation of the detention pond bottom shall be a minimum of 0.5 feet below the invert inlet and invert outlet elevations.

6. State regulations require review and approval by the Washington State Department of Ecology Dam Safety Office of detention ponds that impound 10 acre-feet or more. Requirements imposed by the Dam Safety Office shall supersede any conflicting requirements contained in these Standards.
7. Detention ponds shall not be located within 200 feet of the top of an erosion hazard or landslide hazard area as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall detention ponds be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

8. Energy dissipaters and level spreader trenches for outflow dispersion, if required, shall conform to the requirements of Section 5-05.M of these Standards.

B. Berms

1. Berm section details are provided in Standard Drawing 5-240B:
   i. Earthen berms higher than 6 feet must be designed by a professional engineer with geotechnical expertise.
   ii. Earthen berms 6 feet or less in height shall have a minimum top width of 6 feet, unless otherwise specified by a professional engineer with geotechnical expertise.
   iii. If a maintenance access road is installed on the berm, the berm shall meet the access road requirements of Section 5-10.I.

2. Earthen berms greater than 4 feet in height must be constructed by excavating a key equal to 50 percent of the berm cross-sectional height and width, unless specified otherwise by a geotechnical engineer.

3. Interior (water-side) slopes of earthen berms shall have a maximum slope of 3 horizontal to 1 vertical. Exterior (non-water-side) slopes of earthen berms shall have a maximum slope of 2 horizontal to 1 vertical.

4. Earthen berms must be constructed on native consolidated soil (or adequately compacted and stable fill soils analyzed by a geotechnical engineer) free of loose surface soil materials, roots, and other organic debris.

5. Earthen berms shall be constructed of material with the following characteristics per the United States Department of Agriculture’s Textural Triangle: a minimum of 20% silt and clay, a maximum of 60% sand, a maximum of 60% silt, with nominal gravel and cobble content. Alternatively, berms may be constructed of material meeting the specifications of Table 5-5. Alternative specifications prepared by a licensed engineer with geotechnical expertise may also be submitted for approval.

Table 5-5 Earthen Berm Material Specifications

<table>
<thead>
<tr>
<th>BERM MATERIAL SPECIFICATIONS</th>
<th>% PASSING</th>
</tr>
</thead>
<tbody>
<tr>
<td>SIEVE SIZE</td>
<td></td>
</tr>
<tr>
<td>4 inches square</td>
<td>100</td>
</tr>
<tr>
<td>US No. 4</td>
<td>30 - 80</td>
</tr>
<tr>
<td>US No. 200</td>
<td>15 - 30</td>
</tr>
</tbody>
</table>
6. Compaction of earthen berms shall be accomplished in such a manner as to produce a dense, low permeability engineered fill that can tolerate post-construction settlements with a minimum of cracking. The fill shall be placed on a stable subgrade and compacted to a minimum of 95% of the maximum density, as determined by the requirements of the WSDOT Standard Specifications Section 2-03.3(14)C - Compacting Earth Embankments.

7. The top of an earthen berm shall be at least 1 foot above the emergency spillway, subgrade, or the water surface elevation at the overflow structure occurring at the 100-year, 15-minute flow rate predicted by an approved continuous runoff model. The 100-year, 15-minute flow rate is estimated by multiplying the 100-year, 1-hour rate by a factor of 1.6.

8. Anti-seepage collars shall be used on outflow pipes in berms that impound more than 8 feet of water.

C. Concrete / Structural Elements

1. Detention ponds may have vertical concrete sidewalls, provided:
   i. The walls are designed by a licensed structural engineer.
   ii. The walls are constructed with minimum 3000 psi structural reinforced concrete and are watertight. Porous materials, such as keystone, ecology blocks or rockeries shall not be used as an element of the wall below the waterline unless a deviation is approved by the Engineer.
   iii. A fence is installed along the top of all wall sections. Fence specifications are provided in EDDS Section 5-10.J.
   iv. A ladder is installed as a safety access measure.

D. Drains / Liners / Geosynthetic Materials

Liners are intended to reduce the likelihood that pollutants in stormwater will reach groundwater from runoff treatment or detention facilities. Standards for various types of liners and their selection for different drainage facility components are set forth in Volume V, Section 4.4 of the Drainage Manual. Liner specifications are provided in the WSDOT Standard Specifications, Section 9-33.

E. Presettling Basins / Inflow Control Structures

1. A presettling basin is a pretreatment system intended to remove debris, sediment and associated pollutants from stormwater before it enters treatment or flow control facilities. Refer to Volume V, Chapter 6 and BMP T6.10 of the Drainage Manual. Additional pretreatment systems, such as oil control systems, may be required for some kinds of treatment or flow control systems or for some development or redevelopment projects for which the Stormwater Site Plan has determined the need for additional pretreatment.

2. Presettling basins shall be required to protect the following flow control and treatment systems:
   i. Granular medium filters (e.g., sand filters, zeolite filters, and compost filters).
   ii. Stormwater treatment wetlands used either for flow control or treatment.
iii. Infiltration systems used either for flow control or treatment, except on-site infiltration and dispersion BMPs and perforated stub-out connections described in Volume III, Chapter 3 and Volume V, Chapter 5 of the Drainage Manual.

iv. Any flow control or treatment system for which the Stormwater Site Plan has determined that the post-development stormwater generated by the project will contribute a significant amount of sediment or debris to the flow control or treatment system.

3. Presettling basins shall have a wet pool with a dead storage volume of at least 30 percent of the total volume of runoff from the 6-month, 24-hour storm event.

4. Presettling basins may be constructed with earthen berms or vertical concrete walls, or may be contained in closed structures such as vaults or manholes. Earthen berms shall conform to the standards set forth in Section 5-10.B of this chapter. Other structures shall conform to the requirements of these Standards.

5. Presettling basins constructed of earthen material shall be lined in accordance with Section 5-10.D of this chapter.

6. The flowpath length-to-width ratio shall be a minimum of 3:1. Interior berms or baffles may be used to achieve this ratio.

7. The depth of the dead storage volume shall be between 4 feet and 6 feet, unless otherwise specified for a particular flow control or treatment system in the Drainage Manual.

8. Inlets and outlets of presettling basins shall be designed to minimize flow velocity and turbulence. Inlet and outlet structures should be located at the extreme ends of the basin in order to maximize particle settling.

9. The entire area of the presettling basin shall be accessible by maintenance equipment. If the width across the top of the presettling basin is greater than 30 feet, an access road to the bottom of the basin shall be constructed that meets the requirements of Section 5-10.1 - Access Roads.

10. Other inflow control structures include flow splitters, which are used for "off-line" systems. General design criteria for flow splitters are provided in Volume V, Chapter 4.5 of the Drainage Manual; two typical designs are provided in Standard Drawings 5-250A and 5-250B. All metal parts in flow splitters must be corrosion resistant. Aluminum, stainless steel and plastic are preferred materials while zinc and galvanized materials are discouraged because of aquatic toxicity. Painted metal parts should not be used because of poor longevity.

F. Flow Restriction and Oil Pollution Control Structures

1. Additional design information for control structures and restrictor devices is provided in Volume III, Section 3.2.4 of the Drainage Manual.

2. Flow restrictors utilizing baffles, weirs or other orifice devices shall be contained in Type 2 catchbasins as shown in Standard Drawings 5-260 and 5-265.

3. Flow Restriction / Oil Pollution Control (FROP) Structures:
i. A FROP structure shall be installed in a separate Type 2 catchbasin or vault outside the impoundment portion of a detention pond. It shall be located where it can function properly and be maintained effectively by a vactor truck.

ii. No part of a FROP or any other flow control structure shall restrict access into the catchbasin. Catchbasin size may need to be increased to provide adequate space for access and maintenance; refer to Section 5-07.B for requirements.

iii. A FROP structure shall be constructed and installed in accordance with Standard Drawings 5-270A and B, or as specified by the Engineer. The FROP-T shear gate shall be as specified on Standard Drawing 5-275.

iv. A riser pipe to serve as a primary overflow shall be provided as shown in Standard Drawing 5-270B. The riser pipe shall be able to bypass the 100-year developed peak flow over or around the restrictor system.

v. A FROP structure shall be provided with a solid, round, locking lid. It shall be so located and installed such that no storm drainage will enter the structure through the access hole or the top slab or risers.

4. Oil Pollution Control Structures:

i. An oil pollution control unit shall be installed in a separate Type 2 catchbasin located where it can function properly and be maintained effectively by a vactor truck.

ii. The oil pollution control unit shall be constructed and installed in accordance with Standard Drawing 5-270C, or as specified by the Engineer, so that access into the catchbasin is not restricted.

iii. The shear gate shall be as specified on Standard Drawing 5-275.

iv. The oil pollution control unit shall be provided with a solid, round, locking lid. It shall be located and installed such that no storm drainage will enter the structure through the access hole or the top slab or risers.

G. Emergency Overflow Systems

An emergency overflow system allows water to exit a drainage facility by a selected path other than the standard outlet structure without causing damage to the drainage facility, such as erosion of an earthen berm.

1. An emergency overflow system shall be provided that conveys the developed site’s maximum developed flow from the facility into the downstream drainage system without damage to any drainage facility or system. Overflow systems may be open channel spillways, weirs or closed conduit systems, but shall not be connected to or through the flow control structure. The preferred method to establish the overflow invert elevation in an open channel is a concrete curb or sill. The emergency overflow system for a flow control system shall bypass any water quality treatment system. Refer to Standard Drawing 5-240B.

2. If the emergency overflow system is an open channel, it shall be designed as a broad-crested weir, to pass the 100-year, 15-minute flow rate calculated using a continuous simulation runoff model approved by Snohomish County. The 100-year, 15-minute flow rate is estimated by multiplying the 100-year, 1-hour rate by
a factor of 1.6. Earthen channels shall be armored with quarry spalls or riprap that conforms to WSDOT specifications, provided that larger material shall be used if necessary to prevent erosion from the maximum design flow. The quarry spalls or riprap layer shall be at least one foot thick. Individual rocks or riprap pieces shall not protrude more than three inches from the one foot thick layer.

3. The emergency overflow elevation shall be at least 0.2 feet above the water surface elevation occurring at the 100-year, 15-minute flow rate calculated using a continuous simulation runoff model approved by Snohomish County. The 100-year, 15-minute flow rate is estimated by multiplying the 100-year, 1-hour rate by a factor of 1.6. The top of the pond berm shall be at least 1 foot above the elevation of the emergency overflow.

4. Emergency spillway systems for detention ponds that may impound 10 acre-feet or more are governed by the Dam Safety Guidelines of the Dam Safety Office of the Department of Ecology. These requirements shall supersede any requirements of this subsection that may conflict.

H. Weirs Used For Flow Control

1. Weirs shall be designed to control flows in accordance with the calculation methods set forth in Volume III, Section 3.2.4 of the Drainage Manual.

2. Weirs shall have a debris barrier installed directly upstream of the weir.

3. Weir wall structures shall be reinforced concrete on a reinforced concrete pad poured in place for five (5) feet upstream and downstream of the weir wall. The concrete pad shall extend one (1) foot in width to each side of the outside edge of the weir.

4. If a chain link fence is constructed directly over or adjacent to the weir structure, the chain link shall extend to within two (2) inches of the top of the weir, to prevent unauthorized access to the facility. A bottom rail meeting WSDOT Standard Specifications shall be installed, extending a minimum of five (5) feet horizontally from each edge of the weir.

5. Weirs shall be designed as sharp-crested weirs using end contraction correction factors or other formulas approved by the Engineer.

6. Metal weir plates shall be designed to be field adjusted, bolted, or otherwise fastened to the foundation, not embedded in concrete. Weir plate fasteners that allow field adjustment shall be used.

I. Access Roads

1. Access to detention ponds shall be provided in accordance with Chapter 30.63A SCC.

2. Safe and adequate access shall be provided to operate and/or maintain the detention pond and its controls, to provide for repair and improvement, and to perform maintenance during all times of the year. Detention ponds shall be designed and constructed in a manner that provides safe access and working conditions for personnel, such as placing control structures in accessible locations and not elevating access frames and grates more than four (4) inches above the surrounding terrain. Any appropriate safety measures for personnel access, such
as handholds, railings, etc. shall be installed. The Engineer shall determine whether a proposed access and its associated drainage facilities are adequate and safe.

3. Access shall be provided to:
   i. All control structures, including weirs and emergency overflow structures.
   ii. All catchbasins and water quality treatment systems associated with the detention pond.
   iii. All inlets and outlets of the pond, including level spreader trenches, energy dissipaters, and other pipe ends and pipe end structures.
   iv. All catchbasins within the pond.
   v. The bottom of the ponds, except those ponds designed to be maintained from the perimeter.

4. Vehicular access shall meet the following criteria:
   i. The access road shall have a minimum width of 15 feet if a turnaround is provided; a 20-foot minimum width is required if a turnaround is not provided.
   ii. The access road to the pond and associated drainage structures shall be designed for a live load of HS-25 (AASHTO Load Factor Design method, LFD). The road surface may be gravel, asphalt, concrete or permeable pavement provided the road meets the design loads. If gravel, it shall be well-graded, compacted and contain sufficient fines to bind the gravel for traction.
   iii. The maximum allowable grade is 15%. If a grade greater than 15% is approved by the Engineer, the road must be paved with a minimum of 2 inches of hot mix asphalt (HMA) over the gravel layer.
   iv. Gravel and asphalt materials shall meet WSDOT Standard Specifications 4-02 (Gravel Base) and 5-04 (Hot Mix Asphalt).
   v. A hammerhead turnaround shall be provided if the access road:
      a) is 75 feet or longer, or
      b) connects to an arterial road right-of-way, or
      c) has a grade of 5% or greater, or
      d) has a horizontal curve radius of 100 feet or less.
   vi. Hammerhead turnarounds shall have dimensions of 40 feet by 40 feet with a 20-foot inside radius.

J. Fencing

1. The fencing requirements of this subsection are intended to provide permanent safety and security around detention ponds. Temporary fencing for the purpose of identifying boundaries for clearing, sensitive areas and buffers, or construction access, is described in BMP C103 in Volume II of the Drainage Manual.

2. Fencing is required for safety and security purposes around all detention ponds for which the maximum design water depth is greater than 3 feet or the inside slopes are steeper than 3 horizontal to 1 vertical.
3. Fencing is not required if one interior horizontal safety bench with a width of at least 10 feet is provided around the entire perimeter for each three feet of water depth, and the interior sideslopes are no steeper than 3 horizontal to 1 vertical. No benching or fencing is required where side slopes are 4 horizontal to 1 vertical or flatter.

4. Detention ponds that do not require fencing must still be graded to blend with the topography of the site.

5. Fencing and gates shall be Type 1 or Type 3 chain link fence in accordance with WSDOT Standard Specifications and Standard Plan L-10.10 or L-20.10. Line posts for all fences shall be galvanized and set in concrete. Fences shall be no less than six (6) feet in height, from the ground to the top of the chain link. Wooden fences are not allowed as the security fence.

6. The gap between the bottom of the chain link fence and the ground surface shall not exceed two inches.

7. An access opening with a minimum width of 16 feet shall be located at the access route entrance. Two gates of equal length shall be provided for the access opening. Gates shall be designed and constructed in accordance with WSDOT Standard Specifications and Standard Plan L-10.10 or L-30.10. Gates shall include a combination lock.

K. Vegetation

1. Permanent vegetation shall be established on earthen components of drainage facilities using seed mixes recommended in BMP C120, “Temporary and Permanent Seeding,” in the Drainage Manual, unless the Drainage Manual specifies different vegetation for a particular drainage facility type.

2. Trees shall not be planted on constructed perimeter berms designed for runoff impoundment. Trees may be planted at the top of open detention ponds that are created solely by excavation (no fill or berms).

3. Within tracts or easements containing detention ponds, landscaping of areas other than those described above shall conform to requirements set forth in SCC 30.25.023. An approved planting list for vegetative screening of stormwater flow control or treatment facilities is provided in Appendix A.

5-11 INфиltration Ponds

A. General

1. Additional design information for infiltration ponds is provided in Volume III, Section 3.3 of the Drainage Manual.

2. Infiltration pond bottoms shall not be wider than 30 feet at the bottom, unless an access/maintenance road is constructed into the bottom of the facility.

3. Infiltration pond bottoms shall have a slope of less than 3 percent.

4. Initial basin excavation shall be conducted to within 1 foot of the final elevation of the basin floor. Excavate infiltration ponds or basins to final grade only after all disturbed areas in the up-gradient project drainage area have been
permanently stabilized. The final phase of excavation shall remove all accumulated sediment in the infiltration facility before putting it in service.

5. Relatively light-tracked equipment shall be used for excavation of the infiltration pond to avoid compaction of the floor. The use of draglines and trackhoes shall be considered. The area to be used for an infiltration pond shall be flagged or otherwise marked to keep heavy equipment from driving on it.

6. Infiltration ponds shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall infiltration ponds be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

B. Berms

Standards and specifications for berms in Section 5-10.B - Detention Ponds shall apply to infiltration ponds.

C. Concrete / Structural Elements

RESERVED

D. Drains / Liners / Geosynthetic Materials

1. If the infiltration pond is intended to provide treatment, all areas of the pond that are not constructed of native soil and that are below the design water level in emergency overflow conditions shall be lined with a minimum of 18 inches of treatment soil. See Section 4.4.2, Design Criteria for Treatment Liners, of Volume V of the Drainage Manual for treatment soil specifications.

2. Unless otherwise specified, materials and methods shall conform to the WSDOT Standard Specifications.

3. Infiltration basins may be covered with a 6-inch to 12-inch layer of filter material such as coarse sand, or a suitable geosynthetic material to help prevent the buildup of impervious deposits on the soil surface.

E. Presettling Basins / Inflow Control Structures

Standards and specifications for presettling basins and inflow control structures in Section 5-10.E - Detention Ponds shall apply to infiltration ponds.

F. Flow Restriction and Oil Pollution Control Structures

RESERVED

G. Emergency Overflow Structures

Standards and specifications for emergency overflow structures in Section 5-10.G - Detention Ponds shall apply to infiltration ponds.

H. Weirs Used For Flow Control

RESERVED

I. Access Roads

Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to infiltration ponds.
J. Fencing

Standards and specifications for fencing in Section 5-10.J - Detention Ponds shall apply to infiltration ponds.

K. Vegetation


2. Infiltration basins designed to provide treatment must have sufficient vegetation established on the basin floor and side slopes to prevent erosion and sloughing and to provide additional pollutant removal.

5-12 BIORETENTION FACILITIES

Bioretention facilities are discussed here and in Section 11-02.I as a low impact development (LID) BMP. Relevant information is provided in both sections. Additional design information is provided in BMPs T5.14B and T7.30, “Bioretention Cells, Swales and Planter Boxes,” in Volume V of the Drainage Manual.

Bioretention facilities are shallow landscaped depressions, essentially infiltration basins with two special features: First, the infiltration basin is overexcavated and partially refilled with a special bioretention soil mix that functions as a granular filtration medium to provide stormwater treatment. Second, specific vegetation is planted to maintain the soil’s ability to adsorb pollutants and infiltrate water, and to absorb and degrade pollutants captured by the soil. A bioretention facility can be used as a combination flow control/treatment system, or can be designed with an underdrain, which reduces or eliminates the flow control function. There are several configurations of bioretention facilities, including cells, swales and planter boxes. The standards and specifications in this section apply to all configurations.

A. General

1. Minimize compaction of the base and sidewalls of the bioretention area. Excavation shall not be allowed during wet or saturated conditions. Excavation shall be performed by machinery operating adjacent to the bioretention facility and no heavy equipment with narrow tracks, narrow tires or large lugged, high pressure tires should be allowed on the bottom of the bioretention facility.

2. On-site soil mixing or placement shall not be performed if the soil is saturated. The bioretention soil mixture should be placed and graded by excavators and/or backhoes operating adjacent to the bioretention facility.

3. Bioretention facilities shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area, as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall bioretention facilities be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

4. Energy dissipaters and level spreader trenches for outflow dispersion, if required, shall conform to the requirements of Section 5-05.M of these Standards.
B. Berms

Standards and specifications for berms in Section 5-10.B - Detention Ponds shall apply to bioretention ponds.

C. Concrete / Structural Elements

Bioretention facilities that are not intended to provide flow control by means of infiltration may be contained in precast concrete vaults or cast-in-place concrete structures. These structures shall conform to all relevant requirements set forth in these Standards.

D. Drains / Liners / Geosynthetic Materials

1. Standards and specifications for drains, liners, and geosynthetic material set forth in Section 5-10.D - Detention Ponds shall apply to bioretention ponds.

2. Aggregate for underdrain systems shall be clean washed rock of 0.75 inch to 1.5 inch diameter.

3. Underdrain systems, if included in the design, shall be designed in accordance with the requirements for sand filtration treatment facilities described in Volume V, Chapter 8 of the Drainage Manual.

E. Presettling Basins / Inflow Control Structures

1. Flow entrance and pre-settling options are provided in BMP T7.30, “Bioretention Cells, Swales and Planter Boxes” in Volume V of the Drainage Manual. Inlets for bioretention facilities shall be designed to spread influent flow uniformly across the filter bed and to prevent erosion or channeling of the filter bed. The preferred inlet design for a bioretention system is dispersed flow across a vegetated strip, which provides pretreatment and dissipates energy of the influent. If such flow dispersion is not provided, a flow spreader in accordance with Volume V, Section 4.5.2 shall be installed.

F. Flow Restriction and Oil Pollution Control Structures

RESERVED

G. Emergency Overflow Structures

An overflow structure shall be provided in accordance with the requirements for infiltration facility design set forth in Volume III, Chapter 3.3.9 of the Drainage Manual. For bioretention facilities with contributing drainage areas of less than 1000 square feet, a minimum of 2 inches of freeboard shall be provided, measured from the overflow invert to the lowest point of the top of the slope defining the bioretention facility. For contributing drainage areas of 1,000 square feet or greater, a minimum of 6 inches of freeboard shall be provided.

H. Weirs Used For Flow Control

RESERVED

I. Access Roads

Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to bioretention facilities.
J. Fencing

Fencing, if required, shall conform to fencing standards and specifications in Section 5-10.J - Detention Ponds.

K. Vegetation


5-13 GRANULAR MEDIA FILTERS

Granular media filters include sand filters, amended sand filters, and other filters containing granular filtration media such as zeolites, compost, activated carbon, and other such materials intended to remove pollutants from stormwater.

A typical granular media filtration system consists of a pretreatment system, flow spreader(s), a horizontal media filtration bed, a geotextile fabric underneath the media bed, and an underdrain system. Some manufactured filters use media-filled canisters instead of a horizontal filter bed. The standards and specifications in this section were developed for horizontal bed sand filters, but should be applicable to other filtration media. Some of the standards and specifications may not be directly applicable to filter configurations other than a horizontal bed filter. Granular media filter vaults are discussed separately in Section 5-17.

Typically, granular media filters are not designed to provide flow control, but there is no reason they cannot do so. For example, bioretention systems (see Section 5-12) can be designed as combination treatment/infiltration systems.

A. General

1. Sand filtration can be used in most residential, commercial, and industrial developments where debris, heavy sediment loads, and oils and greases will not clog or prematurely overload the sand, or where adequate pretreatment is provided for these pollutants. Specific applications include residential subdivisions, parking lots for commercial and industrial establishments, gas stations, high-use sites, high-density multi-family housing, roadways, and bridge decks.

2. Sand filters should be located off-line before or after detention systems.

3. Additional design information for granular media filters is provided in Volume V, Chapter 8 of the Drainage Manual.

4. An underground filter should be considered in areas subject to freezing conditions.

5. Sand shall be placed in the filter using a low ground pressure bulldozer or similar equipment (4 psig or less). The sand shall be settled by flooding the filter with a minimum of 10 gallons of water per cubic foot of sand.

6. Granular media filters that are also used for flow control shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area, as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall granular media filters be
located within 50 feet of the top of an erosion hazard area or landslide hazard area.

7. Energy dissipaters and level spreader trenches for outflow dispersion, if required, shall conform to the requirements of Section 5-05.M of these Standards.

B. Berms

Standards and specifications for berms set forth in Section 5-10.B - Detention Ponds shall apply to granular media filters.

C. Concrete / Structural Elements

Granular media filters that are not intended to provide flow control by means of infiltration may be contained in precast concrete structures or cast-in-place concrete structures. These structures shall conform to all relevant requirements set forth in these Standards.

D. Drains / Liners / Geosynthetic Materials

1. Standards and specifications for drains, liners, and geosynthetic material set forth in Section 5-10.D - Detention Ponds shall apply to granular media filters.

2. Aggregate for underdrain systems shall be clean washed rock of 0.75 inch to 1.5 inch diameter.

3. For granular media filters installed upstream of flow control systems, underdrain piping shall be sized to pass double the two-year return frequency flow indicated by the Western Washington Hydrology Model (WWHM), calculated with one foot of hydraulic head above the invert of the upstream end of the collector pipe.

4. For granular media filters installed downstream of flow control systems, underdrain piping shall be sized to pass the two-year return frequency flow indicated by WWHM, calculated with one foot of hydraulic head above the invert of the upstream end of the collector pipe.

5. The internal diameter of underdrain pipes shall be a minimum of 6 inches.

6. Underdrain pipes shall have two rows of 1/2-inch holes spaced 6 inches apart longitudinally (maximum), with rows 120 degrees apart (laid with holes downward).

7. The maximum perpendicular distance between two feeder pipes shall be 15 feet.

8. The main collector underdrain pipe shall have a minimum slope of 0.5 percent.

9. Geosynthetic material shall be installed between the granular filter medium and the aggregate for the underdrain system.

10. One inch of aggregate of the type used for the underdrain system shall be placed above the fabric.

11. Cleanout wyes with caps or junction boxes shall be provided at both ends of the collector pipes. Cleanouts shall extend to the surface of the filter. A valve box shall be provided for access to the cleanouts.
12. Access for cleaning all underdrain piping shall be provided. This may consist of installing cleanout ports, which tee into the underdrain system and surface above the top of the sand bed.

13. An inlet shutoff/bypass valve for the filter shall be installed.

14. Concrete liners may be used for sedimentation chambers and for sedimentation and sand filtration basins less than 1,000 square feet in area. Concrete shall be 5 inches thick Class A or better and shall be reinforced by steel wire mesh. The steel wire mesh shall be 6 gauge wire or larger and 6-inch by 6-inch mesh or smaller. An "Ordinary Surface Finish" is required. When the underlying soil is clay or has an unconfined compressive strength of 0.25 ton per square foot or less, the concrete shall have a minimum 6-inch compacted aggregate base. This base must consist of coarse sand and river stone, crushed stone or equivalent with diameter of 0.75- to 1-inch.

15. If an impermeable liner is not required and the basin has not been excavated to bedrock, a geosynthetic liner shall be installed that retains the sand and meets the following requirements:
   i. For sand filter drain strip between the sand and the drain rock or gravel layers, the geosynthetic material shall meet specifications for moderate survivability set forth in the WSDOT Standard Specifications, Section 9-33.1, Geosynthetic Material Requirements, Table C.1.
   ii. For sand filter matting located immediately above the impermeable liner and below the drains, a nonwoven geosynthetic material shall be used that meets specifications for moderate survivability set forth in the WSDOT Standard Specifications, Section 9-33.1, Geosynthetic Material Requirements in Table 1 and filtration properties for Class C in Table 2.

**E. Presettling Basins / Inflow Control Structures**

1. Standards and specifications for presettling basins and inlet control structures in Section 5-10.E - Detention Ponds shall apply to granular media filters.

2. Inlet bypass and flow spreading structures shall be designed to minimize turbulence and spread flow evenly across the surface of the filter bed. The maximum distance between the top of the spreader and the top of the sand bed shall be 8 inches. Flows may enter the sand bed by spilling over the top of the wall into a flow spreader pad or alternatively a pipe and manifold system may be used. A pipe and manifold system must retain the required dead storage volume in the first cell and be readily maintainable.

3. The minimum pipe diameter for an inlet pipe and manifold system shall be 8 inches. Multiple inlets are recommended to minimize turbulence and reduce local flow velocities.

4. Erosion protection must be provided along the first foot of the sand bed adjacent to the spreader. Geotextile fabric secured on the surface of the sand bed, or equivalent method, may be used.
F. Flow Restriction and Oil Pollution Control Structures
   As applicable, standards and specifications for flow restriction and oil pollution control structures in Section 5-10.F - Detention Ponds shall apply to granular media filters.

G. Emergency Overflow Structures
   As applicable, standards and specifications for emergency overflow structures in Section 5-10.G - Detention Ponds shall apply to granular media filters.

H. Weirs Used For Flow Control
   As applicable, standards and specifications for weirs used for flow control structures in Section 5-10.H - Detention Ponds shall apply to granular media filters.

I. Access Roads
   Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to granular media filters.

J. Fencing
   Standards and specifications for fencing in Section 5-10.J - Detention Ponds shall apply to granular media filters.

K. Vegetation
   RESERVED
TRENCH SYSTEMS

5-14 INFILTRATION TRENCHES

Infiltation trenches are trenches, typically at least 24 inches wide, that are backfilled with gravel, allowing for temporary storage of stormwater until it infiltrates into the adjacent soil. Infiltation trenches may contain a perforated pipe, may have a sand bed underneath the gravel, and the gravel may be covered with geotextile fabric or soil and vegetation.

A. General

1. Additional design information for infiltration trenches is provided in Volume III, Chapter 3.3 of the Drainage Manual.

2. Excavate infiltration trenches to final grade only after all disturbed areas in the up-gradient project drainage area have been permanently stabilized. The final phase of excavation shall remove all accumulated sediment in the infiltration facility before putting it in service.

3. An observation well shall be installed at the lower end of the infiltration trench to check water levels, drawdown time, sediment accumulation, and conduct water quality monitoring. Figure 3.22 in Volume III of the Drainage Manual illustrates observation well details. It should consist of a perforated PVC pipe which is 4 to 6 inches in diameter and it should be constructed flush with the ground elevation. For larger trenches a 12-36 inch diameter well can be installed to facilitate maintenance operations such as pumping out the sediment. The top of the well shall be capped to discourage vandalism and tampering.

4. Infiltation trenches shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall such infiltration trenches be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

B. Berms

RESERVED

C. Concrete / Structural Elements

RESERVED

D. Drains / Liners / Geosynthetic Materials

1. Aggregate for an infiltration trench shall consist of clean aggregate with a maximum diameter of 3 inches and a minimum diameter of 1.5 inches. Void space for the aggregate shall be in the range of 30% to 40%.

2. The aggregate fill material shall be completely encased in an engineering geosynthetic material. Geosynthetic shall surround all of the aggregate fill material except for the top one-foot, which is placed over the geosynthetic. The geosynthetic material shall meet the requirements of the WSDOT Standard
Specifications, Section 9-33.1, Geosynthetic Material Requirements for low survivability in Table 1 and filtration properties for Class C in Table 2.

3. The stone aggregate shall be placed in lifts and compacted using plate compactors. As a rule of thumb, a maximum loose lift thickness of 12 inches is recommended. The compaction process ensures geosynthetic conformity to the excavation sides, thereby reducing potential piping, clogging, and settlement problems.

4. Natural or fill soils shall not be intermixed with the stone aggregate. All contaminated stone aggregate must be removed and replaced with uncontaminated stone aggregate.

5. Following the stone aggregate placement, the geosynthetic material must be folded over the stone aggregate to form a 12-inch minimum longitudinal overlap. When overlaps are required between rolls, the upstream roll shall overlap a minimum of 2 feet over the downstream roll in order to provide a shingled effect.

6. Voids between the geosynthetic material and the excavation sides must be avoided. Natural soils shall be placed in these voids to ensure geosynthetic conformity to the excavation sides.

E. Presettling Basins / Inflow Control Structures
   Standards and specifications for presettling basins/inlet control structures in Section 5-10.E - Detention Ponds shall apply to infiltration trenches.

F. Flow Restriction and Oil Pollution Control Structures
   RESERVED

G. Emergency Overflow Structures
   RESERVED

H. Weirs Used For Flow Control
   RESERVED

I. Access Roads
   Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to infiltration trenches.

J. Fencing
   RESERVED

K. Vegetation
   RESERVED
CLOSED SYSTEMS

5-15 DETENTION VAULTS
(Standard Drawings: 5-230 and 5-280)

Detention vaults are structures that detain water in an enclosed concrete vault. Refer to Standard Drawing 5-280.

A. General

1. Design information for detention vaults is provided in Volume III, Section 3.2 of the Drainage Manual. Wetvaults, which retain a permanent pool of water, are discussed in BMP T10.20 in Volume V, Section 10.3 of the Drainage Manual.

2. Detention vaults shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall detention vaults be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

3. Detention vaults shall be designed as flow-through systems. The distance between the inlet and the outlet should be maximized as feasible.

4. Detention vaults for private land development projects shall not be located in the public right-of-way. Vaults may be located in private roads subject to a determination by the Engineer that the private road will not likely be converted to a public road in the future.

5. Energy dissipaters and level spreader trenches for outflow dispersion, if required, shall conform to the requirements of Section 5-05.M of these Standards.

B. Berms

RESERVED

C. Concrete / Structural Elements

1. Detention vaults shall be designed with bottoms that slope laterally toward the center and longitudinally toward the inlet to facilitate sediment removal. Lateral sloping shall be a minimum of 5% from each side toward the center, forming a broad “v.” More than one “v” may be used to minimize vault depth.

2. Structural plans for all vaults shall be prepared and stamped by a professional engineer licensed in the State of Washington. The drawings shall include steel placement block-outs for inlet and outlet pipes, corner reinforcement, top attachment, water stops, construction joints, and design mix specifications for the concrete.

3. If the vault is to be covered with soil at project completion, the vault shall be designed for saturated soil loading with a minimum cover of two (2) feet. The design shall be adequate for live loads, dead loads, and seismic loads in accordance with the International Building Code, as amended and adopted as the
Snohomish County Building Code. Vaults shall be watertight and constructed with 3000 psi minimum compressive strength reinforced concrete.

4. Closed vaults located in the right-of-way or in areas that may be subject to vehicle loads shall be designed for a live load of HS-25 (AASHTO Load Factor Design method, LFD) and a fire truck outrigger load of 43,000 pounds, applied to an area of 24 inches by 24 inches located on 16-foot centers, where it will produce the maximum moment in the vault lid. Vaults outside the right-of-way or in areas not subject to vehicle loads shall be designed for HS-20 loading.

5. The minimum internal height in a closed vault shall be seven (7) feet, the minimum internal width shall be four (4) feet, and the maximum depth from ground elevation to the vault bottom shall be twenty (20) feet.

6. The walls of all vaults shall have horizontal and vertical reinforcement on each face. Reinforcement shall be designed for both the hydrostatic pressure of a tank full of water and the earth pressure of the planned backfill plus any surcharge. The design of corners of vaults shall take into consideration the restraint provided by the adjoining walls and/or the lids.

7. Maintenance access and ventilation for detention vaults shall comply with county, state and national standards. Vaults shall comply with the OSHA confined space requirements.

8. Detention vaults shall have access openings positioned so that every location within the vault is within 50 feet of an access. A ladder shall be provided to the bottom of each cell or compartment. Access points shall be located over the inlet, outlet and the sediment trap. Access shall consist of a round, locking ring and cover in accordance with Standard Drawing 5-230. The ladder shall be directly under the ring and cover. Access design shall provide sufficient clearance between walls and appurtenances to allow access for personnel and required safety and maintenance equipment.

9. The invert elevation of the outlet of the vault shall be elevated above the bottom of the vault to provide an average of 6 inches of sediment storage over the entire bottom of the vault.

D. Drains / Liners / Geosynthetic Materials

RESERVED

E. Presettling Basins / Inflow Control Structures

1. Standards and specifications for presettling basins/inlet control structures in Section 5-10.E - Detention Ponds shall apply to detention vaults. The presettling basin may be included as a chamber in the vault that provides flow control, or may be contained in a separate structure.

2. The sediment removal area for a presettling basin shall be provided with vehicle access suitable for maintenance activities, including access adjacent to and directly over a closed sediment removal structure.
F. Flow Restriction and Oil Pollution Control Structures

1. Standards and specifications for flow restriction and oil pollution control structures in Section 5-10.F - Detention Ponds shall apply to detention vaults.

2. Flow restriction and oil pollution control structures shall be located downstream from the vault in an appropriately sized manhole.

3. The outlet of the structure shall be a minimum of 2 feet above the lowest elevation flow control orifice to retain oil within the structure.

G. Emergency Overflow Structures

1. Standards and specifications for emergency overflow structures in Section 5-10.G - Detention Ponds shall apply to detention vaults.

H. Weirs Used For Flow Control

RESERVED

I. Access Roads

Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to detention vaults.

J. Fencing

RESERVED

K. Vegetation

RESERVED

5-16 DETENTION PIPES AND TANKS

(Standard Drawings: 5-290, 5-295 and B-55.20-00)

Detention pipes, sometimes referred to as detention tanks, are detention facilities that detain the water in an underground pipe. Fundamentally, detention pipes function identically to detention vaults; the design and construction differences are related to the use of a pipe as opposed to a concrete vault. Refer to Standard Drawings 5-290 and 5-295.

A. General

1. Additional design information for detention pipes and tanks is provided in Volume III, Section 3.2 of the Drainage Manual.

2. Detention pipes/tanks shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area, as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall detention pipes/tanks be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

3. Detention pipes/tanks shall be designed as flow-through systems.
4. Detention pipes/tanks for private land development projects shall not be located in the public right-of-way. Detention pipes/tanks may be located in private roads subject to a determination by the Engineer that the private road will not likely be converted to a public road in the future.

5. Energy dissipaters and level spreader trenches for outflow dispersion, if required, shall conform to the requirements of Section 5-05.M of these Standards.

B. Berms

RESERVED

C. Concrete / Structural Elements

1. Detention pipes/tanks shall conform to Chapter 9-05 of the WSDOT Standard Specifications and the requirements of this chapter. The pipe may be metal, concrete, or plastic. However, corrugated metal pipe and treated corrugated metal pipe, except aluminized pipe, shall not be used for any part of a detention pipe/tank.

2. Excavation, bedding, backfill, and compaction used for detention pipes/tanks shall conform to Chapter 7-08 of the WSDOT Standard Specifications and the requirements of this chapter.

3. Detention pipes/tanks shall have a minimum diameter of 36 inches. Pipes larger than 36 inches in diameter may be connected to adjoining structures with a section of pipe at least 36 inches diameter and no greater than 2 feet in length.

4. If the pipe/tank is to be covered with soil at project completion, the pipe/tank shall be designed for saturated soil loading with a minimum cover of two (2) feet. The design shall be adequate for live loads, dead loads and seismic loads in accordance with the International Building Code, as amended and adopted as the Snohomish County Building Code.

5. Detention pipes/tanks located in the right-of-way or in areas that may be subject to vehicle loads shall be designed for a live load of HS-25 (AASHTO Load Factor Design method, LFD) and a fire truck outrigger load of 43,000 pounds, applied to an area of 24 inches by 24 inches located on 16-foot centers, where it will produce the maximum moment in the pipe/tank. Detention pipes/tanks outside the right-of-way or in areas not subject to vehicle loads shall be designed for HS-20 loading.

6. Parallel detention pipes/tanks shall meet the clearance specifications for multiple pipes shown on WSDOT Standard Plan B-55.20-00, but in no case shall clearance be less than two (2) feet, with appropriate provisions for controlling the density of fill between the pipes.

7. Maintenance access and ventilation for detention pipes/tanks shall comply with county, state and national standards. Pipes/tanks shall comply with the OSHA confined space requirements, which include clearly marking entrances to confined space areas.

8. Detention pipes/tanks shall have access openings positioned so that every location within the pipe is within 50 feet of an access. A ladder shall be provided to the bottom of each cell or compartment. Access points shall be located over the inlet, outlet and the sediment trap. Access shall consist of a round, locking ring and
cover in accordance with Standard Drawing 5-230. The ladder shall be directly under the ring and cover. Access design shall provide sufficient clearance between walls and appurtenances to allow access for personnel and required safety and maintenance equipment.

9. The invert elevation of the outlet of the detention pipe/tank shall be elevated above the bottom of the pipe to provide an average of 6 inches of sediment storage over the entire bottom of the pipe.

D. Drains / Liners / Geosynthetic Materials

RESERVED

E. Presettling Basins / Inflow Control Structures

1. Standards and specifications for presettling basins/inlet control structures in Section 5-10.E - Detention Ponds shall apply to detention pipes/tanks. The presettling basin may be an open or closed structure.

2. The sediment removal area for a presettling basin shall be provided with vehicle access suitable for maintenance activities, including access adjacent to and directly over a closed sediment removal structure.

F. Flow Restriction and Oil Pollution Control Structures

1. Standards and specifications for flow restriction and oil pollution control structures in Section 5-10.F - Detention Ponds shall apply to detention pipes/tanks.

2. Flow restriction and oil pollution control structures shall be located downstream from the detention pipe/tank in an appropriately sized manhole.

3. The outlet of the structure shall be a minimum of 2 feet above the highest elevation flow control orifice to retain oil within the structure.

G. Emergency Overflow Structures

Standards and specifications for emergency overflow structures in Section 5-10.G - Detention Ponds shall apply to detention pipes/tanks.

H. Weirs Used For Flow Control

As applicable, standards and specifications for weirs used for flow control structures in Section 5-10.H - Detention Ponds shall apply to detention pipes and tanks.

I. Access Roads

Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to detention pipes/tanks.

J. Fencing

RESERVED

K. Vegetation

RESERVED
5-17 GRANULAR MEDIA FILTER VAULTS  
(Standard Drawings: 5-300A & B)

A granular media filter vault is identical in function to an open granular media filter vault; the differences in standards and specifications relate to the filter's placement in a vault as opposed to an open structure. As with closed systems used for flow control, filter vaults are suitable where space or land uses limit or preclude open facilities. Refer to Standard Drawings 5-300A and B. Some additional standards and specifications are set forth in Volume V, Chapter 8 of the Drainage Manual for specific types of systems, such as linear sand filters.

A. General

1. Granular media filter vaults may be designed as off-line systems or on-line systems for small drainages.

2. In an off-line system, a diversion structure shall be installed to divert the design flow rate into the sediment chamber and bypass the remaining flow to a flow control system if one is required by SCC 30.63A.550 through 30.63A.555.

3. Granular media filter vaults shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area, as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall such vaults be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

4. Granular media filter vaults for private land development projects shall not be located in the public right-of-way. Vaults may be located in private roads subject to a determination by the Engineer that the private road will not likely be converted to a public road in the future.

5. Energy dissipaters and level spreader trenches for outflow dispersion, if required, shall conform to the requirements of Section 5-05.M of these Standards.

6. General Notes 1 through 4 of Section 5-13.A - Granular Media Filters, General, apply to granular media filter vaults.

7. Additional design information for granular media filter vaults is provided in Volume V, Chapter 8 of the Drainage Manual.

B. Berms

RESERVED

C. Concrete / Structural Elements

1. General Notes 2 through 6 of Section 5-15.C - Detention Vaults, Concrete/Structural Elements, apply to granular media filter vaults.

2. To prevent anoxic conditions, a minimum of 24 square feet of ventilation grate shall be provided for each 250 square feet of sand bed surface area. For sufficient distribution of airflow across the sand bed, grates may be located in one area if the sand filter is small, but placement at each end is preferred. Small grates may also be dispersed over the entire sand bed area.
3. A shutoff/bypass valve shall be installed.

**D. Drains / Liners / Geosynthetic Materials**

1. Standards and specifications for drains, liners, and geosynthetic material set forth in Section 5-10.D - Detention Ponds shall apply to granular media filter vaults.

2. Aggregate for underdrain systems shall be clean washed rock of 0.75 inch to 1.5 inch diameter.

**E. Presettling Basins / Inflow Control Structures**

1. Standards and specifications for presettling basins/inlet control structures in Section 5-10.E - Detention Ponds shall apply to granular media filter vaults. The presettling basin may be included as a chamber in the vault that provides flow control, or may be contained in a separate structure.

2. Inlet bypass and flow spreading structures shall be designed to minimize turbulence and spread flow evenly across the surface of the filter bed. The maximum distance between the top of the spreader and the top of the sand bed shall be 8 inches. Flows may enter the sand bed by spilling over the top of the wall into a flow spreader pad or alternatively a pipe and manifold system may be used. A pipe and manifold system must retain the required dead storage volume in the first cell and be readily maintainable.

3. The minimum pipe diameter for an inlet pipe and manifold system shall be 8 inches. Multiple inlets are recommended to minimize turbulence and reduce local flow velocities.

4. Erosion protection must be provided along the first foot of the sand bed adjacent to the spreader. Geotextile fabric secured on the surface of the sand bed, or equivalent method, may be used.

5. The sediment removal area for a presettling basin shall be provided with vehicle access suitable for maintenance activities, including access adjacent to and directly over a closed sediment removal structure.

6. A v-shaped bottom, removable bottom panels, or equivalent sludge handling system shall be used. One foot of sediment storage in the presettling cell must be provided.

7. The presettling chamber must be sealed to trap oil and trash. This chamber is usually connected to the sand filtration chamber through an invert elbow to protect the filter surface from oil and trash.

8. If a retaining baffle is necessary for oil/floatables in the presettling cell, it must extend at least one foot above to one foot below the design flow water level. Provision for the passage of flows in the event of plugging must be provided. Access opening and ladder must be provided on both sides of the baffle.
F. Flow Restriction and Oil Pollution Control Structures

As applicable, standards and specifications for flow restriction and oil pollution control structures in Section 5-10.F - Detention Ponds shall apply to granular media filter vaults.

G. Emergency Overflow Structures

Standards and specifications for emergency overflow structures in Section 5-10.G - Detention Ponds shall apply to granular media filter vaults, as applicable.

H. Weirs Used For Flow Control

As applicable, standards and specifications for weirs used for flow control structures in Section 5-10.H - Detention Ponds shall apply to granular media filter vaults.

I. Access Roads

1. Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to granular media filter vaults.

J. Fencing

RESERVED

K. Vegetation

RESERVED

5-18 UNDERGROUND INFILTRATION STRUCTURES

Underground infiltration structures are prefabricated underground structures used for infiltration, typically installed under pavement or other developed surfaces. They typically are so small as to not allow entry by people and so do not have human access specifications such as those for detention vaults.

A. General

1. Underground infiltration structures shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area, as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall underground infiltration structures be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

2. Underground infiltration structures shall not be placed in fill.

3. Underground infiltration structures for private land development projects shall not be located in the public right-of-way. Such structures may be located in private roads subject to a determination by the Engineer that the private road will not likely be converted to a public road in the future.
4. Energy dissipaters and level spreader trenches for outflow dispersion, if required, shall conform to the requirements of Section 5-05.M of these Standards.

5. Additional design information for infiltration facilities is provided in Volume III, Section 3.3 of the Drainage Manual.

B. Berms

RESERVED

C. Concrete / Structural Elements

1. If the underground infiltration structure is to be covered with soil at project completion, the structure shall be designed for saturated soil loading with a minimum cover of two (2) feet. The design shall be adequate for live loads, dead loads and seismic loads in accordance with the International Building Code, as amended and adopted as the Snohomish County Building Code.

2. Underground infiltration structures located in the right-of-way or in areas that may be subject to vehicle loads shall be designed for a live load of HS-25 (AASHTO Load Factor Design method, LFD) and a fire truck outrigger load of 43,000 pounds, applied to an area of 24 inches by 24 inches located on 16-foot centers, where it will produce the maximum moment in the structure. Underground infiltration structures outside the right-of-way or in areas not subject to vehicle loads shall be designed for HS-20 loading.

D. Drains / Liners / Geosynthetic Materials

1. Unless otherwise specified, materials and methods shall conform to WSDOT Standard Specifications.

2. Aggregate surrounding and underlying the underground infiltration structure shall be washed crushed aggregate between 3/4 inch and 2 inches, unless otherwise specified by the vault manufacturer.

E. Presettling Basins / Inflow Control Structures

1. Standards and specifications for presettling basins/inlet control structures in Section 5-10.E - Detention Ponds shall apply to underground infiltration structures.

2. The sediment removal area for a presettling basin shall be provided with vehicle access suitable for maintenance activities, including access adjacent to and directly over a closed sediment removal structure.

F. Flow Restriction and Oil Pollution Control Structures

RESERVED

G. Emergency Overflow Structures

Standards and specifications for emergency overflow structures in Section 5-10.G - Detention Ponds shall apply to underground infiltration structures.
H. Weirs Used For Flow Control
RESERVED

I. Access Roads
Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to underground infiltration structures.

J. Fencing
RESERVED

K. Vegetation
RESERVED

5-19 OIL / WATER SEPARATORS
(Standard Drawing: 5-310, 5-315 and 5-230)

Oil/water separators are underground structures, usually housed in concrete vaults, intended to remove petroleum from water primarily by gravimetric separation. The two common configurations are the baffle type, often referred to as the API (American Petroleum Institute) type, and the coalescing plate (CP) type. Oil/water separators typically consist of three bays: forebay, separator section, and afterbay. The CP separators need considerably less space for separation of the floating oil due to the shorter travel distances between parallel plates. Refer to Standard Drawings 5-310 and 5-315.

Spill control separators, which consist of a simple catchbasin with a tee inlet, are not discussed in this section. Information about appropriate applications of oil/water separators is provided in Volume V, Chapter 11 of the Drainage Manual.

A. General

1. Oil/water separators shall not be located within 200 feet of the top of an erosion hazard area or landslide hazard area, as defined by Chapter 30.91 SCC, unless a geotechnical analysis shows that no slope instability will result. Under no circumstances shall oil/water separators be located within 50 feet of the top of an erosion hazard area or landslide hazard area.

2. Oil/water separators for private land development projects shall not be located in the public right-of-way. Oil/water separators may be located in private roads subject to a determination by the Engineer that the private road will not likely be converted to a public road in the future.

3. Additional design information for oil/water separators is provided in Volume V, Chapter 11 of the Drainage Manual.

B. Berms
RESERVED
C. Concrete / Structural Elements

1. Structural plans for all vaults shall be prepared and stamped by a professional engineer licensed in the State of Washington. The drawings shall include steel placement block-outs for inlet and outlet pipes, corner reinforcement, top attachment, water stops, construction joints, and design mix specifications for the concrete.

2. If the vault is to be covered with soil at project completion, the vault shall be designed for saturated soil loading with a minimum cover of two (2) feet. The design shall be adequate for live loads, dead loads, and seismic loads in accordance with the International Building Code, as amended and adopted as the Snohomish County Building Code. Vaults shall be watertight and constructed with 3000 psi minimum compressive strength reinforced concrete.

3. Closed vaults for oil/water separators located in the right-of-way or in areas that may be subject to vehicle loads shall be designed for a live load of HS-25 (AASHTO Load Factor Design method, LFD) and a fire truck outrigger load of 43,000 pounds, applied to an area of 24 inches by 24 inches located on 16-foot centers, where it will produce the maximum moment in the structure. Vaults outside the right-of-way or in areas not subject to vehicle loads shall be designed for HS-20 loading.

4. The minimum internal height in a closed vault shall be seven (7) feet, the minimum internal width shall be four (4) feet, and the maximum depth from ground elevation to the vault bottom shall be twenty (20) feet. The maximum internal width shall be twenty-six (26) feet.

5. The walls of all vaults shall have horizontal and vertical reinforcement on each face. Reinforcement shall be designed for both the hydrostatic pressure of a tank full of water and the earth pressure of the planned backfill plus any surcharge. The design of corners of vaults shall take into consideration the restraint provided by the adjoining walls and/or the lids.

6. Maintenance access and ventilation shall meet county, state and national standards. Closed vault ventilation shall be provided by a venting manhole cover or catchbasin grate.

7. Vaults shall have access openings positioned a maximum of 50 feet from any location within the vault, with a minimum of three access points. A ladder shall be provided to the bottom of each cell or compartment. Access points shall be located over the inlet/outlet and the sediment trap. Access shall consist of a round, locking ring and cover in accordance with Standard Drawing 5-230. The ladder shall be directly under the ring and cover. Access design shall provide sufficient clearance between walls and appurtenances to allow access for personnel and required safety and maintenance equipment.

D. Drains / Liners / Geosynthetic Materials

RESERVED
E. Presettling Basins / Inflow Control Structures

1. Standards and specifications for presettling basins/inlet control structures in Section 5-10.E - Detention Ponds shall apply to oil/water separators. The presettling basin may be included as a chamber in the vault that provides oil/water separation, or may be contained in a separate structure.

2. The sediment removal area for a presettling basin shall be provided with vehicle access suitable for maintenance activities, including access adjacent to and directly over a closed sediment removal structure.

F. Flow Restriction and Oil Pollution Control Structures

   RESERVED

G. Emergency Overflow Structures

   Standards and specifications for emergency overflow structures in Section 5-10.G - Detention Ponds shall apply to oil/water separators, as applicable.

H. Weirs Used For Flow Control

   As applicable, standards and specifications for weirs used for flow control structures in Section 5-10.H - Detention Ponds shall apply to oil/water separators.

I. Access Roads

   Standards and specifications for access roads in Section 5-10.I - Detention Ponds shall apply to oil/water separators.

J. Fencing

   RESERVED

K. Vegetation

   RESERVED
# CHAPTER 5 STANDARD DRAWING INDEX

<table>
<thead>
<tr>
<th>EDDS Standard Drawing No.</th>
<th>Title</th>
<th>Current WSDOT Standard Plan # or Other Source</th>
</tr>
</thead>
<tbody>
<tr>
<td>5-010</td>
<td>Shoulder Ditches</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Interceptor Ditch and Checkdam</td>
<td>BMP C207 2/</td>
</tr>
<tr>
<td>5-030</td>
<td>Yard Drain Connections</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Pipe Zone Bedding and Backfill</td>
<td>B-55.20-00</td>
</tr>
<tr>
<td></td>
<td>Beveled End Sections</td>
<td>B-70.20-00</td>
</tr>
<tr>
<td>5-060</td>
<td>Pipe/Culvert Outfall Discharge Protection Pad</td>
<td></td>
</tr>
<tr>
<td>5-070</td>
<td>Grass Swale Dispersion System</td>
<td></td>
</tr>
<tr>
<td>5-080A</td>
<td>Level Spreader Trench – PVC</td>
<td></td>
</tr>
<tr>
<td>5-080B</td>
<td>DELETED 2016</td>
<td></td>
</tr>
<tr>
<td>5-080C</td>
<td>Level Spreader Trench Notes</td>
<td></td>
</tr>
<tr>
<td>5-085</td>
<td>Diffuser Tee</td>
<td></td>
</tr>
<tr>
<td>5-090</td>
<td>Debris Barrier</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Catchbasin Type I</td>
<td>B-05.20-00</td>
</tr>
<tr>
<td></td>
<td>Catchbasin Type 1-L</td>
<td>B-05.40-00</td>
</tr>
<tr>
<td></td>
<td>Catchbasin Type 1-P</td>
<td>B-05.60-00</td>
</tr>
<tr>
<td></td>
<td>Catchbasin Type 2</td>
<td>B-10.20-00</td>
</tr>
<tr>
<td></td>
<td>Concrete Inlet</td>
<td>B-25.60-00</td>
</tr>
<tr>
<td>5-120</td>
<td>Catchbasin Details</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Manhole Type 1</td>
<td>B-15.20-00</td>
</tr>
<tr>
<td></td>
<td>Manhole Type 2</td>
<td>B-15.40-00</td>
</tr>
<tr>
<td></td>
<td>Manhole Type 3</td>
<td>B-15.60-00</td>
</tr>
<tr>
<td></td>
<td>Manhole Type 4</td>
<td>DELETED</td>
</tr>
<tr>
<td>5-170</td>
<td>Manhole Details</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Rectangular Frame (Reversible)</td>
<td>B-30.10-00</td>
</tr>
<tr>
<td></td>
<td>Rectangular Solid Metal Cover</td>
<td>B-30.20-01</td>
</tr>
<tr>
<td></td>
<td>Rectangular Vaned Grate</td>
<td>B-30.30-00</td>
</tr>
<tr>
<td></td>
<td>Rectangular Bi-Directional Vaned Grate</td>
<td>B-30.40-00</td>
</tr>
<tr>
<td>Code</td>
<td>Description</td>
<td>Notes</td>
</tr>
<tr>
<td>--------</td>
<td>-------------------------------------------------------</td>
<td>----------------------------------------------------------------------</td>
</tr>
<tr>
<td>5-220A</td>
<td>Rolled Curb Frame &amp; Grate</td>
<td>3/</td>
</tr>
<tr>
<td>5-220B</td>
<td>Rolled Curb Frame &amp; Grate Installation</td>
<td>3/</td>
</tr>
<tr>
<td>5-225</td>
<td>Rolled Curb Vaned Grate</td>
<td>3/</td>
</tr>
<tr>
<td>5-230</td>
<td>Manhole Ring and Cover</td>
<td></td>
</tr>
<tr>
<td>5-240A</td>
<td>Typical Detention Pond</td>
<td></td>
</tr>
<tr>
<td>5-240B</td>
<td>Typical Detention Pond Sections</td>
<td></td>
</tr>
<tr>
<td>5-245</td>
<td>Overflow Structure</td>
<td></td>
</tr>
<tr>
<td>5-250A</td>
<td>Flow Splitter, Option A</td>
<td></td>
</tr>
<tr>
<td>5-250B</td>
<td>Flow Splitter, Option B</td>
<td></td>
</tr>
<tr>
<td>5-260</td>
<td>Flow Restrictor (Baffle)</td>
<td></td>
</tr>
<tr>
<td>5-265</td>
<td>Flow Restrictor (Weir)</td>
<td></td>
</tr>
<tr>
<td>5-270A</td>
<td>Flow Restrictor/Oil Pollution Control - T Restrictor Notes</td>
<td></td>
</tr>
<tr>
<td>5-270B</td>
<td>Flow Restrictor/Oil Pollution Control - T Restrictor</td>
<td></td>
</tr>
<tr>
<td>5-270C</td>
<td>Oil Pollution Control Catchbasin</td>
<td></td>
</tr>
<tr>
<td>5-275</td>
<td>Flow Restrictor/Oil Pollution Control - T Shear Gate Detail</td>
<td></td>
</tr>
<tr>
<td>5-280</td>
<td>Typical Detention Vault</td>
<td></td>
</tr>
<tr>
<td>5-290</td>
<td>Typical Detention Tank</td>
<td></td>
</tr>
<tr>
<td>5-295</td>
<td>Detention Tank Access Detail</td>
<td></td>
</tr>
<tr>
<td>5-300A</td>
<td>Sand Filter Vault</td>
<td></td>
</tr>
<tr>
<td>5-300B</td>
<td>Sand Filter Vault</td>
<td></td>
</tr>
<tr>
<td>5-310</td>
<td>API Separator (Baffle type)</td>
<td></td>
</tr>
<tr>
<td>5-315</td>
<td>Coalescing Plate Separator</td>
<td></td>
</tr>
</tbody>
</table>

1/ Refer to WSDOT Standard Plan webpage for the currently-effective drawings listed.
2/ Located in the Snohomish County Drainage Manual.
3/ For replacement of existing frames and grates only; not for new installation.
NOTES:
1. ASPHALT THICKENED EDGE MAY BE USED WHERE NO DITCH EXISTS OR A CLOSED DRAINAGE SYSTEM IS LOCATED BEHIND A PAVED SHOULDER.

2. A ROCK-LINED DITCH SHALL BE USED FOR OPEN CHANNEL SYSTEMS WITH GRADIENTS BETWEEN 8% AND 15% INCLUSIVE.

3. STANDARD RECTANGULAR FRAMES AND VANED GRATES SHALL BE USED FOR INLETS AND CATCHBASINS.

SEE TEXT SECTION 5-04

ASPHALT THICKENED EDGE IN FILL SECTION

ROCK-LINED SHOULDER DITCH IN CUT SECTION

CRUSHED SURFACING TOP COURSE
NOTES:

1. YARD DRAINS TO BE CONSTRUCTED FROM HIGH DENSITY POLYETHYLENE (HDPE) N-12 PIPE IN ACCORDANCE WITH ASTM C 14.

2. CUTOUT HOLE SIZE IS EQUAL TO OUTLET PIPE OUTSIDE DIAMETER PLUS YARD DRAIN WALL THICKNESS.

3. CONNECTION TO OUTLET PIPE TO BE MORTARED AND MADE FLUSH WITH INSIDE OF THE YARD DRAIN WALL.

4. CAST IRON BELL GRATE. FITS INTO BELL RECESS AND EXTENDS FLUSH WITH FACE OF BELL. THE GRATE SHALL HAVE SLOTS (HOLES) THAT CONSTITUTE 50 PERCENT OPEN AREA FOR DRAINAGE. INLET BELL SURFACE SHALL BE FINISHED TO ASSURE NON-ROCKING FIT WITH ANY COVER POSITION.

5. WASHED DRAIN ROCK, 6 INCHES MINIMUM DEPTH.

6. VARIES 12 INCHES OR 18 INCHES.

7. SPECIAL CAST YARD DRAIN MAY BE REQUIRED FOR MULTIPLE PIPE CONNECTIONS.

8. CLEAN OUTS ARE REQUIRED FOR DEPTHS OVER 42 INCHES.

SEE TEXT SECTION 5-05.

TYPICAL LOT PLACEMENT

SNOHOMISH COUNTY PUBLIC WORKS

5-030 YARD DRAIN CONNECTIONS

APPROVED BY: [signature]
COUNTY ROAD ENGINEER
DATE: 9/3/10
NOTES:
1. SEE TEXT SECTION 5-05
2. MINIMUM SWALE LENGTH IS 10 FT DOWNSTREAM FROM SPREADER.

SNOHOMISH COUNTY PUBLIC WORKS
5-070 GRASS SWALE DISPERSION SYSTEM

APPROVED BY:
COUNTY ROAD ENGINEER
DATE:

3/4"-1 1/2" DRAIN ROCK
TOE

MIN 12" PIPE DIA.
NOTES:
1. TRENCH SHALL BE CONSTRUCTED TO PREVENT POINT DISCHARGE AND/OR EROSION.
2. MINIMUM SEPARATION BETWEEN TRENCHES SHALL BE 50 FT LATERALLY AND 100 FT ALONG THE DISCHARGE FLOWPATH.
3. SEE TEXT SECTION 5–05 FOR SLOPE SPECIFICATIONS.
4. PERFORATED PIPE MINIMUM DIAMETERS:
   - 4 IN. FOR TRENCH SERVING 1 DWELLING UNIT.
   - 6 IN. FOR 2 DWELLING UNITS.
   - 8 IN. FOR 3 DWELLING UNITS.
   - 12 IN. FOR 4 OR MORE DWELLING UNITS.
5. TYPE 1 CB MAY BE USED FOR TRENCH SERVING 1–3 DWELLING UNITS. TYPE 2 CB IS REQUIRED FOR 4 OR MORE DWELLING UNITS FOR ENERGY DISSIPATION.
6. TRENCH AND DISPERSION BAR MUST BE LEVEL. ALIGN TO FOLLOW CONTOURS OF SITE.
7. SUPPORT POST SPACING SHALL BE 4 FT MAXIMUM, ON CENTER, UNLESS SOIL CONDITIONS ALLOW WIDER SPACING.
8. SPREADER BOARD AND POSTS SHALL BE PLASTIC LUMBER OR TREATED WOOD.
FUSED OR FLANGED CONNECTION
SPECIFIED IN PROFILE/PLAN

HDPE MOLDED OR FABRICATED
TEE SAME DIAMETER AND
DIMENSION RATIO AS PIPE

NO HOLES
OPPOSITE PIPE
TEE OPENING

SPACING ON CENTERLINE =
1.5 X HOLE DIAMETER +
HOLE DIAMETER

L = 3 X PIPE DIAMETER

ENDS MAY BE CAPPED
FULLY OR PARTIALLY (AS SHOWN)
FOR WEIR EFFECT

SPACING ON CENTERLINE =
1.5 X HOLE DIAMETER +
HOLE DIAMETER

DRILL HOLES IN FRONT HALF OF TEE ONLY.
HOLE DIAMETER (INCHES) =
TEE PIPE DIAMETER DIVIDED BY 6
(EX: 6 INCH TEE = 1 INCH HOLES
18 INCH TEE = 3 INCH HOLES)
NOTES:
1. CMS END SECTIONS SHOWN.
2. ALL PARTS SHALL BE ALUMINUM OR STAINLESS STEEL.

PLAN VIEW

3/4" DIA. SMOOTH BARS WITH ENDS WELDED TO BAR-FRAME

ELEVATION

1" MIN

BEVELED PIPE END SECTION

3/4" DIA BAR-FRAME WELDED OR BOLTED TO PIPE END OR BARS WELDED DIRECTLY TO PIPE END AND CROSS BAR.

END VIEW

4" O.C. MAX BAR SPACING

3"-5" FOR 18" DIA
5"-8" FOR 24" DIA
7"-9" FOR 30" DIA AND GREATER

PIPE PORTION MAY BE REMOVED

CROSS BAR

SNOHOMISH COUNTY PUBLIC WORKS

5-090 DEBRIS BARRIER

APPROVED BY:
COUNTY ROAD ENGINEER
DATE
NOTES:

1. PROPRIETARY CATCHBASIN STEPS ARE ACCEPTABLE, PROVIDED THEY CONFORM TO SECTION R. ASTM C 478 (AASHTO M 199) AND MEET ALL WISHA REQUIREMENTS.

2. CATCHBASIN STEP LEGS SHALL BE PARALLEL OR APPROXIMATELY RADIAL AT THE OPTION OF THE MANUFACTURER, EXCEPT THAT ALL STEPS IN ANY CATCHBASIN SHALL BE SIMILAR. PENETRATION OF OUTER WALL BY LEG IS PROHIBITED.

3. SLAB OPENING MAY BE 24" X 20" OR 24" DIAMETER.

4. AS AN ACCEPTABLE ALTERNATIVE TO REBAR, WELDED WIRE FABRIC HAVING A MINIMUM AREA OF 0.12 SQUARE INCHES PER FOOT MAY BE USED. WELDED WIRE FABRIC SHALL COMPLY TO ASTM A 497 (AASHTO M 221).

SEE TEXT SECTION 5-07

SNOHOMISH COUNTY PUBLIC WORKS

5-120 CATCHBASIN DETAILS

APPROVED BY: [Signature]
COUNTY ROAD ENGINEER
DATE: [Date]
NOTES:
1. PROPRIETARY MANHOLE STEPS ARE ACCEPTABLE PROVIDED THAT THEY CONFORM TO SECTION K, ASTM C 475 (AASHTO M 199) AND MEET ALL WSHS REQUIREMENTS.
2. MANHOLE STEP LEGS SHALL BE PARALLEL OR APPROXIMATELY RADIAL AT THE OPTION OF THE MANUFACTURER, EXCEPT THAT ALL STEPS IN ANY MANHOLE SHALL BE SIMILAR. PIERCING OF OUTER WALL BY A LEG IS PROHIBITED.

SEE TEXT SECTION 5-07

SNOHOMISH COUNTY PUBLIC WORKS
5-170 MANHOLE DETAILS

APPROVED BY:
COUNTY ROAD ENGINEER
DATE
NOTES:
1. FOR REPLACEMENT OF EXISTING STRUCTURES ONLY, NOT FOR NEW INSTALLATION
2. MATERIAL IS CAST IRON ASTM A48 CLASS 30.
3. THE WORDS "PROPERTY OF SNOHOMISH COUNTY" SHALL BE OMITTED IF ON A PRIVATE SYSTEM.
4. NOT TO BE USED ON THICKENED EDGE ROADWAYS.

SEE TEXT SECTION 5-08

SNOHOMISH COUNTY PUBLIC WORKS
5-220A  ROLLED CURB FRAME & GRATE

APPROVED BY:
COUNTY ROAD ENGINEER

DATE
NOTES:
1. FOR REPLACEMENT OF EXISTING STRUCTURES ONLY, NOT FOR NEW INSTALLATION.
2. SET FRAME TO GRADE AND CONSTRUCT ROAD AND CURB TO BE FLUSH AT FRONT AND BACK OF FRAME.
3. SEE SECTION 5-08.
4. THE WORDS "PROPERTY OF SNOHOMISH COUNTY" SHALL BE OMITTED IF GRATE IS ON PRIVATE SYSTEM.
5. NOT TO BE USED ON THICKENED EDGE ROADWAYS.

NOTE:
BACK EDGE OF FRAME EVEN WITH BACK FACE OF CURB
NOTES:
1. FOR REPLACEMENT OF EXISTING STRUCTURES ONLY, NOT FOR NEW INSTALLATION.
2. MATERIAL IS CAST IRON ASTM A48 CLASS 30.
3. THE WORDS "PROPERTY OF SNOHOMISH COUNTY" SHALL BE OMITTED IF ON A PRIVATE SYSTEM.
   SEE TEXT SECTION 5-08.
1. COVER SHALL BE LOCKED DOWN WITH (3) 5/8" STAINLESS STEEL SOCKET HEAD CAP SCREWS. DRILL (3) 11/16" HOLES IN COVER SPACED AT 120 DEGREES AND 3/4" IN FROM EDGE OF COVER.

2. MATERIAL IS DUCTILE IRON ASTM A 530 GRADE 80–55–06.

SEE TEXT SECTION 5-08.

SNOHOMISH COUNTY PUBLIC WORKS

5-230 MANHOLE RING AND COVER

APPROVED BY:

COUNTY ROAD ENGINEER

DATE
1. Dimensions are for illustration on 54" diameter CB. For different diameter CB's adjust to maintain 45° angle on "vertical" bars and 7" O.C.
2. Metal parts must be corrosion resistant; steel bars must be galvanized.
NOTES:
1. THE WATER QUALITY DISCHARGE PIPE MAY REQUIRE AN ORIFICE PLATE TO BE INSTALLED ON THE OUTLET TO CONTROL THE HEIGHT OF THE DESIGN WATER SURFACE (WEIR HEIGHT).
2. THE DESIGN WATER SURFACE SHOULD BE SET TO PROVIDE A MINIMUM HEADWATER/DIAMETER RATIO OF 2.0 ON THE OUTLET PIPE.
3. WEIR LENGTH (TOP OF BAFFLE WALL) SHOULD BE LONG ENOUGH TO MINIMIZE HEAD ABOVE WQ DESIGN WATER SURFACE AND TO KEEP WQ DESIGN FLOWS FROM INCREASING MORE THAN 10% DURING 100-YEAR FLOWS.

SNOHOMISH COUNTY PUBLIC WORKS

5-250A FLOW SPLITTER, OPTION A

APPROVED BY:
COUNTY ROAD ENGINEER DATE
NOTE 1: SHEAR GATES TO BE INSTALLED WITH ALUMINUM TUBE LIFT ROD AND HANDLE. LIFT ROD MUST REACH AND REST ON TOP LADDER RUNG.

NOTE 2: DIAMETER (D) OF STANDPIPE SHOULD BE LARGE ENOUGH TO MINIMIZE HEAD ABOVE WQ DESIGN WS AND TO KEEP WQ DESIGN FLOWS FROM INCREASING MORE THAN 10% DURING 100-YEAR FLOWS.
NOTES:
1. SEE CONSTRUCTION PLANS OR CONTRACT FOR SIZE AND LOCATION OF ALL PIPED AND ORIFICES.
2. RAFFLE WALL SHALL HAVE #4 BAR AT 12'' SPACING EACH WAY.
3. PRECAST RAFFLE SHALL BE KEYED AND GROUTED IN PLACE.
4. BOTTOM ORIFICE PLATE SHALL BE GALVANIZED STEEL WITH A MINIMUM THICKNESS OF 1/4''. ATTACH ORIFICE WITH 1/2'' STAINLESS STEEL BOLTS.
5. UPPER FLOW ORIFICE PLATES AND ELBOWS SHALL BE ALUMINUM, ALUMINIZED STEEL OR GALVANIZED STEEL. GALVANIZED STEEL SHALL HAVE TREATMENT 1.
6. CATCHBASIN: TYPE 2 MINIMUM 72'' DIAMETER
7. ORIFICES: SIZED AND LOCATED AS REQUIRED WITH LOWEST ORIFICE A MINIMUM OF 2'' FROM BASE

SNOHOMISH COUNTY PUBLIC WORKS

5-260 FLOW RESTRICTOR (BAFFLE)

APPROVED BY:
COUNTY ROAD ENGINEER
DATE
FRAME, GRATES AND ROUND SOLID COVERS MARKED "DRAIN" WITH LOCKING BOLTS.

WEIR SHAPE AS NEEDED FOR PERFORMANCE

DESIGN W.S.
I.E. INLET PIPE CROWN OUTLET PIPE
FLOW

SECTION B-B NTS

SECTION A-A NTS

OUTLET PIPE

4' MIN.

2' MIN.

1' MIN. UNDER PAVEMENT

FRAME/GRATE ELEVATION PER PLANS

PLAN VIEW NTS

3D

HANGHOLDS, STEPS OR LADDER (2 PLACES)

SHEAR GATE LOCATE HORIZONTALLY ON WALL FOR CLEARANCE WITH LADDER. ATTACH ROD TO SUPPORT BRACKET ON INSIDE OF ACCESS OPENING

NOTES:

MATERIALS: CORROSION RESISTANT STEEL PARTS GALVANIZED AND ASPHALT COATED.

CATCHBASIN: TYPE 2 MIN. 72" DIAMETER

BAFFLE WALL: TO BE DESIGNED WITH CONCRETE REINFORCING AS REQUIRED.

SPILL CONTAINMENT MUST BE PROVIDED TO TEMPORARILY DETAIN OIL OR FLOATABLE POLLUTANTS IN RUNOFF DUE TO ACCIDENTAL SPILL OR ILLEGAL DUMPING.

SNOHOMISH COUNTY PUBLIC WORKS

5-265
FLOW RESTRICTOR (WEIR)

APPROVED BY:

COUNTY ROAD ENGINEER

DATE
NOTES:

2. FOR DETAILS SHOWING GRADE RING, LADDER, STEPS, HANDHOLDS AND TOP SLABS, SEE STD DWG 5-120, CATCHBASIN DETAILS.

3. THE FLOW RESTRICTOR SHALL BE FABRICATED FROM ONE OF THE FOLLOWING MATERIALS:
   - 0.060" CORRUGATED ALUMINUM ALLOY DRAIN PIPE
   - 0.064" CORRUGATED GALVANIZED STEEL DRAIN PIPE WITH TREATMENT 1
   - 0.064" CORRUGATED ALUMINIZED STEEL DRAIN PIPE
   - 0.060" ALUMINUM ALLOY FLAT SHEET, IN ACCORDANCE WITH ASTM B 209, 5052 H32 OR EPS HIGH DENSITY POLYETHYLENE STORM SEWER PIPE

4. OUTLET SHALL BE CONNECTED TO CULVERT OR SEWER PIPE WITH A STANDARD COUPLING BAND FOR CORRUGATED METAL PIPE OR GROUTED INTO THE BELL OF CONCRETE PIPE.

5. THE VERTICAL RISER STEM OF THE RESTRICTOR/SEPARATOR SHALL BE THE SAME DIAMETER AS THE HORIZONTAL OUTLET PIPE WITH A 8" MINIMUM SIZE.

6. FRAME AND LADDER OR STEPS TO BE OFFSET SO THAT (1) CLEANOUT GATE IS VISIBLE FROM TOP, (2) CLIMB-DOWN SPACE IS CLEAR OF RISER AND CLEANOUT GATE, (3) FRAME IS CLEAR OF CURB (IF ANY EXIST).

7. MULTI-ORIFICE ELBOWS MAY BE LOCATED AS SHOWN ON ONE SIDE OF RISER TO ASSURE LADDER CLEARANCE. SIZE OF ELBOWS TO BE DETERMINED BY THE ENGINEER.

8. RESTRICTOR PLATE WITH ORIFICE AS SPECIFIED IN THE PLANS. OMIT PLATE IF ONLY FOR POLLUTION CONTROL. SPECIFIED OPENING TO BE CUT ROUND AND SMOOTH.

9. CLEANOUT GATE/SHEAR GATE:
   - ALUMINUM ALLOY PER ASTM B26-7632A OR CAST IRON ASTM A48 Class 30B AS REQUIRED.
   - LIFT HANDLE EITHER SOLID OR TUBING WITH ADJUSTABLE HOOK AS REQUIRED.
   - NEOPRENE RUBBER GASKETS REQUIRED BETWEEN FLANGES.

10. ALTERNATE CLEANOUT GATES/SHEAR GATES TO THE DESIGN SHOWN ON STD DWG 5-275 ARE ACCEPTABLE PROVIDED THEY MEET THE MATERIAL SPECIFICATIONS ABOVE AND HAVE A SIX BOLT, 10 3/8" BOLT CIRCLE FOR BOLTING TO THE FLANGE CONNECTION. 5/8" DIAMETER STAINLESS STEEL EXPANSION BOLTS SHALL BE USED.

11. RESTRICTOR TEES MAY BE FABRICATED (EXTRUSION WELDED) FROM DOUBLE WALL (SMOOTH INTERIOR) CORRUGATED POLYETHYLENE PIPE MEETING THE REQUIREMENTS OF SECTION 3-02J OF THESE STANDARDS. PIPE SUPPORTS FOR RESTRICTOR SHALL BE FABRICATED FROM THOSE MATERIALS LISTED IN NOTL 3 ABOVE. THE OUTLET SHALL BE CONNECTED TO CULVERT OR SEWER PIPE WITH A PREMIUM COUPLING, BY USING A HEAT SHRINK ADAPTER TO OTHER TYPES OF PIPE, OR BY FABRICATING A SMOOTH OR TAPERED OUTLET TO SLIP INSIDE OF THE CULVERT OR SEWER PIPE.

SEE TEXT SECTION 5-10.F
OVERFLOW ELEVATION TO PROVIDE DETENTION AND OIL SEPARATION PER PLANS

ROUND MANHOLE COVER NAMED "DRAIN" WITH LOCKING BOLTS

HANDHOLD

STEPS OR LADDER

LIFT ROD W/HANDLE WITH SHEAR GATE CLOSED HANDLE SHOULD ATTACH TO TOP HANDHOLD/LADDER RUNG.

CLEANOUT SHEAR GATES & DIA. MIN.

48" MIN. DIA.

CAP

SEE NOTES 1 & 3: PIPE SUPPORTS

METAL PIPE (SEE NOTE 4)

OUTLET

INLET

2" MIN CLEARANCE

PLAN VIEW

NOTE: 48" MINIMUM DIAMETER ALLOWED IF STANDPIPE TOP IS CAPPED. SEE TEXT SECTION 8-07.

TYPE 2 CATCHBASIN SECTION A-A

SNOHOMISH COUNTY PUBLIC WORKS

5-270C OIL POLLUTION CONTROL CATCHBASIN

APPROVED BY: COUNTY ROAD ENGINEER

DATE
CLEANOUT/SHEAR GATE

ALTERNATES ARE ACCEPTABLE PROVIDED MATERIAL SPECIFICATIONS ARE MET AND FLANGE BOLT PATTERN MATCHES.

SEE TEXT SECTION 5-10.

SNOHOMISH COUNTY PUBLIC WORKS

FLOW RESTRICTOR, OIL POLLUTION CONTROL

- T SHEAR GATE DETAIL

APPROVED BY:
COUNTY ROAD ENGINEER
DATE
NOTE: ALL VAULT AREAS MUST BE WITHIN 50' OF AN ACCESS POINT.

OUTLET PIPE

FLOW

TYPE 2 CB

AIR VENT (TYP)

5' x 10' OPENING
FOR VAULTS 2000 SF
OR GREATER FLOOR AREA

PLAN VIEW

NTS

FRAMES, GRATES AND ROUND SOLID COVERS MARKED "DRAIN" WITH LOCKING BOLTS.

WALL FLANGE (TYPICAL)

HANDHOLS, STEPS OR LADDER

0.5' SEDIMENT STORAGE

12'

SECTION A-A

NTS

CAPACITY OF OUTLET PIPE NOT LESS THAN DEVELOPED 100-YR DESIGN FLOW

NOTES:

1. ALL METAL PARTS MUST BE CORROSION RESISTANT. STEEL PARTS MUST BE GALVANIZED AND ASPHALT COATED (TREATMENT 1 OR BETTER).
2. PROVIDE WATER STOP AT ALL CAST-IN-PLACE CONSTRUCTION JOINTS.
3. PRECAST VAULTS SHALL HAVE APPROVED RUBBER GASKET SYSTEM.
4. VAULTS ≤ 10' WIDE MUST USE REMOVABLE LIDS.
5. PREFABRICATED VAULT SECTIONS MAY REQUIRE STRUCTURAL MODIFICATIONS TO SUPPORT 5' x 10' OPENING OVER MAIN VAULT. ALTERNATIVELY, ACCESS CAN BE PROVIDED VIA A SIDE VESTIBULE AS SHOWN.

SNOHOMISH COUNTY PUBLIC WORKS

5-280 TYPICAL DETENTION VAULT

APPROVED BY:

COUNTY ROAD ENGINEER DATE

9/28/10
STANDARD TYPE 2-50" DIA. CB CONCRETE TOP SLAB

36" CNP RISER

FRAME LOCKING LID (MARKED "DRAIN") MOUNTED OVER 24" DIA. ECCENTRIC OPENING

PLAN

STANDARD LOCKING MH FRAME & COVER

COMPACTED PIPE BEDDING

MH STEPS 12" O.C.

WELD OR BOLT STANDARD MH STEPS

SECTION

NOTES:
1. USE ADJUSTING BLOCKS AS REQUIRED TO BRING FRAME TO GRADE.
2. ALL MATERIALS TO BE ALUMINUM OR GALVANIZED AND ASPHALT-COATED (TREATMENT 1 OR BETTER).
3. MUST BE LOCATED FOR ACCESS BY MAINTENANCE VEHICLES.

SNOHOMISH COUNTY PUBLIC WORKS

5-295 DETENTION TANK ACCESS DETAIL

APPROVED BY: COUNTY ROAD ENGINEER

DATE
Chapter 6 BRIDGES

6-01   GENERAL

Except as modified below, new public and private road bridges and associated structures in Snohomish County shall be designed and constructed to meet the minimum requirements set forth in the latest edition, including all interim addenda, of the AASHTO LRFD (Load Resistance Factor Design) Bridge Design Specifications and the WSDOT Bridge Design Manual, in that order of precedence.

The AASHTO Standard Specifications for Highway Bridges, 17th edition, may be used for the maintenance and rehabilitation design of older, existing public and private road bridges and structures.

Designers of private bridges are encouraged to schedule a pre-design meeting with the Departments of Planning and Development Services and Public Works to discuss design proposals.

6-02   PEDESTRIAN BRIDGES

Bridges that will carry pedestrian and bicycle traffic shall be designed in accordance with AASHTO’s Guide Specifications for Design of Pedestrian Bridges.

6-03   BRIDGE DESIGN ELEMENTS

See Standard Drawings 6-010, 6-020, 6-030A and 6-030B

A. General

1. Bridge design proposals shall address the elements listed below, as a minimum, for review by the Engineer.

2. The Engineer may direct that other design criteria, such as the bridge rehabilitation criteria set forth in the WSDOT Local Agency Guidelines, be applied under appropriate circumstances.

B. Geometrics

1. The bridge roadway shall comprise the full width and configuration of the road being served: travel lanes plus curbs, sidewalks, walkways, bike lanes, and/or shoulders on one or both sides. Accommodation shall be made for utilities, including likely future improvements. See Standard Drawings 6-010 and 6-020.

2. Bridge width shall be measured between the curbs or between the faces of the bridge railings, whichever is less. The minimum bridge widths shall be the following in order to match the approach road widths:


4. Private road - 20 feet.

5. Urban area bridges shall have a 5-foot wide sidewalk on each side of the roadway. Planter strips are not required. Refer to Standard Drawing 6-010.
6. Where operating speeds are 35 mph or higher, and significant bike and/or horseback traffic can be expected, the Engineer may require that facilities for these other modes of travel be separated from the traffic lanes by a bridge rail.

7. Overhead vertical clearance for motor vehicles, including overpasses, shall be 16.5 feet minimum. Vertical clearance above a walkway, sidewalk, equestrian trail or bikeway shall be 10 feet minimum.

8. Bridge height shall provide at least 3 feet of clearance between the bottom of the deck and the 100-year flood elevation.

9. Span length shall be sufficient so that no in-stream piers are required.

10. Bridge abutments shall be located well behind the ordinary high water elevation (OHWE) to minimize construction impacts.

C. Approach Profile

1. A bridge shall not be located at the low point of a sag vertical curve to prevent accumulation of stormwater runoff on the bridge.

2. The width and superelevation of the bridge shall match the approach roadway.

D. Load Requirements

1. All vehicular bridges shall be designed to carry a live load of HS-25 (AASHTO Load Factor Design method, LFD) or HL-93 (AASHTO Load Resistance Factor Design method, LRFD) plus a 30% impact load.

2. All new bridges shall be designed for actual dead load and superimposed dead loads, such as utilities, pavement and bridge railings. The following minimum superimposed dead loads shall be used in design:
   i. Utilities: 120 pounds per linear foot, per utility line
   ii. Two-inch asphalt overlay: 25 pounds per square foot.

3. Bridges for pedestrian and/or bicycle traffic shall be designed for a live load of 85 pounds per square foot.

E. Approach Slabs

1. Approach slabs are required for all bridges. Approach slabs shall be constructed in accordance with Standard Drawings 6-030A and 6-030B, or an approved individual design. The requirement for approach slabs may be waived only by deviation approved by the Engineer based on a geotechnical analysis.

2. All new bridge plans shall provide pavement seats for approach slabs, unless otherwise approved by the Engineer.

3. Approach slabs shall have a minimum length of 10 feet and shall be the full width of the roadway, including curbs, gutters, sidewalks or walkways as applicable.

F. Piers

1. Piers for new bridges shall be located above the ordinary high water elevation and shall be founded on piles or drilled shafts unless it can be demonstrated that there is little scour potential.
2. Bridge piers and diaphragms shall have openings for existing and future utilities.

G. Decks
1. Bridge decks shall have threaded inserts for existing and future utility installations.
2. All reinforcing steel in concrete bridge decks shall be hot-dip galvanized steel.

6-04 SPECIAL REQUIREMENTS

Construction or reconstruction of bridges may require permits from agencies such as the Coast Guard, Army Corps of Engineers, Department of Ecology, or the Department of Fish and Wildlife, among others. It is the project applicant's responsibility to obtain all necessary permits.

6-05 GUARDRAILS AND RAILINGS

See Standard Drawings 6-010, 6-020, 6-040

A. General
1. Bridge approach guardrails are generally required at all four corners of each bridge. Refer to Standard Drawings 6-010 and 6-020 for typical approach guardrails for urban and rural bridges.
2. Approach guardrails and bridge railings shall be designed in accordance with the AASHTO LRFD Bridge Design Specifications and the WSDOT Bridge Design Manual and Standard Plans. An acceptable bridge railing option is provided in Standard Drawing 6-040.
3. Approach guardrails shall be made structurally continuous with bridge railings.
4. All exposed structural steel in bridge railings shall be hot-dip galvanized steel.
CHAPTER 6 DRAWING INDEX

6-010  Urban Standard - Transition at Bridge
6-020  Rural Standard - Transition at Bridge
6-030A Typical Bridge Approach Slab
6-030B Typical Bridge Approach Slab
6-040  Standard Bridge Rail
NOTES:
1. GUARDRAIL TAPERS 9:1 MIN.
2. GUARDRAIL NOT REQUIRED WHEN POSTED SPEED IS LESS THAN 35 M.P.H.
3. OPTIONS A AND B ILLUSTRATE PLANTER STRIP END TREATMENT.
4. REFER TO WSDOT STANDARD PLANS AND SPECIFICATIONS FOR ADDITIONAL DETAILS.

SEE TEXT SECTION 6-03.

TYPICAL PLAN VIEW
N.T.S.
NOTES:

1. FLARED TERMINAL PREFERRED. REFER TO WSDOT STANDARD PLANS C-3, C-4B, AND C-5. LENGTH = 50 FT. MIN. FOR POSTED SPEED \( \leq 40 \) MPH. LENGTH = 60 FT. MIN. FOR POSTED SPEED \( \geq 45 \) MPH.

2. REFER TO WSDOT STANDARD PLANS C-3, C-4E, AND C-5. LENGTH = 50 FT. MIN. FOR POSTED SPEED \( \leq 40 \) MPH. LENGTH = 70 FT. MIN. FOR POSTED SPEED \( \geq 45 \) MPH.

3. REFER TO WSDOT STANDARD PLAN C-2F.

SEE TEXT SECTION 6-03.
TYPICAL LONGITUDINAL CONSTRUCTION JOINT
N.T.S.

NOTE:
1. ALL EDGES OF APPROACH SLAB SHALL HAVE 1 3/4" RADIUS.
2. △=GALVANIZED REINFORCING STEEL

LONGITUDINAL SECTION
N.T.S.

CRUSHED SURFACING BASE COURSE
0.2' MIN COMPACTED DEPTH

AP1 △ #8 @ 5'
AP2 △ #6 @ 5'
AP3 △ #5 @ 1 1/2'
AP4 △ #5 TOP @ ABOUT 1 1/2" OFF TYPICAL ROADWAY

ALT. AP1 BARS END TO END. CANT HOOKS TO PROVIDE 4" CLEAR FROM TOP OF SLAB.

AP4 △ #5 TOP – @ ABOUT 1 – 1/2" OFF TYPICAL ROADWAY
AP3 △ #5 BOT. – @ 10" OFF TYPICAL ROADWAY

SNOHOMISH COUNTY PUBLIC WORKS
6-030A  TYPICAL BRIDGE APPROACH SLAB

APPROVED BY:
COUNTY ROAD ENGINEER
DATE
COMPRESSION SEAL DETAIL

APPROXIMATE QUANTITIES

<table>
<thead>
<tr>
<th>COMPONENT</th>
<th>AMOUNT</th>
<th>UNIT</th>
</tr>
</thead>
<tbody>
<tr>
<td>SLAB GALVANIZED REINFORCING BARS</td>
<td>15.645</td>
<td>LBS/SY</td>
</tr>
<tr>
<td>(TOP MAT)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>SLAB REINFORCING BARS (BOTTOM MAT)</td>
<td>28.161</td>
<td>LBS/SY</td>
</tr>
<tr>
<td>CONCRETE</td>
<td>0.361</td>
<td>CY/SY</td>
</tr>
</tbody>
</table>

NOTE:
PAINT METAL COMPONENTS OF APPROACH ANCHOR WITH ONE COAT OF INORGANIC ZINC OR FORMULA A-11-91 PAINT IN ACCORDANCE WITH STD. SPEC. 3-06.2.

SNOHOMISH COUNTY PUBLIC WORKS
6-030B   TYPICAL BRIDGE APPROACH SLAB

APPROVED BY:
COUNTY ROAD ENGINEER
DATE
1. THIS RAIL MEETS ALL REQUIREMENTS FOR BICYCLE AND PEDESTRIAN RAILS PER SECTIONS 2.7.2 AND 2.7.3. OF AASHTO STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES.

2. THIS RAIL IS CERTIFIED BY FWA FOR LEVEL TL-4 CRASH WORTHINESS.

3. FOR CONNECTION TO GUARDRAIL USE WSDOT STANDARD PLANS C-7A AND C-3 TYPE 1A.

NOTE:

1/2" GOOSENECK BARS BOLTED TO POST WEB (1 PER SIDE)

@ 3/4" DIA. X 2" THREADED ANCHOR STUDS WITH HEX NUTS, HARDENED WASHERS, AND LOCK WASHERS AUTOMATICALLY END WELDED TO TUBE (2 PER RAIL PER POST)

@ 5/8" DIA. X 2 1/4" H.S. BOLTS (A325)
& NUT W/ WASHER (2 PER POST)

W 8 X 18

1/2" X 13 1/2" ANCHOR

4" CONT. (TOT. 5)

TO BE DETERMINED BY DESIGN ENGINEER

BRIDGE DECK SEE OTHER DRAWINGS

ANCHOR

@ 1" DIA. X 1'-6" A325 OR A449 BOLTS WITH HEX NUTS AND LOCK WASHERS (PROJ 2 1/2") (2 PER POST)

SLAB REINFORCING TO BE DETERMINED BY DESIGN ENGINEER

USE WHEN PLACED ON CONCRETE SLAB 1/4

3 PLACES

SNOHOMISH COUNTY PUBLIC WORKS

6-040 STANDARD BRIDGE RAIL

APPROVED BY: [Signature]

COUNTY ROAD ENGINEER DATE 2-10-03

SITES\COMM\NEDDS\EDDS DRAWS\CH69040.dwg
Chapter 7 ROAD CHANNELIZATION, ILLUMINATION SIGNALS AND SIGNS

7-01 CHANNELIZATION

See Standard Drawings 7-010 through 7-170

Snohomish County’s standard pavement markings for channelization of roadways are shown in Standard Drawings 7-010 through 7-170. Except as may be noted on these drawings, pavement markings and signage in Snohomish County follow the current edition of the Manual of Uniform Traffic Control Devices (MUTCD), published by the Federal Highway Administration, and the Standard Plans for Road, Bridge and Municipal Construction, published by the Washington State Department of Transportation.

Pavement markings within public right-of-way necessitated by private development projects will be installed by the County and paid by the developer, unless approved otherwise. Scheduling and arrangements are made as part of the construction plan review process.

7-02 ROAD ILLUMINATION

A. General

1. Illumination of transportation facilities enhances the visual perception of conditions or features that require additional driver or pedestrian alertness. A properly designed illumination system provides safety for motorists and pedestrians and enhances security for parking facilities.

2. The responsibility for illumination of transportation facilities belongs to the agency or party responsible for the roadway. That is, the County is responsible for illumination of county public road facilities while the State Department of Transportation is responsible for illumination of state highways.

3. Illumination standards and design criteria are provided in Chapter 8 of the WSDOT Design Manual. The County Traffic Engineer may be contacted for additional information.

4. All illumination design for existing county roads shall be approved by the Engineer. Such designs shall become the property of Public Works with entitlement to an electronic copy of the plans.

B. Illumination Levels

1. Two levels of illumination are defined, with appropriate locations listed below:
   i. "Basic illumination" is required at the following facilities:
   ii. Channelized intersections
   iii. Signalized intersections
   iv. Transit stops
   v. Parking lots
   vi. Railroad crossings with automatic gates
vii. Pedestrian undercrossings or overcrossings
viii. Curbs and hard channelization
ix. Medians and landscape planters
x. Urban arterials

2. "Illumination beyond basic" may be installed at the following facilities provided the warrant conditions listed in the following section are met and the Engineer grants approval:
   i. Signalized intersections where video traffic detection is installed
   ii. Railroad crossings within the 95 percentile queue of a traffic signal
   iii. Traffic calming devices
   iv. High accident locations
   v. Unchannelized intersections
   vi. Roadway tunnels
   vii. Railroad crossings without gates
   viii. Trail crossings
   ix. Raised pedestrian crosswalks
   x. Speed humps
   xi. Multi-lane arterials
   xii. Roadways adjacent to high traffic generators

C. Illumination Warrants

1. General:
   i. The nighttime peak hour volume shall be used to determine the level of service for illumination analysis.
   ii. Nighttime traffic volume warrant analysis shall use traffic counts taken after 4:30 p.m. and before 7:30 a.m.
   iii. Illumination may also be warranted by accident rates. The ratio of nighttime to daytime accidents should be at least 1.5 times higher than the ratio for comparable locations. A study should be conducted to verify that illumination will reduce nighttime accidents.

2. Warrants:
   i. High Speed Roadways

   High speed is defined as 40 miles per hour or greater. Illumination beyond basic is warranted when the level of service for the nighttime peak hour is D or worse and two or more of the following conditions are satisfied:

      a) Three or more successive signalized intersections have an average spacing of 700 feet or less.
b) The roadway is within an urban growth area boundary.


3. Channelized Intersections

   i. Illumination of intersections is warranted if any of the following conditions occur:

      a) The approach level of service during the nighttime peak hour is D or worse.

      b) The lighting algorithm warrant is met.

   ii. Low Speed Roadways

      Low speed is defined as less than 40 miles per hour. Illumination beyond basic is warranted if the area is classified as intermediate and the level of service for the nighttime peak hour is D or worse or if the nighttime accident warrant is met.

   iii. Arterials

      Illumination is warranted at all channelized intersections along arterials. Continuous illumination is warranted if the level of service for the nighttime peak hour is D or worse or if the nighttime accident warrant is met.

   iv. Unchannelized Intersections

      Illumination of unchannelized intersections is warranted if channelization warrants are met or if the nighttime accident warrant is met.

   v. Tunnels

      Daytime illumination is warranted if portal conditions result in a brightness reduction greater than 15 times and the length to vertical clearance ratio is ten to one or greater. Underdeck illumination is required if pedestrian facilities are present. A light meter measurement is required to justify the installation of daytime illumination in existing tunnels.

   iv. Construction Zones

      Nighttime construction activities on the roadway may warrant illumination. Illumination requirements shall be determined by the Engineer on a case-by-case basis.

   v. Detours

      Detour alignments and grades that are unusual or result in unexpected maneuvers warrant illumination. Illumination requirements will be determined by the Engineer on a case-by-case basis.
vi. Bridges

Warrants for illuminating bridges are the same as those for high or low speed roadways, whichever is applicable. Underdeck and bridge deck illumination is required if pedestrian facilities are present.

vii. Railroad Crossings

Illumination of railroad crossings is warranted if there is a potential for nighttime accidents. The extent of nighttime train activity should be taken into consideration.

viii. Pedestrian Facilities

Areas in which a high level of pedestrian activity occurs or is expected to occur may warrant illumination. Additionally, security problems may justify the installation of nighttime lighting.

ix. Trails

Illumination is warranted if security problems have developed or are anticipated. Requirements will be determined by the Engineer on a case-by-case basis.

7-03 SIGNALS

A. General

1. A pre-design conference is required with the County Traffic Engineer for any proposal to install a traffic signal. A signal warrant analysis is required for each new traffic signal installation. Preparation of the warrant analysis shall conform to the applicable sections of the MUTCD. The warrant analysis shall be submitted to the Traffic Engineer for consideration before any design work is submitted.

2. The Engineer has approval authority for all traffic signal installations. The following documentation shall be submitted to Traffic Operations and approved before a signal installation will be considered.

   i. Signal Warrant Analysis
   
   ii. Design Report
   
   iii. Preliminary Signal Plan
   
   iv. Final Plans, Specifications and Estimates (PS&E)

3. The designer shall submit plans, specifications, and estimates at 30%, 60%, 90%, and 100% plan completion stages. Detailed requirements are provided in Table 7-1.

   i. An electronic copy of the plans and base, in the County's current CADD format, must be approved with the final plans. It is recommended the electronic copy be submitted early in the design process for review and comment.

   ii. The 30% design shall show channelization including all turning radii and stop bar locations, existing utilities, phasing diagram, pole locations, controller location, signal head displays, loop layout, sidewalk ramps and preliminary
illumination design. Because channelization is critical to signal design, the channelization plan shall be approved by the Traffic Engineer prior to the 30% plan submittal.

iv. The 60% design shall show, in addition to the 30% requirements, wire notes, construction notes, general notes, pole schedule, foundation elevations (pole foundations, controller/service foundations, and any other constructed foundations), wiring diagrams, service cabinet details, miscellaneous details, special provisions and a preliminary estimate.

v. The 90% design shall show, in addition to the 60% design, a complete set of plans, special provisions and estimates.

vi. Final 100% plans, special provisions, and estimates shall incorporate all comments from Snohomish County and be complete before approval will be granted. An electronic copy of the plans and base in the County's current CADD format shall be submitted with the final plans for approval.

vii. If an interim signal system is needed during construction, a temporary signal plan shall be submitted with the 30%, 60%, 90%, and final submittals.

Table 7-1: Submittal Schedule

<table>
<thead>
<tr>
<th>SUBMITTAL</th>
<th>PLANS</th>
<th>CHANGES REQUIRING APPROVAL</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>30%</strong></td>
<td>Channelization (including turning radii and stop bar locations)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Existing Utilities</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Phasing Diagram</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Pole Locations</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Controller Location</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Signal Head Displays</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Loop Layout</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Sidewalk Ramps</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Preliminary Illumination Design</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Temporary Signal Plans</td>
<td></td>
</tr>
<tr>
<td><strong>60%</strong></td>
<td>Wire Notes</td>
<td>Channelization</td>
</tr>
<tr>
<td></td>
<td>Construction Notes</td>
<td>Pole Locations</td>
</tr>
<tr>
<td></td>
<td>General Notes</td>
<td>Loop Layout</td>
</tr>
<tr>
<td></td>
<td>Pole Schedule</td>
<td>Signal Head Displays</td>
</tr>
<tr>
<td></td>
<td>Foundation Elevations</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Wiring Diagrams</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Service Cabinet Details</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Miscellaneous Details</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Special Provisions</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Preliminary Estimate</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Temporary Signal Plans</td>
<td></td>
</tr>
</tbody>
</table>
### B. Signal Design

1. General design criteria are contained in Chapter 8 of the WSDOT Design Manual and Chapter 4 of the MUTCD as adopted and modified by WSDOT. The County Traffic Engineer shall provide specific design criteria and guidance for signal design.

2. Emergency vehicle preemption systems are required for all signals. The preemption system shall be capable of identifying and logging specific preemtting vehicles in a manner compatible with existing preemption system transmitters.

### 7-04 SIGNS

**See Standard Drawing 7-180**

**A.** All permanent signs allowed and placed in the right-of-way shall comply with the following:

i. Verify and stake locations of traffic signs for engineer approval and adjustment prior to installing.

ii. Except for complying with the post and attachment standards in this section and standard drawings 7-180A and B, all signs shall meet current WSDOT standard specifications and MUTCD standards, provided that all street name signs shall have 6 inch letters/numbers,

iii. Street name signs shall be constructed single sided, and mounted flush to the post,

iv. All signs shall be fastened using a minimum of 2 bolts,

v. Clearance from bottom of sign shall be a minimum of 7 feet from the top of whichever is higher the curb, planter or sidewalk,

vi. Sign posts shall be 2-inch by 2-inch square, 12-gage steel posts, perforated with pre-punched holes. Final post lengths shall be determined in the field prior to fabrication, and
vii. All permanent signs shall be reflectorized and constructed of sheet aluminum having a thickness per the following table:

**Table 7-1: Submittal Schedule**

<table>
<thead>
<tr>
<th>Maximum Horizontal Dimension*</th>
<th>Sheet Aluminum Thickness</th>
</tr>
</thead>
<tbody>
<tr>
<td>All street name signs</td>
<td>0.125 inch</td>
</tr>
<tr>
<td>Non street name signs less than 30 inches</td>
<td>.080 inch</td>
</tr>
<tr>
<td>Non street name signs 30 inches to 36 inches</td>
<td>.100 inch</td>
</tr>
<tr>
<td>Non street name signs over 36 inches</td>
<td>0.125 inch</td>
</tr>
</tbody>
</table>

* Note: The side dimension for a diamond shaped sign is considered to be the maximum horizontal dimension

**B.** Signage within public right-of-way necessitated by private development projects will be installed by the County and paid by the developer, unless approved otherwise. Scheduling and arrangements are made as part of the construction plan review process.
## CHAPTER 7 DRAWING INDEX

<table>
<thead>
<tr>
<th>Section</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>7-010</td>
<td>Centerlines</td>
</tr>
<tr>
<td>7-020</td>
<td>Centerlines</td>
</tr>
<tr>
<td>7-030</td>
<td>Centerlines</td>
</tr>
<tr>
<td>7-040</td>
<td>Two Way Left Turn Lane</td>
</tr>
<tr>
<td>7-050</td>
<td>Lane Lines/Drop Lane Stripes</td>
</tr>
<tr>
<td>7-060</td>
<td>Typical Lane Reduction Transition Markings</td>
</tr>
<tr>
<td>7-070</td>
<td>Walkway and Edge Lines</td>
</tr>
<tr>
<td>7-080</td>
<td>Bike Lane Stripe/Markings</td>
</tr>
<tr>
<td>7-090</td>
<td>Gore Stripes</td>
</tr>
<tr>
<td>7-100</td>
<td>Stop Bars</td>
</tr>
<tr>
<td>7-110</td>
<td>Crosswalk Detail</td>
</tr>
<tr>
<td>7-120</td>
<td>Railroad Crossing</td>
</tr>
<tr>
<td>7-130</td>
<td>Pavement Markings</td>
</tr>
<tr>
<td>7-140</td>
<td>Misc. Pavement Markings (Typical)</td>
</tr>
<tr>
<td>7-150</td>
<td>Bus Pullout Markings</td>
</tr>
<tr>
<td>7-160A</td>
<td>Raised Pedestrian Crosswalk</td>
</tr>
<tr>
<td>7-160B</td>
<td>Raised Pedestrian Crosswalk Sections</td>
</tr>
<tr>
<td>7-160C</td>
<td>Raised Pedestrian Crosswalk Details</td>
</tr>
<tr>
<td>7-170</td>
<td>Speed Hump</td>
</tr>
<tr>
<td>7-180A</td>
<td>Sign Post Details-Type ST-2</td>
</tr>
<tr>
<td>7-180B</td>
<td>Sign Post Details-Type ST-4</td>
</tr>
</tbody>
</table>
**GENERAL NOTES:**

1. PAINT IS USED FOR PAVEMENT MARKINGS ON NON-ARTERIAL ROADS.

2. RAISED PAVEMENT MARKERS (RPMs) OR A COMBINATION OF PAINT AND RPMs ARE USED ON ARTERIAL ROADS.

3. CENTERLINE MARKINGS SHALL BE PLACED ON URBAN ARTERIALS AND COLLECTORS GREATER THAN 20 FEET WIDE WITH ADT>6000. CENTERLINE MARKINGS SHALL ALSO BE PLACED ON ALL ROADS WITH THREE OR MORE TRAFFIC LANES.

**NOTE:**

TWO-DIRECTION NO-PASSING ZONE MARKINGS CONSIST OF TWO NORMAL SOLID YELLOW LINES USED WHERE CROSSING THE CENTERLINE MARKINGS FOR PASSING IS PROHIBITED FOR TRAFFIC TRAVELING IN EITHER DIRECTION.
NOTE:

ONE-DIRECTION NO-PASSING ZONE MARKINGS CONSIST OF A NORMAL BROKEN YELLOW LINE AND A NORMAL SOLID YELLOW LINE. USED WHERE CROSSING THE CENTERLINE MARKINGS FOR PASSING WITH CARE IS PERMITTED FOR THE TRAFFIC TRAVELING ADJACENT TO THE BROKEN LINE, BUT IS PROHIBITED FOR TRAFFIC TRAVELING ADJACENT TO THE SOLID LINE.
TWO-LANE, TWO-WAY TRAVEL
WITH PASSING PERMITTED
FROM 3 LANES TO 2 LANES

W4-2 (L OR R) → l

D/4

L

D

STANDARD:
THE MINIMUM TAPER LENGTH SHALL BE 100 FEET
IN URBAN AREAS AND 200 FEET IN RURAL
AREAS.

FORMULA WHEN POSTED SPEED IS:
≥45 MPH, L=WS.
<45 MPH, L=WS/80.

VARIABLE LEGEND:
L=LENGTH IN FEET
S=POSTED SPEED OR 85th-PERCENTILE SPEED,
WHICHEVER IS GREATER.
W=OFFSET IN FEET
D=ADVANCE WARNING DISTANCE. SEE SECTION 2C.05
OF MUTCD FOR PLACEMENT.

SNOHOMISH COUNTY PUBLIC WORKS
7-060 TYPICAL LANE REDUCTION TRANSITION MARKINGS

APPROVED BY: 2-10-03
COUNTY ROAD ENGINEER
DATE
NOTE:
1. EDGE LINE MARKINGS SHALL BE PLACED ON PAVED ARTERIALS WITH A TRAVELED WAY OF 17 FEET OR WIDER.
2. EDGE LINE MARKINGS SHALL BE PLACED ON PAVED ROADS OR HIGHWAYS WITH THE FOLLOWING CHARACTERISTICS:
   RURAL ARTERIALS AND COLLECTORS WITH A TRAVELED WAY OF 20 FEET OR WIDER AND AN ADT >3,000
3. EDGE LINE MARKINGS MAY BE PLACED ON ROADS AND HIGHWAYS THAT DO NOT HAVE CENTERLINE MARKINGS.
NOTE:
1. BIKE LANE MARKINGS SHALL BE USED IN CONJUNCTION WITH BIKE LANE SIGNAGE.

2. BIKE LANE SIGNS (R3-16) SHALL BE USED IN ADVANCE OF THE BEGINNING OF A MARKED BIKE LANE.
WHITE THERMOPLASTIC OR PAINT

PAINT & RPM (NON-ARTERIAL)

RAISED PAVEMENT MARKERS TYPE 2WR

DIRECTION OF TRAFFIC

RAISED PAVEMENT MARKER TYPE 1W

RAISED PAVEMENT MARKER TYPE 2W

RPM (ARTERIAL)

---

SNOHOMISH COUNTY PUBLIC WORKS
7-090
GORE STRIPES

APPROVED BY:
COUNTY ROAD ENGINEER
DATE

03/20/01
SITES/COMMON ED/S/DEDS DRAWINGS/SCH/Newchane/DDS.002
NON-ARTERIAL

WHITE THERMOPLASTIC

24"

ARTERIAL

WHITE THERMOPLASTIC

12"
STANDARD 10 FT. CROSSWALK

RAISED PAVEMENT MARKER TYPE 2WW (TYP.)

WHITE THERMOPLASTIC OR PAINT

TRIPLE FOURS

WHITE THERMOPLASTIC OR PAINT
Some portion of this pavement marking symbol should be adjacent to the W10-1 sign.

Lane line or no passing centerline is required through the entire crossing symbol.

See MUTCD Section 2C-3, Table II-1a, 15' min, 50' min.

Railroad - highway grade crossings
Pavement marking placement detail

Key:
1. RR crossing symbol
2. 24" stop bar
3. W10-1 advance warning sign
4. See "standard alphabets for highway signs and pavement marking"
5. 24" transverse marking.

Symbol details

03/20/01

Snohomish County Public Works
7-120
Railroad Crossing

Approved by:
County Road Engineer
Date:
Stuart E. Warner, 2-10-03
GUIDE SPOTS

RAISED PAVEMENT MARKERS: TYPE 1W

WHITE THERMOPLASTIC OR PAINT

HANDICAPPED PARKING STALL SYMBOL

LENTH AND WIDTH VARY WITH APPLICATION

RAISED PAVEMENT MARKERS: TYPE 1W

RUMBLE STRIP
NOTES:
1. FAR-SIDE BUS STOPS ARE PREFERRED ALTERNATIVE. NEAR-SIDE OR MID-BLOCK LOCATIONS MAY BE APPROVED ON A CASE BY CASE BASIS. REFER TO WSDOT DESIGN MANUAL, CHAPTER 1080.

2. THIS DRAWING REPRESENTS A TYPICAL DESIGN FOR PAVEMENT MARKINGS. BUS PULLOUT DESIGN DETAILS ARE PROVIDED IN TEXT SECTION 3-13 AND STANDARD DRAWING 3-160.
NOTES:
1. ADVANCE WARNING SIGNS SHALL BE PLACED A MINIMUM OF 150 FEET IN ADVANCE OF THE CROSSWALK.
2. SECTIONS A--A AND B--B ARE SHOWN ON STANDARD DRAWINGS 7-160B AND 7-160C RESPECTIVELY.

PLAN VIEW

PAVEMENT MARKINGS

SNOHOMISH COUNTY PUBLIC WORKS
7-160A
RAISED PEDESTRIAN CROSSWALK

APPROVED BY: [Signature] 4-17-03
COUNTY ROAD ENGINEER
DATE
NOTE:
ROLLED CURB MAY BE USED ONLY IN RURAL AREAS WHERE SPECIFICALLY APPROVED BY THE ENGINEER. OPTION 2 IS PROVIDED FOR RETROFIT PROJECTS.

OPTION 1 VERTICAL CURB
N.T.S.

OPTION 2 ROLLED CURB
N.T.S.

SNOHOMISH COUNTY PUBLIC WORKS
7-160B RAISED PEDESTRIAN CROSSWALK SECTIONS

APPROVED BY:
COUNTY ROAD ENGINEER
NOTE:
ROLLED CURB MAY BE USED ONLY IN RURAL AREAS WHERE SPECIFICALLY APPROVED BY THE ENGINEER. DETAIL 2 IS PROVIDED FOR RETROFIT PROJECTS.
NOTES:
1) FLAGS TO BE REMOVED 60 DAYS AFTER INSTALLATION.
2) TEMPLATE SHALL BE USED FOR CONSTRUCTION OF THE SPEED BUMP USING DIMENSIONS AS SHOWN IN SECTION A-A.
3) MAXIMUM HEIGHT AT PARABOLIC CROWN SHALL BE NO MORE THAN 3.50 INCHES AFTER COMPACTON WITH AN ACCEPTABLE TOLERANCE TO A MINIMUM OF 3.25".

SECTION A-A
SHOULDER DETAIL FOR STREETS WITHOUT CURBS

SECTION B-B
SHOULDER DETAIL FOR STREETS WITH CURBS

SNOHOMISH COUNTY PUBLIC WORKS
7-170
SPEED HUMP

APPROVED BY: Douglas M. Mccormick 8/4/10
COUNTY ROAD ENGINEER DATE
ELEVATION
TYPE ST-2 MODIFIED SIGN SUPPORT
(FOR "NO PARKING" SIGNS ONLY)

NOTES:
1. VERIFY AND STAKE LOCATIONS OF TRAFFIC SIGNS FOR ENGINEER APPROVAL AND ADJUSTMENT PRIOR TO INSTALLING.
2. ALL POSTS AND SIGNS SHALL MEET THE REQUIREMENTS OF THE SPECIAL PROVISIONS.
4. FOR STREET NAME SIGNS, EACH SIGN SHALL BE FASTENED USING A MINIMUM OF 2 BOLTS.
5. CLEARANCE FROM BOTTOM OF SIGN SHALL BE 7 MAXIMUM AS NOTED.
6. SIGN SUPPORT TYPES ARE INDICATED ON THE SIGN SCHEDULE.
7. BASE CONNECTIONS ARE PATENTED, MANUFACTURED PRODUCTS THAT ARE IN COMPLIANCE WITH NCHRP 350 CRASH TEST CRITERIA. THE BASE CONNECTION DETAILS ARE SHOWN ON THIS PLAN ONLY TO ILLUSTRATE HOW THE PARTS ARE ASSEMBLED.

SNOHOMISH COUNTY PUBLIC WORKS
7-180A SIGN POST DETAILS-TYPE ST-2

APPROVED BY:
Douglas M. Comstock 3/1/2020 COUNTY ROAD ENGINEER DATE
NOTES:
1. VERIFY AND STAKE LOCATIONS OF TRAFFIC SIGNS FOR ENGINEER APPROVAL AND ADJUSTMENT PRIOR TO INSTALLING.
2. ALL POSTS AND SIGNS SHALL MEET THE REQUIREMENTS OF THE SPECIAL PROVISIONS.
4. FOR STREET NAME SIGNS, EACH SIGN SHALL BE FASTENED USING A MINIMUM OF 2 BOLTS.
5. CLEARANCE FROM BOTTOM OF SIGN SHALL BE 7" MINIMUM AS NOTED.
6. SIGN SUPPORT TYPES ARE INDICATED ON THE SIGN SCHEDULE.
7. BASE CONNECTIONS ARE PATENTED, MANUFACTURED PRODUCTS THAT ARE IN COMPLIANCE WITH NCHRP 350 CRASH TEST CRITERIA. THE BASE CONNECTION DETAILS ARE SHOWN ON THIS PLAN ONLY TO ILLUSTRATE HOW THE PARTS ARE ASSEMBLED.

SNOHOMISH COUNTY PUBLIC WORKS
7-180B SIGN POST DETAILS-TYPE ST-4

APPROVED BY: Douglas N. McCombs 6/1/2020
COUNTY ROAD ENGINEER DATE
Chapter 8 UTILITIES & OTHER RIGHT-OF-WAY USES

8-01 GENERAL

All activities using Snohomish County public right-of-way for other than transportation are subject to the provisions of SCC Title 13 (Roads and Bridges), which regulates these activities through the franchise and right-of-way (R/W) use permit processes. Detailed franchise and right-of-way use permit requirements are contained in SCC Title 13.

Utility providers desiring to construct and/or maintain their facilities within County right-of-way are required, under SCC Chapter 13.80, to obtain a franchise with Snohomish County unless specifically exempted by state law or excepted in accordance with SCC 13.80.010. The Engineer shall make determinations on single-use or minimal-use facilities.

Accommodation of utilities and other activities within the right-of-way shall be in such a manner so as not to materially degrade or adversely affect traffic operations, safety, maintenance or the structural integrity of the roadway. The size of disturbed area necessary to install a utility facility shall be kept to a minimum. Utilities and other right-of-way use activities are subject to Snohomish County codes relating to drainage, erosion/sedimentation control and environmental protection unless exempted by state law.

8-02 UTILITY LOCATION

See Standard Drawings 8-010, 8-020

A. General

1. Utility facilities shall be located to minimize the need for future relocation to accommodate roadway improvements and to provide service access to such facilities with minimum disruption to roadway traffic. Franchise holders and permittees are encouraged to contact Public Works concerning long-range county road improvement plans to minimize potential project conflicts.

2. Utility equipment or facilities to be installed in the right-of-way shall not disrupt the operation of existing utilities. Gravity systems, whether sanitary sewer or storm drainage, shall have precedence over other systems in design and construction. Other utilities, including but not limited to electrical, telephone, cable TV and fiber optic lines, are preferred for underground installation at locations compatible with other utilities, storm drains and future roadway construction. Refer to Standard Drawings 8-010 and 8-020.

8-03 ABOVEGROUND UTILITIES

See Standard Drawings 8-010, 8-020

A. Location

1. Aboveground utilities in the right-of-way shall conform to the control zone requirements in Chapter 9 of the WSDOT Utilities Manual, this section, and the clear zone requirement of EDDS Section 4-15 and shall be compatible with
driveways, intersections, and other roadway features and not interfere with sight distance, signage, traffic signals, drainage facilities, etc.

2. Refer to EDDS Section 4-15.A.4 for determining the starting point for measuring the control zone.

3. Personal Wireless Service Facilities (PWSF) being proposed in the right-of-way on other than an existing non Snohomish County owned utility pole or structure shall be required to have a utility pre-design review with DPW prior to the submittal of any Title 13 SCC or Title 30 SCC permit application. The completed utility pre-design review form shall be submitted with any Title 13 SCC or Title 30 SCC permit application.

C. Overhead Utility Lines

1. The minimum vertical clearance for overhead power and communication lines above the road and the minimum lateral and vertical clearance from bridges shall comply with the Washington State Department of Labor and Industries Electrical Construction Code.

2. Where irregularly shaped sections of right-of-way extend beyond the standard right-of-way limits, a uniform alignment of facilities shall be acceptable as approved by the Engineer.

8-04 UNDERGROUND UTILITIES

See Standard Drawings 8-010, 8-020

A. Pre-design Review and Location

1. A utility pre-design review is required with Public Works for all proposals (under either a Type D7 or D8 permit); to install, repair, or replace underground utilities that:
   
   i. Require cutting the existing paved area of any arterial road right-of-way; or
   
   ii. Exceed more than 2000 lineal feet within an existing non-arterial road right-of-way.

   The completed utility pre-design review form shall be submitted with the right-of-way use permit application. Final approval of all utility installations within the road right-of-way rests with the Engineer.

2. Longitudinal placement of underground utilities in the right-of-way shall comply with the typical utility locations shown in Standard Drawing 8-010 or 8-020.

3. Lateral placement of underground utilities across a right-of-way shall be as near a right angle to the road centerline as practicable. Utility crossings should avoid deep cuts, bridge footings and retaining walls, or locations where roadway drainage would be affected. Utility placement may be designated by the Engineer.

4. Underground utilities shall be located at least 5 feet from road centerline and where they will not otherwise disturb existing survey monumentation.

5. The location, design and installation of new underground utilities shall account for the location of any existing, or proposed but not yet installed, permeable
pavement and the potential impact of infiltration. Any protective measures required for new underground utilities shall be the responsibility of the utility.

6. The location, design and installation of new permeable pavement shall account for the location of any existing, or proposed but not yet installed, underground utilities and the potential impact of infiltration. Approval of permeable pavement shall be contingent upon evaluation of the BMP infeasibility criteria in the Snohomish County Drainage Manual. Any protective measures required for existing or proposed underground utilities shall be the responsibility of the development project installing the permeable pavement.

B. Cover and Separation

Cover over underground utilities and the separation between underground utilities shall conform to applicable federal and state regulations, WSDOT/APWA Standard Specifications and these Standards.

C. Casings

Casings shall be installed for roadway crossings when required by appropriate industry codes or by the Engineer. Casings may be required in the following situations:

1. To facilitate the insertion, removal, replacement, or maintenance of a carrier line crossing or other circumstances where it is necessary to avoid open trench construction.

2. To protect carrier lines from external loads or shock during or after construction of a road.

3. To protect jacked or bored installation of coated carrier lines unless assurance is provided that no damage will result.

4. Within the right-of-way, casing pipes shall extend to the outside of curbs or ditches or beyond the toe of fill slopes.

5. Casing pipes shall be sealed at both ends, except for necessary vents and/or drains.

D. Carrier Pipes

Carrier pipes, pipes directly enclosing a transmitted fluid or gas, shall conform to the material and design requirements of the appropriate utility industry and governmental codes and specifications.

Carrier pipes shall be designed to withstand road loading plus all loads imposed thereon under all ranges of operating pressure from zero to maximum internal pressure.

E. Marking

Location markers and emergency information shall be provided by the utility when required by applicable state and federal standards.

F. Individual Service Lines

1. Individual water service lines shall:
   i. Be placed in the right-of-way only as necessary to make side connections.
   ii. Be placed so that their length within the right-of-way is minimized.
2. Meter boxes shall be set at the inside edge of the right-of-way line, but not within curb ramps. Where a utility easement exists adjacent and parallel to the right-of-way, meter boxes shall be placed in the utility easement.

3. Septic tank effluent lines shall:
   i. Have a minimum inside diameter of 2 inches.
   ii. Be encased in cast or ductile iron pipe.
   iii. Be placed with a minimum of 4 feet of cover from the lowest roadside feature (i.e. bottom of ditch), within 10 degrees of deflection from a perpendicular line to road centerline and shall extend to outside the right-of-way line. Private easements shall be used for installation parallel to the right-of-way line.
   iv. Be jacked or bored under the roadway unless otherwise approved by the Engineer.
   v. Not exceed a length within the right-of-way of 60 feet or the minimum width of the existing right-of-way, whichever is larger.

G. Appurtenances
1. Vents may be required for casings, tunnels and galleries enclosing carriers of fluids or gases in accordance with federal, state or local standards. Vent standpipes shall be located as close to the right-of-way line as possible to minimize interference with road operation and maintenance, and shall not be concealed by vegetation.

2. Drains may be required for casings, tunnels or galleries enclosing carriers of fluids or gases in accordance with federal, state or local standards. Drains for carriers of hazardous materials shall be directed to artificial holding areas to prevent possible surface or groundwater contamination. Drains for which only water or other non-hazardous liquids may discharge may be directed into roadway drainage systems at locations approved by the Engineer. The drainage outfall shall not be used as a waste way for routine purging of the carrier pipe unless specifically authorized by the Engineer.

3. Manholes shall be designed and located in a manner that will cause the least interference to other utilities or future road expansion. Where practicable, installations in the pavement or shoulders shall be avoided.

8-05 UNDERGROUND UTILITY INSTALLATION

See Standard Drawings 8-030, 8-040

A. General
1. The WSDOT/APWA Standard Specifications, particularly Sections 5-04, 7-08.3(3) and 9-01 through 9-03, shall apply unless otherwise stated below. Applicable federal and state regulations regarding trench safety shall be met.

2. Pavement cuts shall not be allowed in roads that have been constructed, reconstructed, or resurfaced with either an asphalt overlay (HMA Class 1/2-inch) or reconstructed with permeable pavement within the past three (3) years unless
a deviation is approved by the Engineer. This restriction does not apply to roads with a chip-seal surface. Further information is provided in Subsection B, “Installation,” below.

3. Prior to construction, the contractor/utility may be required to submit a proposed haul route for review by the Engineer. Based on this review, the Engineer may require that a haul route agreement be administered by Public Works in accordance with SCC Title 13.

4. All utility excavation outside of the improved right-of-way (existing road and fill slope) shall, to the extent required by Title 30 SCC, undergo appropriate environmental review to ensure all impacts to wetlands, streams, fish and wildlife habitat areas and buffers are adequately mitigated.

B. Installation

1. Lateral trenching shall not be permitted in roads that have been constructed, reconstructed, or resurfaced with either an asphalt overlay or permeable pavement within the past 3 years, unless it is shown by the utility that alternatives, such as boring or jacking, are not feasible and a deviation is approved by the Engineer.

2. Where boring is the required or approved installation method:
   i. The length of the bore shall extend a minimum of 4 feet from edge of pavement, if sufficient right-of-way exists.
   ii. Unused holes or abandoned casings shall be backfilled.
   iii. Water boring under roadways shall not be permitted.
   iv. Existing carriers and conduit installed under a roadway shall be physically located prior to boring.

3. When trenching through existing pavement, the open cut shall be a neat-line cut made by either saw-cutting or jackhammering a continuous line. Trench sides shall be kept as nearly vertical as possible.
   i. Trench width shall equal the diameter of the pipe plus a minimum of 12 inches on each side to ensure adequate compaction by mechanical means. See Standard Drawing 8-030.
   ii. Where a trench crosses pavement, the pavement cut shall be at least 12 inches wider on each side than the width of the trench to ensure adequate compaction.

4. The pipe or carrier, including backfill, shall be installed in a manner that ensures no deformation of the pipe likely to cause leakage or degradation to the structural integrity of the roadway. Compaction and restoration shall be accomplished as detailed below immediately after the trench is backfilled.

5. Plowing of communication and electrical lines on or adjacent to existing roads by means of a vibratory plow may be allowed by the Engineer provided the structural integrity of the roadway will not be impaired. Plowing may be no closer than 4 feet from the pavement. Use of a "static" type plow is not allowed.
C. Restoration Requirements

1. Trenches and Multiple Window Cuts. The restoration of trenches and multiple window cuts shall be as follows, provided that single window cuts made by more than one Utility Purveyor that are associated with a private development project will be considered multiple window cuts for restoration purposes:

   i. All trench backfill shall be per WSDOT/APWA Specification 7-08.3(3) and these Standards, using bank run gravel or CSTC conforming to Specifications 9-03.19 or 9-03.9(3), respectively. Backfill shall be placed to the bottom edge of the existing asphalt or within 6-inches of existing road grade, whichever is greater in successive layers not exceeding 6 inches in loose thickness. Each layer shall be compacted with mechanical tampers to 95 percent of maximum density as determined in ASTM D1557. Verification of backfill compaction shall be required and shall bear the stamp and signature of a professional engineer licensed in the State of Washington. The verification of backfill compaction test shall be submitted to the County prior to the placement of the overlay required by EDDS Section 8-05.C.1.iii below.

   ii. After placing a tack coat on the existing asphalt edges, the final patch shall be constructed with 6-inches of compacted HMA placed in the trench cut up to finished grade per WSDOT Standard Specifications Division 5-04.

   iii. After the backfill compaction has been verified and placement of the compacted HMA final patch, an overlay consisting of 2-inches of compacted HMA shall be placed per WSDOT Standard Specifications Section 5-04 over the full width of the road and extended 10 feet longitudinally from the outer most ends of either the first and last window cuts for multiple window cuts or a trench. In preparation for overlaying an existing asphalt road, the ends of the overlay project and any areas where matching existing curb or pavement will be necessary shall be planed in accordance with Standard Drawing 4-165. Should the final patch not be of satisfactory surface texture and grade, an asphalt pre-level shall immediately be done to ensure a smooth driving surface during the period before the final asphalt overlay.
2. Single Window Cut and Potholes:
   i. The pavement shall be removed with a neat line cut a minimum of 12-inches from all edges of the window cut.
   
   ii. Backfill shall be placed to the bottom edge of the existing asphalt or within 6-inches of existing road grade, whichever is greater, per WSDOT/APWA Specification 7-08.3(3) and these Standards, using bank run gravel or CSTC conforming to WSDOT/APWA Specifications 9-03.19 or 9-03.9(3), respectively. Backfill shall be spread in successive layers not exceeding 6-inches in loose thickness. Each layer shall be compacted with mechanical tampers to 95 percent of maximum density as determined in ASTM D1557.
   
   iii. After backfill and placing a tack coat on the existing asphalt edges, the final patch shall be constructed with 6-inches of compacted HMA placed in the window cut up to finished grade per WSDOT Standard Specifications Section 5-04.

3. Any trench in a roadway that is to be resurfaced by the County Overlay Program within 12 months shall be backfilled to the bottom edge of the existing asphalt or within 4-inches of existing road grade, whichever is greater, with bank run gravel or CSTC, compacted to 95% of maximum density, or with Controlled Density Fill (CDF) when required by the Engineer in accordance with Section 8-07 of this chapter, to minimize settlement. The backfill shall be covered by temporary asphalt as specified in Section 8-05.C.(1).ii or 8-05.C.(2).ii above.

4. Water settling of backfill in trenches under existing roadways is not permitted.

5. Temporary restoration of trenches for overnight use shall be accomplished by using asphalt or steel plates. Asphalt used for temporary restoration may be dumped directly into the trench, bladed out, and rolled. After rolling, the trench shall be filled flush with asphalt to provide a smooth riding surface. Asphalt materials used for temporary patching must be removed prior to placement of the permanent patch.

6. Final patches shall conform to the requirements of this chapter and shall be completed as soon as possible but no later than 30 days after first opening the trench, multiple window cuts, or a single window cut. Any delay in placement of the final patch shall be approved by the Engineer.

7. Work located outside the paved portion of the roadway (i.e. in the sidewalk, walkway, planter strip, or gravel shoulder) regardless of how close to a window cut (single or multiple) or trench in the paved portion of the roadway (i.e. curb to curb, shoulder to shoulder, or curb to shoulder) is subject to the restoration requirements of sub-sections 8), 9), or 10) below as applicable.

8. Concrete pavement shall be restored in accordance with WSDOT/APWA Standard Specifications Section 5-05. If concrete panels in an existing road are cut by a trench, the Engineer may require removal of the panels to ensure road stability.

9. Gravel shoulders disturbed by excavation shall be replaced full width with 6 inches of crushed surfacing top course (CSTC) meeting the specifications of the WSDOT/APWA Standard Specifications Section 9-03.9(3).
10. Any cut or damage to permeable pavement shall be restored with the same permeable pavement, to an equivalent or better condition as determined by the Engineer. Paving over permeable pavement with conventional asphalt, concrete or other impermeable material invalidates prior stormwater design assumptions, creates the potential for runoff to exceed a conveyance or infiltration system, and shall not be allowed unless approved by the Engineer. Permeable pavement shall be restored in accordance with manufacturer’s specifications by contractors qualified either by previous experience (at least three permeable pavement projects within the past five years) or certification by an appropriate trade organization, such as the National Ready-Mix Concrete Association. The pavement restoration plan shall be approved by the Engineer.

D. New Roads

Backfill compaction for new road construction should be accomplished by mechanical compaction per WSDOT/APWA Specifications. Compaction up to the top 2 feet of a trench by water settling may be done provided the entire water-settled portion of the trench reaches 95% maximum density and the top 2 feet of the trench consists of Controlled Density Fill as specified in Section 8-07 of this chapter.

E. Testing

Consistent with the above requirements and prior to placing any surface materials on the roadway, it shall be the responsibility of the utility/developer/contractor to provide density test reports certified by a professional engineer licensed in the State of Washington. A minimum of 1 density test shall be taken within every 200 feet of trench length and at depths of 50 percent of trench depth and at the surface, or as specified by the Engineer. Compaction of laterals or service line trenches shall be tested where required by the Engineer. Certified copies of all test results shall be provided to the County.

F. Notification and Inspection

1. Consistent with Chapter 9 of these Standards, any developers, utilities, or others intending to trench in existing or proposed county right-of-way shall notify the Department of Planning and Development Services Inspection Section not less than 3 working days prior to performing the work. This notification shall include:
   i. Location of the work
   ii. Permit number
   iii. Method of compaction to be used
   iv. Day and hour when compaction is to be done
   v. Day and hour when testing is to be done

2. As set forth in Chapter 9, failure to notify may necessitate testing or retesting by the County at the expense of the developer or utility. At the Engineer’s discretion, the work may be suspended pending satisfactory test results.
G. One Call System

1. Underground utilities shall comply with Chapter 19.122 RCW ("Underground Utilities"). For reference purposes, the Underground Utilities Location Center One Number Locater Services phone number is 811.

**8-06 UTILITY INSTALLATION ON ROADWAY STRUCTURES**

A. General

1. Attachment of utility lines to a roadway structure, including bridges, may be allowed where such attachment conforms to sound engineering practice for preserving the roadway structure and ensuring its safe operation, maintenance and appearance. Attachment of any utility to any bridge within the county road right-of-way requires the approval of the County Bridge Engineer.

2. Attachment of a utility shall not be considered unless the structure is designed to support the additional load and can accommodate the utility facility without limiting features such as ease of maintenance.

3. Utility features, such as manholes or access panels, shall not be placed within the roadway portion of the structure.

4. A pipeline carrying a hazardous substance shall not be attached to a roadway structure unless specifically approved by the Engineer.

5. The utility attachment shall not reduce any clearance requirement of the structure. Attachment to the outside of a structure shall be avoided unless there are no reasonable alternatives.

6. Utility mountings shall be of a type that does not create noise from vibration.

7. Any hole created in a structure abutment shall be sleeved, be of a minimum size necessary to accommodate the utility line, and be sealed to prevent any leakage of water or backfill material.

8. A utility line behind an abutment shall curve or angle out to align outside the roadbed area in as short a distance as is operationally practicable.

9. Communication and electrical power line attachments shall be suitably insulated, grounded, and preferably carried in protective conduit or pipe from point of exit from the ground to re-entry. Carrier pipe and casing pipe shall be properly isolated from electric power line attachments.

**8-07 CONTROLLED DENSITY FILL (CDF)**

A. General

1. Controlled Density Fill (CDF) may be required by the Engineer in lieu of native backfill material in situations where even a small amount of trench settlement cannot be tolerated, such as installation of transverse trenches on arterial roads.

2. CDF shall be used as fill above pipe zones at all street crossings and other areas, as specified by the Engineer, where consolidated, non-settling backfill is required to prevent settlement. The Engineer may limit the use of CDF in cases where
trenching has penetrated the till layer and disruption of natural groundwater flow would occur.

B. Composition

1. CDF shall be a mixture of Portland cement, fly ash, aggregates, water and admixtures which have been batched and mixed in accordance with WSDOT/APWA Standard Specifications.

Table 8-1 CDF Composition

<table>
<thead>
<tr>
<th>CDF COMPOSITION</th>
</tr>
</thead>
<tbody>
<tr>
<td>Portland Cement</td>
</tr>
<tr>
<td>Fly Ash</td>
</tr>
<tr>
<td>Aggregates</td>
</tr>
<tr>
<td>Water</td>
</tr>
<tr>
<td>Admixtures</td>
</tr>
</tbody>
</table>

2. CDF shall be used in the following proportions for each cubic yard. Batch weights may vary depending on specific weights of aggregates. CDF shall be batched to provide a pourable, non-segregating mix, with a slump between 6 inches to 8 inches.

Table 8-2 CDF Proportions

<table>
<thead>
<tr>
<th>CDF PROPORTIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Mixing Water per Cubic Yard</td>
</tr>
<tr>
<td>Cement per Cubic Yard</td>
</tr>
<tr>
<td>Fly Ash per Cubic Yard</td>
</tr>
<tr>
<td>Dry Aggregate per Cubic Yard</td>
</tr>
<tr>
<td>Sand as per WSDOT/APWA 9-03.1(2)B</td>
</tr>
</tbody>
</table>

C. Placement

1. CDF shall be discharged from the mixer by any reasonable means into the area to be filled. The CDF shall be brought up uniformly to the elevation shown on the plans.

2. CDF shall not be placed on frozen ground. CDF patching, mixing, and placing may be started if weather conditions are favorable and the temperature is at least 34 degrees F. and rising. At the time of placement, CDF must have a temperature of at least 40 degrees F. Mixing and placing shall stop if the temperature drops to 38 degrees F. or less. Each filling stage shall be as continuous a process as possible.

3. Trench sections to be filled with CDF shall be contained at either end of the trench section by bulkheads or earth fill. The contractor shall provide steel plates to span the utility trenches and prevent traffic contact with the CDF for at least
24 hours after placement or until the CDF is hard enough to prevent rutting by construction equipment or traffic.

4. Where a trench will be filled with CDF and covered by asphalt, a 4-inch to 6-inch layer of CSTC shall be placed between the CDF and the layers of ATB and ACP.

D. Compaction

For pourable CDF, compaction is not necessary for placement. The contractor may, as an option, adjust the water content only to obtain a 1-inch maximum slump mixture that shall be compacted in lifts not to exceed 12 inches. Compaction shall be accomplished by a manually operated vibratory plate/compactor.

8-08 FINAL UTILITY ADJUSTMENT TO FINISH GRADE

A. General

1. All utility covers, valve boxes, manholes and monument cases located on asphalt roadways shall be temporarily placed at subgrade elevation prior to placing base material.

2. Final adjustment of all covers and access entries shall be completed within 15 business days following final paving, unless a different time frame is approved by the County Engineer. The covers and access entries shall be adjusted pursuant to the applicable utilities standards and specifications, provided that if there are none, the final adjustment shall be completed as follows:

   i. Saw-cutting or neat-line jackhammering of the pavement around lids and covers. The opening should not be larger than 12 inches beyond the radius of the cover;

   ii. Removing base material, surfacing course, and frame; adding raising bricks; replacing frame and cover to finish grade;

   iii. Pouring 5 inches of concrete around the structure and frame within no less than 2 inches from the top;

   iv. Filling the remaining with HMA class ½”, compacted and sealed to provide a dense, uniform surface; and

   v. The maximum height differential from the finished grade and top of frame shall not exceed one-quarter inch.

3. In the event the final adjustment of all covers and access entries are not completed within the time required or approved pursuant to 8-08.A.2) above, the responsible:

   i. Utility shall be required to obtain a new or separate Type D-8 Major Utility Construction permit and may be required to obtain a new or separate Type B-5 Traffic Control permit; or

   ii. Developer shall be required to obtain a new or separate Type D-5 Major Construction permit and may be required to obtain a new or separate Type B-5 Traffic Control permit.
8-09  RESTORATION REQUIREMENTS

See Standard Drawing 8-040

A. Preservation, Restoration and Cleanup

1. All work shall comply with Chapters 30.61 through 30.67 SCC for environmental standards and mitigation, as applicable.

2. Where utility installation or other construction has impacted streams, wetlands, fish and wildlife habitat areas or their buffers, full restoration and/or mitigation shall be performed as required by franchise, permit or county code.

3. Restoration methods shall be in accordance with county codes, provisions of a franchise, permit, or agreement, and/or these Standards.

4. Unsatisfactory restoration of the right-of-way, as determined by the Engineer, shall be promptly corrected by the utility. If necessary, unsatisfactory restoration may be corrected by the County and billed to the utility.

5. Reinforcement, protection and security of existing utilities and facilities under construction are the responsibility of the permit holder.

6. In roadway restoration, the design shall consider the protection of existing utilities without sacrificing the geometrics of roadway design.

B. Traffic Control and Public Safety

1. Traffic controls, including detours for utility work, shall conform to the most current edition of the MUTCD and any other requirements by the County Traffic Engineer.

2. All construction and maintenance operations shall be planned to minimize interference with traffic flow. On heavily traveled roads, no activities interfering with traffic flow will be allowed during peak hours. Work shall be planned so that closure of intersecting streets, road approaches, or other access points is minimized.

3. Adequate provisions shall be made to safeguard any open excavation or construction site, including barricades, lights, flaggers, or other protective features in accordance with the requirements of the Washington State Department of Labor and Industries.

4. The storage of materials, including spoils, on roadways shall not be allowed unless identified on the traffic control plan with appropriate protective measures. Parking of construction or personal vehicles on roadways shall be kept to a minimum.

5. Any signing or mailboxes removed during construction shall be replaced daily. Temporary signing and channelization may be required.

C. Emergency Repairs

If emergency repairs disturb the right-of-way, the right-of-way shall be restored immediately. Approval of the final restoration of the right-of-way shall be obtained from the County as quickly as possible.
D. Striping Replacement

All traffic striping and walkway delineation removed during a construction project shall be replaced. Temporary striping shall be used on a limited basis and only as approved by the Traffic Engineer. All permanent striping and channelization shall be installed by County forces at the expense of the utility or permit holder. If County forces are unavailable to perform the striping installation within an appropriate timeframe, the utility or permit holder shall contract for the striping installation. Traffic Operations shall be contacted at least 2 days in advance of installation to verify channelization layout.

E. Final Cleanup

1. The responsible utility or permit holder shall care for adjacent areas in compliance with Sections 1-04.11 "Final Cleanup" and 8-01 "Erosion Control" of the WSDOT/APWA Specifications.

2. Roadways shall be cleaned and swept both during and after utility work.

3. Disturbed soils shall be final graded, seeded, and mulched after installation of the utility facilities or equipment. In limited areas, seeding and mulching by hand, or sod placement using approved methods, will be acceptable. Ditches lined with erodible soil and subject to rapid flows may require seeding, jute matting, netting, placement of sod, or rock lining to control erosion.

4. Any silting of downstream drainage facilities, whether ditches, pipes or catchbasins, which results from the utility installation shall be cleaned out and restored to proper operation as part of the site cleanup.

5. Any existing storm drainage facilities or roadside features damaged during repair or restoration activities shall be replaced with new materials by the permit holder or their subcontractor.
CHAPTER 8 DRAWING INDEX

8-010   Typical Utility Locations - Shoulder Section
8-020   Typical Utility Locations - Curb Section
8-030   Utility Trench Restoration and Backfill
8-040   General R/W Restoration Requirements
NOTES:

1. MINIMUM COVER AND SEPARATION FOR FIBEROPTICS, SANITARY SEWER, WATER, GAS, POWER AND NON-FIBEROPTICS TELEPHONE AND CABLE TELEVISION SHALL BE IN COMPLIANCE WITH FEDERAL AND STATE REGULATIONS.

2. UTILITY POLES AND OTHER ABOVE GROUND UTILITY OBJECTS SHALL BE PLACED OUTSIDE CONTROL ZONE AREAS UNLESS (1) JUSTIFIED TO THE ENGINEER'S SATISFACTION BY SUITABLE ENGINEERING STUDIES CONSIDERING TRAFFIC SAFETY (2) SHIELDED BY A BARRIER, (3) PLACED IN AN AREA NORMALLY INACCESSIBLE TO VEHICLES OR (4) UTILIZING A BREAKAWAY DESIGN. INSTALLATION OF POWER POLES AND OTHER ABOVE GROUND UTILITY OBJECTS WILL NOT BE PERMITTED IN SIDEWALKS OR WALWAYS.

3. CONTROL ZONE DISTANCE FOR ROADS WITH A POSTED SPEED OF 35 MPH OR LESS SHALL BE 10 FT BEYOND EDGE OF TRAVELED WAY. CONTROL ZONE DISTANCES FOR ROADS POSTED AT GREATER THAN 35 MPH SHOULD BE DETERMINED ACCORDING TO CHAPTER 1600 OF THE WSDOT DESIGN MANUAL OR CHAPTER 9 OF THE WSDOT UTILITIES MANUAL, AS APPLICABLE. REFER TO EDDS SECTION 6-03.A.2) FOR MEASURING CONTROL ZONE DISTANCE.

4. POWER, TELEPHONE, CABLE TV AND GAS MAY SHARE THE SAME TRENCH IN RESIDENTIAL PLATS.

5. WATER LINE PREFERRED BENEATH SHOULDER. IF NOT PRACTICAL, LOCATE AS SHOWN.

6. SANITARY SEWER AND WATER LINES SHALL HAVE 10 FT. MINIMUM HORIZONTAL SEPARATION AND 1.5 FT. MINIMUM VERTICAL SEPARATION FROM BOTTOM OF WATER LINE TO CROWN OF SEWER. REFER TO DOE "CRITERIA FOR SEWAGE WORKS DESIGN."

SEE TEXT SECTION 8-02
Utilization locations shown are for new construction. Installations within existing roads may vary and will be evaluated at the utility permit stage on a case-by-case basis. No utility shall be located within or below a roadside ditch or swale.

Notes:
1. Minimum cover and separation for fiberoptics, sanitary sewer, water, gas, power and non-fiberoptics telephone and cable television shall be in compliance with Federal and State regulations.

2. Utility poles and other above ground utility objects shall be placed outside control zone areas unless justified to the engineer's satisfaction by suitable engineering studies considering traffic safety. Shaded by a barrier, (3) placed in an area normally inaccessible to vehicles or (4) utilizing a breakaway design. Installation of power poles and other above ground utility objects will not be permitted in sidewalks or walkways.

3. Control zone distance for roads with a posted speed of 35 MPH or less shall be 10 ft beyond edge of traveled road control zone distances for roads posted at greater than 35 MPH should be determined according to Chapter 1600 of the WSUTC Design Manual or Chapter 9 of the WSUTC Utilities Manual, as applicable. Refer to EDDs Section 8-03.A.2 for measuring control zone distance.

4. Power, telephone, cable TV and gas may share the same trench in residential plats.

5. Water line location to be determined based on site conditions in conjunction with the water provider.

6. Sanitary sewer and water lines shall have 10 ft. minimum horizontal separation and 1.5 ft. minimum vertical separation from bottom of water line to crown of sewer. Refer to DOE criteria for sewage works design.

See Text Section 8-02

SNOHOMISH COUNTY PUBLIC WORKS
8-020 TYPICAL UTILITY LOCATIONS - CURB SECTION

APPROVED BY: Douglas J. McCormick 07/16/18
COUNTY ROAD ENGINEER DATE
ASPHALT OR CONCRETE PAVEMENT:
1. A 2” HMA OVERLAY IS REQUIRED PER EDDS 8-05.C
2. EXISTING PAVEMENT.
3. TRENCH – 6” OF HMA OR MATCH EXISTING ASPHALT, WHICHEVER IS GREATER, PER WSDOT STANDARD SPECIFICATIONS SECTION 5-04. IF CONCRETE, RESTORATION SHALL BE IN ACCORDANCE WITH SECTION 5-05 OF THE WSDOT/APWA SPECIFICATIONS.
4. NATIVE MATERIAL, BANK RUN GRAVEL, CSTC OR CONTROL DENSITY FILL (CDF) A MINIMUM OF 6” FROM TOP OF EXISTING ASPHALT.
5. NEAT LINE CUT, CLEAN, HEAT & TACK EDGES WITH SEALER CSS-1 & SEAL WITH HOT ASPHALT CEMENT.
6. TEMPORARY RESTORATION OF TRENCHES FOR OVERNIGHT USE SHALL BE ACCOMPLISHED BY USING ASPHALT, OR STEEL PLATES.
7. PATCH SHALL BE MACHINE ROLLED FLUSH WITH EXISTING PAVEMENT AND SHALL BE PLACED PER WSDOT STANDARD SPECIFICATIONS SECTION 5-04.
8. COVER DEPTH OVER UNDERGROUND UTILITIES SHALL CONFORM TO FEDERAL AND STATE REGULATIONS.
9. TRENCHES IN CONCRETE PAVEMENT SHALL BE RESTORED USING TIE BARS OR DOWEL BARS IN ACCORDANCE WITH WSDOT STANDARD SPECIFICATIONS SECTION 5-04.
SEE TEXT SECTIONS 8-02, 8-04, 8-05, 8-07.

PERMEABLE PAVEMENT:
10. TRENCHES IN PERMEABLE PAVEMENT SHALL BE RESTORED WITH THE SAME PERMEABLE PAVEMENT AND CROSS-SECTION, UNLESS APPROVED OTHERWISE BY THE ENGINEER.
GENERAL R/W USE RESTORATION REQUIREMENTS

1. AT THE ENGINEER’S DISCRETION, PRIOR TO COMMENCING ANY CONSTRUCTION, PHOTOGRAPHS DEPICTING PRE-EXISTING ROADWAY CONDITIONS WILL BE REQUIRED EVERY 50 FEET IN PAVED AREAS OR ANY OTHER LOCATION AS SPECIFIED BY THE ENGINEER.

2. SIGNING, FLAGGING AND TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH THESE STANDARDS, THE WSDOT TRAFFIC MANUAL AND THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES.

3. ONE LANE OF TRAFFIC SHALL REMAIN OPEN AT ALL TIMES, ATTENDED BY FLAGMEN AND APPROPRIATE CONSTRUCTION SIGNING PROVIDED. THE ROAD SHALL BE RESTORED TO TWO-WAY TRAFFIC AT THE END OF EACH WORKING DAY. APPLICATIONS FOR TOTAL ROAD CLOSURES MUST BE FILED WITH SNOHOMISH COUNTY PUBLIC WORKS AT LEAST 5 DAYS PRIOR TO THE ANTICIPATED CLOSURE.

4. EXISTING DRAINAGE DITCHES, CULVERTS, ETC., SHALL BE KEPT CLEAN AT ALL TIMES. TEMPORARY DIVERSION OF ANY DRAINAGE SYSTEM WILL NOT BE PERMITTED WITHOUT THE CONSENT OF THE ENGINEER. ANY DRAINAGE CULVERT, CATCHBASIN, MANHOLE OR OTHER DRAINAGE STRUCTURE DISTURBED BY EXCAVATION SHALL BE REPLACED WITH NEW MATERIAL OR REPAIRED TO THE SATISFACTION OF THE ENGINEER. TEMPORARY EROSION/SEDIMENTATION CONTROL MEASURES SHALL BE EMPLOYED TO PROTECT ADJACENT PROPERTY AND STORM DRAINAGE FACILITIES.

5. GRAVEL SHOULDERS DISTURBED BY EXCAVATION SHALL BE SHAPED TO COUNTY STANDARDS AND PROVIDED WITH A MINIMUM OF 8 INCHES COMPACTED CRUSHED SURFACING TOP COURSE.

6. IF IN THE OPINION OF THE ENGINEER, WEATHER CONDITIONS DETERiorATE TO THE POINT WHERE THE TRAVELED ROADWAYS ARE UNSAFE FOR THE PUBLIC OR DETRIMENTAL TO THE RESTORATION OF THE ROADWAY, EXCAVATION SHALL CEASE IMMEDIATELY AND CLEANUP SHALL BE PROMPTLY ACCOMPLISHED.

7. ALL PIPE OR OTHER MATERIAL STORED ALONG COUNTY RIGHT-OF-WAY MUST BE PLACED AT A SAFE DISTANCE FROM THE TRAVELED ROADWAY IN SUCH A MANNER AS TO AVOID FALLING ONTO THE ROADWAY.

8. NO EXCESS OR UNSUITABLE MATERIAL SHALL BE WASTED ON COUNTY RIGHT-OF-WAY. ANY SUCH MATERIAL DUMPED ON PRIVATE PROPERTY MAY REQUIRE A GRADING PERMIT. VERIFICATION WITH SNOHOMISH COUNTY PLANNING & DEVELOPMENT SERVICES IS REQUIRED.

9. STREET SURFACES SHALL BE CLEANED AT THE END OF EACH DAY’S OPERATION WITH A POWER BROOM OR OTHER APPROVED MEANS.

10. NO OPEN CUT CROSSING OF COUNTY ROADS OR STREETS SHALL BE MADE WITHOUT THE APPROVAL OF THE ENGINEER.

11. MAXIMUM AMOUNT OF OPEN TRENCH IN ROADS SHALL BE 400 LINEAL FEET. AT THE END OF EACH DAY, ALL DITCHES MUST BE BACKFILLED OR COVERED WITH STEEL PLATES AND BARRICADED WITH FLASHING WARNING LIGHTS TO PREVENT PEOPLE OR ANIMALS FROM FALLING INTO THE TRENCH.

12. FINAL CLEANUP INCLUDING COMPLETE RESTORATION OF SHOULDERS, CLEARING OF DITCHES, CULVERTS AND CATCHBASINS, AND REMOVAL OF LOOSE MATERIAL FROM BACK SLOPES OF DITCHES SHALL NOT EXCEED 1500 L.F. BEHIND EXCAVATING OPERATIONS OR AS REQUIRED BY THE ENGINEER.
Chapter 9 CONSTRUCTION CONTROL & INSPECTION

9-01 GENERAL

A. Plans and Reports

1. Work performed in the construction or improvement of County roads shall be done to the satisfaction of the Engineer in accordance with approved plans. No work may be started until such plans are approved and required permits are obtained. Revisions to construction plans shall be approved by the Engineer prior to implementation.

2. A copy of the approved construction plans and a copy of the Snohomish County Engineering Design and Development Standards (EDDS) are required to be on the construction site at all times.

3. It shall be the responsibility of the permit applicant/developer to provide the Engineer with test reports, certified by a professional engineer licensed in the State of Washington, to verify compliance of materials used in the project. Sampling and/or testing shall be at a frequency and magnitude determined by the Engineer. All costs incurred for sampling, as required, shall be the responsibility of the developer. Test reports shall be submitted to Planning and Development Services for transmittal to the Engineer.

4. All construction activities and materials shall comply with environmental regulations and permits.

B. Haul Route Agreements

1. Haul route agreements may be required for new or expanded commercial hauling within the right-of-way for activities such as development construction, pit and quarry operations, logging or other commercial operations that are anticipated to cause extraordinary damage or accelerated deterioration to county roads.

2. If required by the Engineer, the permit applicant shall submit a proposed haul route for review by the Engineer prior to the start of hauling activities. Based on review of the proposed haul route, the Engineer may require a haul route agreement in accordance with SCC Chapter 13.40.

9-02 SUBDIVISION/COMMERCIAL DEVELOPMENT INSPECTION

A. General

1. The County shall inspect all road and drainage facility construction, and utility installation, relating to subdivision and commercial development.

2. Construction events that require notification to, monitoring and/or inspection by the County are:

   i. Preconstruction Conference

      Three working days' prior notice is required. A preconstruction conference shall precede the start of construction and shall include the contractor,
design engineer, utilities, and other parties affected. Approved plans, including the traffic control plan, and permits are required prior to the conference.

ii. Clearing and Temporary Erosion/Sedimentation Control

Three working days' notice is required prior to initial site work involving drainage and installation of temporary water retention/detention and siltation control.

iii. Storm Drainage Installation

Two working days' notice is required prior to trenching and placing of storm drainage facilities. A preliminary record drawing of the storm drainage system is required upon completion of the installation and must be approved by the County before the final lift of ACP can proceed. Two weeks shall be allowed for review of preliminary drainage record drawings.

iv. Subgrade Approval

Two working days' notice is required. Underground utilities and roadway grading shall be complete, including placement of gravel base. Inspection shall include review and approval of any density tests and certifications submitted in accordance with section 9-04.

v. Curb and Sidewalk Forming

Two working days' notice is required for verification of proper forming and grade preparation prior to pouring concrete. Subgrade approval is required prior to this step.

vi. Curb and Sidewalk Placement

Two working days' notice is required prior to placement of concrete. Subgrade approval is required prior to this step.

vii. Crushed Surfacing Placement

Two working days' notice is required for verification of placement and compaction of any crushed surfacing base course or top course. Subgrade approval is required prior to this step.

viii. Paving

Three working days' notice is required prior to paving with asphalt or Portland cement concrete. Approval of the storm drainage record drawings and subgrade is required prior to paving.

ix. Structural

Three working days' notice is required prior to each critical stage such as placing foundation pilings or footings, placement and assembly of major components, and completion of structure and approaches.
x. Final Inspection

Fifteen working days' notice is required prior to overall inspection of project site. All construction shall have been completed, including but not limited to paving, drainage and associated appurtenances, concrete work, erosion control, cleaning of drainage system, and site cleanup.

9-03 FAILURE TO NOTIFY FOR INSPECTION

Notification by the permit applicant of the construction events described above is essential for verification of compliance with these Standards. Failure to notify in a timely manner may require the County to arrange appropriate sampling and testing after-the-fact, with certification by a qualified private testing laboratory or by Public Works. The cost of such testing and certification shall be borne by the permit applicant.

The Engineer may prohibit or limit further work on development construction until all required tests have been completed and corrections made to the satisfaction of the Engineer. If necessary, the County may take further action as permitted by law.

9-04 CONSTRUCTION CONTROL

A. General

1. The provisions of Section 2-03 of the WSDOT/APWA Standard Specifications shall apply in all respects to development construction unless otherwise specified by the Engineer.

2. For County projects, standards for construction are contained in the project specifications.

B. Compacting Earth Embankments

Compaction of the top two feet of fill subgrade shall meet a minimum 95% of maximum density in accordance with the WSDOT/APWA Specifications Section 2-03.3(14)C - Method B. Subgrade fill below the top two feet shall be compacted to 90% of maximum density.

C. Testing and Certification

1. Prior to placing any surfacing material on the roadway, the developer/contractor shall provide density test reports certified by a professional engineer licensed in the State of Washington. Optimum moisture content and maximum density shall be determined by methods cited in Section 2-03.3(14)D of the WSDOT/APWA Specifications.

2. In subgrade areas, a minimum of one test per 200 linear feet per lane shall be taken in a random pattern. Test locations in cut sections shall be taken at subgrade. For work to be accepted, and prior to paving, tests must show consistent uniform density in conformance with these Standards.

3. Density testing for asphalt pavement shall be one test per 400 linear feet per lane, taken in a random pattern. The Engineer may specify more rigorous testing, and may require the contractor to core the pavement to verify depth and density.
4. Density requirements for trenches are provided in Chapter 8 of these Standards.

5. Prior to acceptance by the County, the developer shall provide certification by a registered engineer as to:
   
   i. Quality and density of embankment materials and trench backfill materials.
   
   ii. Quality, thickness and density for all surfacing and base materials for both roads and sidewalks.
   
   iii. Quality of concrete and concrete items.

D. Other Requirements

1. A preliminary record drawing, stamped and signed by the applicant’s surveyor, shall show all drainage features installed as required prior to paving. The drawing must be approved by the County before the final lift of asphalt can proceed.

2. Prior to any site construction involving clearing, logging, or grading, the site/lot clearing limits shall be located and field identified on the approved plans. The applicant and the contractor are responsible for erosion or sediment control that may affect water quality on the project site. A water quality monitoring program may be required.

9-05 TRAFFIC CONTROL

A. Interim Traffic Control

1. The developer/contractor shall be responsible for interim traffic control during construction on or along county roadways. The developer/contractor shall submit a traffic control plan to Public Works and receive approval prior to commencement of any construction.

2. Traffic control shall follow the provisions of section 1-07.23 of the WSDOT/APWA Specifications. All barricades, signs and flagging shall conform to the requirements of the MUTCD and these Standards. Signs must be legible and visible and should be removed at the end of each workday if not applicable outside construction hours.

3. A "Temporary Signing and Channelization Plan" may be required by the Engineer for installation of temporary roadway striping, channelization and/or signing during project construction. Approval is required prior to any installation.

4. All temporary barricades and traffic control measures installed for a private development project shall be removed prior to final plat recording or as otherwise determined by the County.

B. Road Closures, Lane Closures and Detours

1. Road closures, lane closures and detours are subject to the requirements of SCC Chapter 13.40. If unavoidable, the applicant/contractor shall submit a right-of-way use permit application to Public Works. A traffic control/detour plan shall accompany the completed application and shall comply with the MUTCD and WSDOT/APWA Standard Plans and Specifications.

2. Worksite signing, flagger locations, intersections and facilities shall be identified on the traffic control/detour plan. Permit approval is required prior to closing
any county right-of-way. The applicant/contractor is also responsible for posting appropriate traffic control signs at least 5 days prior to the road closure.

3. Snohomish County shall make the initial road closure/lane closure/detour notification to the affected jurisdictions, however, the applicant/contractor may be required to update local fire and school districts, law enforcement authorities, Community Transit, and any other necessary parties regarding the progress of the road closure.

9-06 COUNTY ROAD PROJECT INSPECTION
Inspection of county road projects shall be carried out as directed by the Engineer.

9-07 UTILITY NOTIFICATION
RCW 19.122.030 requires that any excavator or facility operator, before commencing any excavation, other than agricultural tilling less than 12 inches in depth, shall notify all owners of underground facilities through a one-number locator service. The utility One-Call Center phone number 811 shall be prominently displayed at any worksite. Refer to EDDS Subsection 8-05.F.
Chapter 10 CONSTRUCTION PLAN REQUIREMENTS

10-01 CONSTRUCTION PLAN SUBMITTAL

A. General

1. Construction plan requirements are established in County Code. Construction plans shall be signed, sealed and submitted by the applicant's engineer to Planning and Development Services (PDS).

2. Any revisions to approved construction plans shall be submitted to PDS for approval prior to construction. Revisions shall be stamped and signed by the applicant's engineer.

3. Revisions to approved construction plans shall be submitted and approved by the Engineer for compliance with code requirements and standards. Proposed revisions shall be indicated on a copy of the original approved construction plan set that includes the "Approved for Construction" stamp, signed by PDS and the applicant's engineer.

4. The proposed revision shall be clearly shown by strikeout of text, cross-out of items and/or clouding as appropriate, and by posting the drawing revision block.

5. Copies of the proposed plan revision shall be submitted to PDS for review by the County. Once the County approves the revision, it will be added to the approved plan set and, if applicable, a copy will be forwarded to Public Works for filing.

10-02 PLAN STANDARDS

A. Requirements

Submittal, formatting, copying processes, and drawing standards are as follows:

1. Plan sheets submitted to the County for review and approval shall be 24 inches by 36 inches or 22 inches by 34 inches. Plans shall be dark line on light background, plotted or copied on standard drafting paper. Project plan submittal requirements shall be determined by Planning and Development Services in accordance with County Code.

2. Plans shall not be accepted for reviews that are not clear, concise, or easy to read with all lettering and lines legible.

3. The drawing plan set shall include all offsite road, walkway, drainage and utility improvements, as well as any mitigation or landscaping plans. A temporary erosion and sedimentation control plan, showing the control measures intended to minimize the effects of erosion due to construction operations, shall be included.

4. A schedule of all drawings showing sheet number and title is required on the cover sheet. The cover sheet shall include a vicinity map oriented with North to the top of the sheet, at an appropriate scale showing major roadways and cities.

5. A listing of general notes, containing the specifications and design standards, and storm drainage general notes.
6. All construction plan sheets shall have the county project number clearly marked on the lower right hand edge. Plats shall also have the name of the plat clearly marked on the lower right hand edge.

7. When approved record drawings are required to be filed with Public Works, they shall be drawn in black ink on 4 mil polyester drafting film (mylar) or to an acceptable standard approved by the Engineer.

**10-03 HORIZONTAL PLAN**

**A. General**

The following elements are required on horizontal plans:

1. A vicinity map shall be placed on the cover sheet at an appropriate scale to show the proximity of the project to major roadways and cities.
2. North arrow at the top of the page.
3. Road alignments with 100 feet stationing reading from west to east or south to north and stationing at points of curve, tangent, and intersections with ties to sections and/or quarter corners surrounding the improvement.
4. Section, township, range, and breakdown to boundaries of subdivision.
5. Bearings and distances on centerlines based on the Washington State Coordinate System.
6. Curve data, including radius, delta, arc length, and tangent distance on all horizontal curves.
7. Centerline of handicap ramps shall be identified by the delta and offset stationing. Stationing shall identify mid-block ramps.
8. Right-of-way lines and width for existing and proposed roads and intersecting roads. Right-of-way lines on submitted plans can only be depicted by a licensed surveyor pursuant to Chapter 18.43 RCW.
9. All easements.
10. All topographic features, including but not limited to driveways, fences, trees, signs, mail boxes and other appurtenances within the right-of-way limits and sufficient area beyond to resolve questions of setback, slope, drainage, access onto abutting property and road continuations.
11. All existing utilities and proposed utilities to the extent that these will be engineered or relocated by the developer.
12. All roads shall be identified by the County road grid numbering system including names, with appropriate designation (street, drive, etc.) and quadrant. Names of adjoining subdivisions, will be shown if applicable.
13. Existing and proposed drainage features, indicating location (station & offset), direction of flow, size, and kind of each drainage channel, pipe, and structure. For earthwork, show cuts and fills, new toe of slope and top of bank.
14. Scale should generally be 1 inch = 50 feet. However, it may be necessary to show details and even mainline at other scales such as 1 inch = 30 feet or 1 inch.
= 40 feet to clarify features such as retention/detention systems, frontage improvements, etc. Bridge plans should be drawn at 1 inch = 20 feet to illustrate details.

15. When the plan view covers more than one sheet, the first sheet shall show the complete area of the plat with street and lot numbers at a convenient scale, with adjacent road names clearly shown.

16. Stationing shall indicate mailbox locations. Any relocation of existing or installation of new mailboxes shall be approved by the Postal Service as discussed in EDDS Section 4-13.

17. All street illumination shall be located by stationing on the plans. Note that street lighting may be designed by the local utility or others and shown on a separate plan.

18. Datum used and all bench marks, which refer to established control when available, NGVD Datum (1929), or NAVD 88. When NAVD 88 is used, an equation for conversion to MSL (NGVD 29).

19. Vertical curb cuts shall be called out by stationing and width.

20. On channelization and signing plans, illumination and signal design shall be specific to the project and consistent with Chapter 7 of these Standards.

21. All streams, wetland and critical areas and their buffers within 100 feet of the right-of-way.

10-04 PROFILE ELEMENTS

A. General

Profile elements shall include the following:

1. Original ground lines at 100-foot stations and at significant ground breaks and topographic features, with accuracy to within 0.1 foot on unpaved surfaces and 0.02 foot on paved surfaces.

2. Existing utilities, including elevations.

3. Final road and storm drain profile with centerline stationing the same as the horizontal plan, reading from left to right in most cases, to show stationing of points of curve, tangent, and intersection of vertical curves, with elevations to 0.01 foot.

4. Grades accurate to 0.01 percent.

5. Superelevation criteria where utilized.

6. The ratio of the vertical scale to the horizontal scale shall be 1V:10H, however, a ratio of 1V:1H may be used when required to illustrate details more clearly. A vertical scale of 1 inch = 5 feet is typically used with a horizontal scale of 1 inch = 50 feet for project plans. However, vertical scales such as 1 inch = 2 feet, 3 feet, or 4 feet may be used if the total elevation range for a single profile exceeds 20 inches on a full plan sheet or 10 inches on a split plan sheet. Bridge plans are typically drawn at a vertical scale of 1 inch = 20 feet.

7. Vertical curve data, including design speed and required sight distance.
10-05 ENGINEERING RECORD DRAWINGS

A. General

1. Record drawings (previously known as "as-built" plans) are required as specified in County Code. Record drawings are necessary as a basis to plan and design future projects in the same location and to make repairs to damaged structural components or other non-working facilities. Final record drawings submitted to Public Works for archiving shall adhere to the mylar standard set forth in EDDS 10-05.C.

2. Engineering record drawings are a record of any deviations or changes to the original intended physical product of the approved construction plans. The revisions shall be shown on a copy of the original approved construction plans that are filed with the County. Record drawings submitted for county review shall reflect the same degree of detail as the original plan drawings.

3. Record drawings submitted for review and approval shall include, but not be limited to, the following details:
   
   i. Stamped and seal signed by a Washington State licensed engineer or surveyor;
   
   ii. Roadway centerline profiles and slopes; vertical and horizontal curves; and roadway widths;

   iii. Curb ramp locations;

   iv. All storm drainage pipe slopes;

   v. All catchbasins and manholes, inverts of inlet and outlet, rim elevations;

   vi. Ditch or swale elevations along the centerline at 25 feet intervals;

   vii. All detention pond elements including elevations of all overflow structures, bottom of pond elevations at each corner and center, intake and outlet pipes, elevations at every 25 feet at the inside and outside of toe and top of berms;

   viii. All detention vault elements including interior and exterior dimensions, elevations at floor and top;

   ix. Control structure elements including size and elevation of all orifices, standpipe notches, and bottom of the structure and lid;

   x. Elevations on dispersion trenches at all pipe inlets and outlets;

   xi. Finished grade of areas changed by grading, with either spot elevations or new contours with actual top and toe of slopes or walls;

   xii. Public Bridges. Public Works is required to file the first NBIS (National Bridge Inspection System) bridge inspection with WSDOT within 90 days of a public bridge opening to traffic and an NBIS bridge is any structure (including a culvert under a public road) with an opening greater than 20 feet. The following is required for new or modified public bridges:

       a) Bridge deck elevations over abutments and piers. Include additional shots for long spans.
b) Initial creek cross-sections along upstream and downstream face of bridge

c) Elevations for top and bottom of footings/pile caps/cofferdam seal.

d) Elevation of pile tips or bottom of shafts,

e) Approved submittals or shop drawings for contractor designed structures (girders, walls, 3-sided bridge, vaults, etc.).

B. Record Drawings Submittal Process

To facilitate the approval process of record drawings, the following procedure shall be followed:

1. The applicant shall first submit, in PDF format (i.e. non-PDF/A format), an electronic copy of the record drawings for County review. The record drawings shall be done on a copy of the original approved construction plans;

2. The County will review the drawings and redline any necessary changes and return the drawings to the applicant in PDF format (i.e. non-PDF/A format);

3. The applicant shall then resubmit, in PDF format (i.e. non-PDF/A format), an electronic copy of the final record drawings to the County for approval.

C. Media Standards

Final record drawings required by Public Works for archiving shall be legible original documents produced and submitted in electronic PDF format (i.e. non-PDF/A format) format. Final record drawings must have a signature per WAC 196-23-070 and be saved in PDF/A format.

10-06 ALTERNATE MATERIALS AND METHODS

Where alternate materials are permissible (different types of storm sewer pipe, etc.) they shall be clearly called out on the road construction plans.

Where leak testing (see Section 5-04.I) for sewer pipe is deemed necessary by the Engineer or by the developer's engineer, it shall be determined during the design/review process prior to approval of plans for construction and shall be clearly called out on the road construction plans.
Chapter 11 LOW IMPACT DEVELOPMENT (LID)

11-01 INTRODUCTION

Low impact development (LID) means a stormwater and land use management strategy that strives to mimic pre-disturbance hydrologic processes of infiltration, filtration, storage, evaporation, and transpiration by emphasizing conservation, use of on-site natural features, site planning, and distributed stormwater management practices that are integrated into a project design. The goal of LID is to prevent measurable physical, chemical or biological degradation to streams, lakes, wetlands, and other natural aquatic systems from commercial, residential or industrial development sites. LID is the preferred and commonly-used approach to land development in Snohomish County. The Snohomish County Code and the Snohomish County Drainage Manual determine when the use of LID BMPs is mandatory. In recognition of the fact that LID BMPs work to manage stormwater pollution and runoff, Snohomish County encourages their use beyond what is required by the Drainage Manual.

A. LID Objectives

The primary stormwater management objective of LID is to approximate the pre-development (native) forested hydrologic condition (or prairie condition if historic data so indicate) over the full range of rainfall intensities and durations. On a practical level, this is accomplished by minimizing hard surfaces and land disturbance, maximizing retention of native vegetation and soils, and utilizing multiple small systems on a site to promote dispersion and infiltration of runoff as close to the source as possible.

B. Exemptions

1. Activities exempt from stormwater management requirements are described in Chapter 30.63A SCC (Part 200). The following pavement maintenance practices are exempt:
   i. Pothole and square cut patching;
   ii. Overlaying existing asphalt or concrete pavement with asphalt or concrete without expanding the area of coverage;
   iii. Shoulder grading;
   iv. Reshaping/regrading drainage systems;
   v. Crack sealing;
   vi. Resurfacing with in-kind material without expanding the road prism;
   vii. Pavement preservation activities that do not expand the road prism; and
   viii. Vegetation maintenance.

2. The following pavement maintenance practices are not categorically exempt:
   i. Removing and replacing a paved surface to the base course or lower, or repairing the pavement base. If impervious surfaces are not expanded, Minimum Requirements (MRs) #1-#5 apply (refer to “Minimum Requirements” below).
   ii. Extending the pavement edge without increasing the size of the road prism, or paving graveled shoulders. (These are considered new impervious surfaces and are subject to the minimum requirements that are triggered when the thresholds identified for new development or redevelopment projects are met.)
iii. Resurfacing by upgrading from dirt to gravel, asphalt or concrete; upgrading from gravel to asphalt or concrete; or upgrading from a bituminous surface treatment (chip seal) to asphalt or concrete. (These are considered new impervious surfaces and are subject to the minimum requirements that are triggered when the thresholds identified for new development or redevelopment projects are met.)

3. Underground utility projects that replace the ground surface with in-kind material or materials with similar runoff characteristics are only subject to MR #2 (Construction Stormwater Pollution Prevention).

C. New Development and Redevelopment

Proposed activities that are not exempt are categorized as either “new development” or “redevelopment,” as defined in EDDS Section 1-17. Projects that meet the definition of “redevelopment” shall not be considered “new development.”

The drainage review thresholds for new development and redevelopment projects, and the applicable MRs, are described in Chapter 30.63A SCC (Part 300). Additional requirements for road-related redevelopment projects are specified in SCC 30.63A.310(5).

D. Minimum Requirements (MRs)

1. The MRs applicable to “new development” and “redevelopment” projects are described in Volume I, Chapter 2 of the Drainage Manual.
   i. MR #1: Preparation of Stormwater Site Plans
   ii. MR #2: Construction Stormwater Pollution Prevention Plan (SWPPP)
   iii. MR #3: Source Control of Pollution
   iv. MR #4: Preservation of Natural Drainage Systems and Outfalls
   v. MR #5: On-Site Stormwater Management
   vi. MR #6: Runoff Treatment
   vii. MR #7: Flow Control
   viii. MR #8: Wetlands Protection
   ix. MR #9: Operation and Maintenance
11-02 LID BEST MANAGEMENT PRACTICES (BMPs)

A. General

LID BMPs are distributed stormwater management practices, integrated into a project design, that emphasize pre-disturbance hydrologic processes of filtration, storage, evaporation, infiltration and transpiration. LID BMPs include, but are not limited to, rain gardens, bioretention, permeable pavement, roof downspout controls, dispersion, soil quality and depth, minimal excavation foundations, vegetated roofs and water re-use.

LID BMPs shall be designed and constructed in accordance with the Drainage Manual and these Standards, including the design criteria, limitations and infeasibility criteria identified for each BMP, as applicable. Additional technical guidance can be found in Low Impact Development: Technical Guidance Manual for Puget Sound (TGM), published by the WSU Extension and the Puget Sound Partnership (2012). In the event of conflict between the Drainage Manual and other design documents, the Drainage Manual shall take precedence. Subsections 11-02.G through J below discuss particular details of certain LID BMPs that are important due to conditions known to exist in Snohomish County.

B. BMP Feasibility

The BMP feasibility decision process is critical for determining how LID measures can be incorporated into the project design. BMP feasibility shall be evaluated using information developed from the site planning process of MR #1 and the design criteria, limitations and infeasibility criteria for each BMP.

C. BMP Selection

The BMP and facility selection process is detailed in Volume I, Chapter 4 of the Drainage Manual. BMPs are provided in Volumes II through V for MR #3 (Source Control), MR #5 (On-Site Stormwater Management), MR #6 (Runoff Treatment), MR #7 (Flow Control) and MR #8 (Wetlands Protection). Important design information for infiltration, flow control and treatment is provided in Volume III, Subchapter 3.3 (Infiltration Facilities for Flow Control and for Treatment).

D. Use of WSDOT Highway Runoff Manual

The Washington State Department of Transportation Highway Runoff Manual (HRM), as determined by the Washington State Department of Ecology to be equivalent to the 2014 Stormwater Management Manual for Western Washington, may be used to meet the requirements of Chapters 30.63A and 30.63B SCC for public road construction projects, subject to approval by the Engineer. HRM equivalency is limited to its minimum design requirements and BMPs for public road projects only.

E. Future Technologies and BMPs

The use of new technologies and BMPs approved by DOE is described in Volume V, Chapter 12 of the Drainage Manual. Information on approved systems and technologies is provided on the DOE “SW Treatment Technologies” webpage.

F. BMP Implementation

LID design typically requires the integration of multiple BMPs to meet the minimum requirements applicable for a given project. Implementation of LID BMPs shall comply with the following requirements unless approved otherwise by the Engineer:
1. SWPPP Elements 11 and 13 require protection from siltation and compaction for BMPs installed for infiltration or on-site stormwater management, as described below and in Volume II, Chapter 3 of the Drainage Manual:
   i. Install and maintain erosion and sediment control BMPs on portions of the site that drain to BMP areas.
   ii. Restore the BMPs to their fully functioning condition if they accumulate sediment during construction. Removal of sediment and replacement with soils meeting the design specification may be necessary.
   iii. Clean permeable pavement that is fouled with sediment, or that no longer passes the initial infiltration test, according to the maintenance procedures in Volume V, Chapter 4 of the Drainage Manual.
   iv. Keep construction equipment and foot traffic off existing soil where infiltration or on-site stormwater management BMPs will be located to prevent compaction and retain the infiltration rate of the soil.

2. The Engineer is responsible for regulating use of the public right-of-way per RCW 36.75. To ensure that public priority is maintained, the right-of-way shall not be used for placement of stormwater facilities serving private property.

3. LID BMPs may be installed in the right-of-way for treatment or flow control of stormwater runoff from public roads.

4. BMP plantings in the right-of-way must be low-growing species and mowable by County maintenance equipment, unless otherwise approved by the Engineer. No plantings that require individual maintenance will be approved in the right-of-way. A recommended list of seed mixes for filter strips and bioretention facilities is provided in Appendix B of these Standards.

G. Full Dispersion (Drainage Manual Volume V, BMP T5.30)

Full dispersion, where feasible, may reduce a development’s total effective impervious surface and eliminate the requirement for runoff treatment or flow control facilities. The BMP describes particular requirements for dispersion from roof downspouts, driveways, and roadways. It also contains a subsection, “Minimum Design Requirements for Public Road Projects,” that details the dispersion requirements for public road projects that are not part of residential, commercial or industrial site development. Full dispersion for roadways will likely be implemented only for roads outside urban growth areas where adjacent land is available for this purpose.

H. Rain Gardens (Drainage Manual Volume V, BMP T5.14A)

1. General: Rain gardens are generally appropriate for small projects where multiple, small infiltration facilities can be installed on a site instead of a larger system. They do not qualify for compliance with the LID Performance Standard or for meeting MRs #1-#9.
   i. Rain gardens are not considered “engineered facilities,” but technical expertise is still required for proper design, such as an overflow system to prevent ponding and to convey overflow to an appropriate downstream location.
ii. Rain gardens shall not be located in the public right-of-way due to their special maintenance requirements.

2. Infeasibility Criteria: The infeasibility criteria for BMP T5.14A are listed in BMP T7.30 (Bioretention Cells, Swales and Planter Boxes) in the Drainage Manual, Volume V. Two criteria that require careful evaluation are:

i. Where a minimum vertical separation of one foot to the seasonal high water table, bedrock or other impervious layer would not be achieved below a rain garden serving a drainage area that is: (1) less than 5,000 square feet of pollution-generating impervious surface, and (2) less than 10,000 square feet of impervious surface; and (3) less than 3/4 acre of pervious surface.

ii. Where infiltration would threaten adjacent facilities, such as underground utilities, structures or basements, or roads, parking lots, etc.

3. Design and Construction: Guidance for specifications and construction can be found in the “Rain Garden Handbook for Western Washington,” published by the WSU Extension Office of Pierce County. These guidelines are intended to assist the construction of these non-engineered facilities outside the public right-of-way. The “Rain Garden Handbook” is not an adopted construction standard document for the County.

I. Bioretention (Drainage Manual Volume V, BMPs T5.14B & T7.30)

1. General: Bioretention systems are shallow landscaped depressions that are considered “engineered” facilities in that soil mixes and plants are selected to remove pollutants and to reduce runoff quantities and flow rates. These systems may be constructed as cells, swales or planters and planter boxes as described in BMP T7.30. Additional information is provided in BMP T5.14B and in Section 5-12 of these Standards. Bioretention systems are not conveyance systems even though an underdrain may be required depending on soil conditions and infiltration.

Certain patented treatment systems that use specific, high rate media for treatment have been approved by the Department of Ecology (DOE). Such systems are not considered LID BMPs and are not options for meeting MR #5, although they may be used for MR #6 where appropriate. Information on approved systems and technologies may be found on the DOE “SW Treatment Technologies” webpage.

2. Infeasibility Criteria: The infeasibility criteria are provided in BMP T7.30. Similar to rain gardens, two criteria that require careful evaluation are the minimum vertical separation to groundwater and the potential infiltration threat to adjacent facilities. The minimum vertical separation to the seasonal high water table, bedrock or other impervious layer is one foot or three feet, depending on the size of the drainage area, as described in BMP T7.30.

3. Design and Construction:

i. Key elements of the design process include determination of the subgrade infiltration rate and the bioretention soil mix infiltration rate, as described in BMP T7.30.

ii. Bioretention soil depth: Must be a minimum of 18 inches to provide water quality treatment and an adequate growth environment for plants.
iii. Geosynthetic material: Should not be installed between the bioretention soil mix and the subgrade because downward migration of soil fines may clog the material and reduce infiltration.

iv. Underdrain: Design information is provided in BMP T7.30; additional guidance may be found in the TGM. Note that the minimum pipe diameter is 4 inches, the minimum slope is 0.5 percent, and the minimum orifice diameter for flow control is 0.5 inches to reduce clogging.

v. Check dams and weirs: May be required to reduce flow velocity and erosion, or to increase detention time and infiltration on sloped sites.

vi. Excavation: Excavation equipment must not operate in the bioretention area to prevent soil compaction. Refer to BMP T7.30 for detailed information on soil excavation and placement.

vii. Fencing: EDDS 5-10.1.2 requires that fencing be installed around open systems when the maximum design water depth is greater than 3 feet or the sideslopes are steeper than 3H:1V.

viii. Plantings in bioretention systems in the right-of-way must be low-growing species that can be mowed by County maintenance equipment, unless approved otherwise by the Engineer. No plantings that require individual maintenance will be approved in the right-of-way. A recommended list of seed mixes is provided in .

ix. No fixed obstructions: No fixed part of any bioretention system located in the public right-of-way may extend more than 4 inches above the surface of the floor or sideslopes of the facility, unless approved by the Engineer. This is to prevent snagging of vehicles that may leave the adjacent road surface.

4. Restoration: In the event a bioretention facility is damaged by other construction, maintenance activities or motor vehicles, the party responsible shall restore the facility to an equivalent or better condition, as determined by the Engineer.

J. Permeable Pavement Drainage Manual Volume V, BMP T5.15)

See Standard Drawings 11-010, 11-020 and 11-030

1. General:
   i. The four general categories of permeable pavement systems are described below. Typical cross-sections for porous asphalt and pervious concrete are provided in Standard Drawings 11-010 and 11-020.

   a) Porous hot or warm-mix asphalt pavement
      A flexible pavement similar to standard asphalt that uses a bituminous binder to adhere aggregate together. The fine material (sand or finer) is reduced or eliminated so that voids form between the aggregate and allow water to infiltrate.

   b) Pervious Portland cement concrete
      A rigid pavement similar to conventional concrete that uses a cementitious material to bind the aggregate. The fine aggregate (sand) is reduced or
eliminated so that voids form between the aggregate and allow water to infiltrate.

c) Permeable interlocking concrete pavements (PICP) and aggregate pavers

PICPs are solid, pre-cast, Portland cement concrete modular units. Joints between the units are filled with permeable aggregate and installed on an open-graded aggregate bedding course. Aggregate (or pervious) pavers are modular pre-cast units of similar-sized aggregates bound together with Portland cement concrete, high-strength epoxy or other adhesives. Similar to PICPs, the joints or openings in the units are filled with open-graded aggregate and placed on an open-graded aggregate bedding course. Aggregate pavers are intended for pedestrian use only.

d) Grid systems (concrete or plastic)

Pre-cast concrete or plastic units are filled with topsoil and grass or permeable aggregate. The grid sections are connected together and pinned into a dense-graded base, or are eventually held in place by the grass root structure and the aggregate. Both types can be installed on an open-graded aggregate base as well as a dense-graded aggregate base.

b. Permeable pavement type selection must be appropriate for the intended use. Pervious concrete is the preferred permeable pavement for facilities that are subject to motor vehicle loads and tire shear forces. Permeable interlocking concrete pavements, aggregate pavers and concrete or plastic grid systems are not approved for road surfaces in the public right-of-way and are not recommended for private road network elements that carry significant traffic volumes or truck traffic.

c. Permeable pavement may be damaged by differential settlement. Permeable pavement shall not be used for bicycle, pedestrian or parking facilities adjacent to impervious pavement unless the design provides appropriate measures, such as a concrete separation barrier, to provide lateral support and to mitigate the structural strength differences of the pavements. In addition, the design shall ensure that infiltration through a permeable pavement surface does not compromise the adjacent impervious pavement structure.

d. Permeable pavement systems shall be installed by contractors qualified either by certification by an appropriate trade organization, such as the National Ready-Mix Concrete Association, or by previous experience (at least three permeable pavement projects within the past five years).

2. Infeasibility Criteria: Among the infeasibility criteria listed in BMP T5.15, the following require careful evaluation:

i. Where infiltrating and ponding water below the new permeable pavement would threaten (1) adjacent impervious pavements, (2) existing below-grade basements, or (3) the safety or reliability of pre-existing underground utilities, underground storage tanks or road subgrades.

ii. Where the native soils below a pollution-generating permeable pavement (e.g. a road or parking lot) do not meet the soil suitability criteria for providing treatment. Refer to Site Suitability Criteria 6 (SSC-6), "Soil Physical and Chemical Suitability for Treatment," in Volume III, Section 3.3.7 of the Drainage Manual.
iii. Where seasonal high groundwater or an underlying impermeable/low permeable layer would create saturated conditions within one foot of the bottom of the lowest gravel base course.

iv. Where roads carry more than very low traffic volumes or areas have more than very low truck traffic. Roads with a projected average daily traffic volume of 400 vehicles or less are very low volume roads (AASHTO, 2001 and US Department of Transportation, 2013). Areas with very low truck traffic volumes are roads and other areas not subject to through truck traffic but may receive up to weekly use by utility trucks (e.g., garbage, recycling), daily school bus use, and multiple daily use by pick-up trucks, mail/parcel delivery trucks and maintenance vehicles. This infeasibility criterion does not apply to sidewalks or other non-motorized vehicle surfaces associated with the road.

v. Where the site cannot reasonably be designed to have a porous asphalt surface at less than 5 percent slope, or a pervious concrete surface at less than 10 percent slope, or a permeable interlocking concrete pavement surface (where appropriate) at less than 12 percent slope. The upper slope limit for grid systems can range from 6 to 12 percent; contact the manufacturer for a maximum slope recommendation for the proposed use.

3. Design:

i. Permeable pavement systems must be engineered to meet the requirements of the intended use, using appropriate materials with the necessary structure and strength, while infiltrating stormwater consistent with site conditions and design parameters. Permeable pavement specifications are evolving as project experience is gained in the Puget Sound region. Certain specifications are recommended below, but designers should consult sources such as the WSDOT Standard Specifications, the TGM and regional specifications developed by the City of Tacoma, for additional guidance.

ii. The wearing layer for all permeable pavement surface types shall have a minimum initial infiltration rate of 20 inches per hour. Significantly higher initial infiltration rates are desirable to improve long-term performance.

iii. Road projects proposing to use permeable pavement should be designed with adequate drainage conveyance facilities as if the road surface was impermeable. Road design should balance the storage capacity of the base materials and the infiltration rate of the surrounding native materials so that infiltrated water does not compromise the structural integrity of the road prism. Roads with base courses that extend below the surrounding grade should have a designed drainage flow path to move water away from the road prism and into the roadside drainage facilities. Note that if the design requires use of a perforated storm drain to collect and transport infiltrated water from under the road surface, the design will be less effective and the flow reduction benefit reduced. See Subsection 4.g below for “Underdrains.”

iv. Permeable pavements used for pedestrian facilities and accessible routes of travel must have surfaces that comply with ADA (Americans with Disabilities Act) standards. ADA-compliant pedestrian facilities must include detectable warning surfaces to distinguish pedestrian areas from vehicular areas for the visually impaired. If the surface of a permeable pavement facility is rough enough to
obscure the detectable warning surface, then a section of conventional asphalt or concrete shall be installed around the warning strip to highlight the transition.

4. Pavement Structure and Specifications:

The cross-sectional elements of permeable pavements are described in subsections a. through g. below and shown in Standard Drawings 11-010 and 11-020. References below to “subject to vehicle loading,” apply to roads and other driving surfaces, pedestrian facilities located adjacent to curbs or vehicle travel lanes, and to separated pedestrian facilities that allow or require maintenance vehicle access.

i. Top Course or Wearing Layer:

a) Porous Asphalt: A flexible surface similar to conventional asphalt but fines smaller than a No. 30 sieve are reduced. Void ratios in the range of 16%–25% are typical. Asphalt binder shall be PG 70-22ER, polymer modified or higher grade, with a total weight between 6% and 7%. Recycled asphalt pavement shall not be used in porous asphalt. For additional materials required for porous asphalt construction that are not described in this section, refer to WSDOT Standard Specifications 5-04.2.

Aggregate for the porous asphalt top course shall consist of clean and washed, crushed stone with at least 90% fracture on two faces on the No. 4 sieve. The following is a recommended gradation for the Puget Sound region:

<table>
<thead>
<tr>
<th>SIEVE SIZE</th>
<th>PERCENT PASSING</th>
</tr>
</thead>
<tbody>
<tr>
<td>3/4-inch square</td>
<td>100</td>
</tr>
<tr>
<td>1/2-inch square</td>
<td>90-100</td>
</tr>
<tr>
<td>3/8-inch square</td>
<td>55-90</td>
</tr>
<tr>
<td>US No. 4</td>
<td>10-40</td>
</tr>
<tr>
<td>US No. 8</td>
<td>0-20</td>
</tr>
<tr>
<td>US No. 40</td>
<td>0-13</td>
</tr>
<tr>
<td>US No. 200</td>
<td>0-5</td>
</tr>
</tbody>
</table>

Recommended minimum layer depth: 6 inches for sections subject to vehicle loading; 4 inches for pedestrian facilities or other sections not subject to vehicle loading.

b) Pervious Concrete: A rigid surface using round or crushed aggregate typically, with Portland cement and admixtures to increase workability and strength. Void ratios of 15% – 20% are typical. Specifications shall conform to ACI 522.1, “Specification for Pervious Concrete Pavement,” published by the American Concrete Institute. Quality control and testing procedures, including test panels, shall conform to ACI 522.1 and guidance provided in the TGM.

Aggregate for the pervious concrete top course is recommended to be clean and washed, 1/4-inch to 5/8-inch round or crushed aggregate conforming to the AASHTO No. 8 gradation:
<table>
<thead>
<tr>
<th>SIEVE SIZE</th>
<th>PERCENT PASSING</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2-inch square</td>
<td>99-100</td>
</tr>
<tr>
<td>3/8-inch square</td>
<td>85-100</td>
</tr>
<tr>
<td>US No. 4</td>
<td>10-30</td>
</tr>
<tr>
<td>US No. 8</td>
<td>0-10</td>
</tr>
<tr>
<td>US No. 16</td>
<td>0-5</td>
</tr>
</tbody>
</table>

Recommemded minimum layer depth: 6 to 12-inches for surfaces subject to vehicle loading; 6 to 9-inches for parking lots; 4-inches for pedestrian facilities or other sections not subject to vehicle loading.

For pervious concrete, transverse control (contraction) joints shall be installed at 15-foot maximum intervals. The joints shall extend to a depth of 1/4 thickness of the pervious concrete layer. Expansion joints shall not be used except where the pavement abuts other slabs or structures.

c) Permeable Interlocking Concrete Pavement and Aggregate Pavers: A flexible surface capable of high vehicle loads but at low speed. Voids of 12% are typical. Pavement joints should be filled with No. 8, 89 or 9 stone.

d) Grid/Lattice Systems: A flexible surface composed of concrete or plastic grids filled with a minimum of 2 inches of sand, gravel, or soil and planted with grass. Capable of high vehicle loads but at low speed and infrequent use to minimize grass damage.

ii. Choker Course:

a) Porous Asphalt: An optional layer, 1 to 2 inches in depth, of clean and washed, crushed rock meeting the gradation shown above for the top course/wearing layer. This layer serves to more evenly distribute loads to the base layer, particularly if larger diameter rock is used for the base.

b) Pervious concrete: A choker course is generally not recommended.

iii. Aggregate Base Layer (Reservoir Course):

a) Porous asphalt: Two gradation options for the aggregate base layer recommended for the region are:

Permeable ballast:

<table>
<thead>
<tr>
<th>SIEVE SIZE</th>
<th>PERCENT PASSING</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 - 1/2-inch</td>
<td>100</td>
</tr>
<tr>
<td>2-inch</td>
<td>90-100</td>
</tr>
<tr>
<td>1 - 1/2-inch</td>
<td>35-70</td>
</tr>
<tr>
<td>1 inch</td>
<td>0-15</td>
</tr>
<tr>
<td>1/2-inch</td>
<td>0-5</td>
</tr>
<tr>
<td>US No. 100</td>
<td>0-3</td>
</tr>
<tr>
<td>% Fracture</td>
<td>95</td>
</tr>
</tbody>
</table>
Crushed surfacing choker course:

<table>
<thead>
<tr>
<th>SIEVE SIZE</th>
<th>PERCENT PASSING</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 - 1/2-inch</td>
<td>100</td>
</tr>
<tr>
<td>1 inch</td>
<td>95-100</td>
</tr>
<tr>
<td>1/2-inch</td>
<td>25-60</td>
</tr>
<tr>
<td>US No. 4</td>
<td>0-10</td>
</tr>
<tr>
<td>US No. 8</td>
<td>0-5</td>
</tr>
<tr>
<td>% Fracture</td>
<td>95</td>
</tr>
</tbody>
</table>

Recommended minimum layer depth: 12-inches for sections subject to vehicle loading; 6-inches for pedestrian facilities or other sections not subject to vehicle loading.

b) Pervious concrete: The permeable ballast specification above is recommended for use with pervious concrete. Crushed surfacing choker course should not be used for pervious concrete installations.

Recommended minimum layer depth: 6 inches.

c) Aggregate specifications for permeable interlocking concrete pavement and concrete or plastic grid systems may be found in the TGM, section 6.3.2.

d) The aggregate base layer shall be clean and washed, crushed rock meeting the specifications above for the respective pavement types. Round rock shall not be used where the perimeter of the base layer is not confined, such as for a sidewalk placed above grade.

e) The base layer shall be designed with sufficient depth to meet flow control requirements, taking infiltration into account. If the infiltration rate and the base layer’s storage do not meet flow control requirements, then an underdrain system may be required.

f) Where a permeable pavement system is installed on a grade, or where the system may create a conveyance channel for intercepted groundwater, then measures such as berms and checkdams shall be installed in the base or reservoir course to retard horizontal flow through the layer and promote infiltration. The distance between the berms or checkdams will vary depending on slope, flow control requirements and other site design considerations. Refer to Standard Drawing 11-030.

g) Where the facility grade may cause infiltrated runoff to overtop an internal berm, measures such as plastic cell separation joints shall be installed above each berm as necessary to control horizontal flow through the surface layer. Refer to Standard Drawing 11-030.

iv. Separation or Bottom Filter Layer:

A layer of sand or washed, crushed stone (0.5 inch or smaller) graded flat may be installed to promote infiltration across the surface, stabilize the base layer,
protect underlying soil from compaction, and serve as a transition between the base layer and any underlying geosynthetic layer, if installed.

v. Geosynthetic Layer:
A layer of geosynthetic material above the subgrade is not typically necessary because it may create a clogging surface. However, a geosynthetic layer may be appropriate where soil characteristics, such as fine-grained clay or silt, indicate that upward movement of soil particles is possible and could cause void spaces to clog. Geosynthetic material may also be advisable on sloped surfaces to address subsurface scour and on the sides of excavations to prevent erosion of adjacent soil into the aggregate base. Specifications for geosynthetics are provided in the WSDOT Standard Specifications, Section 9-33 (use “Permanent Erosion Control, High Survivability, Non-woven, Class B” fabric).

vi. Subgrade:
   a) Compact the subgrade to the minimum necessary for structural stability. Two guidelines used to specify subgrade compaction are “firm and unyielding” (qualitative) and 90%-92% Standard Proctor (quantitative). Construction practices must ensure that subgrade compaction from heavy equipment or truck traffic does not occur.
   b) To prevent compaction when installing the aggregate base: (1) dump the aggregate base onto the subgrade from the edge of the installation and then push the aggregate onto the subgrade, and (2) dump subsequent loads of aggregate from the top of the aggregate base as the installation progresses.

vii. Underdrains:
An underdrain or overflow system may be required to convey high-volume runoff and prevent saturation of the pavement. The underdrain shall discharge to an approved bioretention or dispersion system, detention facility or conveyance system.

The recommended specifications for underdrains are:
   a) Use thick-walled plastic pipe, slotted, with a minimum diameter of 6 inches;
   b) Install at a depth that provides adequate cover for vehicle loads; and
   c) For flow control, the minimum orifice diameter is 0.5 inch to reduce clogging.

Note that if an underdrain is placed at or near the bottom of the aggregate base layer in a permeable pavement design, the permeable pavement is no longer considered an LID BMP and cannot be used to satisfy MR #5 (On-Site Stormwater Management). However, a design utilizing an underdrain that is elevated within the aggregate base layer to protect the pavement wearing course from saturation is considered an LID BMP and can be used to satisfy MR #5. Further guidance on modeling permeable pavement with underdrains is provided in Volume III, Appendix III-C of the Drainage Manual.
viii. **Acceptance Testing:**

a) Driveways can be tested by pouring water on the surface and observing how much infiltrates and how much runs off. If more than a small amount runs off, additional testing is necessary before accepting construction.

b) Acceptance testing of permeable pavement other than driveways shall conform to ASTM C1701 for porous asphalt and ACI 522 for pervious concrete.

ix. **Restoration:**

Any cut or damage to permeable pavement shall be restored with the same permeable pavement, to an equivalent or better condition as determined by the Engineer. Paving over permeable pavement with conventional asphalt, concrete or other impermeable material invalidates prior stormwater design assumptions, creates the potential for runoff to exceed a conveyance or infiltration system, and shall not be allowed unless approved by the Engineer. Permeable pavement shall be restored in accordance with manufacturer’s specifications by contractors qualified either by previous experience (at least three permeable pavement projects within the past five years) or certification by an appropriate trade organization. The pavement restoration plan shall be approved by the Engineer.

11-03 **MAINTENANCE STANDARDS**

Maintenance standards for stormwater facilities shall comply with the respective BMPs and with Chapter 4.6 (“Maintenance Standards for Drainage Facilities”) in Volume V of the Drainage Manual.

In addition, to minimize stormwater contamination, maintenance of privately-owned road network elements should be performed in accordance with BMP 4.30 in Volume IV of the Drainage Manual.
CHAPTER 11 STANDARD DRAWING INDEX

11-010 Porous Asphalt Pavement
11-020 Pervious Concrete Pavement
11-030 Permeable Pavement Berms
11-040 LID Curb Cut
1. Pavement design for use in public row must be reviewed and approved by Snohomish County.
2. See EDDS 11-02J for recommended specifications.
1. PAVEMENT DESIGN FOR USE IN PUBLIC ROW MUST BE REVIEWED AND APPROVED BY SNOHOMISH COUNTY.
2. SEE EDDS 11-02-J FOR RECOMMENDED SPECIFICATIONS
NOTES:
1. NATIVE MATERIAL AND/OR FILL MATERIAL COMPACTED TO 95% OF MAXIMUM, TOP OF BERM ONLY.
2. NO COMPACTION OF NATIVE MATERIALS OUTSIDE OF BERM.
3. CONSTRUCTION GEOTEXTILE FOR DITCH LINING SHALL COVER BERM INCLUDING 2 FT TYPICAL ON EACH SIDE. GEOTEXTILE FOR UNDERGROUND DRAINAGE SHALL LINE THE REMAINING RESERVOIR LAYER.
4. PLASTIC CELL SEPARATION JOINTS OR OTHER MEASURES MAY BE REQUIRED ABOVE BERM TO CONTROL HORIZONTAL FLOW THROUGH THE SURFACE LAYER, DEPENDING ON PROJECT DESIGN.
5. THE MAXIMUM RECOMMENDED GRADES FOR PERMEABLE PAVEMENT SYSTEMS ARE 5% FOR POROUS ASPHALT, 10% FOR PERVIOUS CONCRETE, 12% FOR PIGP AND PAVER SYSTEMS, AND 6-12% FOR GRID SYSTEMS.
6. PAVEMENT DEPTH PER PROJECT DESIGN. SEE TEXT SECTION 11-02J.

SECTION A-A
N.T.S.

CRUSHED GRAVEL RESERVOIR COURSE
CONSTRUCTION GEOTEXTILE FOR UNDERGROUND DRAINAGE
PLASTIC CELL SEPARATION JOINT PER DESIGN
PERMEABLE PAVEMENT WALKWAY
SEE NOTE 2
SEE NOTE 1

CONSTRUCTION GEOTEXTILE FOR UNDERGROUND DRAINAGE
CONSTRUCTION GEOTEXTILE FOR DITCH LINING

POROUS CEMENT CONCRETE WALKWAY
SEE NOTE 6

CRUSHED GRAVEL RESERVOIR COURSE
CONSTRUCTION GEOTEXTILE FOR UNDERGROUND DRAINAGE

SNOHOMISH COUNTY PUBLIC WORKS
11-030 PERMEABLE PAVEMENT BERRMS
NOTES:
1. REFER TO STANDARD DRAWING 4-140 FOR CURB DETAILS.
2. CURB CUT INLET WIDTH AND SPACING SHALL BE SIZED AND LOCATED BASED ON THE CATCHMENT AREA, LONGITUDINAL SLOPE ALONG THE CURB, CROSS SLOPE OF THE GUTTER OR ADJACENT PAVEMENT AT THE INLET, AND MEET SNOHOMISH COUNTY DRAINAGE REQUIREMENTS.
3. MATCH ROAD PROFILE.
4. ENERGY DISSIPATION SHALL BE DESIGNED WITH A MINIMUM DEPTH OF 6 INCHES.
**APPENDIX A**

**STORMWATER FACILITY LANDSCAPING**

The following plant species are acceptable for landscaping of stormwater flow control or treatment facilities pursuant to SCC 30.25.023. This list is subject to revision.

**SHRUB OR VINE SPECIES**

<table>
<thead>
<tr>
<th>SCIENTIFIC NAME</th>
<th>COMMON NAME</th>
<th>EVERGREEN OR DECIDUOUS</th>
<th>NATIVE SPECIES</th>
</tr>
</thead>
<tbody>
<tr>
<td>Berberis (ssp)</td>
<td>Barberries</td>
<td>D/E</td>
<td></td>
</tr>
<tr>
<td>Camelia sasanqua (ssp)</td>
<td>Camelia</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Ceanothus (ssp)</td>
<td>Ceanothus</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Chaenomeles (ssp)</td>
<td>Quince</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Cistus purpureus</td>
<td>Orchid Rockrose</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Cornus stolonifera</td>
<td>Red Osier Dogwood</td>
<td>D</td>
<td>Yes</td>
</tr>
<tr>
<td>Cotoneaster (ssp)</td>
<td>Cotoneaster</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Euonymous japonica</td>
<td>Euonymous</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Euonymous fortunei</td>
<td>Euonymous</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Forsythia suspensa sieboldii</td>
<td>Forsythia</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Garrya (ssp)</td>
<td>Silktassel</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Jasminum nudiflorum</td>
<td>Winter Jasmine</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Myrica californica</td>
<td>Pacific Wax Myrtle</td>
<td>E</td>
<td>Yes</td>
</tr>
<tr>
<td>Rhododendron (ssp)</td>
<td>Rhododendron/Azalea</td>
<td>D/E</td>
<td></td>
</tr>
<tr>
<td>Ribes sanguineum</td>
<td>Red Flowering Currant</td>
<td>D</td>
<td>Yes</td>
</tr>
<tr>
<td>Rosa gymnocarpa</td>
<td>Baldhip Rose</td>
<td>D</td>
<td>Yes</td>
</tr>
<tr>
<td>Rosa nutkana</td>
<td>Nootka Rose</td>
<td>D</td>
<td>Yes</td>
</tr>
<tr>
<td>Rosa pisocarpa</td>
<td>Wild Clustered Rose</td>
<td>D</td>
<td>Yes</td>
</tr>
<tr>
<td>Viburnum (ssp)</td>
<td>Viburnum</td>
<td>D/E</td>
<td></td>
</tr>
<tr>
<td>Weigela (ssp)</td>
<td>Weigela</td>
<td>D</td>
<td></td>
</tr>
</tbody>
</table>

Note: "ssp" means "all species."
<table>
<thead>
<tr>
<th>SCIENTIFIC NAME</th>
<th>COMMON NAME</th>
<th>EVERGREEN OR DECIDUOUS</th>
<th>NATIVE SPECIES</th>
</tr>
</thead>
<tbody>
<tr>
<td>Berberis stenophylla</td>
<td>Barberry  #</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Carpinus</td>
<td>Hornbeam</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Crataegus douglasii</td>
<td>Douglas Hawthorn</td>
<td>D</td>
<td>Yes</td>
</tr>
<tr>
<td>Cupressocyparis (ssp)</td>
<td>Cypress</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Cupressocyparis leylandii</td>
<td>Leyland Cypress</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Escallonia (ssp)</td>
<td>Escallonia  #</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Euonymous alata</td>
<td>Burning Bush</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Fagus</td>
<td>Beech</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Ligustrum (ssp)</td>
<td>Privet</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Mahonia aquafolium</td>
<td>Tall Oregon Grape  #</td>
<td>E</td>
<td>Yes</td>
</tr>
<tr>
<td>Myrica californica</td>
<td>Pacific Wax Myrtle</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Photinia (ssp)</td>
<td>Photinia</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Philadelphus lewisii</td>
<td>Mock Orange  #</td>
<td>D</td>
<td>Yes</td>
</tr>
<tr>
<td>Pieris japonica</td>
<td>Japanese Pieris  #</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Rosa (ssp)</td>
<td>Roses  #</td>
<td>D</td>
<td></td>
</tr>
<tr>
<td>Taxus baccata,</td>
<td>Yew</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Taxus brevifolia</td>
<td>Pacific or Western Yew</td>
<td>E</td>
<td>Yes</td>
</tr>
<tr>
<td>Thuja occidentalis</td>
<td>American Arborvitae</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Thuja orientalis (Platycladus o.)</td>
<td>Oriental Arborvitae</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Thuja plicata</td>
<td>Western Red Cedar</td>
<td>E</td>
<td>Yes</td>
</tr>
<tr>
<td>Tsuga canadensis</td>
<td>Canadian Hemlock</td>
<td>E</td>
<td></td>
</tr>
<tr>
<td>Tsuga heterophylla</td>
<td>Western Hemlock</td>
<td>E</td>
<td>Yes</td>
</tr>
</tbody>
</table>

Notes: (1) “ssp” means “all species.”  # indicates “flowering hedge.”
(2) No trees shall be placed within the sight distance triangle of any intersection, as determined by the Department of Public Works.
APPENDIX B

VEGETATIVE SEED MIXES FOR USE IN PUBLIC RIGHT-OF-WAY

Stormwater BMPs to be installed in the public right-of-way that require vegetative plantings pose a significant maintenance requirement. Unless approved otherwise by the Engineer, the following slow- and low-growing seed mixes shall be used, in the recommended percentages, for stormwater BMPs in the public right-of-way:

A. Filter Strip Seed Mix:

<table>
<thead>
<tr>
<th>Name</th>
<th>Percentage</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hard Fescue</td>
<td>45</td>
</tr>
<tr>
<td>Sheep Fescue</td>
<td>20</td>
</tr>
<tr>
<td>Creeping Red Fescue</td>
<td>10</td>
</tr>
<tr>
<td>Supina Bluegrass</td>
<td>10</td>
</tr>
<tr>
<td>Dutch White Clover</td>
<td>15</td>
</tr>
</tbody>
</table>

100%

B. Bioretention Seed Mix:

<table>
<thead>
<tr>
<th>Name</th>
<th>Percentage</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hard Fescue</td>
<td>45</td>
</tr>
<tr>
<td>Creeping Meadow Foxtail</td>
<td>20</td>
</tr>
<tr>
<td>Creeping Red Fescue</td>
<td>10</td>
</tr>
<tr>
<td>Supina Bluegrass</td>
<td>10</td>
</tr>
<tr>
<td>Dutch White Clover</td>
<td>15</td>
</tr>
</tbody>
</table>

100%

Other seed mixes for low-growing grasses may be available commercially. Approval by the Engineer is required as part of construction plan review prior to planting in the public right-of-way.